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BUREAU VERITAS

Certification

Certificate
Awarded 1o

ELEKTRODE JESENICE d.o.o.

CESTA fELEZARJEV B, 4270 JESENICE, SLOVENIIA

Bureau Ventas Certification certify that the Management System of the above
organzation has been audited and found w be 0 accordance with
the requirements of the management svsrem standard detatled below

STANDARD

1SO 9001:2008

SCOPE OF CERTIFICATION

DEVELOPMENT, PRODUCTION AND SALES OF WELDING CONSUMABLES

Cortifiastios ok ssert dase; IOVO7/2012

Skt o the umtiminnd sctisfactory aperasion of the orpisiiatian T Muagemeer Spatem, ohis covtifioate expires ox: JOMDT/2015
Opinal viiistvon dat; 22051997

Crrteionts manber: SL1BITAQ Virman swmber: 07 Ressivow date: 190772012
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Indusirie Sonvice

CERTIFICATE

Thea company
Elektrode Jesenice d.o.o.

Cesta Zelezarjev B
S51-4270 Jesenice

has been audited and approved as manufaciurer of filler metals
according to

VdTUV-Merkblatt 1153
in connection with AD 2000-Merkblatt W 0.

The company
- has facilities permitting manufacturing and inspection in compli-
ance with the current technical standards,

- operates a quality system which guarantees that manufactunng
and inspection of the filler metals stated in our report are in con-
formity with the technical rules and standards,

- amploys qualified supervisory and inspection personnel.
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The cerlificate expires in September 2014,

|:|.r I'I:..F. r||I T

Munich, October 107, 2011

TOV 50D Industrie Service GmbH
Zertifizierungsstelle fir Druckgeribe

Eenvdon GrmbH, Defanimen] Malerials and YWeidng Tachnology
Wastendsialle 159, [-B065] Munich

ZERTIFIKAT # CERTIFICATE




Benannte Stelle nach Druckgeraterichtlinie (97/23EG)
der TUV SUD Industrie Service GmbH

CERTIFICATE

0036 -CPD -5 012

In compliance with the Directive 8371 06/EEC of the Council of European Communities
of 21 Dacember 1388 on the approximation of laws, regulations and admenigirative
provisions of the Mamber Stales relating o the construction products (Construction
Products Directive = CPD) amended by the Directive 93/68EEC of the Councll od
European Communities of 22 July 1893, it has been stated that the construction product
welding consumablas

Stick electrodes acc. to EN 150 2560, EN IS0 3580, EN 1600
Welding wires acc. to EN IS0 14341, EN 150 14343, EN IS0 16834
‘Welding wires and rods acc. to EN 21852

Welding rods acc. to EN 150 636, EN 12536

Flux cored wires acc. to EN IS0 17632, EN IS0 17633

SAW wire/flux combinations acc. to EN 756

SAW fluxes acc. to EM TED
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of the company Elektrode Jesenice d.o.o.

Cesta Zelezarjev 8
S1-4270 Jesenice

T &

is submitied o a factory production control,

The Maotified Bedy TUY SUD Industrie Service GmbH has parformed the initial inspection
of the factory and of the factory preduction contral (FPC) and performs the continous
surveillance, assessmenl and approval of the FPC
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is cartificate atlesis all provisions concerning the atlestation of conformity @ &
* Thi ifi ftesis that all i ing the attestation of conformity and th
w propartias of the produc] described in Annex ZA of the standard

':[ DIN EM 13479: 03.2005

= were applied

- This cartificate was first ssued on 03.08. 2006 and renswed on 04,12 2011 and remains
- valid as lang as the conditions [add down in the harmonized technical spacification in

E referanca or the manufacturing conditions in the faciory or the FPC itself are nof madi-
&3 fied significantly, and latest on 08.12.2014.

+ Munich, December 08", 2011 _ Certification Body for Welding Consumables
=

: \ AT

Lt (M1, Sehulz)

E Nitified Body, Identificaon No. 0035

L

L |

T 2 TUA SUD Indusires Seavice GmbH
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elektrode jesenice .

TRADITION
Our history and tradition goes back to the year 1939, since that time at Jesenice location
welding material is developed and produced. Now about 200 experienced employees care for
QUALITY

Our philosophy is the customer satisfaction and production of high quality products, so we
in 1997 got quality management system approval ISO 9001.

Our production facilities are continuously checked and approved by Internacional Supervisory
Institutions TUV, DB agd many Classification societies: GL, BV, ABS, LR, RS, DNV, RINA,
PRS, SzZU, CR and SZ.
All metallic and mineral materials for the production of Elektrode Jesenice products are under
strict control and all welding materials produced in our company are tested. Manufacturing
certificates are available on request.

SERVICE

Today we supply to more than 500 constant customers from 25 countries.

Long experiences enables Electrode to offer you a comprehensive know-how about of
welding.

www.elektrode.si



elektrode jesenice ..

PROIZVODNI PROGRAM

PROIZVOD EN ISO AWS Strana
2560-A 2560-B A-5.1/ A-5.5*
Niskolegirane celulozne, rutilne i kisele elektrode
NEUTRAL E 35 AA 13 E4340A / 18
RAPID E382RA13 E4320A E 6020 19
CELEX E352C21 ~E4310A E 6010 20
CELEX Mn E423C21 ~E4910 A E 7010-G 21
CELEX Mo E 42 3 Mo C 21 ~E4910A E 7010-A1* 22
CELEXNi E 46 3 1NiC 21 ~E 55 10-N1 A E 8010-G * 23
CELEX NiMo E 50 3 1NiMo C 21 ~E 57 10-N2M3 A E 9010-G* 24
JADRAN S E 350RC 11 E4313A E 6013 25
RUTILEN 12 E 38 0RC 11 E4312A E 6012 26
RUTILEN Z E 42 0RC 11 E4913A E 6013 27
RUTILEN 1000 S E 42 0RC 11 E4913A E 6013 28
EMONA E382RB 12 E 4303 A E 6013 29
RUTILEN 13 E420RR 12 E4912A E 6013 30
RUTILEN X E420RR 12 E4913A E 6013 31
RUTILEN 2000 S E420RR 12 E49 13 A E 6013 32
RUTILEN K E382R12 E4313A E 6013 33
RUTILEN 13 M E380R12 E4312A E 6013 34
RUTILEN S E 38 0 RC 11 E43 13 A E 6013 35
Visokoproduktivne elektrode
SAVA 130 E 380 RR 33 E 4324 A E 7024 38
SAVA 150 E 38 0 RR 53 E 4324 A E 7024 39
SAVA 180 E 42 0 RR 74 E 4924 A E 7024 40
SAVA 200 E420RR 74 E 4924 A E 7024 41
SAVA GV 130 E 38 0 RR 34 E 4324 A E 7024 42
SAVA GV 160 E 38 0 RR 54 E 4324 A E 7024 43
SAVA 150 B E 422B 53 E 4928 A E 7028 44
SAVA 150 AR E 42 4 RA 53 E 49 27 A E 7027 45
Niskolegirane bazi¢ne elektrode
EVB 50 E424B32H5 E4918 A E 7018-1H4R 48
EVB 55 E 426 B32H5 E 49 18-P1 A E 7018-1 49
EVB 45 E422B32H5 E 49 18-P1 A E 7016 50
EVB 47 E 382B32H5 E4318A E 6019 51
EVB S E 424B 12 H10 E4916 A E 7016 52
GALEB 50 E422B32H5 E4916 A E 7016 53
EVB K E 422B 12 H5 ~E 49 16-P1 H5 E 7016 54
2560-A / 18275-A* 2560-B / 18275-B* A-5.5
Srednje i visokolegirane bazi¢ne elektrode za zavarivanje sitnozrnih celika
EVB 60 E 50 4 Mo B 42 H5 ~E 57 18-3M2 A E 8018-G 56
EVB 65 E 55 6Mn1NiMo B42H5* |/ E 9018-G 57
EVB Ni E 50 61 Ni B 42 H5 ~E 55 16-3N3 A E 8018-C3 58
EVB CuNi E 46 4 ZB 42 H5 E 49 16-NC A E 7018-G 59
EVB CuNiCr E464ZB 42 H5 E 49 16-NCC1 A E 7018-G 60
EVB NiMo E 5041 NiMoB42H5 |[~E 57 18-N2M3 A E 8018-G 61
GALEB 70 E 50 2Mn 1INiB 42 H5 [ ~E 57 16-N2M3 A E 9016-G 62
EVB 2.5 Ni E 50 8 2Ni B 42 H5 ~E 57 18-3N3 A E 8018-C1 63
EVB 2.5 NiMo E 556 2NiMo B 42 H5 * | ~E 62 18 N4M2A H5 * | E 9018-G 64
EVB 75 E69 6Mn2NiCrMoB42H* | ~E 78 16-N5CM3AH5* | E 10018-G 65
EVB CrNiMo E 62 2Z-B42H5* / ~E 11018 G 66
EVB 80 ~E 696Mn2NiCrMoB42H5* | ~E 78 16 N5SCM3 A H5* | E 11018-G 67
EVB 100 E 794Mn2Ni1CrMoB42H5* | ~E 83 16 —-N5CM3 H5*| E 12018-G 68
EVB 100 EKSTRA E 89 4 ZB62 H5 ~E 83 16 —-N5CM3 H5*| E 12018-G 69
EVB SP2 ~E6247ZB34 ~E 69 18 GA / 70
EVB 100 EKSTRA 71




elektrode jesenice..

PROIZVODNI PROGRAM

PROIZVOD ENISO AWS Strana
2560-A / 3580-A * | 2560-B / 3580-B * A-5.5/A-54*
Srednje i visokolegirane baziéne elektrode za zavarivanje termicki postojanih celika
EVE Mo E464MoB421-|5 ~E4918-3M3A E 7018-A1 74
EMoB42H5 ~E4918-1M3 *
EVB MoV E MoV B 42 H5 * ~E 62 18-GH5* E 8018-G 75
EVB CrMo E CrMo1 B 42 H5 * ~E 5518-1CM H5 * E 8018-B2 76
EVB 2 CrMo E CrMo2 B 42 H5 * ~E 62 18-2C1MH5 * | E 9018-B3 77
EVB 5 CrMo E CrMo5 B 42 H5 * E 55 15 5CM-H5 * E 502-15 * 78
EVB 9 CrMo E CrMo9 B 42 H5 * E 62 15-9C1M H5 * E 505-15 * 79
EVB CrMoV ~ E CrMoV1 B32 H5* | ~E 55 16-GH5 * / 80
EVB 9 CrMoV ~ E CrMo91 B 42 H5* | ~E 62 15-9C1MV1 H5* | ~ E 9016-B9 81
EVB 91 CrMoV E CrMo91 B 42 H5* | ~E 62 15-9C1MV H5 * | ~ E 9018-B9 82
EVB Mo1Cr EZB42H5* ~E 55 18-1M3 H5 * E 8016-B5 83
Srednjelegirane rutilne elektrode za zavarivanje termicki postojanih ¢elika
E Ti Mo E46AMoR12/EAMoR12* | ~E 55 13-1M3 A (¥) E 8013-G 86
E Ti MoV E MoVR12* E5513G* E 8013-G 87
E Ti CrMo E CrMo1 R 12 * E 5513 1CM* E 8013-G 88
E Ti 2 CrMo ECrMo2 R12* E 6213 2C1M* E 9013-G 89
E Ti 5 CrMo E CrMo5 R 12 * E 62 13 5CM * E 8016-B6 90
EN ISO 3581-A * DIN 8556/ DIN 1736 * | A-5.4 / A-5.11*
Visokolegirane feritne elektrode
INOX B 13 Fe E 13B 43 E 13 MPB 30+ 130 E 410-15 92
INOX B 13/1 Fe E 13B 43 E 13 1 MPB 30+ 130 |~ E 410-15 93
INOX B 13/4 Fe E134B43 E 134 MPB 30+ 130 | E 410 NiMo-15 94
INOX B 13/6 Fe / / / 95
INOX B 17 Fe E 17 B 43 E 17 MPB 30+ 130 E 430-15 96
INOX B 17 MoFe E 17MoB43 E 17Mo ~ E 430Mo-15 97
Visokolegirane austenitne i austenitno-feritne elektrode
INOX R 19/9 Nb E199NbR 12 E 199 NbR 26 E 347-17 100
INOX B 19/9 Nb E 199 NbB 22 E 19 9 Nb B 20+ E 347-15 101
INOX R 19/9 NC E199LR12 E199LR 26 E 308 L-17 102
INOX R 19/12/3 Nb E19123NbR 12 E19123NbR 26 E 318-17 103
INOX B 19/12/3 Nb E 19123 NbB 22 E 1912 3 Nb B 20+ E 318-15 104
INOX R 19/12/3 NC E19123LR12 E19123LR 26 E 316 L-17 105
INOX R 19/13/4 L ~E19134LR 12 ~E19134LR 23 E 317 L-17 106
INOX R 22/9/3 LN E2293NLR32 / E 2209 L-17 107
INOX R 20/10/3 L ~E20103 R 12 ~E20103 R 23 E 308 MoL-17 108
Visokolegirane elektrode za zavarivanje u vatri postojanih celika
INOX R 25/4 Fe E254 R43 E 25 4 MPR 33 160 AISI: 446 110
INOX R 25/14 NC E2312LR32 E2312LR 26 E 309 L-17 111
INOX R 25/14/3 NC E23122LR 32 E23132LR 26 E 309Mo L-17 112
INOX R 25/20 E2520R 32 E 2520 R 26 E 310-16 113
INOX B 25/20 E 2520B 42 E 2520 B 20+ E 310-15 114
INOX R 25/20 L E20255CuNLR32 |[E20255L CuR E 385 -17 115
Visokolegirane elektrode za posebne namene
INOX R 22/12/3 Fe E 23 122R 53 / E 309Mo-16 118
INOX B 18/8/6 E 18 8 Mn B 22 E 18 8 Mn B 20+ ~ E 307-15 119
INOXR 18/8/6 Fe E 188 Mn R 53 E 18 8 Mn MPR33 160 | ~ E 307-16 120
INOX R 18/8/6 E188MnR 12 E 188 Mn R 26 E 307-17 121
INOX R 29/9 E299R 12 E299R 26 E 312-17 122
INOX R 29/9 Fe E 299 R 53 E299R 26 E 312-26 123
INOX B 70/15 / EL NiCr 15 Fe Mn * E NiCrFe-3 * 124
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elektrode jesenice ..

PROIZVODNI PROGRAM

PROIZVOD EN DIN AWS Strana
EN 14700 DIN 8555 A-5.13
Elektrode za navarivanje
UTOP 38 EFe3 E 3-UM-40-T / 126
UTOP 55 EFe4 E 6-UM-60-T / 127
TOOLDUR EFe4 E 4-UM-60-65 S E Fe 5-B 128
E DUR 250 EFe3 E 1-UM-250 / 129
E DUR 300 EFe1 E 1-UM-300 / 130
E DUR 400 EFe3 E 1-UM-400 / 131
E DUR 500 EFe3 E 1-UM-50 / 132
E DUR 600 EFe8 E 6-UM-60 / 133
E DUR 60 R EFe8 E 6-UM-55 / 134
E DUR 600 Si EFe8 E 6-UM-55 / 135
TOOLDUR Co EFe3 ~ E3-UM-50 CTZ 136
E DUR Cr 13 EFe8 E 5-UM-CGP / 137
Specijalne elektrode za navarivanje delova otpornih na habanje
ABRADUR 54 EFe8 E 6-UM-55-G / 140
ABRADUR 58 E Fe 14 ~ E 10-UM-60-G2 / 141
ABRADUR 60 E Fe 14 E 10-UM-60-GR / 142
ABRADUR 64 E Fe 15 ~ E 10-UM-65-GR / 143
ABRADUR 65 E Fe 16 ~ E 10-UM-65-G / 144
ABRADUR 66 E Fe 16 E 10-UM-65-GR / 145
CrWC 600 E Fe 16 E 10-UM-60-C / 146
Elektrode za navarivanje delova koji ojacavaju udarcima
E Mn 14 EFe9 E 7-UM-200-KP / 148
EMn14 Cr4 EFe9 ~ E 7-UM-200-KP / 149
E Mn 17 Cr 13 EFe9 / / 150
E Mn 17 Cr 10 Nb 3 E Fe 9 / / 151
Elektrode i Zice za navarivanje na osnovi kobalta - DUROSTEL
DUROSTEL 1 E . E 20-UM-55-ZCT R Co Cr-C 154
DUROSTEL 1 P . G/WSG-20-GO-55-ZCT | E Co Cr-C 155
DUROSTEL 6 E . E 20-UM-40-ZCT R Co Cr-A 156
DUROSTEL 6 P . G/WSG-20-G0O-45-ZCT |E Co Cr-A 157
DUROSTEL 12 E . E 20-UM-50-ZCT R Co Cr-B 158
DUROSTEL 12 P . G/WSG-20-GO-50-ZCT | E Co Cr-B 159
DUROSTEL 21 E . E 20-UM-300-CKZT / 160
DUROSTEL 21 P . G/WSG-20-GO-300-CKZT| / 161
DUROSTEL F P . G/WSG-20-GO-40-ZCT |/ 162
EN ISO 1071 DIN 8573 A-5.15
Elektrode za zavarivanje sivog liva
MONEL EC NiCu-1 E NiCu BG12 E NiCu-B 164
SUPER Ni EC Ni-ClI-1 E NiBG12 E Ni-Cl 165
CAST Ni EC Ni-ClI-1 E NiBG12 E Ni-Cl 166
CAST Ni C EC Ni-ClI-1 E NiBG13 E Ni-Cl 167
CAST NiFe EC NiFe-Cl-1 E NiFe BG12 E NiFe-ClI 168
CAST NiFe B EC NiFe-Cl-1 E NiFe BG12 E NiFe-ClI 169
CAST NiFe 10 ~E Ni BG12 ~E Ni-Cl 170
CAST Fe EC St 1 ~E Fe-1.S21 ~E St 171
SL 250 EC FeC-2-7 E (FeC-2) BG 49 / 172
EN ISO 1071 DIN 1733 / DIN 8555* [ A-5.6
Elektrode za zavarivanje bakra, bronze i legura aluminijuma
BRON CuSn e |[ECuSn2B2 E CuSn-7 E CuSn-A 174
BRON CuAl . E CuAl 2 B2 E CuAl-8 E CuAl-A2 175
BRON CuMn . E CuAlMn 2 B2 E 31-200cn * ~ E CuMnNiAl 176
EL Cu . ~ E CuMn2 ~ECu 177

9




elektrode jesenice..

PROIZVODNI PROGRAM

PROIZVOD EN DIN AWS Strana
DIN 1732 A-5.3
ALU 99.5 EL-AlI 99.5 E-1100 178
ALU Mn EL-Al Mn E-3003 179
ALU 5 Si EL-AI Si5 E-4043 180
ALU 12 Si EL-AISi 12 / 181
Elektrode za Zlebljenje, rezanje i predgrevanje
SEKATOR 1 / / / 184
SEKATOR 2 A / / / 185
SEKATOR 2B / / / 186
TERMO / / 187
EN 760 DIN 32 522 A-5.17
Aglomerirani prasci za zavarivanje 190
AR 18.5 SA AR 188 AC F7 AO-EM 12K | 191
AR D1 SA AR 197 AC F7 AO-EM 12K | 192
AR 18.1 SA AR 188 AC F7 A2-EM 12K| 193
AB 100 SA AB 176 AC H5 F6 A2-EM 12K | 194
FBTT SA FB 155 AC H5 F6 A4—EM 12K| 195
FB 12.2 SA FB 165 AC H5 F6 A4—EM 12K| 196
FB CrNi SA FB 263 DC / 197
CSCr6 SA CS 196 AC / 198
CS CrNi SA CS 24994 AC / 199
AB Cr SA AB 2B 5654 AC / 200
CS 350 SA CS 3C0,2Cr3 AC / 201
FB 33 SA AF 25635 DC / 202
FB 578 SAFB175AC F6 A4-EM 12K
EN ISO
636-A / 21952-A * * A-5.9 | A-5.28*
14343-A ** ?ig;%_/B’ilgsz-B A-5.14 ** |
18274 *** A-5.18 ***
Zice za zavarivanje u zastitnom gasu TIG postupkom
TIG Mo W 46 2 W2Mo W 55 2 W2M3 ER 70 S-A1 * 205
W MoSi * W 1M3 *
TIG CrMo W CrMo1Si * W 1CM3 * ER 80 S-G * 206
TIG VAC 60 W 42 5 W3Si1 W 49 5 W6 ER70 S-6 *** 207
TIG VAC 65 W 46 4 W4Si1 W 55A 4 W6 ER70 S-6 *** 208
TIG 19/9 NbSi W 199 Nb Si ** SS 347 Si ** ER 347 Si 215
TIG 19/9 NC Si W199LSi* SS 308 LSi ** ER 308 L Si 216
TIG 19/12/3 NbSi W 19123 Nb Si ** ~SS 318 ** ER 318 Si 217
TIG 19/12/3 NC Si W19123LSi* SS 316 LSi ** ER 316 L Si 218
TIG 25/14 NC Si W 2312L Si** SS 309 LSi ** ER 309 L Si 219
TIG 18/8/6 Si W 18 8 Mn ** ~SS 307 ** ~ER 307 220
TIG 25/20 W 25 20 ** SS 310 ** ER 310 221
TIG 29/9 W 29 9 ** SS 312 ** ER 312 222
TIG 70/15 S Ni 6076 (NiCr20Mn3Nb) *** | / ER NiCr-3 ** 223
TIG 22/9/3 LN W 229 3 NL ** SS 2209 ** ER 2209 224
EN ISO 24373 A-5.7
TIG Cu S-Cu 1898 (CuSn1) ER CuSn 225
TIG CuAlI8 S-Cu 6100 (CuAl7) ER CuAl-A1 226
TIG CuSn6 S-Cu 5180 (CuSn5P) ER CuSn-A 227
TIG CuAg S-Cu 1897 (CuAg1) / 228
TIG CuMn S-Cu 6338 / 229
(CuMn13AI8Fe3Ni2)
TIG CuSi3 S-Cu 6560 ER CuSi-A 230
(CuSi3Mn1)
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elektrode jesenice..

PROIZVODNI PROGRAM

PROIZVOD EN ISO AWS Strana
14341-A [14341-B A-5.18/A-5.28*
Zica za zavarivanje u zastitnom gasu CO2 - MAG postupak
VAC 60 G425 M/CG3Si1 G 49A 5 M/C G6 ER 70 S-6 207
VAC 65 D G464 M/C G 4 Si1 G 55A 4 M/C G6 ER 70 S-6 208
VAC 60 Ni G 46 4 M/C G 3 Ni1 G 55A 4 M/C GN2 ~ER 80 S-Ni1*| 209
VAC 60 Ti ~G 42 2 M/A/IC G3Si1 | ~G 49A 2 M/A/IC G11_|ER 70 S-2 210
VAC 60 CuNi . G422M/ICGO G 49A 2 M/C GO ER 80 S-G* 211
EN ISO
16834-A/14343-A* (16834-B/14343-B* |A-59/A-5.28 *
21952-A ** 21952-B ** A-5.14**
18274 ***
Zice za zavarivanje u gasnim me$avinama - MIG postupak
MIG Mo G MoSi ** G 1M3 ** ER 70 S-A1* 205
MIG 65 G 552 AMn3Ni1Mo | G 62A 2 N2M2T ER 80 S-Ni1* 212
MIG 75 G 69 4 Mn3Ni1CrMo | G 69A 2 N2M2T ER100S-1 * 213
MIG 17 . G17* SS 430 * ER 430 214
MIG 19/9 Nb Si G199NbSi* SS 347Si* ER 347 Si 215
MIG 19/9 NC Si G199LSi* SS 308 LSi * ER 308 L Si 216
MIG 19/12/3 Nb Si G19123NbSi* ~SS 318 * ER 318 Si 217
MIG 19/12/3 NC Si G19123LSi* SS 316 LSi * ER 316 L Si 218
MIG 25/14 NC Si G2312LSi* SS 309 LSi* ER 309 L Si 219
MIG 18/8/6 Si G188 Mn* ~SS 307 ER 307 220
MIG 25/20 G2520* SS 310 ER 310 221
MIG 29/9 G299* SS 312 ER 312 222
MIG 70/15 o S Ni 6076 (NiCr20) *** |/ ER NiCr-3 ** 223
MIG 22/9/3 LN . W 229 3 NL ** / ER 2209 224
EN ISO 24373 A-5.7
MIG Cu . S-Cu 1898 (CuSn1) ER CuSn 225
MIG CuAl8 . S-Cu 6100 (CuAl7) ER CuAl-A1 226
MIG CuSn6 . S-Cu 5180 (CuSn5P) ER CuSn-A 227
MIG CuAg . S-Cu 1897 (CuAg1) / 228
MIG CuMn . S-Cu 6338 / 229
(CuMn13AI8Fe3Ni2)
MIG CuSi3 . S-Cu 6560 ER CuSi-A 230
(CuSi3Mn1)
EN 12 536 DIN 8554 A-5.2
Zice za gasno plameno zavarivanje
VP 37 Ol Gl R 45 232
VP 40 oll Gl R 60 233
VP 42 ol Gl R 60 234
VP Mo ol GIV R 65 235
VP CrMo . ov GV R 65 236
EN 14171* / EN 12072 | DIN 8557* / DIN 8556 | A-5.17 /A-5.23*
EN 10 088** IA-5.9**
Zice i trake za zavarivanje pod praskom 237
EPP 2 S2 * S2 * EM12 K
EPP 2 Mo S2Mo * S2Mo * EA2*
EPP 3 S3 * S3 * EM 13 K
EPP 17 Cr . X6 Cr17* ER 430 **
EPP 19/9 NC D S199L UP X2 CrNi 199 ER 308 L ** 238
EPP 19/12/3 NC . S19123L UP X2 CrNiMo 1912 |ER 316 L **
EPP 18/8/6 . S 188 Mn UP X 15 CrNiMn 18 8 | ER 307 **
INOX TR Cr 17 . / UP X8 Cr 18 /
INOX TR 19/9 . / UP X2 CrNi 199 /

11




elektrode jesenice..

PROIZVODNI PROGRAM

PROIZVOD | EN ISO AWS Strana
Punjene zice za MAG - MIG zavarivanje
Metalni tip 17632-A / 18276-A * 17632-B / 18276-B * A-5.18/A-5.19*
A-5.20/A-5.29*
FILTUB 12 M T 46 4 MM1 H5 T554T151MA H5 E 70C-6MH4 241
E71T-1M
Rutilni tip 17632-A /| 17634-A * 17632-B / 17634-B * A-5.29/A-5.20 *
FILTUB4 R T 46 4 C/M1 H5 T 554T1-C/M/A H10 E71T-1* 242
FILCORD 4R T 464 PM1/T 46 4 PC1 E71T-1* 243
FILTUB 6 R T 42 AZ PC/M 1 H5 T 49YT1-1C/M/A-G H5 E71T1-G 244
FILTUB7 R T 46 6 1Ni PM1 H5 T556T1-1MA-N1 H5 E 81 T1-Ni 1 245
FILTUB 8 R T 46AMoPM1 H5 T55YT1-1MA-2M3 H5 E 81 T1-A1 246
T MoP C/M1 H5 * T49T1-1C/M-2M3 H5*

i 17632-A / 17634-A * 17632-B / 17634-B * *
Bazicni tip 18276-A ** 18276-B ** A-5.29/A-5.20
FILTUB 12 B T 42 4B M/C3 H5 T49 4T5.3M/C/A-2M3H5 E70T-5M4 * 247
FILTUB 14 B T 464MoBC/M3 H5 T554T53M/CA-2M3H5 E 80 T5-G 248

T MoBC/M1 H5 * T49T5-0M/C-2M3 H5*

FILTUB 16 B T CrMo1 BM/C3 H5 * T55T5-0M/C-1CM-H5* E 80 T5-B2 249
FILTUB 18 B T CrMo2 BM/C3 H5 * T62T5-0M/C-2C1M-H5* E 80 T5-G 250
FILTUB 19B / / E 90 T5-G 251
FILTUB 25 B / / E 90 T5-G 252
FILTUB 28 B T5561NiMoBC/M3 H5** T626T4-3C/M-N2M2H5** E 90 T5-G 253
FILTUB 32 B T696Mn2NiCrMoBM/C3H5** | T766T5-3M/C/A-N4C1M2H5** | E 110 T5-K4 254
FILTUB 36 B T 428 2Ni B M3 H5 T498T5-3MA-N5H5 E 90 T5-G 255
FILTUB 38 B T894Mn2Ni1CrMoBM3H5** | T834T5-3MA-N4C2M2H5"* E 120 15-G 256
FILTUB 40 B ~T466ZBM/C3 H5 ~T556T5-3M/C/A-G H5 E 80 T5-G 257
FILTUB 42 B / / E 110 T5-G 258
Za navarivanje EN 14 700 DIN 8555
FILTUB DUR 3 TFe1 MSG1-GF-M21-250/MSG1-GF-C1-250 259
FILTUB DUR 5 TFe 1 MSG1-GF-M21-350/MSG1-GF-C1-350-P 260
FILTUB DUR 12 TFe2 MSG5-GF-M21-40-P/MSG5-GF-C1-40-P 261
FILTUB DUR 14 TFe2 MSG6-GF-M21-55-GP/MSG6-GF-L1-55-GP 262
FILTUB DUR 15 TFe3 MSG5 -GF-M21-50-P/MSG5-GF-C1-50-P 263
FILTUB DUR 16 TFe2 MSG6-GF-M21-60-GP/MSG6-GF-C1-60-GP 264
FILCORD A 66 T Fe 16-65-GZ MF 10-65-GZ 265
FILCORD A 68 MF 10-70-G 266
FILTUB UTOP 38 TFe3 MSG5-GF-M21-40-P/MSG5-GF-C1-40-P 267
FILTUB UTOP 55 TFe3 MSG6-GF-M21-55-GP/MSG6-GF-C1-55-GP 268
FILTUB UTOP Co TFe3 MSG 6-GF-M21-55-GP/MSG6-GF-C1-55-GP 269
FILTUB UTOP Mo1 TFe3 MSG 5-GF-M21-50-GP/MSG5-GF-C1-50-GP 270
Punjena zica za EPP EN ISO 14717-A/ EN ISO 24 EN ISO 24 589-B/ A—5.23
zavarivanje 589-A*/ EN ISO 26 304-A** EN ISO 26 304-B* i
FILTUB 112 S 46 4FB T3 F7 A4-EC-G 271
FILTUB 114 S Mo FB* S 554 FB TU1M3 F7 A4-EC-A4 272
FILTUB 116 F8 PO-EC-B2 273
FILTUB 118 F8 PO-EC-B3 274
FILTUB 128 F9 A8-EC-G 275
FILTUB 132 S 69 6 FB T3Ni2.5NiCrMo** S 78A6 FBTUN5CM3* | F11 A8-EC-F5 276
FILTUB 136 F7 A15-EC-Ni2 277
FILTUB 138 S 89 4 FB T3Ni2.5Cr1Mo** F12 A4-EC-G 278
FILTUB 140 F7 A4-EC-G 279
Za navarivanje EN 14700 DIN 8555
FILTUB DUR 205 T Fe 1 UP1-GF-BFB-165-350 280
FILTUB DUR 212 TZFe7 UP5-GF-BFB4 652-40 281
FILTUB DUR 214 TZFe3 UP6-BFB4 652 - 50 282
FILTUB DUR 215 TFe8 UP5-GF-BFB4 652-55 283
FILTUB DUR 12Cr2NiMo TZFe7 UP5-GF-BFB 165-400 284
FILTUB DUR 13Cr3NiMoV ¢ [TZFe7 UP5-GF-BFB 165-40 285
FILTUB DUR 17 Cr e |[TZFe7 UP5-GF-BCS 256-40 286
Za zavarivanje nerdajuéih Eelikal EN ISO 17633-A EN ISO 17633-B
FILCORD 308 L e [ T199LRC/M3 TS 308L-F BO 287
FILCORD 316 L e [T19123LRC/M 3 TS 316L-F BO 288
FILCORD 309 L e |T2312LRC/M3 TS 309L- FBO 289
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ABECEDNI PREGLED DODATNIH

) ‘Il
‘

elektrode jesenice .. MATERIJALA ZA ZAVARIVANJE
Elektrode za zavarivanje Strana Elektrode za zavarivanje Strana

ABRADUR 54 140 EVB 2.5 NiMo 64
ABRADUR 58 141 EVB 45 50
ABRADUR 60 142 EVB 47 51
ABRADUR 64 143 EVB 5 CrMo 78
ABRADUR 65 144 EVB 50 48
ABRADUR 66 145 EVB 55 49
ALU 12Si 181 EVB 60 56
ALU 5 Si 180 EVB 65 57
ALU 99.5 178 EVB 75 65
ALU Mn 179 EVB 80 67
IBRON CuAl 175 EVB 9 CrMo 79
IBRON CuMn 176 EVB 9 CrMoV 81
IBRON CuSn 174 EVB 91 CrMoV 82
CAST Fe 171 EVB CrMo 76
CAST Ni 166 EVB CrMoV 80
CAST Ni C 167 EVB CrNiMo 66
CAST NiFe 168 EVB CuNi 59
CAST NiFe 10 170 EVB CuNiCr 60
CAST NiFe B 169 EVB K 54
CELEX 20 EVB Mo 74
CELEX Mn 21 EVB Mo1Cr 83
CELEX Mo 22 EVB MoV 75
CELEX Ni 23 EVB Ni 58
CELEX NiMo 24 EVB NiMo 61
CrwC 600 146 EVB S 52
JDUROSTEL 1 E 154 EVB SP2 70
IDUROSTEL 1P 155 GALEB 50 53
JIDUROSTEL 12 E 158 GALEB 70 62
JDUROSTEL 12 P 159 INOX B 13 Fe 92
IDUROSTEL 21 E 160 INOX B 13/1 Fe 93
JDUROSTEL 21 P 161 INOX B 13/4 Fe 94
IDUROSTEL 6 E 156 INOX B 13/6 Fe 95
IDUROSTEL 6 P 157 INOX B 17 Fe 96
IDUROSTEL F P 162 INOX B 17 MoFe 97
JE DUR 250 129 INOX B 18/8/6 119
|E DUR 300 130 INOX B 19/12/3 Nb 104
JE DUR 400 131 INOX B 19/9 Nb 101
|E DUR 500 132 INOX B 25/20 114
JEDUR60R 134 INOX B 70/15 124
|E DUR 600 133 INOX R 18/8/6 121
JE DUR 600 Si 135 INOX R 18/8/6 Fe 120
JE DUR Cr13 137 INOX R 19/12/3 Nb 103
IE Mn 14 148 INOX R 19/12/3 NC 105
JIEMn 14 CR 4 149 INOX R 19/13/4 L 106
JEMn 17 Cr 10 Nb 3 151 INOX R 19/9 Nb 100
JE Mn 17 Cr 13 150 INOX R 19/9 NC 102
JE Ti2 CrMo 89 INOX R 20/10/3 L 108
IE Ti 5 CrMo 90 INOX R 22/12/3 Fe 118
IE Ti CrMo 88 INOX R 22/9/3 LN 107
IE Ti Mo 86 INOX R 22/9/3 LN 107
IE Ti MoV 87 INOX R 25/14 NC 111
JEL Cu 177 INOX R 25/14/3 NC 112
JEMONA 29 INOX R 25/20 113
JEVB 100 68 INOX R 25/4 Fe 110
JEVB 100 EKSTRA 69 INOX R 29/9 122
JEVB 2 CrMo 77 INOX R 29/9 Fe 123
JEVB 2.5 Ni 63 JADRAN S 25
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ABECEDNI PREGLED DODATNIH

elektrode jesenice .. MATERIJALA ZA ZAVARIVANJE
Elektrode za zavarivanje Strana Elektrode za zavarivanje Strana
IMONEL 164 SAVA 150B 44
INEUTRAL 18 SAVA 180 40
IRAPID 19 SAVA 200 41
JRUTILEN 1000 S 28 SAVA GV 130 42
IRUTILEN 12 26 SAVA GV 160 43
IRUTILEN 13 30 SEKATOR 1 184
JRUTILEN 13 M 34 SEKATOR 2 A 185
JRUTILEN 2000 S 32 SEKATOR 2B 186
IRUTILEN K 33 SL 250 172
IRUTILEN S 35 SUPER Ni 165
IRUTILEN X 31 TERMO 187
IRUTILEN Z 27 TOOLDUR 128
SAVA 130 38 TOOLDUR Co 136
SAVA 150 39 UTOP 38 126
SAVA 150 AR 45 UTOP 55 127
Prasci za zavarivanje Strana Prasci za zavarivanje Strana
AB 100 193 CS CrNi 198
AB Cr 199 FB 12.2 195
AR 18.1 192 FB 33 201
AR 18.5 190 FB 578 202
AR D1 191 FB CrNi 196
CS 350 200 FBTT 194
CS Cr6 197
Zice, §ipk¢.e i tr.::\ke Strana Zice, §ipk¢.e i tr.::\ke Strana
za zavarivanje za zavarivanje
|EPP 17 Cr 238 TIG 18/8/6 Si 220
|EPP 18/8/6 238 TIG 19/12/3 Nb Si 217
IEPP 19/12/3 NC 238 TIG 19/12/3 NC Si 218
JEPP 19/9 NC 238 TIG 19/9 Nb Si 215
|EPP 2 238 TIG 19/9 NC Si 216
JEPP 2 Mo 238 TIG 22/9/3 LN 224
|EPP 3 238 TIG 25/14 NC Si 219
[INOX TR 19/9 238 TIG 25/20 221
IINOX TR Cr 17 238 TIG 29/9 222
IMIG 17 214 TIG 70/15 223
IMIG 18/8/6 Si 220 TIG CrMo 206
IMIG 19/12/3 Nb Si 217 TIG Cu 225
IMIG 19/12/3 NC Si 218 TIG CuAg 228
IMIG 19/9 Nb Si 215 TIG CuAI8 226
IMIG 19/9 NC Si 216 TIG CusSi3 230
IMIG 22/12/3 LN 224 TIG CuSné 227
IMIG 25/14 NC Si 219 TIG Mo 205
IMIG 25/20 221 TIG VAC 60 207
IMIG 29/9 222 TIG VAC 65 208
IMIG 65 212 VAC 60 207
IMIG 70/15 223 VAC 60 CuNi 211
IMIG 75 213 VAC 60 Ni 209
IMIG CrMo 206 VAC 60 Ti 210
IMIG Cu 225 VAC 65 208
IMIG CuAg 228 VP 37 232
IMIG CuAi8 226 VP 40 233
IMIG CuMn 229 VP 42 234
IMIG CusSi3 230 VP CrMo 236
IMIG CuSné 227 VP Mo 235
IMIG Mo 205
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ABECEDNI PREGLED DODATNIH

) ‘Il
‘

elektrode jesenice .. MATERIJALA ZA ZAVARIVANJE
Zice, §ipkt_e i tr_ake Strana Zice, §ipkt_a i tr_ake Strana
Za zavarivanje Za zavarivanje

FILCORD 308 L 287 FILTUB 38 B 256
FILCORD 309 L 289 FILTUB 4 R 242
FILCORD 316 L 288 FILTUB 40 B 257
FILCORD 4 R 243 FILTUB 42 B 258
FILCORD A 66 265 FILTUB 6 R 244
FILCORD A 68 266 FILTUB7 R 245
FILTUB 112 271 FILTUB 8 R 246
FILTUB 114 272 FILTUB DUR 12 261
FILTUB 116 273 FILTUB DUR 12Cr2NiMo 284
FILTUB 118 274 FILTUB DUR 13Cr3NiMoV 285
FILTUB 12 B 247 FILTUB DUR 14 262
FILTUB 12 M 241 FILTUB DUR 15 263
FILTUB 128 275 FILTUB DUR 16 264
FILTUB 132 276 FILTUB DUR 17 Cr 286
FILTUB 136 277 FILTUB DUR 205 280
FILTUB 138 278 FILTUB DUR 212 281
FILTUB 14 B 248 FILTUB DUR 214 282
FILTUB 140 279 FILTUB DUR 215 283
FILTUB 16 B 249 FILTUB DUR 3 259
FILTUB 18 B 250 FILTUB DUR 5 260
FILTUB 19 B 251 FILTUB UTOP 38 267
FILTUB 25 B 252 FILTUB UTOP 55 268
FILTUB 28 B 253 FILTUB UTOP Co 269
FILTUB 32 B 254 FILTUB UTOP Mo1 270
FILTUB 36 B 255
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DODATNI MATERIJALI ZA ZAVARIVANJE

elektrode jesenice ..

NISKOLEGIRANE CELULOZNE, RUTILNE | KISELE ELEKTRODE... 17

VISOKOPRODUKTIVNE ELEKTRODE ........ccooctmmnnmermnnsssssssss s snssnens 37
NISKOLEGIRANE BAZICNE ELEKTRODE ........cecoceurmreccnaneseceananes 47
SREDNJELEGIRANE BAZICNE ELEKTRODE ZA

ZAVARIVANJE SITNOZRNIH CELIKA.........cooureeeeeeereecreensaseeessaseens 55
SREDNJE | VISOKOLEGIRANE BAZICNE ELEKTRODE ZA
ZAVARIVANJE TERMICKI POSTOJANIH CELIKA.........cccoerererccarnnen. 73
SREDNJELEGIRANE RUTILNE ELEKTRODE ZA
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ELEKTRODE | ZICE NA OSNOVI KOBALTA DUROSTELIL................ 153
ELEKTRODE ZA ZAVARIVANJE SIVOG LIMA..........ccccceiiimmnniinnnnnnans 163
ELEKTRODE ZA ZAVARIVANJE BAKRA,
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ELEKTRODE ZA REZANJE, ZLEBLJENJE | PREDGREVANJE........ 183
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Klasifikacija:

EN 499: E35AA13
DIN 1913: E4310A2
AWS A-5.1: -

EN ISO 2560-A: E 35 AA 13
ENISO 2560-B: E 4340 A

\ "I
‘

elektrode jesenices NEUTRAL

Osobine i primena:
Izuzetno nisko legirana, debelo obloZena kisela elektroda za zavarivanje armco Zeleza i za zavarivanje mekog Zeleza
sa vrlo niskim sadrZajem ugljenika. Elektroda je pogodna za zavarivanje kada za cinkovanje.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani &elici: St 33 do St42.3 1.0035 do 1.0136, 1.1013
Tanki limovi: 1623/1
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
kiseli
Vrsta struje: Hemijski sastav, ut. %:
AC C Si Mn
DC-/+ 0.05 0.06 0.25

Polozaji zavarivanja:
Mehanicke osobine:

E Napon tec¢enja Rpo.29: > 330 N/mm?

o Zatezna &vrstoéa Ry 420 — 470 N/mm?
Susenje pred upotrebu: znacy "
140°C /1h IzduZenje As >20%
Zilavost A > 55 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 120 — 140 4.4 22
4 450 150 — 180 5.4 27
5 450 200 — 240 54 27
6 450 240 -280 5.4 27

e podatak je priblizan
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elektrode jesenice .

RAPID

Klasifikacija:

EN 499: E382RA 13
DIN 1913: E4333AR7
AWS A-5.1: E 6020

EN ISO 2560-A: E 38 2 RA 13
ENISO 2560-B: E4320A

Osobine i primena:

Debelo obloZena rutilno - kisela elektroda za brzo zavarivanje Celika ¢vrstoée do 510 N/mm?. Ima ostar i stabilan luk,
troska se lako odvaja i kod ugaonih spojeva. Elektroda podnosi visoka strujna opterecenja, brzo se otapa i pogodna je

za rad u akordu.

Osnovni materijali:

Nelegirani Celici:
Kotlovski limovi:

Celici za cevi:

Limovi za brodogradnju:
Celicni liv:

DIN

St 33 do St52.3
HI, HII, 17 Mn 4
St 35 do St 45.8
A,B,D,E
GS-38, GS-45

W.Nr.

1.0035 do 1.0570

1.0345, 1.0425

1.0308 do 1.0405

1.0440, 1.0472, 1.0475, 1.0476
1.0416, 1.0443

Tip obloge:

rutilno-kise
Vrsta struje:

AC

DC -

Polozaji zavarivanja:

L

Susenje pred upotrebu:

140°C / 1h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn
0.08 0.20 0.60
Mehanicke osobine:
Napon tec¢enja Rpo.29: > 360 N/mm?
Zatezna évrstoéa Ry 450 — 550 N/mm?
Izduzenje As: >24 %
Zilavost A > 47 J (na - 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

uDT 2.5 300 70 -90 4 20 17.4
3.25 350 90 — 160 4.4 22 34.4

4 450 130 — 220 5.4 27 66.7
5 450 180 — 300 5.4 27 103.8

6 450 250 - 340 54 27 150

*
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Klasifikacija:

EN 499: E382C21
DIN 1913: E4353C4
AWS A-5.1: E 6010

ENISO 2560-A: E382C21
ENISO 2560-B: ~E4310A

\ "I
‘

elektrode jesenicews CELEX

Osobine i primena:
Celulozna elektroda za provarivanje korena i zavarivanje cevovoda, cisterni i razliCitih posuda u svim polozajima,
takode, i odozgo na dole. Pogodna je za zavarivanje korenih zavara na negativnom polu i za zavarivanje zavara
popune na pozitivnom polu.

Osnovni materijali:

APl Spec. 5L: A, B, X42, X46, X52, X56, koreni zavari do API grade X 80

DIN 17172: StE 210.7, StE 240.7.StE 290.7 (TM), StE 320.7 (TM), StE 360.7 (TM), kao i za korene
zavare do StE 550.7 (TM)

DIN 17100: St 37-3, St 52-3

DIN 17155: St 35.8, St 45.8

HIL,HI
Tip obloge: Tipi¢ne vrednosti Cistog metala Sava:
celulozni
Vrsta struje: Hemijski sastav, ut. %:
DC + C Si Mn
za koreni zavar DC - 0.12 0.15 0.60

Polozaji zavarivanja:
Mehanicke osobine:

_’ )
Napon tec¢enja Rpo.29: > 390 N/mm

T Zatezna évrstoéa Ry 450 — 550 N/mm?
Susenje pred upotrebu: "
Nije dozvoljeno IzduZenje As: >22%
Zilavost A > 70 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

TOV 25 300 50 — 65 4 20 13.4
3.25 350 90 -120 5 25 26.5

4 350 120 — 180 5 25 40.0

5 450 160 — 200 6.6 40 80.5

* podatak je priblizan
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elektrode jesenice .

CELEX Mn

Klasifikacija:

EN 499: E422C21
DIN 1913: E5153C4
AWS A-5.5: E 7010-G

ENISO 2560-A: E422C21
ENISO 2560-B: =~E4910A

Osobine i primena:

Celulozna elektroda za zavarivanje cevovoda u svim polozajima. Pogodna je za zavarivanje korenih, zavrSnih i zavara
popune.
Osnovni materijali:
API Spec. 5L: X422, X46, X52, X56, X60 i za korene zavare do X 70
DIN 17172: StE 290.7 (TM), StE 320.7 (TM), StE 360.7 (TM), StE 385.7 (TM), StE 415.7 (TM)
kao i za korene zavare do StE 480.7 (TM)
DIN 17100: St 37-3, St 52-3
DIN 17155: St 35.8, St45.8
Tip obloge: Tipi€ne osobine Cistog metala Sava:
celulozni
Vrsta struje: Hemijski sastav, ut. %:
DC + C Si Mn
za koreni zavar DC - 0.15 0.2 1.1
Polozaji zavarivanja:
o Mehanicke osobine:
_ ,
P Napon tec¢enja Rpo.29%: > 420 N/mm
o Zatezna Cvrsto¢a Ry 510 — 610 N/mm?
Susenje pred upotrebu: "
Nije dozvoljeno Izduzenje As: >20%
Zilavost A >70 J (na + 20°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: mm mm zavarivanja kutije paketa elektroda
kg kg kg *
TOV 25 300 50 — 65 4 20 13.4
3.25 350 90 — 120 5 25 26.5
4 350 120 — 180 5 25 40.0
5 450 160 — 200 6.6 40 80.5

* podatak je priblizan
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Klasifikacija:

EN 499: E 42 3MoC 21
AWS A-5.5: E 7010-A1

EN ISO 2560-A: E 42 3 MoC 21
EN ISO 2560-B: ~E 49 10 A

\ "I
‘

elektrode jesenice . CELEX Mo

Osobine i primena:
Celulozna elektroda za zavarivanje Celika za cevovode poviSsene ¢&vrstoce, u svim polozajima. Pogodna je za
zavarivanje korenih, zavrsnih i zavara popune.

Osnovni materijali:

API Spec. 5L: X422, X46, X52, X56, X60 i za korene zavare do X 80

DIN 17172: StE 290.7 (TM), StE 320.7 (TM), StE 360.7 (TM), StE 385.7 (TM), StE 415.7 (TM)
kao i za korene zavare do StE 550.7 (TM)

DIN 17100: St 37-3, St 52-3

DIN 17155: St 35.8, St 45.8
St-WSLE 255-355

Tip obloge: Tipiéne osobine ¢istog metala Sava:
celulozni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Mo
za korenske varke DC - 0.10 0.15 0.6 0.5

Polozaji zavarivanja:
Mehanicke osobine:

_’ )
Napon tec¢enja Rpo.29: > 420 N/mm

P Zatezna Cvrsto¢a R 510 — 610 N/mm?
Susenje pred upotrebu: "
Nije dozvoljeno IzduZenje As: >20 %
Zilavost A > 70 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 50 — 65 4 20 13.4
3.25 350 90 - 120 5 25 26.5
4 350 120 - 180 5 25 40.0
5 450 160 — 200 6.6 40 80.5

*

podatak je priblizan
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elektrode jesenice .

CELEX Ni

Klasifikacija:

EN 499: E 46 3 1 NiC 21
AWS A-5.5: E 8010-G

EN ISO 2560-A: E 46 3 1 NiC 21
ENISO 2560-B: ~E 55 10-N1A

Osobine i primena:

Celulozna elektroda za zavarivanje Celika za cevovode poviSene c&vrstoée, u svim poloZajima. Pogodna je za
zavarivanje korenih, zavrsnih i zavara popune.

Osnovni materijali:

API Spec. 5L: X56, X60, X65, X70.
DIN 17172:  StE 385.7 (TM), StE 415.7 (TM), StE 455.7 (TM)
kao i za korene zavare do StE 550.7 (TM)
Tip obloge: Tipi¢ne osobine cistog metala Sava:
celulozni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Ni
za korene zavare DC — 0.14 0.2 0.7 0.6
Polozaji zavarivanja:
Mehanicke osobine:
—>
Napon tec¢enja Rpo.29: > 460 N/mm?

Susenje pred potrebu:
Nije dozvoljeno

Zatezna Gvrsto¢a R
Izduzenje As:

Zilavost A :

550 — 650 N/mm?

>20 %

>70J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina TezZina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm kg kg kg *

/ 25 300 50 — 65 4 20 13.4

3.25 350 90 -120 5 25 26.5

4 350 120 — 180 5 25 40.0

5 450 160 — 200 6.6 40 80.5

*

podatak je priblizan
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elektrode jesenice .

CELEX Ni Mo

Klasifikacija:
EN 499:
AWS A-5.5:

E 50 3 1NiMo C 21
E 9010-G

EN ISO 2560-A: E 50 3 1NiMo C 21
EN ISO 2560-B: ~E49 10 A

Osobine i primena:

Celulozna elektroda za zavarivanje €elika za cevovode, visoke Evrsto¢e. Pogodna je za zavarivanje korenih, zavrsnih i

zavara popune.

Osnovni materijali:

API Spec. 5L: X65, X70, X80.

DIN 17172:  StE 455.7 (TM), StE 480.7 (TM)
Tip obloge: Tipiéne osobine Cistog metala Sava:
celulozni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Ni Mo
za korene zavare DC - 0.12 0.2 0.8 0.7 0,4
Polozaji zavarivanja:
Mehanicke osobine:
_’ )
Napon tec¢enja Rpo.29: > 490 N/mm
I Zatezna évrstoéa  Rp: 620 — 720 N/mm?
Susenje pred upotrebu: "
Nije dozvoljeno IzduZenje As: >20%
Zilavost A > 70 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Odobrenja:

/

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
mm mm zavarivanja kutije paketa elektoda

A kg kg kg *
2.5 300 50 - 65 4 20 13.4
3.25 350 90 - 120 5 25 26.5
4 350 120 — 180 5 25 40.0
5 450 160- 200 6.6 40 80.5

podatak je priblizan
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Klasifikacija:

EN 499: E350RC 11
DIN 1913: E4311R(C)3
AWS A-5.1: E 6013

ENISO 2560-A: E 350RC 11
ENISO 2560-B: E4313A

\ "I
‘

elektrode jesenice . JADRAN S

Osobine i primena:
Univerzalana rutilna elektroda za zavarivanje Celika ¢vrsto¢e do 510 N/mmZ, na montaZi, u metalskim radionicama i pri
remontnim radovima. Pogodna je za zavarivanje u svim poloZajima, takode, odozgo na dole. Odlikuje je lako ponovno
uspostavljanje luka, stabilan luk i lako odstranjivanje troske. Ovom elektrodom se lako premoscuju Siroki  zazori.
Olak$ava rad neiskusnim zavariva¢ima.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani Celici: St 33do St52.3 1.0035 do 1.0570
Kotlovski limovi: HI, HII 1.0345, 1.0425
Celici za cevi: St 35 do St 35.8 1.0308 do 1.0305
St 45 do St45.8 1.0408 do 1.0405
St.E 210.7 do St.E 360.7 1.0307 do 1.0582
Limovi za brodogradnju: A, B, D 1.0440, 1.0472, 1.0475
Celicni liv: GS-38, GS-45 1.0416, 1.0443
Tanki limovi: 1623/1
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
rutilno - celulozni
Vrste struje: Hemijski sastav, ut. %:
AC C Si Mn
DC - 0.08 0.35 0.50

Polozaji zavarivanja:
Mehanicke osobine:

_’ )
Napon tec¢enja Rpo.29: > 360 N/mm

T Zatezna évrstoéa Ry 470 — 550 N/mm?
Susenje pred upotrebu: "
140°C / 1h IzduZenje As: >22%
Zilavost A > 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 2 300 50 — 60 4 20 10.5

25 300 65 —-80 4 20 14.7
3.25 350 110-135 5 25 29.1

4 350 140 - 170 5 25 40.3

5 450 180 — 210 6.6 33 86.8

6 450 250 - 300 6.6 33 124.5

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 499: E380RC 11
DIN 1913: E4322R(C) 3
AWS A-5.1: E 6012

EN ISO 2560-A: E 380RC 11
ENISO 2560-B: E4312A

RUTILEN 12

Osobine i primena:

Celulozno - rutilna elektroda za montazno i reparaturno zavarivanje Celika, ¢vrstice do 510 N/mm?. Pogodna je za
zavarivanje u svim polozajima, pre svega vertikalno na dole. Pri montaznom zavarivanju u razli¢itim polozZajima nije
potrebno menjati jacini stuje zavarivanja. Ovom elektrodom se lako premos$éuju Siroki zazori, luk se lako uspostavlja i

troska sama otpada.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Celici za cevi:

St 33 do St 52.3

HI, HIl, 17 Mn4

St 35 do St 52.4

StE 210.7 do StE 360.7
Limovi za brodogradnju: A, B, D

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0308 do 1.0581
1.0307 do 1.0582
1.0440, 1.0472, 1.0475

Celiéni liv: GS-38 do GS-52 1.0416 do 1.0551
Tanki limovi: 1623/1
Tip obloge: Tipiéne osobine Cistog metala Sava:

celulozno - rutilni

Vrsta struje:
AC
DC -

Polozaji zavarivanja:
e
Susenje pred upotrebu:
120°C / 1h

Hemijski sastav, ut. %:

¢} Si Mn
0.08 0.30 0.50
Mehanicke osobine:
Napon te¢enja Roo.29%: > 360 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A

450 — 550 N/mm?
>22%

> 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
CR: 1 1.6 250 30-50 3,6 18
Bv: 1 2 300 50 - 60 4 20 9.5
LR: 1 25 300 55 -85 4 20 14.9
DNV 2 3.25 350 90 — 140 44 22 344
Y4 4 350 130 — 180 6 30 44.9
TOV 5 450 180 — 230 6 30 89.6
DB 6 450 250 - 320 6 30 127.7
uDT
SzZU

*

podatak je priblizan
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Klasifikacija:

EN 499: E 42 0 RC11
DIN 1913: E 5122 RR(C) 6
AWS A-5.1: E 6013

EN ISO 2560-A: E 420RC 11
ENISO 2560-B: E4913A

elektrode jesenice .

RUTILEN Z

Osobine i primena:

Debelo oblozena rutilno - celulozna elektroda za zavarivanje nelegiranih ¢elika. Pogodna je za montazno i reparaturno

zavarivanje.

Osnovni materijali:

Nelegirani Celici:
Kotlovski limovi:
Celici za cevi:

DIN: W.Nr.:
St 33 do St 52.3 1.0035 do 1.0570
HI, HIl, 17 Mn4 1.0345, 1.0425, 1.0481

St35do St52.4
StE 210.7 do StE 360.7

1.0308 do 1.0581
1.0307 do 1.0582

I:imovi za brodogradnju: A, B,D 1.0440, 1.0472, 1.0475
Celicni liv: GS-38 do GS-52 1.0416 do 1.0551

Tanki limovi: 1623/1

Tip obloge: Tipi¢ne osobine Cistog metala Sava:

celulozno - rutilni
Vrste struje:
AC
DC-/+

Polozaji zavarivanja:

Atqv
&«

Ay

Susenje pred upotrebu:
140°C / 1h

Hemijski sastav, ut. %:

C Si Mn

0.08 0.40 0.60

Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 380 N/mm?

Zatezna Cvrsto¢a Ry 510 — 610 N/mm?

IzduZenje As: >22%

Zilavost A : > 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: mm mm zavarivanja kutije paketa elektroda

A kg kg kg *

TOV 2 300 30-50 4 20
DB 2.5 350 55 -85 4.4 22 19.8
3.25 350 90 - 135 4 20 33.9
4 350 130 -170 4 20 51.9

5 450 175 —220 5.4 27

*

podatak je priblizan
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elektrode jesenice .

Klasifikacija :
EN 499:

DIN 1913:

AWS A-5.1:

EN ISO 2560-A:
EN ISO 2560-B:

RUTILEN 1000 S

E 42 0 RC11
E 5132 RR(C) 5
E 6013

E 420RC 11
E4913A

Osobine i primena:

Debelo oblozena rutilno - celulozna elektroda za zavarivanje nelegiranih ¢elika. Pogodna je za montazno i reparaturno

zavarivanje.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Celici za cevi:

St 33 do St 52.3
HI, HIl, 17 Mn4
St35do St52.4
StE 210.7 do StE 360.7

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0308 do 1.0581
1.0307 do 1.0582

I:imovi za brodogradnju: A, B,D 1.0440, 1.0472, 1.0475
Celicni liv: GS-38 do GS-52 1.0416 do 1.0551

Tanki limovi: 1623/1

Tip obloge: Tipi¢ne osobine Cistog metala Sava:

celulozno - rutilni
Vrsta struje:
AC
DC-/+

Polozaji zavarivanja:

Atqv
&«

Ay

Susenje pred upotrebu:
140°C / 1h

Hemijski sastav, ut. %:

C Si Mn
0.08 0.40 0.60
Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 420 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A :

510 — 610 N/mm?
>22%

> 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: mm mm zavarivanja kutije paketa elektroda
A kg kg kg *
TOV 1,6 250 40-55
DB 2 300 60 — 65 4 20
25 350 55 -85 4.4 22
3.25 350 90 - 135 4 20
4 350 130 -170 4 20
5 450 175 - 220 54 27

* podatak je priblizan
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elektrode jesenice .

EMONA

Klasifikacija :

GOST 9467-60:  E 46-T
EN 499: E 38 2 RB 12
( DIN 1913: E 43 43 RR(B)7
V7. AWS A-5.1: E 6013
* EN ISO 2560-A: E 38 2RB 12
(JESENICEN EN ISO 2560-B: E 4303 A

Osobine i primena:

Rutilno - bazitna elektroda za zavarivanje legiranih i niskolegiranih Gelika &vrstoce do 510 N/mm?. Savove odlikuju
dobre mehanicke osobine. Elektroda je primenljiva za zahtevne zavarivacke radove. Troska je krta i lako se uklanja.

Osnovni materijali:

Celici za cevi:

St35do St52.4

DIN: W.Nr.:
Nelegirani Celici: St 33 do St 52.3 1.0035 do 1.0570
Kotlovski limovi: HI, HIl, 17 Mn4 1.0345, 1.0425, 1.0481

1.0308 do 1.0581

StE 210.7 do StE 360.7 1.0307 do 1.0582

Limovi za brodogradnju: A, B, D, E 1.0440 do 1.0476
Celiéni liv: GS-38 do GS-52 1.0416 do 1.0551
Tanki limovi: 1623/1
Tip obloge: Tipi¢ne osobine Cistog Sava:
bazi¢no - rutilni
Vrsta struje: Hemijski sastav, ut. %:
AC C Si Mn
DC - 0.10 0.20 0.50
Polozaji zavarivanja:
Mehanicke osobine:
E Napon tec¢enja Rpo.29: > 360 N/mm?
Zatezna évrstoéa Ry 450 — 540 N/mm?
Susenje pred upotrebu:
140°C / 1h Izduzenje As: >24 %
Zilavost A > 47 J (na - 20°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
CR: 3 mm mm A kg kg kg *
ABS: 3 2 300 55-70 4 20 11
BV: 3 25 300 70-90 4 20 17.1
GL: 3 3.25 350 115-145 44 22 32.8
LR: 3 4 450 145 - 190 6 30 62.5
DNV: 3 5 450 200 — 250 6 30 98.4
RS: 3M 6 450 250 - 290 6 30 142.9
TUV
¥4
PRS
ubT
SzZU

*

podatak je priblizan
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elektrode jesenice .

RUTILEN 13

Klasifikacija :

EN 499: E420RR 12
DIN 1913: E5122RR 6
AWS A-5.1: E 6013

EN ISO 2560-A: E420RR 12
ENISO 2560-B: E4912A

Osobine i primena:

Rutilna elektroda sa odliénim zavarivackim osobinama, za zavarivanje Celika ¢vrstoce do 510 N/mm?. Elektroda ima
lako prvo i ponovno uspostavljanje luka, miran i stabilan luk, vrlo malo razbrizgavanje i daje lepo oblikovan zavar i kod
ugaonog i kod su¢eonog zavarivanja. Elektrodu mogu da koriste i manje obuceni zavarivaci.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Celici za cevi:

Limovi za brodogradnju: A, B, D

St 33 do St52.3
HI, HIl, 17 Mn4
St 35 do St 52.4
StE 210.7 do StE 360.7

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0308 do 1.0581
1.0307 do 1.0582
1.0440, 1.0472, 1.0475

Celiéni liv: GS-38 do GS-52 1.0416 do 1.0551

Tanki limovi: 1623/1

Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni

Vrsta struje:
AC
DC -

Polozaji zavarivanja:

¢

Susenje pred upotrebu:
140°C / 2h

Hemijski sastav, ut. %:

C Mn
0.08 0.45 0.60
Mehanicke osobine:
Napon te¢enja Roo.29%: > 360 N/mm?

Zatezna ¢vrstoca R:
Izduzenje As:

Zilavost A

510 — 610 N/mm?
>22%

> 47 J (na 0°C)

Osnovi podaci (dimenzije, jacina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
CR: 2 1.6 250 30 - 50 3.6 18 6.1
ABS: 2 2 300 50 -70 4 20 11.1
BvV: 2 25 300 65-90 3.8 19 17.6
GL: 2 3.25 350 100 — 140 4 20 345
LR: 2 4 450 140 — 180 54 27 67.5
DNV: 2 5 450 190 — 240 54 27 105.9
SZ 6 450 240 - 290 54 27 150
TUvV
DB
ubT
SzZU

* podatak je priblizan
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elektrode jesenice .

RUTILEN X

Klasifikacija :

EN 499:
DIN 1913:
AWS A-5.1:

EN ISO 2560-A:
EN ISO 2560-B:

E420RR 12
E5122RR 6
E 6013
E420RR 12
E4913 A

Osobine i primena:

Rutilna elektroda za zavarivanje niskolegiranih &elika &vrsto¢e do 510 N/mm?. Ima odliéne zavarivatke osobine.

Osnovni materijali:

Celici za cevi:

St35do St52.4
StE 210.7 do StE 360.7

DIN: W.Nr.:
Nelegirani Celici: St 33 do St 52.3
Kotlovski limovi: HI, HIl, 17 Mn4

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0308 do 1.0581
1.0307 do 1.0582

Susenje pred upotrebu:
140°C / 1h

Zatezna Gvrsto¢a R

Izduzenje As:

Zilavost A

I:imovi za brodogradnju: A, B,D 1.0440, 1.0472, 1.0475
Celi€ni liv: GS-38 do GS-52 1.0416 do 1.0551
Tanki limovi: 1623/1
Tip obloge: Tipi¢ne osobine cistog metala Sava:
rutilni
Vrsta struje: Hemijski sastav, ut %:
AC C Mn
DC-/+ 0.08 0.50 0.60
Polozaji zavarivanja:
Mehanicke osobine:
E Napon tec¢enja Rpo.29: > 420 N/mm?

510 — 610 N/mm?

>22%

> 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) DuzZina Struja TeZina TeZina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
TOV 2 300 50-70 4 20
DB 25 350 55-85 4 20
3.25 350 90— 135 4 20
4 450 130 - 170 54 27
5 450 175 — 220 5.4 27

*

podatak je priblizan
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Klasifikacija:

EN 499: E420RR 12
DIN 1913: E5122RR 6
AWS A-5.1: E 6013
ENISO 2560-A: E420RR 12
ENISO 2560-B: E4913A

\ "I
‘

elektrode jesenice .

RUTILEN 2000 S

Osobine i primena:

Rutilna elektroda za zavarivanje niskolegiranih &elika &vrsto¢e do 510 N/mm?. Ima odliéne zavarivatke osobine.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Celici za cevi:

I:imovi za brodogradnju: A, B,D

St 33 do St 52.3

HI, HIl, 17 Mn4
St35do St52.4

StE 210.7 do StE 360.7

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0308 do 1.0581
1.0307 do 1.0582
1.0440, 1.0472, 1.0475

Celigni liv: GS-38 do GS-52 1.0416 do 1.0551
Tanki limovi: 1623/1
Tip obloge: Tipi¢ne osobine cistog metala Sava:

rutilni
Vrsta struje: Hemijski sastav, ut %:

AC c Si Mn

DC-/+ 0.08 0.50 0.60
Polozaji zavarivanja:

Mehanicke osobine:
E Napon tec¢enja Rpo.29: > 420 N/mm?
o Zatezna &vrstoéa Ry 510 — 610 N/mm’
Susenje pred upotrebu: "
140°C / 1h IzduZenje As: >22%
Zilavost A > 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) DuzZina Struja TezZina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
TOV 2 300 50-70 4 20
DB 25 350 55 -85 4 20
3.25 350 90— 135 4 20
4 450 130 - 170 54 27
5 450 175 — 220 5.4 27

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 499: E382R 12
DIN 1913: E4333R3
AWS A-5.1: E 6013

ENISO 2560-A: E382R12
ENISO 2560-B: E4313A

RUTILEN K

Osobine i primena:

Srednje obloZena rutilna elektroda pogodna za zavarivanje konstrukcijskih ¢elika i ¢elika za brodogradnju. Posebno je
pogodna za zavarivanje u horizontalnom, vertikalnom i nadglavnom poloZaju. Obloga je u izvesnoj meri viSe bazi¢na
od ostalih tipova rutilnih elektroda, $to omogucava bolji metalurski kvalitet zavara. Elektroda se moze uporebiti i za
zavarivanje Celika sa nesto viSim sadrzajem ugljenika, nego $to je normano dopusteno za elektrode tipa E 6013.

Osnovni materijali:

Stnozrni konstrukcijski

DIN: W.Nr.:
Nelegirani Eelici: St 33 do St 52.3 1.0035 do 1.0570
Kotlovski limovi: HI, HIl, 17 Mn4 1.0345, 1.0425, 1.0481
Celici za cevi: St 35 do St 52.4 1.0308 do 1.0581

StE 210.7 do StE 360.7 1.0307 do 1.0582

Limovi za brodogradnju: A, B, D, E

1.0440, 1.0472, 1.0475, 1.0476

Eelici: StE 255 — StE 355 1.0461 do 1.0562
Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: c Si Mn
AC 0.08 0.20 0.50
DC+/-

za korene zavare DC -

Polozaji zavarivanja:

£33
Susenje pred upotrebu:
150°C / 2h
IskoriScenje:
cca. 95 %

Mehanicke osobine:

Napon te¢enja Roo.29%: > 360 N/mm?
Zatezna ¢vrstota R 470 — 550 N/mm?
Izduzenje As: >22%

Zilavost A > 47 J (na - 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 70 -100 3.8 19
3.25 350 90 -120 4 20
4 450 130 - 180 5.4 27
5 450 160 — 240 54 27
6 450 240 - 290 54 27

*

podatak je priblizan
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Klasifikacija :
EN 499:

DIN 1913:

AWS A-5.1:

EN ISO 2560-A:
EN ISO 2560-B:

\ "I
‘

elektrode jesenice .

RUTILEN 13 M

E380R 12
E4321R3
E 6013
E38AR 12
E4312A

Osobine i primena:

Rutilna elektroda pogodna, pre svega, za zavarivanje tankih limova. Luk je stabilan i lako se uspostavlja.

Osnovni materijali:

Celici za cevi:

Limovi za brodogradnju:

St35do St52.4
A B

DIN: W.Nr.:
Nelegirani Celici: St 33 do St 52.3 1.0035 do 1.0570
Kotlovski limovi: HI, HIl 1.0345, 1.0425

1.0308 do 1.0581
1.0440, 1.0472
1.0416 do 1.0443

Celigni liv: GS-38 do GS-52
Tanki limovi: 1623/1
Tip obloge: Tipicne osobine Cistog metala Sava:
rutilni
Vrsta struje: Hemijski sastav, ut %:
AC ¢ Si Mn
DC - 0.08 0.35 0.50
Polozaji zavarivanja:
Mehanicke osobine:
E Napon te¢enja Roo.29%: > 360 N/mm?

Susenje pred upotrebu:

140°C / 2h

Zatezna Cvrstoéa Ry
Izduzenje As:

Zilavost A

>22%

450 — 550 N/mm?

> 60 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 300 50 -70 4 20 10.5
25 300/ 350 60 - 90 4/5 20/25 16.7/19.2
3.25 350 90 — 140 5 25 32.2
4 350 120 — 180 5 25 50
5 450 160 — 230 6 30 92.3

* podatak je priblizan
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Klasifikacija:

EN 499: E380RC 11
DIN 1913: E4322R(C)3
AWS A-5.1: E 6013

ENISO 2560-A: E380RC 11
ENISO 2560-B: E4313A

\ "I
‘

elektrode jesenices, RUTILEN S

Osobine i primena:
Rutilno — celulozna, univerzalna, elektroda pogodna za zavarivanje u svim polozZajima. Elektroda ima stabilan luk i lako
odvajanje troske. Pogodna je za zavarivanje korodiranih i premazima zasticenih povrsina. Elektroda je najpogodnija za
upotrebu u brodogradniji, novogradnjama i za reparaturno zavarivanje.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani Celici: St 33 to St 52.3 1.0035 to 1.0570
Kotlovski limovi: HI, HIl, 17 Mn4 1.0345, 1.0425, 1.0481
Celici za cevi St35to St52.4 1.0308 to 1.0581
StE 210.7 to StE 360.7 1.0307 to 1.0582
Limovi za brodogradnju: A, B,D 1.0440, 1.0472, 1.0475
Celicni liv: GS-38 to GS-52 1.0416 to 1.0551
Tanki limovi: 1623/1
Tip obloge: Tipi€ne osobine Cistog metala Sava:
celulozno - rutilni
Vrsta struje: Hemijski sastav, ut %:
AC C Si Mn
DC + 0.08 0.40 0.60

Polozaji zavarivanja:
Mehanicke osobine:

A _; ,
P 4 Napon tec¢enja Rpo.29%: > 360 N/mm
. . Zatezna Cvrsto¢a Ry 470 - 600 N/mm?
Susenje pred upotrebu: "
120°C / 1h Izduzenje As: >22%
Zilavost A : >60J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 1.6 250 30 -50 3.6 18
2 300 50 — 60 4 20 9.5
25 300 55 -85 4 20 14.9
3.25 350 90 — 140 44 22 344
4 350 130 — 180 6 30 44.9
5 450 180 — 230 6 30 89.6
6 450 250 — 320 6 30 127.7

*

podatak je priblizan
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elektrode jesenice u..

VISOKO PRODUKTIVNE ELEKTRODE

SAVA 130 ...cocmmerrinnnnrnisannnnnnas 38
SAVA 150 .....cooiirmmmmerrrnsssnnnnnnns 39
SAVA 180 ....cccomerrinnnrrniannnnnnas 40
SAVA 200 ......cocvvvnmmmerrrmnsssnnnnns 41
SAVA GV 130 .....ccocmrrrinnnnnnnnas 42
SAVA GV 160 ....ccemrrrrriirrnnnnnnns 43
SAVA 150 B ....ccorviuemrriiannnnnnnas 44
SAVA 150 AR ...cccemerrrrninnnnnnnns 45
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elektrode jesenice .

SAVA 130

Klasifikacija:

EN 499: E 38 0RR 33

DIN 1913: E 43 32 RR 11 130
AWS A-5.1: E 7024

EN ISO 2560-A: E 380RR 33
ENISO 2560-B: E4324A

Osobine i primena:

Debelo obloZena visoko produktivna rutiina elektroda sa iskori§¢enjem, cca.130 %, za zavarivanje Celika ¢vrstoce do
510 N/mm?. Elektrodu odlikuje lako prvo i ponovno uspostavljanje luka i stabilan luk, vrlo malo razbrizgavanje ¢ak i pri
zavarivanju sa visokim ja¢inama struja i lako odstranjivanje troske. Zavari su lepo oblikovani, glatki, bez zajeda i drugih

gresSaka.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Sitnozrni ¢elici:

St 33 do St 52.3
HI, HII,17Mn4

StE 255 do StE 355
Limovi za brodogradnju: A, B, D

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0461 do 1.0562
1.0440, 1.0472, 1.0475

Celigni liv: GS-38 do GS-52 1.0416 do 1.0551
Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: C Si Mn
AC 0.08 0.25 0.55
DC -

Polozaji zavarivanja:

7 YN
A/
Susenje pred upotrebu:
250°C / 1h
Iskori§éenje:
cca.130 %

Mehanicke osobine:
Napon tec¢enja Rpo.2%:
Zatezna Gvrsto¢a R

Izduzenje As:

Zilavost A

> 390 N/mm?

470 - 540 N/mm?

>22%

>47J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 300 50 — 65
2.5 300 70-100 4 20 45.5
3.25 350 120 — 160
4 450 160 — 200
5 450 220 — 260

* podatak je priblizan
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elektrode jesenice .

SAVA 150

Klasifikacija:

EN 499: E 38 0 RR 53
DIN 1913: E 43 32 RR 11 150
AWS A-5.1: E 7024

EN ISO 2560-A: E 38 0 RR 53
ENISO 2560-B: E 4324 A

Osobine i primena:

Debelo oblozena, visoko produktivna, rutilna elektroda sa iskori§éenjem cca. 150%, za zavarivanje Celika ¢vrstoce do
510 N/mmZ. Promenom brzine zavarivanja mogu se napraviti zavari razli¢itih duzina i visina.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Sitnozrni ¢elici:

St 33 do St 52.3
HI, HII,17Mn4

StE 255 do StE 355
I:imovi za brodogradnju: A, B, D

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0461 do 1.0562
1.0440, 1.0472, 1.0475

Celiéni liv: GS-38 do GS-52 1.0416 do 1.0551
Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: c Si Mn
AC 0.08 0.25 0.55
DC -
Polozaji zavarivanja: Mehanicke osobine:
Napon tec¢enja Rpo.29: > 390 N/mm?

=

Susenje pred upotrebu:

250°C / 1h

IskoriS¢enje:
cca. 150 %

Zatezna ¢vrstota R
Izduzenje As:

Zilavost A

470 — 540 N/mm?
>22%

>47J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
TOV 2 300 50 — 65 3.8 19 15
ubDT 25 300 70-100 3.8 19 22.5
3.25 350 120 — 160 4 20 49.4
4 450 160 — 200 5.2 26 94.5
5 450 220 - 260 5.2 26 157.6

* podatak je priblizan
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elektrode jesenice .

SAVA 180

Klasifikacija:

EN 499: E420RR 74
DIN 1913: E 4332 RR 11 180
AWS A-5.1: E 7024

EN ISO 2560-A: E420RR 74
ENISO 2560-B: E4924 A

Osobine i primena:

Debelo oblozena, visoko produktivna, rutilna elektroda sa iskoris¢enjem cca. 180%, za zavarivanje Celika évrsto¢e do
510 N/mm?. Elektrodu odlikuju lako uspostavljanje luka, stabilan luk i lepo oblikovani zavari, koji su bez greSaka.
Elektroda je, pre svega, pogodna za zavarivanje debelih limova.

Osnovni materijali:

DIN:
Nelegirani Celici:

Celicni liv:

St 33 do St 52.3

Kotlovski limovi: HI, HII,17Mn4
Sitnozrni ¢elici: StE 255 do StE 355
I:imovi za brodogradnju: A, B, D

GS-38 do GS-52

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0461 do 1.0562
1.0440, 1.0472, 1.0475
1.0416 do 1.0551

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

)

Susenje pred upotrebu:

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn
0.08 0.35 0.80
Mehanicke osobine:
Napon tec¢enja Rpo.29: > 430 N/mm?

Zatezna Gvrsto¢a R

490 - 550 N/mm?

250°C/1h IzduZenje As: >22%
Iskorséenje: Zilavost A : > 47 J (na 0°C)
cca. 180 %
Osnovni podaci (dimenzije, ja€ina struje, pakovanje)
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 300 50 - 65
2.5 300 70—-100
3.25 350 120 — 160 5 25
4 450 160 — 200 5 25 110.2
5 450 220 — 260 5 25

*

podatak je priblizan
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elektrode jesenice .

SAVA 200

Klasifikaciia. ..

EN 499: E420RR 74
DIN 1913: E 43 32 RR 11 200
AWS A-5.1: E 7024

EN ISO 2560-A: E420RR 74
EN ISO 2560-B: E 4924 A

Osobine i primena:

Debelo oblozena, visoko produktivna, rutiina elektroda sa iskori§éenjem cca. 200%, za zavarivanje Celika évrstoée do
510 N/mm?. Pogodna je za visoko produktivno zavarivanje ugaonih i su€eonih spojeva u brodogradnji i teskoj
masinskoj industriji. Elektrodu odlikuju lako uspostavljanje luka, stabilan luk i lepo oblikovani zavari, koji su bez

gresaka.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani Eelici: St 33 do St 52.3
Kotlovski limovi: HI, HII,17Mn4
Sitnozrni Celici: StE 255 do StE 355
Limovi za brodogradnju: A, B,D
Celiéni liv: GS-38 do GS-52

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0461 do 1.0562
1.0440, 1.0472, 1.0475
1.0416 do 1.0551

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

A/
Susenje pred upotrebu:
250°C / 1h
Iskori§céenje:
cca. 200 %

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn
0.08 0.35 0.70
Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 430 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A :

490 - 550 N/mm?
>22%

>47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina [ Tezina 1000
Odobrenja : zavarivanja kutije paketa elektroda

mm mm kg kg kg *
CR: 2 3.25 450 130 — 180 5 25 72.5
ABS: 2 4 450 180 — 220 5.2 26 113
BvV: 2 5 450 240 — 290 5.2 26 157.6
LR: 2 6 450 300 -370 52 26 260
DNV: 2
RS: 2
Y4

*

podatak je priblizan
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elektrode jesenice .

SAVA GV 130

Klasifikacija:

EN 499: E 38 0RR 34
DIN 1913: E 43 32 RR 11130
AWS A-5.1: E 7024

EN ISO 2560-A: E 38 0 RR 34
ENISO 2560-B: E4324 A

Osobine i primena:

Debelo oblozena, visoko produktivna, rutilina elektroda sa iskoriS¢éenjem cca. 125 %, za gravitaciono i ru¢no
zavarivanje ugaonih i su¢eonih spojeva. Koristi se za zavarivanje Celika ¢vrsto¢e do 510 N/mmz2. Elektroda se brzo topi
i omogucéava zavarivanje vrlo dugackih zavara. Pri zavarivanju naizmeni¢nom strujom iskljuuje se uticaj skretanja

luka.

Osnovni materijali:

DIN:
Nelegirani Celici:

Kotlovski limovi: HI, HII,17Mn4
Sitnozrni ¢elici: StE 255 do StE 355
Limovi za brodogradnju: A, B, D

St 33 do St 52.3

W.Nr.:

1.0035 do 1.0570
1.0345, 1.0425, 1.0481
1.0461 do 1.0562
1.0440, 1.0472, 1.0475

Celiéni liv: GS-38 do GS-52 1.0416 do 1.0551

Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni

Vrsta struje: Hemijski sastav, ut %:
AC C Si Mn
DC - 0.08 0.25 0.55

Polozaji zavarivanja:

[

Susenje pred upotrebu:
250°C / 1h

IskoriSéenje:
cca.130 %

Mehanicke osobine:
Napon tec¢enja Rpo.29%:
Zatezna ¢vrstoca R:

Izduzenje As:

Zilavost A

> 390 N/mm?

470 - 540 N/mm?

>22%

>47J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
CR: 2
ABS: 2
BvV: 2
GL: 2 5 700 210 — 250 10 20 200
LR: 2 6 700 250 — 300 10 20 285.7
DNV: 2
RS: 2
¥4

*

podatak je priblizan
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elektrode jesenice .

SAVA GV 160

Klasifikacija:

EN 499: E 38 0 RR 54

DIN 1913: E 43 32 RR 11 160
AWS A-5.1: E 7024

EN ISO 2560-A: E 38 0RR 54

EN ISO

2560-B: E4324A

Osobine i primena:

Visoko produktivna, rutilna elektroda sa iskoriSéenjem cca. 160 %, za gravitaciono i ruéno zavarivanje ugaonih i
suceonih spojeva. Koristi se za zavarivanje €elika ¢vrsto¢e do 510 N/mm?, pre svega u brodogradnji. Elektroda se brzo
topi i omoguc¢ava zavarivanje vrlo dugackih zavara. Pri zavarivanju naizmeni¢nom strujom iskljucuje se uticaj skretanja

luka.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani Eelici: St 33 do St 52.3 1.0035 do1.0570
Kotlovski limovi: HI, HII,17Mn4 1.0345, 1.0425, 1.0481
Sitnozrni ¢elici: StE 255 do StE 355 1.0461 do 1.0562
Limovi za brodogradnju: A, B, D 1.0440, 1.0472, 1.0475
Celi¢ni liv: GS-38 do GS-52 1.0416 do 1.0551

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

&

Susenje pred upotrebu:

250°C/1h

Iskori§éenje:
cca.160 %

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si

Mn

0.08 0.25

0.55

Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 390 N/mm?
Zatezna ¢vrstota R 470 — 540 N/mm?
IzduZenje As: >22%

Zilavost A : > 47 J (na 0°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/
5 700 260 — 320 10 20 238.1
6 700 300 — 360 10 20 357.1

*

podatak je priblizan
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Klasifikacija :

EN 499: E422B53
DIN 1913: E 5143 B 12150
AWS A-5.1: E 7028

ENISO 2560-A: E 42 2B 53
ENISO 2560-B: E 4928 A

elekirode jesenicew, SAVA 150 B

Osobine i primena:

Visoko produktivna, bazi¢na elektroda sa iskori§éenjem cca. 155 % za produktivho zavarivanje Celika &vrstoée do
610N/mm? i sitnozrnih elika sa naponom tecenja do 380 N/mm?. Elektroda je pogodna za ekonomi¢no zavarivanje

debljih i kvalitetnijih zavara.

Osnovni materijali:

DIN: W.Nr.:

Nelegirani Celici: St 33 do St 70.2 1.0035 do 1.0070
Kotlovski limovi: HI, HIl,(177Mn4, 19Mn5 1.0345, 1.0425, 1.0481, 1.0482
Sitnozrni Celici: StE 255 do StE 355 1.0461 do 1.0562
Limovi za brodogradnju: A, B, D, E 1.0440, 1.0472, 1.0475, 1.0476
Celigni liv: GS-38, GS-45, GS-52 1.0416, 1.0443, 1.0551
Tip obloge: Tipi¢ne osobine cistog metala Sava:

bazi¢an

Vrsta struje:
AC
DC +

Polozaji zavarivanja:

Hemijski sastav, ut %:

C Si

Mn

0.08 0.50

1.0

Mehanicke osobine:

g Napon tec¢enja Rpo.29: > 420 N/mm?
o Zatezna &vrstoéa Ry 510 — 610 N/mm?
Susenje pred upotrebu: "
400°C/1h IzduZenje As >24 %
IskoriS¢enje: Zilavost A : > 47 J (na-20°C)
cca. 150 %

Osnovni podaci (dimenzije, jacina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenija: mm zavarivanja kutije paketa elektoda
mm A kg kg kg *
/ 2.5 300 50 — 100
3.25 350 110 — 160
4 450 160 — 210 5.4 27
5 450 200 — 280 5.4 27
6 450 260 — 350 54 27

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 499: E42 4 RA 53
DIN 1913: E 51 53 AR 11 160
AWS A-5.1: E 7027

EN ISO 2560-A: E 424 RA 53
ENISO 2560-B: E 4927 A

SAVA 150 AR

Osobine i primena:

Visoko produktivna, rutilno - kisela elektroda, pogodna za zavarivanje horizontalnih i vertikalnih zavara. Elektroda ima
vrlo stabilan luk, troska otpada sama od sebe i razbrizgavanje je minimalno. Elektroda je pogodna za zavarivanje

materijala zasti¢enih premazima.

Osnovni materijali:

DIN:
Nelegirani Celici:
Kotlovski limovi:
Celici visoke &vrstode:

Limovi za brodogradnju:
Celi€ni liv:

St 33 do St 52.3

HI, HII,(17Mn4

StE255 —StE355

WSHE 255 — WStE 355

A, B, D, E, AH 32 - EH36
GS-38, GS-52

W.Nr.:

1.0416

1.0035 to 1.0561
1.0345, 1.0425

1.0440, 1.0472, 1.0475

Tip obloge:

rutilno - kiseli

Vrsta struje:
AC
DC-/+

Polozaji zavarivanja:

=

“«

Susenje pred upotrebu:
100-110°C / 1h

Iskori$éenje:
cca. 150 %

Tipi¢ne osobine Cistog metala Sava:

Hemiski sastav, ut %:

C Si Mn
0.08 0.25 0.90
Mehanicke osobine:
Napon tec¢enja Rpo.29% > 420 N/mm?

Zatezna ¢vrstota R
Izduzenje As:

Zilavost A :

500 — 650 N/mm?
>22%
>85J (na+20°C)

>75J (na -20°C)
>47J (na -40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%] Duzina Struja TeZina Tezina | Tezina 1000
Odobrenja: mm zavarivanja kutije paketa elektroda

mm kg kg kg *
GL: 3Y 2.5 350 70—-100
ABS: 3Y 3.25 450 120 — 160 5.2 26 65
GvV: 3Y 4 450 160 — 220 5.0 25 94
LR: 3Y 5 450 220 — 320 5.0 25 147
DNV: 3Y 6 450 300 - 400 5.1 25.7 205
RINA : 3Y
TOV

*

podatak je priblizan
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elektrode jesenice u..

NISKOLEGIRANE BAZICNE ELEKTRODE

EVB 50 .....ccoovmmmriiiineennnnnins 48
EVB 55 ....ccciierrrrneeee s 49
EVB 45 ..o 50
EVB 47 ... 51
EVB S ..o 52
GALEB 50 ......cccovnmmmmrrrnniisnnnnns 53
EVB K ... 54
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elektrode jesenice .

Klasifikacija :

EN 499:
DIN 1913:
AWS A-5.1:

EN ISO 2560-A:
EN ISO 2560-B:

EVB 50

E424B32H5
E5155B 10

E 7018- 1H4R

E424B32H5
E4918 A

Osobine i primena:

Bazi¢na, CTOD - testirana elektroda za zavarivanje nelegiranih i niskolegiranih elika i €eli€nih livova ¢vrsto¢e do
610N/mm?, te za zavarivanje sitnozrnih ¢elika poviSene ¢vrstoée. Zavari su zilavi i pri niskim temperaturama i otporni su
na nastajanje prslina. Sadrzaj vodonika, u metalu $ava, je nizi od 5 ml/100g metala $ava. Elektroda ima odli¢ne
zavarivacke, tehnoloske, osobine i stabilan luk. Troska se lako uklanja. Iskori$¢enje iznosi cca. 118 %. Struju
zavarivanja nije potrebno menjati pri zavarivanju u razli¢itim polozajima.

Osnovni materijali:

DIN:
Nelegirani Celici
Sitnozrni ¢elici

Kotlovski limovi

St 33 do St 60.2
StE 255 do StE 355
WSHE 255 do WstE 355
HI, HIl, 17 Mn4, 19 Mn 5

W.Nr.:

1.0035 do 1.0060

1.0461 do 1.0562

1.0462 do 1.0565

1.0345, 1.0425, 1.0481, 1.0482

Celici za cevi St 35do St 52.4 1.0308 do 1.0581
StE 210.7 do StE 360.7 1.0307 do 1.0582
Limovi za brodogradnju A, B,D, E, 1.0440, 1.0472, 1.0475, 1.0476
AH do EH do 1.1830
Celiéni livovi GS-38 do GS-52 1.0416 do 1.0551
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrsta struje: c Si Mn
DC + 0.08 0.60 1.0
AC (OCV>70 V)

Polozaji zavarivanja:

¢

Sadrzaj vodonika:

<5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.29%: > 440 N/mm?
Suéenje pred upotrebu: Zatezna ¢vrstota R: 510 — 610 N/mm?
400°C / 1h Izduzenje As: >24 %
Zilavost Ay >47J (na-20°C)
>47 J (na-40°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
) DuZina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda

CR:3YHH  szu mm mm A kg kg kg *
ABS:4YHH PRS: 3H10 2 300 50-70 34 17
BV: 4YHH 4YH10 2.5 300 65— 90 3,4 17 19.8
GL: 4YH10 3.25 350 110 — 140 4 20 36.4
LR: 3/3 YH 4.0 450 140 — 180 5.4 27 66.7
DNV: 4YH10 5.0 450 180 — 230 5.4 27 101.9
RS: 3YHH 6.0 450 240 — 290 5.4 27 150
SZ 8,0 450 350 — 450 5,4 27
TUvV
DB
RINA: 4YHH
ubT

*

podatak je priblizan
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Klasifikacija:

EN 499 : E 42 6B 42 H5
DIN 8529 : EY 42 76 MnB
AWS/ASME -5.1: E 7018-1

EN ISO 2560-A: E 426B 42 H5
EN ISO 2560-B: E 49 18-P1A

\ "I
;

elektrode jesenice s EVB 55

Osobine i primena:
Baziéna, CTOD - testirana elektroda, posebno pogodna za zavarivanje niskolegiranih celika i ugljeni¢nih Celika sa
sadrzajem ugljenika do 0.6%. Zavari su otporni na pojavu toplih prslina i imaju nizak sadrzaj rastvorenog vodonika,
visoku zilavost i pri niskim temperaturama i otpornost na staranje. Elektroda ima vrlo dobre zavarivacke, tehnoloske,
osobine, lako uklanjanje troske i minimalno razbrizgavanje.

Osnovni materijali:

Nelegirani elici St 33 — St 52-3, St 50-2, St 60-2, St 70-2
Kotlovski limovi HI,HIl, 17 Mn 4, 19Mn5
Celici za cevi: St 52.4, St 35.8 — 17Mn4, StE 210.7 — StE 415.7, TM kvalitetni Celici

Celici povisene évrstoée StE255 — StE420, WSHE 255 — WSHE 420, EStE 255 — EStE 420
Hladno vuceni limovi TTSt35N-V
Celici za brodogradnju A, B, D, E

Celigni livovi GS-38 - GS-52
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn
AC (OCV >70V) 0.06 0.3 1.5
Po|oiaji zavarivanja: Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:
posle naponskog

Zarenja na 580°C/15h

Susenje pred upotrebu:
300 - 350°C/ 2h
ili Zatezna évrstoéa R, 500 — 640 N/mm? > 500 N/mm®

Napon te¢enja Rooz%: > 420 N/mm? > 420 N/mm?

400°C/1h
Izduzenje As: >25% >25%
Zilavost A >200J (na+20°C) >200J (na+ 20°C)
>100J (na-60°C) >100J (na-60°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
[ Duzina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
DB 2 300 50-70 3,4 17
25 350 65— 95 4.7 23.5 19
3.25 350 90 — 140 4.4 22.0 35
4.0 450 140 - 185 5.4 27.0 68
5.0 450 180 — 240 54 27.2 109
6.0 450 250 — 330 5.6 28.3 161

*

podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 499: E422B 32 H5
DIN 1913: E 51 43 B(R)9
AWS A-5.1: E 7016

ENISO 2560-A: E422B32H5
ENISO 2560-B: E 49 18-P1A

EVB 45

Osobine i primena:

Bazi¢na elektroda za zavarivanje vertikalnih spojeva odozgo na dole. Zbog veceg viskoziteta troske, koja je prilagodena
za zavarivanje odozgo na dole, zavarivacke, tehnoloSke osobine elektrode u horizontalnom i ostalim polozajima su
loSije. Elektroda je pogodna za zavarivanje korenih zavara sa podloSkom i bez nje.

Osnovni materijali:

DIN:
Nelegirani Celici
Sitnozrni ¢elici

Kotlovski limovi
Celici za cevi

Limovi za brodogradnju

St 33 do St 60.2

StE 255 do StE 355
WSHE 255 do WStE 355
HI, HIl, 17 Mn4, 19Mn5
St35do St52.4

StE 210.7 do StE 360.7
A B,D,E,

W.Nr.:

1.0035 do 1.0060

1.0461 do 1.0562

1.0462 do 1.0565

1.0345, 1.0425, 1.0481, 1.0482
1.0308 do 1.0581

1.0307 do 1.0582

1.0440, 1.0472, 1.0475, 1.0476

Celi¢ni livovi GS-38 do GS-52 1.0416 do 1.0551

Tip obloge: Tipiéne osobine Cistog metala Sava:
bazi€ni

Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn
AC (OCV>70V) 0.09 0.60 1.0

Polozaji zavarivanja:

Susenje pred upotrebu:
400°C / 1h

Sadrzaj vodonika: <5 ml na 100 gr metala $ava
Mehanicke osobine:

Napon teéenja Roo.29%: > 410 N/mm?
Zatezna évrstoéa Ry 510 — 610 N/mm’
Izduzenje As: >24 %

Zilavost A > 47 J (na-20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

/ 2 300 50-70 3.4 17
25 300 65 -90 4 20
3.25 350 110 — 140 4.4 22
4 450 140 - 170 5.8 29
5 450 180 — 220 5.8 29
6 450 230 — 280 6 30

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 499: E382B32H5
DIN 1913: E4355B 10
AWS A-5.1: E 6019

EN ISO 2560-A: E382B32H5
EN ISO 2560-B: E4318A

EVB 47

Osobine i primena:

Bazi¢na elektroda sa nizom €vrsto¢om i povecanim naponom tecenja, zbog €ega je pogodna za zavarivanje ukruéenih

konstrukcija.

Osnovni materijali:

Celici za cevi

Limovi za brodogradnju

DIN: W.Nr.:
Nelegirani Celici St 33 do St 60.2 1.0035 do 1.0060
Sitnozrni celici StE 255 do StE 355 1.0461 do 1.0562
Kotlovski limovi HI, HIl, 17 Mn4, 1.0345, 1.0425, 1.0481

St 35 do St 52.4
StE 210.7 do StE 360.7
A B,D,E,

1.0308 do 1.0581
1.0307 do 1.0582
1.0440, 1.0472, 1.0475, 1.0476

Celigni livovi GS-38 do GS-52 1.0416 do 1.0551

Tip obloge: Tipicne osobine Cistog metala Sava:
baziéni

Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn
AC (OCV>70V) 0.07 0.30 0.8

Polozaji zavarivanja:

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

= Mehaniéke osobine:
Ve o 5
Susenje pred upotrebu: Napon tec¢enja Rpo.29%: > 420 N/mm
400°C/1h Zatezna ¢vrstota R: 470 — 530 N/mm?
Izduzenje As: >24 %
Zilavost A > 47 J (na-20°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
BV: 3YHH 2 300 50 -70 34 17
LR: 3/3YH 25 300 65-90 34 17
sz 3.25 350 110 — 140 4 20
ubT 4 450 140 — 180 5.4 27
SzZU 5 450 180 — 230 5.4 27
PRS: 3H10,3YH10 6 450 240 - 290 5.4 27
8 450 350 — 450 54 27

* podatak je priblizan
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elektrode jesenice .

EVB S

Klasifikacija:

EN 499:

DIN 1913:
AWS A-5.1

EN ISO 2560-A:
EN I1SO 2560-B:

E424B 12 H10
E 5143 B(R)10
E 7016
E424B 12 H10
E4916 A

Osobine i primena:

Dvojno oblozena baziéna elektroda sa vrlo dobrim zavarivackim, tehnoloSkim, osobinama u prinudnim polozajima.
Elektroda ima vrlo stabilan luk. Pogodna je za zavarivanje korenih zavara jednosmernom i naizmeniénom strujom.

Osnovni materijali:

DIN:

St 33 do St 52.3

StE 255 do StE 355
WStE 255 do WStE 355
HI, HIl, 17 Mn4,

St 35 do St 52.4

StE 210.7 do StE 360.7
A B,D, E,

GS-38 do GS-52

Nelegirani elici
Sitnozrni ¢elici

Kotlovski limovi
Celici za cevi

Limovi za brodogradnju
Celicni livovi

W.Nr.:

1.0035 do 1.0570

1.0461 do 1.0562

1.0462 do 1.0565

1.0345, 1.0425, 1.0481

1.0308 do 1.0581

1.0307 do 1.0582

1.0440, 1.0472, 1.0475, 1.0476
1.0416 do 1.0551

Tip obloge:

rutilno - baziéni

Tipi€ne osobine Cistog metala Sava:

Vrsta struje:
DC +
AC

Polozaji zavarivanja:

Hemijski sastav, ut %:

C

Si

Mn

0.07

0.70

0.90

Sadrzaj vodonika:

<10 ml na 100 gr metala Sava

= Mehaniéke osobine:
Ve L )
Susenje pred upotrebu: Napon tec¢enja Rpo.29%: > 380 N/mm
380°C/1h Zatezna ¢vrstota R: 510 — 610 N/mm?
lzduzenje As: >22%
Zilavost A >47J (na-20°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
TOV 2 300 55-65 3.4 17
DB 25 350 60— 90 4.4 22 19.6
Y4 3.25 350/450 90 — 140 4.4/5 22/25 32.8/41.7
upT 4 450 140 - 190 5 25 66.7
5 450 190 — 250 5 25 100
6 450 250 — 320 5 25

*

podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 499: E422B 32
DIN 1913: E 51 54 B(R)10
AWS A-5.1 E 7016

EN ISO 2560-A: E422B32H5
EN ISO 2560-B: E 49 16 A

GALEB 50

Osobine i primena:

Bazi¢na elektroda za zavarivanje nelegiranih i niskolegiranih celika, te €eli¢nih livova évrsto¢e do 490 N/mm?Z. Pogodna
je, takode, za zavarivanje sitnozrnih ¢elika sa naponom te€enja do 335 N/mm?. Elektrodom se mogu zavarivati tanji
limovi. Zavari imaju odliéne mehanicke osobine. Iskori§¢enje elektrode je cca. 110 %.

Osnovni materijali:

Nelegirani Celici
Sitnozrni ¢elici

Kotlovski limovi
Celici za cevi

Limovi za brodogradnju

DIN:

St 33 do St 60.2

StE 255 do StE 355
WSHE 255 do WStE 355
HI, HIl, 17 Mn4, 19Mn5
St35do St52.4

StE 210.7 do StE 360.7
A B,D,E,

W.Nr.:

1.0035 do 1.0060

1.0461 do 1.0562

1.0462 do 1.0565

1.0345, 1.0425, 1.0481, 1.0482
1.0308 do 1.0581

1.0307 do 1.0582

1.0440, 1.0472, 1.0475, 1.0476

Celi¢ni livovi GS-38 do GS-52 1.0416 do 1.0551

Tip obloge: Tipiéne osobine Cistog metala Sava:
baziéni

Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn
AC (OCV>70 V) 0.10 0.50 1.0

Polozaji zavarivanja:

Susenje pred upotrebu:
400°C / 1h

Sadrzaj vodonika:

<5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon te¢enja

Zatezna Cvrstoca

Izduzenje

Zilavost

Roo.29%: > 410 N/mm?

Rm: 510 — 570 N/mm?
As >24%

A > 47 J (na-20°C)

> 47 J (na-40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

/ 2 300 50-60 3.4 17
25 300 60 —80 4 20
3.25 350 110 - 130 44 22
4 450 130 — 160 5.8 29
5 450 170 — 200 5.8 29
6 450 200 — 230 6 30

*
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Klasifikacija:

EN 499: E422B 12 H5
DIN 1913: E 5143 B(R) 10
AWS A-5.1: E 7016

ENISO 2560-A: E422B12H5
ENISO 2560-B: =E 49 16-P1A

\ "I
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elektrode jesenicess EVB K

Osobine i primena:
Bazi¢na elektroda namenjena, pre svega, za zavarivanje korenih zavara pri jednostranom zavarivanju cevi i ostalih
konstrukcija. Elektroda ima stabilan luk, troska se lako uklanja, zavari su glatki i sadrzaj vodonika je nizak. Kod
jednostranog zavarivanja je moguce zavarivanje sa relativno niskim strujama.

Osnovni materijali:

DIN 17100: St 33- do St 52-3
DIN 17155: HILHI
DIN 17172: StE 210.7 do St E 415.7
DIN 17175: StE 35.8 do StE 45.8
DIN 17102: St E 255 do St E 355

W St E 255 do W St E 355

DIN 1629 do St52.4
St 38.8 do 17 Mn 4
API 5 LX X 42 do X 60
Tip obloge: Tipi¢ne osobine cistog metala Sava:
bazicni

Vrsta struje: Hemijski sastav,ut %:

DC + C Si Mn

DC - za korene zavare 0.06 0.60 1.0

AC (OCV > 70V)
Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Polozaji zavarivanja:
Mehanicke osobine:

Eﬁ Napon tec¢enja Rpo.2%: > 420 N/mm?

- Zatezna évrstoéa Ry 510 — 610 N/mm?
Susenje pred upotrebu: "
400°C/1h IzduZenje As: > 24 %
Zilavost A > 47 J (na-20°C)

> 47 J (na - 40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 60 —90 4.4 22 22

3.25 350 95 -150 4.4 22 32.5

4 450 125 -190 54 29 65.0

5 450 190 — 250 54 29 96.5

6 450 240 — 350 6 30 167

* podatak je priblizan

54



.,
(e

elekirode [esenice . SREDNJELEGIRANE BAZICNE ELEKTRODE

ZA ZAVARIVANJE SITNOZRNIH CELIKA

EVB 60 ......ccooommmrrrninneennnnniins 56
EVB 65 .....ccoiimmrrrrnneeeeeennns 57
EVB Ni .....cccoimriiineeeninniins 58
EVB CuNi ....ccoommrirrnieeenneeinans 59
EVB CUNiCF .....ccocmvrrinrnrriann 60
EVB NiMoO ... 61
GALEB 70 .....ccoceriinemrrnannnnnnns 62
EVB 2.5 Ni cccovumemrrrrnieeeeeeennnns 63
EVB 2.5 NiMo ........ccocvummmnninns 64
EVB 75 ..o 65
EVB CrNiMo ......ccccervimenrrinann 66
EVB 80 ......coovmmmrrrrnineeneennnans 67
EVB 100 .....cccocmmrrriiinnnennnniinnns 68
EVB 100 EKSTRA .....cccccvirenne 69
EVB SP2 ... 70
EVB 100 EKSTRA S ................ 71
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elektrode jesenice .

Klasifikacija:

EN 499: E 50 4 Mo B 42
DIN 8529: EY 50 75 Mn1 MoB
AWS A-5.5: E 8018-G

EN ISO 2560-A:  E 50 4 MoB 42 H5
ENISO 2560-B: =~ E 57 18-3M2A

EVB 60

Osobine i primena:

Manganom i molibdenom legirana bazi¢na elektroda za zavarivanje nelegiranih i niskolegiranih €elika i €eli¢nih livova
&vrstoée do 735 N/mm? i za zavarivanje sitnozrnih Celika sa naponom tecenja do 550 N/mm?. Zavari su Zilavi i pri

niskim temperaturama.

Osnovni materijali:

DIN:
Nelegirani Celici
Sitnizrni Celici
Kotlovski limovi

Celici za cevi

St44.2 do St 70.2

StE 255 doStE 500
WSHE 255 do WSLE 500
HI, HIl, 17 Mn4, 19Mn5
Celici otporni na starenje St 41, ASt 45, ASt 52

C St 35do St 52.4

Limovi za brodogradnju A do E,

AH 32 do EH 36

W.Nr.:

1.0035 do1.0070

1.0461 do 1.8907

1.0462 do 1.8937

1.0345, 1.0425, 1.0481, 1.0482
1.0426, 1.0436, 1.0577

1.0308 do 1.0581

1.0440 do 1.0476

Celi¢ni livovi GS-38 do GS-60 1.0416 do 1.0553
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
baziéni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Mo
0.10 0.40 1.30 0.35

Polozaji zavarivanja:

B

Susenje pred upotrebu:

Sadrzaj vodonika: <5 mlna 100 gr metala Sava
Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 520 N/mm?

620 — 720 N/mm?

400°C / 1h Zatezna €vrstoéa  Rp:
Izduzenje As: >22%
Zilavost A > 47 J (na-40°C)
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

CR: 3YHH mm mm A kg kg kg *
ABS 3YHH
BV: 3,3YH 2.5 300 65-90 34 17 19.8
GL: 3YH15 3.25 350 110 — 140 4 20 36.4
LR: 3/3YH 4 450 140 — 180 54 27 66.7
DNV: 3Y40H15 5 450 180 — 230 54 27 101.9
RS:  3Y50H 6 450 240 — 290 5.4 27 150
SZ
ubT
SzZU
PRS: 4YH15

* podatak je priblizan
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elektrode jesenice .

EVB 65

Klasifikacija:

EN 499 E 55 6 Mn 1 Ni Mo B 42H5
DIN 8529: EY 5576 Mn 1 NiMo B H5
AWS A-5.5: E 9018-G

EN ISO 18275-A: E 556 Mn 1 NiMo B42H5

Osobine i primena:

Bazi¢na elektroda legirana Mn, Ni i Mo. Zavari su otporni na tople prsline i imaju nizak sadrzaja vodonika. Elektroda
ima dobre zavarivacke, tehnoloSke, osobine, stabilan luk, lako uklanjanje troske i minimalno razbrizgavanje. Zavareni
spoj ima dobru zilavost i pri niskim temperaturama. Materijal je otporan na staranje.

Osnovni materijali:

Nelegirani Celici
Celici poviSene Evrstoce
Celici otporni na puzanje

TStE 500

StE355 — StE500, WStE 355 — WSE500, EStE 355 — EStE 500

17 MnMoV64 , 15NiCuMoNDb5, 11NiMoV 53, 20 MnMoN:i 45

Tip obloge: Tipi€ne osobine Cistog metala Sava:
baziéni

Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Mo Ni
AC (OCV > 70V) 0.05 0.3 1.5 0.4 1.2

Polozaji zavarivanja: Sadrzaj vodonika:

b ]
Ve

Mehanicke osobine:

Napon te¢enja
Susenje pred upotrebu:
300-350°C/1h
ili
400°C/1h

Zatezna Cvrstoca
Izduzenje

Zilavost

Roo.20%: > 560 N/mm?

R 630 — 780 N/mm’
As: >20 %

A 150 J (na +20°C)

< 5 ml na 100 gr metala Sava

55J (na - 60°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
¢ Duzina Struja TeZina TezZina | TeZina 1000
zavarivanja kutije paketa elektroda

Odobrenja: mm mm A kg kg kg *
25 350 65-95 5.0 25.0 22

/ 3.2 350 90-140 4.6 23.0 37
4.0 450 140-185 5.5 27.5 69

5.0 450 180-240 5.2 26.0 104

6.0 450 210-310 5.7 28.5 164

* podatak je priblizan
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Klasifikacija :

EN 499: E5061NiB42H5
DIN 8529: EY 50 75 Mn1 NiB
AWS A55  E 8018-G
\)/! ~E 7018-G
* AWS A-55:  ~E 8018-C3
(GESENIC\ EN ISO 2560-A: E 50 6 1Ni B 42 H5

EN ISO 2560-B: ~E 55 16-3N3 A

elektrode jesenices EVB Ni

Osobine i primena:
Niklom legirana bazi¢na elektroda za zavarivanje nelegiranih i niskolegiranih Celika évrstoce do 685 N/mm? i sitnozrih
Celika sa naponom te€enja do 460 N/mm?, sa garantovanim mehani¢kim osobinama na niskim temperaturama.
Zilavost zavara pri niskim temperaturama je vrlo dobra.

Osnovni materijali:

DIN: W.Nr.:
Nelegirani ¢elici St 52.3 do St 70.2 1.0570 do 1.0070
Sitnozrni ¢elici StE 380 do StE 460 1.8900 do 1.8905
WSHE 380 do WSLE 460 1.8930 do 1.8935
Sitnozrni mikrolegirani Celici  TStE 380 do TStE 460 1.8910 do 1.8915
Ni legirani Celici 13MnNi63, 15MnNi63 1.6217, 1.6210
Kotlovski limovi 17Mn4, 19Mn5 1.0481 1.0482
Celigni livovi GS-52, GS-60 1.0551, 1.0553
Celici otporni na atmosfersku CORTEN, Patinax
koroziju
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Ni
0.07 0.50 1,4 1.1

Polozaji zavarivanja:
] ] Sadrzaj vodonika: <5 mlna 100 gr metala Sava

ﬁ Mehanicke osobine:
> 500 N/mm?

Napon tec¢enja Rpo.29:
Susenje pred upotrebu: Zatezna ¢vrstoca Ry 560 — 720 N/mm’
400°C / 1h
lzduzenje As: >22%
Zilavost A >47J (na-40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

CR: 3YH

LR: 3/4Y 2.5 300 65-90 34 17 19.8
T@v 3.25 350 110 — 140 4 20 36.4
Sz 4 450 140 — 180 5.4 27 66.7
upT 5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 499
DIN 8529:
AWS A-5.5:

EN ISO 2560-A:
EN ISO 2560-B:

EVB CuNi

E 46 4 ZB 42 H5
EY 50 75 CuNi B
E 7018-G

E 46 4 ZB 42 H5
E 49 16-NC A

Osobine i primena:

Niklom i bakrom legirana bazi¢na elektroda za zavarivanje Celika sa povec¢anom otporno$¢u na atmosfersku koroziju i
za zavarivanje sitnozrnih ¢elika sa naponom te¢enja do 460 N/mm?.

Osnovni materijali:

DIN:
Celici otporni na
atmosfersu koroziju

WTSt 37, WTSt 52
CORTEN A, B, C,
Patinax 37

RBH 35

Acor 37, Acor 50
HSB 51, HSB 55 C

W.Nr.:

1.8962, 1.8963, 1.8965
1.8960

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C/1h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cu

Ni

0.07 0.50 0.90 0.45

0.60

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 460 N/mm?

Zatezna &vrstoéa  Rp: 540 — 620 N/mm?

IzduZenje As: >22%

Zilavost A > 47 J (na-20°C)

> 47 J (na - 40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 65-90 34 17 19.8

3.25 350 110 — 140 4 20 36.4

4 450 140 — 180 5.4 27 66.7

5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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elektrode jesenice .

EVB CuNiCr

Klasifikacija :

EN 499: ~E464ZB42H5
AWS A-5.5: E 8018-W2

AWS A-5.5: ~E 7018-G

CSN 05 5010: E NiCrCu-14B

EN ISO 2560-A: E464ZB42H5
EN ISO 2560-B:  E 49 16-NCC1A

Osobine i primena:

Niklom, bakrom i hromom legirana bazi¢na elektroda za zavarivanje éelikazsa povecanom otporno$¢u na atmosfersku
koroziju i za zavarivanje sitnozrnih ¢elika sa naponom te¢enja do 460 N/mm®. Zbog navedenog elektroda je pogodna za
zavarivanje razli€ith konstrukcija u gradevinarstvu, pri gradnji mostova, vodovodnih tornjeva, rezervoara za vodu,

elektricnih stubova, razli€ith ograda..

Osnovni materijali:

i CsN W.Nr.:
Celici otporni na 15217 1.8963
atmosfersku koroziju S355J2G1W

Corten &elici CORTENA, B, C
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cu Ni Cr
0.07 0.50 0.90 0.40 0.60 0.50

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika: <5 mlna 100 gr metala Sava

Mehanicke osobine:

Napon te¢enja Roo.29%: > 460 N/mm?
Zatezna ¢vrstota R: 530 — 680 N/mm?
Izduzenje As: >22%

Zilavost A >47J (na-40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 65-90 3.4 17 19.8

3.25 350 110 - 140 4 20 36.4

4 450 140 — 180 5.4 27 66.7

5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

E 50 41 NiMo B 42 H5

NiMo B

E 50 41 NiMo B 42H5

EN 499:

DIN 8529: EY 5076 1

AWS A-5.5: E 8018-G

EN ISO 2560-A:

ENISO 2560-B: ~E 57 18-N2M3 A

EVB Ni Mo

Osobine i primena:

Niklom i molibdenom legirana elektroda za zavarivanje nelegiranih i niskolegiranih Celika ¢vrsto¢e do 735 N/mm? i
sitnozrnih Celika sa naponom tecenja do 500 N/mm?, sa garantovanim mehani¢kim osobinama na niskim

temperaturama.

Osnovni materijali:

DIN:
Nelegirani Celici
Sitnozrni ¢elici

St 52.3 do St 70.2

StE 460, StE 460

WSHE 460, WStE 500
TStE 460, TStE 500
NAXTRA 56, NAXTRA 63

W.Nr.:

1.0570 do 1.0070
1.8905, 1.8907
1.8935, 1.8937
1.8915, 1.8917
1.7279

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C / 1h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Ni Mo

0.06 0.40 0.90 1.10 0.35

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 510 N/mm?

Zatezna &vrstoéa  Rp: 580 — 710 N/mm?

IzduZenje As: >22%

>47J (na-20°C)
> 47 J (na-40°C)

Zilavost A

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 65-90 34 17 19.8

3.25 350 110 — 140 4 20 36.4

4 450 140 — 180 5.4 27 66.7

5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 499: E 50 2 Mn1Ni B 42 H5
DIN 8529: EY 50 75 1 NiMo B
AWS A-5.5: E 9016-G

EN ISO 2560-A:  E 50 2 Mn1Ni B 42 H5
ENISO 2560-B: ~E 57 16-N2M3 A

GALEB 70

Osobine i primena:

Manganom, niklom i molibdenom legirana bazi¢na elektroda za zavarivanje nelegiranih i niskolegiranih ¢elika ¢vrstoce
do 735N/mm?, za zavarivanje Cr-Ni-Mo ¢elika i za zavarivanje sitnozrnih ¢elika sa naponom tec¢enja do 500N/mm?.

Osnovni materijali:

DIN:
Nelegirani elici
Sitnozrni ¢elici

Celiéni livovi
Celici za Sine
Niskolegirani ¢elici

St 50.2, St 60.2, St 70.2
StE 380, StE 500

WStE 380, WStE 500
Termicki postojni ¢elici  WB 35, WB 36,

BHW 35, BHW 38
GS-60, GS-70

Rm do 880 N/mm?

na bazi Ni-Cr-Mo

W.Nr.:

1.0050, 1.0060, 1.0070
1.8900, 1.8907
1.8930, 1.8937
1.8817, 1.6368

1.0553, 1.0554

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:
A :'
‘/

Susenje pred upotrebu:
400°C / 1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Ni Mo

0.08 0.70 1.50 0.70 0.20

Sadrzaj vodonika: <5 mlna 100 gr metala Sava
Mehanicke osobine:

Napon teéenja Roo.29%: > 520 N/mm?

Zatezna ¢vrstota R: 640 — 710 N/mm?

IzduZenje As: >22%

Zilavost A > 125 J (na + 20°C)

> 47J (na-20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[} DuZina Struja Tezina Tezina | TeZina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 300 50 - 60 3.4 17 12

25 300 60 —90 4 20 18.8
3.25 350 110 -130 4.4 22 32.1
4 450 130 — 160 5.4 27 61.4
5 450 170 — 200 5.4 27 96.4

* podatak je priblizan
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Klasifikacija:

EN 499: E 506 2NiB42H 10
DIN 8529: EY 5076 2NiB
AWS A-5.5: E 8018-C1

ENISO 2560-A: E 508 2 Ni B 42 H5
ENISO 2560-B: ~E 57 18-3N3 A

\ "I
‘

elektrode jesenice s EVB 2.5 Ni

Osobine i primena:
Niklom legirana bazi€na elektroda za zavarivanje niskolegiranih gelika Gvrstoce do 735 N/mm? i za zavarivanje
sitnozrnih Ni-Celika sa naponom tecenja do 550 N/mm®, sa garantovanim mehani¢kim osobinama na niskim
temperaturama. Zilavost zavara na niskim temperaturama je vrlo dobra.

Osnovni materijali:

DIN: W.Nr.:
Sitnozrni Celici EStE 380 do EStE 500 1.8911 do 1.8919
Sitnozrni mikrolegirani elici
Poboljani sitnozrni elici NAXTRA 56 1.7279
Celici za niske temperature TTSt35N do TTSt45V
14Ni6 do 16Ni14 1.5622 do 1.5639
Tip obloge: Tipi¢ne osobine cistog metala Sava:
bazicni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Ni
0.06 0.50 0.90 2.50

Polozaji zavarivanja:
olozaji zavarivanja Sadrzaj vodonika: <5 ml na 100 gr metala Sava

ﬁ Mehanicke osobine:
> 510 N/mm?

.. Napon tec¢enja Rpo.2%:
Susenje pred upotrebu:

400°C / 1h Zatezna Cvrsto¢a Ry 590 — 670 N/mm?
IzduZenje As: >22%
Zilavost A > 47 J (na-20°C)

>47J (na- 80°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
GL: 6Y50H15 2.5 300 70-90 3.4 17 19.8

3.25 350 100 — 140 4 20 36.4

4 450 140 — 180 5.4 27 66.7

5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 757: E 55 6 2NiMo B 42 H5
DIN 8529: EY 50752 NiMo B
AWS A-5.5: E 9018-G

ISO 18275-A: E 55 6 2 Ni Mo B 42 H5
EN ISO 2560-B:  ~E 62 18 N4AM2A H5

EVB 2.5 NiMo

Osobine i primena:

Niklom i molibdenom legirana bazi¢na elektroda za zavarivanje Cr-Ni-Mo ¢&elika ¢vrsto¢e 785 N/mmz, sitnozrnih éelika
sa garantovanim mehani¢kim osobinama na niskim temperaturama, poboljSanih sitnozrnih ¢elika i za zavarivanje, na
povisenim temperaturama, postojanih sitnozrnih ¢elika sa naponom tecenja do 590 N/mm?.

Osnovni materijali:

DIN:
Pobolj$ani sitnozrni elici NAXTRA 56
NAXTRA 63
HY 80
Kotlovski limovi 17MnMoV64
22NiMoCr37
Celi¢ni livovi GS-60, GS-70
Celici za $ine (Rm do 880 N/mmz)

W.Nr.:
1.7279
1.7279
1.6780
1.5403, 1.8817
1.6751
1.0553, 1.0554

Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Ni Mo
0.06 0.45 1.15 2.30 0.40

Polozaji zavarivanja:

< 5 ml na 100 gr metala Sava

B

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika:
Mehanicke osobine:

Napon tec¢enja Rpo.2%:

> 590 N/mm?

650 — 750 N/mm?

Zatezna ¢vrstota R:
Izduzenje As: >20 %
Zilavost A >47J (na-20°C)

>47J (na - 60°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[} Duzina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 300 70-90 3.4 17 19.8

3.25 350 100 — 140 4 20 36.4

4 450 140 - 180 54 27 66.7

5 450 180 — 230 5.4 27 101.9

* podatak je priblizan
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Klasifikacija :

EN 757: E 69 6 Mn2NiCrMo B 42 H5
DIN 8529: EY 69 75 Mn2NiCrMo
AWS A-5.5: E 10018-G

ISO 18275-A:  E 69 6 Mn2NiCrMo B 42 H5
ISO 18275-B:  E 78 16-N5CM3 A H5

\ "I
‘

elektrode jesenice s EVB 75

Osobine i primena:
Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda za zavarivanje poboljSanih sitnozrnih celika i
drugih pobolj$anih Cr-Ni-Mo ¢elika sa visokom &vrsto¢om i naponom teéenja do 685 N/mm?. Zavari su otporni na pojavu
prslina i Zilavi su do temperature - 60° C.

Osnovni materijali:

DIN: W.Nr.:
Poboljsani sitnozrni NAXTRA 65
Celici NAXTRA 70 1.7279
HSB 77Y
T1A 1.8851, 1.8921
T1B 1.8852, 1.8822
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
i Hemijski sastav, ut %:
Vrsta struje: DC + Cc Si Mn Cr Ni Mo
0.06 0.50 1.50 0.40 2.10 0.40
Polozaji zavarivanja: Sadrzaj vodonika: <5 mlna 100 gr metala Sava
ﬁ Mehanicke osobine:
Napon te¢enja Roo.29%: > 700 N/mm?
Susenje pred upotrebu: y . _ )
400°C /1h Zatezna Cvrstota R: 780 — 940 N/mm
Izduzenje As: >17 %
Zilavost A > 47 J (na - 20°C)
>47J (na-60°C)

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
CR 2.5 300 65-90 3.8 19 16.7
sz 3.25 350 90 — 140 4 20 34.2
4 450 140 — 195 5.4 27 65.1
5 450 180 — 240 5.4 27 105.9
6 450 210 -320 5.4 27 150

* podatak je priblizan
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elektrode jesenice .

Klasifikacija
DIN 8529:
AWS A-5.5:

~EY 62 52 1NiCrMo B
~E 11018-G

ISO 18275-A: E 62 2Z-B 42 H5

EVB CrNiMo

Osobine i primena:

Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda za zavarivanje poboljSanih sitnozrnih Celika i za
posebne namene. Temperatura predgrevanja meduslojeva i temeratura termicke obrade su zavisne od upotrebljenog

oshovnog materijala.

Osnovni materijali:

DIN: W.Nr.:
Poboljsani sitnozrni =W St52.3 1.8963
Celici
CSN = 15222
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
.. Hemijski sastav, ut %:
Vrsta struje: DC + C Si Mn Cr Ni Mo
0.06 0.50 1.0 0.40 1.20 0.35
Polozaji zavarivanja: Sadrzaj vodonika: <5 mlna 100 gr metala Sava
ﬁ Mehanicke osobine:
Napon tec¢enja Rp0.2%: > 620 N/mm?
Susenje pred upotrebu: ) ) _ )
400°C /1 h Zatezna Cvrstoéa Ry 700 — 800 N/mm
Izduzenje As: >18 %
Zilavost A > 150 J (na + 20°C)
> 47 J (na-20°C)

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
25 300 65-90 3.8 19 16.7
3.25 350 90 — 140 4 20 34.2
4 450 140 — 195 5.4 27 65.1
5 450 180 — 240 5.4 27 105.9
6 450 210 — 320 54 27 150

*

podatak je priblizan

66




Klasifikacija:

EN 757: E 69 6 Mn2NiCrMo B 42 H5
DIN 8529: EY 69 75 Mn2NiCrMo B
AWS A-5.5: E 10018-G

ISO 18275-A:  =E 69 6Mn2NiCrMo B 42 H5
ISO 18275-B:  ~E 78 16 N5SCM3 A H5
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elekirode jesenicews EVB 80

Osobine i primena:
Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda za zavarivanje poboljSanih sitnozrnih celika i
drugih poboljSanih Cr-Ni-Mo ¢&elika sa visoko €vrsto¢om i naponom tecenja do 785 N/mm?. Zavari su otporni na pojavu
prslina i zilavi su do temperature - 60° C.

Osnovni materijali:

DIN: W.Nr.:
Poboljsani sitnozrni NAXTRA 70 1.7279
Celici NAXTRA 75
HSB 77Y, HSY 100
T1A 1.8851, 1.8921
T1B 1.8852, 1.8922
Tip obloge: Tipicne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Ni Mo
0.06 0.50 1.80 0.35 2.20 0.40

Polozaji zavarivanja:
) ] Sadrzaj vodonika: <5 mlna 100 gr metala Sava

ﬁ Mehanicke osobine:
> 690 N/mm?

L. Napon tec¢enja Rpo.29:
Susenje pred upotrebu:

400°C/1h Zatezna Cvrstoéa Ry 810 — 960 N/mm?
Izduzenje As: >16 %
Zilavost A > 47 J (na-20°C)

> 47 J (na - 60°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

/ 2.5 300 65-90 3.8 19 16.7
3.25 350 90 — 140 4 20 34.2

4 450 140 — 195 5.4 27 65.1
5 450 180 — 240 5.4 27 105.9

6 450 210 -320 5.4 27 150

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 757: E 79 4 Mn2Ni1CrMo B 42
DIN 8529: EY 79 64 Mn2Ni1CrMoB
AWS A-5.5: E 12018-G

ISO 18275-A: E 79 4 Mn2Ni1CrMo B42 H5
1ISO 18275-B: ~E 8316 — N5CM3 H5

EVB 100

Osobine i primena:

Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda za zavarivanje poboljSanih sitnozrnih celika i
drugih poboljSanih Cr-Ni-Mo ¢&elika sa visoko €vrsto¢om i naponom tecenja do 900 N/mm?. Zavari su otporni na pojavu

prslina i zilavi su do temperature - 40° C.

Osnovni materijali:

DIN: W.Nr.:
Poboljsani sitnozrni
Celici XABO 90 1.8925
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
bazicni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Ni Mo
0.06 0.50 1.60 0.70 2.40 0.50

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.29%: > 790 N/mm?
Zatezna ¢vrstota R 980 — 1080 N/mm?
Izduzenje As: >14 %

Zilavost A >60J (na +20°C)

> 47 J (na-40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
) DuZina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

/ 25 300 65-90 3.8 19 16.7
3.25 350 90 — 140 4 20 34.2

4 450 140 — 195 54 27 65.1
5 450 180 — 240 54 27 105.9

6 450 210-320 5.4 27 150

* podatak je priblizan

68



\ "I
‘

elektrode jesenice .

Klasifikacija:

DIN 8529: ~Y8975 Mn2Ni1CrMo B H5
AWS A-5.5: E 12018 -G

ISO 18275-A:  E 89 4 ZB62 H5

ISO 18275-B:  ~E 8316 — NSCM3 H5

EVB 100 Extra

Osobine i primena:

Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda pogodna za zavarivanje sitnozrnih Celika,
konstrukcijskih celika slicnog sastava i za popravku odlivaka — lunkera na materijalima sli¢énog sastava. Elektroda ima
stabilan luk, minimalno razbrizgavanje i troska se lako uklanja.

Osnovni materijali:

S 960 QL / TStE 960V

Termicki obradeni sitnozrni Eelici sa naponom te€enja do 960N/mm

Tip obloge:
bazi¢ni
Vrsta struje:
AC (OCV>70V)
DC +

Polozaji zavarivanja:

Susenje pred upotrebu:
300-350°C/2h

Tipiéne osobine Cistog metala Sava:

Hemijski sastav,ut. %:

C Si Mn

Cr Mo Ni

0.05 0.5 1.7

1 0.8 25

Sadrzaj vodonika:

Mehanicke osobine:

Napon tec¢enja Rpo.29:
Zatezna Gvrsto¢a R
Izduzenje As:
Zilavost A

<5 ml na 100 gr metala Sava

> 960 N/mm?
> 1050 N/mm?
>15%

>60J (na+20°C)
> 40J (na-40°C)

Osnovni podaci (dimenzije,

acina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja TeZina TezZina | Tezina 1000
zavarivanja kutije paketa elektroda

Odobrenja: mm mm A kg kg kg *
25 300 65-95 3.8 19.0 17.7

/ 3.2 350 90-140 4.0 20.0 34.7

4.0 450 140-185 54 27.0 67.6

5.0 450 180-240 54 27.0 107.5

*

podatak je priblizan
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elektrode jesenice .

EVB SP2

Klasifikacija :

EN 757: ~E 624 7B 34
1ISO 18275-A: E62427ZB34
ISO 18275-B: ~E 69 18 GA

Osobine i primena:

Bazi¢na elektroda namenjena za brzo zavarivanje vecih profila. Oni mogu biti odrezani pravougaono, $to omogucava
uStede kod zavarivanja. Za ove slucajeve se preporucuje upotreba bakarnih kokila. Primena: zavarivanje Sina i veéih

profila.

Osnovni materijali:

Tip obloge:

bazi¢ni

Vrsta struje:

DC +

AC (OCV>70V)
Polozaji zavarivanja:

L

Susenje pred upotrebu:
400°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

¢} Si Mn Cr

0.08 0.40 1.0 2.3
Mehanicke osobine:

Napon te¢enja Roo.2%: > 620 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A

690 — 890 N/mm?
>18 %

> 47 J (na - 40°C)

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
[} Duzina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
3.25 350
4 450 140 — 180 54 27
5 450 180 — 230 5.4 27
6 450 240 — 290 5.4 27

*

podatak je priblizan
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Klasifikacija:

EN

DIN 8529: ~EY8975 Mn2Ni1CrMo B H5
AWS A-55. ~E12018-G

ISO

JUS

EVB 100 Extra S

Osobine i primena:

Manganom, hromom, niklom i molibdenom legirana bazi¢na elektroda pogodna za zavarivanje sitnozrnih Celika,

konstrukcijskih Celika slicnog sastava i za popravku odlivaka — lunkera na ma
stabilan luk, minimalno razbrizgavanje i troska se lako uklanja.

Osnovni materijali:

terijalima slicnog sastava. Elektroda ima

Termicki obradeni sitnozrni Gelici sa naponom te¢enja do 960 N/mm®
S 960 QL / TStE 960V

Tip obloge: Tipi¢ne osobine cistog met

bazi¢ni

Vrsta struje: Hemijski sastav,ut. %:

ala Sava:

AC (OCV>70V) c Si Mn

Cr Mo Ni

DC + 0.05 0.5 1.7

1.5 0.8 25

Polozaji zavarivanja: Sadrzaj vodonika:

¢

Mehanicke osobine:

Napon tecenja Rpo.29:
Susenje pred upotrebu: Zatezna évrstoca Ry
300-350°C/2h
Izduzenje As:
Zilavost A

<5 ml na 100 gr metala Sava

> 900 N/mm?

1100 — 1300 N/mm?
>15 %

>60J (na +20°C)

> 40 J (na-40°C)
> 40J (na-60°C)

Osnovni podaci (dimenzije,

acina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja TeZina TezZina | Tezina 1000
zavarivanja kutije paketa elektroda
Odobrenja: mm mm A kg kg kg *
25 300 65-95 3.8 19.0 17.7
/ 3.2 350 90-140 4.0 20.0 34.7
4.0 450 140-185 54 27.0 67.6
5.0 450 180-240 54 27.0 107.5

*

podatak je priblizan
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elektrode jesenice... SREDNJE | VISOKOLEGIRANE BAZICNE ELEKTRODE
= ZAZAVARIVANJE TERMICKI POSTOJANIH CELIKA

EVB MO .....ccoomiirmrnneen s 74
EVB MOV ......coriierrreeernnnees 75
EVB CrMo .....ceerrieneneees 76
EVB 2 CrMoO .....cccecviinnnnnnnnnnnnees 77
EVB 5 CrMo ....cceeeriienneene 78
EVB 9 CrMo .....ccocviiinnnnnnnnnnnees 79
EVB CrMoV .......ccoccmiiimmnrininnnns 80
EVB 9 CrMoV ......cccevicemerrnnen 81
EVB 91 CrMoV ......cocceeerrneen 82
EVB MO1Cr ....cocciiiinnnnnnnneees 83
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elektrode jesenice u..

EVB Mo

Klasifikacija :
EN 1599:

EN 499:

DIN 8575:

AWS A-5.5:

EN ISO 2560-A:
EN SO 2560-B:
EN I1SO 3580-A:
EN I1SO 3580-B:

E Mo B 42

E 46 4 MoB 42 H5
E Mo B 26

E 7018-A1H4

E 46 4Mo B 42 H5
~E 49 18-3M3 A

E Mo B 42 H5

~E 49 18-1M3

Osobine i primena:

Molibdenom legirana bazi¢na elektroda za zavarivanje termicki postojanih kotlovskih Celika i sitnozrnih celika sa
naponom te¢enja do 460 N/mm?, te za zavarivanje nelegiranih i niskolegiranih gelika &vrstoce 540 - 640 N/mm?.
Pogodna je za radne temperature od - 40 do + 525° C.

Osnovni materijali:

17 Mn4, 19 Mn5, 15 Mo3

DIN: W.Nr.:
Nelegirani ¢elici St37.2do St52.3 1.0037 do 1.0570
Sitnozrni ¢elici WSHtE 380 do WSHE 460 1.8930 do 1.8935
Kotlovski limovi HILHILHII 1.0345, 1.0425, 1.0435

1.0481, 1.0482, 1.5415

Celici za cevi St 35.8, St 45.8 1.0305, 1.0405
5 15 Mo3 1.5415
Celi¢ni livovi GS-22 Mo4 1.5419
Tip obloge: Tipi¢ne osobine cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Mo
0.10 0.50 0.80 0.50

Polozaji zavarivanja:

B¢

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:
Napon tec¢enja Rpo.2%:
Zatezna Gvrsto¢a R
Izduzenje As:

Zilavost A

> 450 N/mm?

530 — 630 N/mm?

>22%

>47J (na
>47 J (na

-20°C)
- 40°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
CR 3YH 2.5 300 65 — 95 3.4 17 19.8
TOV 3.25 350 110 — 140 4 20 36.4
Y4 4 450 140 — 180 5.4 27 66.7
ubnT 5 450 180 — 230 5.4 27 101.9
6 450 240 — 290 5.4 27 150

*

podatak je priblizan
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Klasifikacija :

EN 1599:

DIN 8575:

AWS A-5.5:

EN ISO 3580-A:
EN ISO 3580-B:

EVB MoV

E MoV B 42

E MoV B 20+
E 8018-G

E MoV B 42 H5
~E 62 18-G H5

Osobine i primena:

Hromom, molibdenom i vanadijumom legirana bazi¢na elektroda za zavarivanje termicki postojanih CrMoV c&elika i
¢eliénih livova za radne temperature do 500° C, kao i za reparaturno zavarivanje poboljSanih CrMoV, CrMo, CrMnV
Celika. Namenjena je pre svega za zavarivanje kotlovskih limova i cevi.

Osnovni materijali:

DIN:
Kotlovski limovi

Celi¢ni livovi

14 MoV63, 21 MoV53,
17 MoV84, 24 CrMoV 55
10CrSiMoV7

GS-17 CrMoV 5.11

W.Nr.:
1.7715, 1.5404,
1.5406, 1.7733
1.8075
1.7706

Termicka obrada: otpustanje; zagrevanje 2 h na 710 °C i hladenje na sobnoj temperaturi.

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C/1h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr Mo

0.08 0.50 0.80 0.45 1.0

0.35

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.29: > 500 N/mm?
Zatezna évrstoéa Ry 650 — 750 N/mm?
Izduzenje As: >20 %

Zilavost A >95J (na+ 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 25 300 65-95 34 17 19.8

3.25 350 100 — 130 4 20 36.4

4 450 140 — 180 5.4 27 66.7

5 450 180 — 230 54 27 101.9

*

podatak je priblizan
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Klasifikacija :

EN 1599: E CrMo1 B 42
DIN 8575: E CrMo1 B 20+
AWS A-5.5: E 8018-B2
ENISO 3580-A: E CrMo1 B 42 H5
EN ISO 3580-B: =~E 55 18-1CM H5

EVB CrMo

Osobine i primena:

Hromom i molibdenom legirana elektroda za zavarivanje termicki postojanih kotlovskih Eelika za cevi, postojanih do
temperature 550°C, odgovarajuceg ¢eli¢nog liva i, takode, za zavarivanje priblizno isto legiranih ¢elika za pobolj$anje, te
Celika za cementaciju i nitriranje Evrstoce do 785 N/mm?Z.

Osnovni materijali:

Celici za cementaciju

Celici za pobolj$anje 25CrMo4

Celiéni livovi

DIN: W.Nr.:
Kotlovski limovi i cevi 13CrMo44, 15CrMo3 1.7335, -

13CrMoVv42

(HIV)

15Cr3, 16MnCr5
20MnCr5, 15CrMo5

GS-22CrMo5, GS-22CrMo54

1.7015, 1.7131
1.7147, 1.7262
1.7218

-, 1.7354

Termicka obrada: otpustanje; zagrevanje 30 min. na 720°C i hladenje na sobnoj temperaturi.

Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazicni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Mo
0.08 0.45 0.80 1.10 0.50

Polozaji zavarivanja:
A )
‘/

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika: <5 mlna 100 gr metala Sava

Mehanicke osobine:

Napon te¢enja Roo.29%: > 470 N/mm?
Zatezna Cvrstoéa Ry 570 — 670 N/mm?
Izduzenje As: >20 %

Zilavost A >95J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

TOV 25 300 65—95 3.4 17 19.8
uDT 3.25 350 100 — 130 4 20 36.4
¥4 4 450 140 - 180 5.4 27 66.7
DB 5 450 180 — 230 5.4 27 101.9

6 450 240 — 290 5.4 27 150

*

podatak je priblizan
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Klasifikacija :

EN 1599: E CrMo2 B 42
DIN 8575: E CrMo2 B 20+
AWS A-5.5: E 9018-B3

EN ISO 3580-A: E CrMo2 B42 H5
ENISO 3580-B: =~E 62 18-2C1M H5

\ "I
‘

elektrode jesenice s EVB 2 CrMo

Osobine i primena:
Hromom i molibdenom legirana bazi¢na elektroda za zavarivanje termicki postojanih Cr-Mo i Cr-Mo-V kotlovskih Celika i
Celika za cevi postojanih do temperature 600°C i za zavarivanje priblizno isto legiranih ¢elika za pobolj$anje, te ¢elika za
cementaciju i nitriranje ¢vrstoc¢e do 980 N/mm?Z.

Osnovni materijali:

DIN: W.Nr.:
Termicki postojani Celici 10CrMo09.10 1.7380
10CrSiMoV7 1.8075
12CrSiMo8
Celici za pobolj$anje 30CrMoV9 1.7707
Celiéni livovi GS-18CrMo9.10 1.7379

Termicka obrada: otpustanje; zagrevanje 40 minuta na 760°C, hladenje u peéi do 400°C i zatim na
sobnoj temperaturi.

Tip obloge: Tipicne osobine Cistog metala Sava:
baziéni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Mo
0.08 0.45 0.70 2.40 1.0

Polozaji zavarivanja:
) ] Sadrzaj vodonika: <5 mlna 100 gr metala Sava

ﬁ Mehanicke osobine:
: > 520 N/mm?

L. Napon tec¢enja Rpo.29:
Susenje pred upotrebu:

400°C /1 h Zatezna vrstoa Ry 620 — 720 N/mm?
Izduzenje As: >18 %
Zilavost A >95J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TezZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

CR 25 300 70-95 3.4 17 19.8
upT 3.25 350 100 - 130 4 20 36.4
¥4 4 450 150 - 180 5.4 27 66.7
5 450 180 — 220 5.4 27 101.9

6 450 240 — 290 5.4 27 150

*

podatak je priblizan
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Klasifikacija :

EN 1599: E CrMo5 B 42
DIN 8575: E CrMo5 B 20+
AWS A-5.4: E 502-15

EN ISO 3580-A:  E CrMo5 B42 H5
EN ISO 3580-B: E 55 15 5CM-H5

EVB 5 CrMo

Osobine i primena:

Hromom i molibdenom legirana bazi€¢na elektroda namenjena, pre svega, za zavarivanje ¢elika i eli¢nih livova termicki

postojanih do temperature 600°C i otpornih

na vodonik pod pritiskom. Koristi se, narocito, u naftnoj industriji (Crackin%

postrojenja). Elektroda je pogodna i za zavarivanje priblizno isto legiranih elika za pobolj$anje ¢vrstoc¢e do 1175 N/mm

i za zavarivanje alatnih Celika.

Osnovni materijali:

DIN:
Termicki postojani i na
vodonik otporni Celici 12CrMo19.5
Celigni livovi GS-12CrMo

W.Nr.:

1.7362
1.7363
19.5

Termicka obrada: otpustanje; zagrevanje 5 h na 760°C, hladenje u peéi do 400°C i zatim na sobnoj

temperaturi.
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Mo
0.08 0.50 0.90 5.0 0.55

Polozaji zavarivanja:

=

Susenje pred upotrebu:
400°C/1h

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.29%: > 490 N/mm?
Zatezna ¢vrstota R: 580 — 740 N/mm?
IzduZenje As: >18 %

Zilavost A >70J (na+ 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 25 300 65 -85 34 17 19.8
3.25 350 100 — 130 4 20 36.4
4 450 140 - 180 54 27 66.7
5 450 180 — 230 54 27 101.9

* podatak je priblizan
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Klasifikacija :

EN 1599: E CrMo9 B 42
DIN 8575: E CrMo9 B 20+
AWS A-5.4: E 505-15

ENISO 3580-A:  E CrMo9 B42 H5
ENISO 3580-B: E 62 15-9C1M H5
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elektrode jesenice s EVB 9 CrMo

Osobine i primena:
Hromom i molibdenom legirana bazi¢na elektroda za zavarivanje termicki postojanih Celika i €elika otpornih na vodonik
pod pritiskom, za radne temperature do 600°C. Koristi se, narogito, u naftnoj i hemijskoj industriji. Cisti av je, u slabo
oksidiraju¢oj atmosferi, postojan na oksidaciju do temperature 700°C.

Osnovni materijali:

DIN: W.Nr.:
Termicki postojani i na X12CrMo9.1 1.7386
vodonik otporni ¢elici X12CrMo7 1.7368
Celigni livovi GSX12CrMo10.1

Termicka obarada: otpustanje; zagrevanje 30 min. na 740-760°C, hladenje u pe¢i do 500°C i zatim na
sobnoj temperaturi.

Tip obloge: Tipicne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Mo
0.10 0.30 0.90 9.0 1.0

Polozaji zavarivanja:
] ] Sadrzaj vodonika: <5 ml na 100 gr metala $ava

ﬁ Mehanicke osobine:
: > 550 N/mm?

Napon tec¢enja Rpo.29:
Susenje pred upotrebu:

400°C /1 h Zatezna &vrstoa  Rp: 680 — 780 N/mm?
Izduzenje As: >15%
Zilavost A >50J (na +20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 25 300 65 -85 34 17 19.8

3.25 350 100 — 130 4 20 36.4

4 450 140 — 180 54 27 66.7

5 450 180 — 230 54 27 101.9

* podatak je priblizan
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Klasifikacija:

EN 1599: ~E CrMo V1 B
DIN 8575: E CrMo V1B 20 +
ENISO 3580-A:  E CrMoV1 B32 H5
EN ISO 3580-B: ~E 55 16-GH5

EVB CrMoV

Osobine i primena:

Hromom, molibdenom i vanadijumom legirana bazi¢na elektroda, pogodna za zavarivanje termicki postojanih ¢elika
sliénog sastava. Luk je stabilan, razbrizgavanje je minimalno i troska se lako uklanja. Posle zavarivanja je potrebna

termicka obrada.

Osnovni materijali:

GS 17 CrMoV 5 11 i materijali slicnog sastava

Termicka obrada: zagrevanje na 700°C u toku 6h u pedi i hladenje u pe¢i do 300°C

Tip obloge:
baziéni
Vrsta struje:
DC +
AC (OCV > 70V)

Polozaji zavarivanja:

¢

Susenje pred upotrebu:
300-350°C

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr Mo \

0.11 0.5 0.9 1.4 1.1 0.25

Sadrzaj vodonika: <5 ml na 100 gr metala Sava

Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 450 N/mm?

Zatezna évrstoéa Ry 600 — 750 N/mm?

Izduzenje As: >15%

Zilavost A >50J (na+ 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
zavarivanja kutije paketa elektroda
Odobrenja: mm mm A kg kg kg *
25 350 60-90 4.2 21.0 21
/ 3.25 450 90-130 5.8 29.0 47
4 450 140-180 5.6 28.0 71
5 450 190-230 5.7 28.5 114
6 450 250-310 5.7 28.5 163

*

podatak je priblizan
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EVB 9 CrMoV

Klasifikacija:

EN 1599:
AWS A-5.5:

~E CrMo91B42
~E 9016-B9

EN ISO 3580-A: ~E CrMo91 B42 H5
EN ISO 3580-B: ~E 62 15-9C1MV1 H5

Osobine i primena:

Hromom i molibdenom legirana bazi¢na elektroda za zavarivanje termicki postojanih ¢elika sa 9 -12% Cr, pre svega,
Celika T 91 T 92 i za zavarivanje ¢elika otpornih na vodonik pod pritiskom. Pogodna je za radne temperature do 600°C.

Osnovni materijali:

DIN: W.Nr.:

Termicki postojani i na X 12 CrMo9.1 1.7386
vodonik otporni elici X 20 CrMoV 12.1 1.4922
1.4935

ASTM

A 199 Gr.T9

A 335 Gr.P9

A 351

A 213/213 M Gr.T/P91
Gr.T/P92

TermiCka obarada: Predgrevanje i meduprolazna temperatura 200-300°C. Otpustanje: zagrevanje na
750°C u toku 2 h, hladenje u peci do 300°C i zatim na sobnoj temperaturi.

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr

Mo

Ni V W

0.08 0.40

0.50 9.0

0.9

0.9 0.2 0.2

Sadrzaj vodonika:

Mehanicke osobine:
Napon tec¢enja Rpo.29:

Zatezna Cvrstota R:

Izduzenje As:

Zilavost A

<5 ml na 100 gr metala Sava

> 500 N/mm?
650 — 850 N/mm?
>16 %

>50J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina TeZina
Odobrenja: zavarivanja kutije paketa 1000
mm mm A kg kg elektroda
kg *
2.5 300 65 -85 34 17 19.8
3.25 350 100 — 130 4 20 36.4
4 450 140 - 180 54 27 66.7
5 450 180 — 230 54 27 101.9

*

podatak je priblizan
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Klasifikacija:

EN 1599: ECrMo 91B 42
AWS 5.5: E 9018-B9

EN ISO 3580-A: E CrMo91 B42 H5
EN ISO 3580-B: E 62 15-9C1MV H5

EVB 91 CrMoV

Osobine i primena:

Hromom i molibdenom legirana bazi¢na elektroda za zavarivanje termicki postojanih ¢elika sa 9 -12% Cr, pre svega,
Celika T 91 T 92 i za zavarivanje ¢elika otpornih na vodonik pod pritiskom. Pogodna je za radne temperature do 600°C.

Osnovni materijali:

DIN: W.Nr.: ASTM
Termicki postojani i na X 12 CrM09.1 1.7386 A 199 Gr.T9
vodonik otporni elici X 20 CrMoV 12.1 1.4922 A 335 Gr.P9
1.4935 A 351
A 213/213 M Gr.T/P91
Gr.T/P92

Termicka obrada: Predgrevanje i meduprolazna temperatura 200-300°C. Otpustanje: zagrevanje na 750°C u
toku 2 h, hladenje u peci do 300°C i zatim na sobnoj temperaturi.

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

B

Susenje pred upotrebu:
400°C / 1h

Tipicne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr

Mo Ni Vv N

0.09 0.4 0.9 9.0

0.9 0.4 0,06 +

Sadrzaj vodonika:

Mehanicke osobine:
Napon tec¢enja Rpo.29:

Zatezna Gvrsto¢a R

Izduzenje As:

Zilavost A

<5 ml na 100 gr metala Sava

> 500 N/mm?
650 — 850 N/mm?
>17 %

>50J (na+ 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
25 300 65 -85 34 17 19.8
3.25 350 100 — 130 4 20 36.4
4 450 140 — 180 54 27 66.7
5 450 180 — 230 54 27 101.9

* podatak je priblizan
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Klasifikacija :

AWS A-5.5: E 8016-B5
ENISO 3580-A: E ZB42H5
ENISO 3580-B: ~E 55 18-1M3 H5

EVB Mo1Cr

Osobine i primena:

Molibdenom i hromom legirana bazi¢na elektroda za zavarivanje termicki postojanih €elika i €eli¢nih livova za radne

temeperature do 580°C.

Osnovni materijali:

DIN: CSN W.Nr.:
Termicki postojani elici 15123
Tip obloge: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Si Mn Cr Mo
0.08 0.35 0.70 0.5 1.0
Polozaji zavarivanja: Sadrzaj vodonika: <5 mlna 100 gr metala Sava
A Mehaniéke osobine:
red )
L. Napon tec¢enja Rpo.29%: > 460 N/mm
Susenje pred upotrebu:
400°C/1h Zatezna Cvrsto¢a Ry 550 — 700 N/mm?

Izduzenje As: >19 %

Zilavost A > 47 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
2.5 300 65—-95 3.4 17 19.8
3.25 350 110 — 140 4 20 36.4
4 450 140 - 180 5.4 27 66.7
5 450 180 — 230 5.4 27 101.9
6 450 240 —290 5.4 27 150

*

podatak je priblizan
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elekirode iesenices. SREDNJELEGIRANE RUTILNE ELEKTRODE
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ETiMo

Klasifikacija :
EN 499:

AWS A-5.4:

EN ISO 3580-A:
EN ISO 3580-B:
EN ISO 2560-A:
EN ISO 2560-B:

E46 AMoR 12
E 8013-G
EAMoR 12

E 5513 1M3 A
E46 AMoR 12
~E 55 13-1M3 A

Osobine i primena:

Molibdenom legirana, rutilna,a elektroda za zavarivanje ¢elika postojanih na povisenim temperaturama, za
radne temperature do 500° Ciza zavarivanje nelegiranih i niskolegiranih ¢elika ¢vrstoc¢e do 590 N/mm?.
Pogodna je, pre svega, za zavarivanje korenih i ugaonih zavara.

Osnovni materijali:

17 Mn4, 19 Mn5, 15 Mo3

DIN: W.Nr.:
Nelegirani ¢elici: St 37 do St 52 1.0037 do 1.0570
Kotlovski limovi: HLHILHI 1.0345, 1.0425, 1.0435

1.0481, 1.0482, 1.5415

Celici za cevi: St 35.8, St45.8 1.0305, 1.0405
15 Mo3 1.5415
Tip obloge: Tipi€ne osobine ¢istog metala Sava:
rutilni

Vrsta struje:
AC
DC -

Polozaji zavarivanja:
—>

A

& :
Susenje pre upotrebe:
120°C/1h

Hemijski sastav, ut %:

C Si Mn Mo
0.10 0.30 0.50 0.50
Mehanicke osobine:

Napon te¢enja Roo.2%: > 460 N/mm?

Zatezna ¢vrstota Ry
Izduzenje As:

Zilavost A

550 — 590 N/mm?
>20%

>65J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: mm zavarivanja kutije paketa elektroda
mm A kg kg kg *
uDT 25 300 70-95 4 20 18.1
3.25 350 115 -145 4 20 34.8
4 450 145 -190 5.4 27 68.4
5 450 200 — 240 5.4 27 110

*

podatak je priblizan
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Klasifikacija :
EN 1599:

DIN 8575:

AWS A-5.5:

EN SO 3580-A:
EN SO 3580-B:

E TiMoV

E MoV R 12
E MoV R 22
E 8013-G
E MoV R 12
E5513G

Osobine i primena:

Hromom, molibdenom i vanadijumom legirana, rutilna, elektroda za zavarivanje ¢elika postojanih na poviSenim
temperaturama, Cr- Mo -V legiranih ¢elika i €eliénih livova za radne temperature do 550°C. Namenjena je za
zavarivanje kotlovskih limova, cevovoda, posuda pod pritiskom itd. Pogodna je pre svega za zavarivanje

korenih i ugaonih zavara.

Osnovni materijali:

DIN: W.Nr.:
Kotlovski limovi: 14 MoV63, 21 MoV53, 1.7715, 1.5404,
Celici za cevi: 17 MoV84, 24 CrMoV 55 1.5406, 1.7733

10CrSiMoV7 1.8075

Termicka obrada:

Otpustanje 2 h / 710 °C i zatim hladenje na mirnom vazduhu do sobne temperature.

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

i

Susenje pre upotrebe:
120°C/1h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

Cc Si Mn Cr Mo Vv
0.10 0.30 0.50 0.45 1.0 0.35
Mehanicke osobine:

Napon tec¢enja Rpo.29: > 470 N/mm?

Zatezna évrstoéa Ry 610 — 710 N/mm’

Izduzenje As: >18 %

Zilavost A >65J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina [ Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 2.5 300 70 -90 4 20 18.1
3.25 350 115 - 145 4 20 34.8
4 450 145 -190 5.4 27 68.4
5 450 200 — 240 5.4 27 110

* podatak je priblizan
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Klasifikacija :

EN 1599: E CrMo1 R 12
DIN 8575: E CrMo1 R 22
AWS A-5.5: E 8013-G

EN ISO 3580-A: E CrMo1R 12
ENISO 3580-B: E 5513 1CM

E TiCrMo

Osobine i primena:

Molibdenom i hromom legirana, rutilna, elektroda za zavarivanje Cr - Mo Celika postojanih na povisenim
temperaturama i Celi¢nih livova za radne temperature do 550°C. Namenjena je za zavarivanje parnih
kotlova, cevovoda, posuda pod pritiskom itd. Pogodna je, pre svega, za zavarivanje korenih i ugaonih

Zavara.

Osnovni materijali:

DIN: W.Nr.:
Kotlovski limovi 13CrMo44 1.7335
Celici za cevi: 15CrMo3

13CrMoV42

(HIV)

Termicka obrada:

Otpustanje 30 min / 720 °C i zatim hladenje na mirnom vazduhu do sobne temperature.

Tip obloge: Tipi€ne osobine cistog metala Sava:
rutilni
Vrsta struje: Hemijski sastav, ut %:
AC Cc Si Mn Cr Mo
DC - 0.10 0.30 0.50 1.10 0.50
Polozaji zavarivanja:
Mehanicke osobine:
Z Napon te¢enja Rpo.2%: > 490 N/mm?
Zatezna ¢vrstoéa R, 590 — 690 N/mm?
Susenje pre upotrebe:
120°C/1h Izduzenje As: >18 %
Zilavost A >50J (na+ 20°C)

Osnovni podaci (dimenzije, jacina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000

Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 25 300 70-95 4 20 18.1
3.25 350 115 -145 4 20 34.8
4 450 145 -190 54 27 68.4
5 450 200 — 240 54 27 110

* podatak je priblizan
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E Ti 2CrMo

Klasifikacija :

EN 1599:

DIN 8575:
AWS A-5.5:

EN ISO 3580-A:
EN ISO 3580-B:

E CrMo2 R 12
E CrMo2 R 22
E 9013-G

E CrMo2 R 12
E 62 13 2C1M

Osobine i primena:

Molibdenom i hromom legirana, rutilna, elektroda za zavarivanje Cr - Mo Celika postojanih na poviSenim
temperaturama i €eli€nih livova za radne temperature do 600°C. Namenjena je za zavarivanje kotlovskih
limova, cevi, posuda pod pritiskom itd. Pogodna je, pre svega, za zavarivanje korenih i ugaonih zavara.

Osnovni materijali:

DIN: W.Nr.:
Celici postojani na povisenim 10CrM09.10 1.7380
temperaturama 15CrSiMoV7

12CrSiMo8

Termicka obrada:

Otpusteno 40 min / 760 °C, ohladeno u peéi do 400° C i zatim na mirnom vazduhu do sobne temperature.

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

L

Susenje pre upotrebe:
120°C/1h

Tipicne osobine cistog metala Sava:

Hemijski sastav, ut %:

Cc Si Mn Cr Mo
0.10 0.40 0.60 2.30 1.0
Mehanicke osobine:

Napon tec¢enja Rpo.2%: > 520 N/mm?

Zatezna ¢vrstoca Ry 620 — 740 N/mm?

IzduZenje As: >18 %

Zilavost A, : >50J (na+ 20°C)

Osnovni podaci (dimenzije, jaCina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000

Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uDT 25 300 70-95 4 20 18.1
3.25 350 115 - 145 4 20 34.8
4 450 145 - 190 5.4 27 68.4
5 450 200 — 240 5.4 27 110

*

podatak je priblizan
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E Ti 5CrMo

Klasifikacija :

EN 1599:

DIN 8575:
AWS A-5.5:

EN ISO 3580-A:
EN ISO 3580-B:

E CrMo5 R 12
E CrMo5 R 22
E 8016-B6

E CrMo 5R 12
E 62 13 5CM

Osobine i primena:

Hromom i molibdenom legirana, rutilna, elektroda za zavarivanje Celika postojanih na poviSenim temperaturama
i Celika otpornih na vodonik pod pritiskom, za radne temperature do 600° C. Koristi se, takode, za zavarivacke
radove na nisko i srednjelegiranim poboljSanim Celicima odogovarajuéih sastava. Koristi se, pre svega, u

industriji prerade nafte. Pogodna je za zavarivanje ugaonih i korenih zavara.

Osnovni materijali:

i Celici otporni na vodonik

Celici postojani na poviene temprature 12CrMo9.15

DIN: W.Nr.:

1.7380

Termicka obarada:

Otpusteno 5 h / 760 °C, ohladeno u peci do 400° C i zatim na mirnom vazduhu do sobne temperature.

Tip obloge:
rutilni
Vrsta struje:
AC
DC -

Polozaji zavarivanja:

¢

Susenje pre upotrebe:
120°C/1h

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr Mo
0.11 0.50 0.80 5.00 0.50
Mehanicke osobine:

Napon te¢enja Rp0.2%: > 520 N/mm?

Zatezna Cvrstoca R
Izduzenje As:

Zilavost A, :

640 — 740 N/mm?

>17 %

>47 J (na+20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje)

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

/ 25 300 70-90 4 20 18.1

3.25 350 115—-145 4 20 34.8

4 450 145 -190 54 27 68.4

5 450 200 — 240 54 27 110

podatak je priblizan
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VISOKOLEGIRANE FERITNE ELEKTRODE

INOX B 13 Fe ....ooccierrrinnennnnas 92
INOX B 13/1 Fe ...ccocerrrnernnnnas 93
INOX B 13/4 Fe ....ccccevrrrrnmenrnnnas 94
INOX B 13/6 Fe ......cccerrvumerrnnnas 95
INOX B 17 Fe ....ovvveeerrineennnnas 96
INOX B 17 MoFe .......cccoemmrrrnne 97
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Klasifikacija :

EN 1600: E13B43

DIN 8556 : E 13 MPB 30+130
AWS A-5.4: E 410-15

EN ISO 3581-A: E 13 B 43
W.Nr.: 1.4009

\ "I
‘

elektrode jesenice s |NOX B 13 Fe

Osobine i primena:

Bazi¢na elektroda, legirana iz obloge, pogodna za zavarivanje i navarivanje martenzitno-feritnih CrNi Celika i €eli¢nih
livova. Koristi se pri izradi i popravci vodenih turbina, pumpi, ventila, armatura, itd.

Osnovni materijali:

DIN W.Nr.:
Martenzitno feritni Celici
Celici otporni na korziju X6Cr13 1.4000
X6 CrAl 13 1.4002
X10Cr13 1.4006
X15Cr13 1.4024
Celiéni liv G-X10Cr 13 1.4006

TermiCka obrada: Temperatura predgrevanja, meduprolazna temperatura i temperatura termi¢ke obrade
zavise od vrste i debljine uporabljenog osnovnog materijala.

Tip obloge: Tipi¢ne osobine Cistog metala Sava:
baziéni
Vrsta struje: Hemijski sastav, ut. %:
DC + C Cr
0.07 13
Polozaji zavarivanja:
Mehanicke osobine: otpusteno stanje
.i Zatezna ¢vrstota R > 450 N/mm?
Susenje pred upotrebu: IzduZenje As: >20 %
0,
420°C/ 2h Tvrdoc¢a cca. 350 HB u zavarenom stanju

Otpustanje: zagrevanje na 840-870°C/2h, hladenje u peci do 595°C
brzinom od 55°C/h i zatim do sobne teperature na mirnom vazduhu.

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzije, jaCina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 90 4 20 17.9
3.25 350 90 - 120 4.4 22 37.6
4 450 110 — 160 54 27 73
5 450 150 — 190 5.4 27 106

* podatak je priblizan
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Klasifikacija :
EN1600: E13B43
DIN 8556 : E 13 1 MPB 30+130

/) A-5.4: ~E 410-15
‘ EN ISO 3581-A: ~ E 13 B 43
(JESENICEN W.NF.: ~1.4018

elektrode jesenice s |NOX B 13 /1 Fe

Osobine i primena:

Bazi¢na elektroda, legirana iz obloge, pogodna za zavarivanje i navarivanje martenzitno-feritnih CrNi Celika i €eli¢nih
livova. Koristi se pri izradi i popravci vodenih turbina, pumpi, ventila, armatura, itd. Navari i zavareni spojevi su otporni
na koroziju u vodi, pari i morskoj vodi.

Osnovni materijali:

DIN W.Nr.:
Martenzitno feritni Celici
Celici otporni na korziju X6Cr13 1.4000
X6 CrAl 13 1.4002
X10Cr13 1.4006
X15Cr13 1.4024
Celiéni liv G-X10Cr 13 1.4006

Termicka obrada: Temperatura predgrevanja je 150-200°C, a meduprolazna temperatura je 180-400°C.
Temperatura termicke obrade je 650-750°C, zavisno vrste i debljine upotrebljenog
osnovnog materijala.

Tip obloge: Tipi¢ne osobine cistog metala Sava:
baziéni
Vrsta struje: Hemijski sastav, ut. %:
DC + c Cr Ni Mo
0.05 13 1.5 0.3

Polozaji zavarivanja:
Mehanicke osobine:

zavareno stanje otpusteno stanje
_— . 2 2
Su§enje pred upotrebu: Napon tec¢enja Rpo.2%: > 740 N/mm > 450 N/mm
420°C/ 2h Zatezna &vrstoéa Ry 950-1100 N/mm?  650-800 N/mm?
Izduzenje As: >6 % >15%
Zilavost A, >15J na + 20°C > 47 J na + 20°C

Otpustanje: zagrevanje na 700°C/2h i zatim hladenje na mirnom
vazduhu.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 90 4 20 17.9
3.25 350 90 - 120 4.4 22 37.6
4 450 110 — 160 5.4 27 73
5 450 150 — 190 5.4 27 106

* podatak je priblizan
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Klasifikacija :

EN 1600: E134B43

DIN 8556 : E 13.4 MPB 30+130
AWS A-5.4: E 410 NiMo-15
ENISO 3581-A: E134B 43

W.Nr.: ~ 1.4351

INOX B 13/4 Fe

Osobine i primena:

Bazi¢na elektroda, legirana iz obloge, pogodna za zavarivanje i navarivanje martenzitno-feritnih CrNi Celika i €eli¢nih
livova. Koristi se pri izradi i popravci vodenih turbina, pumpi, ventila, armatura, itd. Navari i zavareni spojevi su otporni

na koroziju u vodi, pari i morskoj vodi.

Osnovni materijali:

DIN W.Nr.:
Martenzitno-feritni Celici
Celici otporni na koroziju X6Cr13 1.4000
X5CrNi134 1.4313
X20Cr13 1.4021
Celiéni livovi G-X5CrNi 13 4 1.4313
G-X5CrNi136
G-X 5 CrNiMo 12 4
G-X 5 CrNiMo 13 4 1.4407

Termicka obrada: Temperatura predgrevanja i meduprolazna temperatura su 100-160°C. Temperatura
termicke obrade je 580 - 620°C, zavisno vrste i debljine upotrebljenog osnovnog materijala.

Tip obloge:

bazi¢éni

Vrsta struje:
DC +

Polozaji zavarivanja:

A ]
Ve

Susenje pred upotrebu:

420°C/ 2h

Hemijski sastav, ut. %:

Tipicne osobine Cistog metala Sava:

C

Cr

Mo

0.07

13

0.5

Napon tec¢enja

Izduzenje
Zilavost

Tvrdoca

Mehanicke osobine:

Rpo.2%:

Zatezna ¢vrstota R:

As:

A

zavareno stanje

> 830 N/mm?
1080-1230 N/mm?
>6 %

> 24 J na +20°C

300 - 400 HB

otpusteno stanje
> 620 N/mm?
830-980 N/mm?
>15%

> 47 J na + 20°C

250 - 350 HB

Otpustanje: zagrevanje na 600°C/2h i hladenje na mirnom vazduhu.

Tvrdoc¢a navara zavisi od uslova zavarivanja i hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 90 4 20 17.9
3.25 350 90 - 120 4.4 22 37.6
4 450 110 - 160 54 27 73
5 450 150 — 190 5.4 27 106

* podatak je priblizan
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INOX B 13/6 Fe

Klasifikacija :

Osobine i primena:

Bazi¢na elektroda, legirana iz obloge, pogodna za zavarivanje i navarivanje martenzitno-feritnih CrNi Celika i €eli¢nih
livova. Koristi se pri izradi i popravci vodenih turbina, pumpi, ventila, armatura, itd. Navari i zavareni spojevi su otporni

na koroziju u vodi, pari i morskoj vodi.

Osnovni materijali:

W.Nr.:
Martenzitno-feritni Celici
Celici otporni na koroziju X6Cr13 1.4000
Celicni livovi G-X5CrNi134 1.4313
G-X5CrNi136

Termicka obrada: Temperatura predgrevanja i meduprolazna temperatura su 100-160°C. Temperatura
termicke obrade je 580 - 620°C, zavisno vrste i debljine upotrebljenog osnovnog materijala.

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:

b ]
Ve

Susenje pred upotrebu:

420°C/ 2h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Cr

Mo

0.07 13

0.5

Mehanicke osobine:

Napon teCenja  Rpo.o%:

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A

Otpustanje: zagrevanje na 600°C/2h i zatim hladenje na mirnom

vazduhu.

zavareno stanje

> 740 N/mm?

950-1100 N/mm?
>8%

> 24 Jna +20°C

> 600 N/mm?

>15%

otpusteno stanje

750-960 N/mm?

> 47 J na + 20°C

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 90 4 20 17.9
3.25 350 90 - 120 4.4 22 37.6
4 450 110 - 160 5.4 27 73
5 450 150 — 190 5.4 27 106

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 1600: E17B43

DIN 8556 : E 17 MPB 30+130
AWS A-5.4: E 430-15

EN ISO 3581-A: E 17 B 43
W.NF.: ~1.4015

INOX B 17 Fe

Osobine i primena:

Bazi¢na elektroda za zavarivanje i navarivanje feritnih Cr €elika sa 17% Cr i za navarivanje armatura za gasovode,
vodovode i parovode izradenih od nelegiranih i niskolegiranih Celika, gde se zahteva zaptivnost navarenih povrsina,
koroziona otpornost i radna temperatura do 450°C.

Osnovni materijali:

Martenzitno-feritni Celici
Celici otporni na koroziju

DIN

X6Cr17
X6 CrTi17
X6 CrNb 17
X 10 CrSi 18
X 10 CrAl 18

W.Nr.:

1.4016
1.4510
1.4511
1.4741
1.4742

Termicka obrada: Temperatura predgrevanja i meduprolazna temperatura su 200-300°C. Temperatura
termic¢ke obrade je 650 - 750°C, zavisno vrste i debljine upotrebljenog osnovnog materijala.

Tip obloge:

bazi€ni

Vrsta struje:
DC +

Polozaji zavarivanja:

L

Susenje pred upotrebu:

420°C/ 2h

Hemijski sastav, ut. %:

Tipiéne osobine ¢istog metala Sava:

C

Cr Ni

0.10

16.5 0.5

Tvrdoca

Napon tecenja

Mehanicke osobine:

Zatezna Cvrsto¢a R,

Roo.29%: > 440 N/mm?

590 - 740 N/mm?

250 — 300 HB zavareno stanje
cca. 200 HB otpusteno stanje

Otpustanje: zagrevanje na 750°C/2h i zatim hladenje do sobne
temperature u peci.

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 80 34 17 19.8
3.25 350 80 —120 4 20 40.8
4 450 120 — 160 5.2 26 76.5
5 450 160 — 190 5.2 26 123.8

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 1600: E 17Mo 43
DIN 8556 : E 17Mo

AWS A-5.4: ~ E 430 Mo-15
EN ISO 3581-A: E 17Mo 43
W.Nr.: 1.4115

INOX B 17 MoFe

Osobine i primena:

Bazi¢na elektroda za zavarivanje i navarivanje feritnih Cr Celika sa 17% Cr i za navarivanje armatura za gasovode,
vodovode i parovode izradenih od nelegiranih i niskolegiranih elika, gde se zahtevaju zaptivnost navarenih povrsina,
otpornost na koroziju i radna temperatura do 550°C.

Osnovni materijali:

Feritni Celici i elicni livovi
Celici otporni na koroziju

Celici za pobolj$anje
Legirani Celi¢ni livovi

DIN: W.Nr.:
X 20 CrNi17.2 1.4057
41Cr4 1.7035
G-X 22 CrNi 17 1.4059
GS-C 25 1.0619

Termicka obrada: Temperatura predgrevanja i meduprolazna temperatura su 100 — 200°C (za zavarivanje 250
- 400°C), zavisno od debljine i vrste upotreblijenog osnovnog materijala. Termi¢kom
obradom; zagrevanjem na temperature 650 - 750°C i laganim hladenjem, se pobolj$ava
Zilavost u metalu Sava i u zoni uticaja toplote.

Tip obloge:

bazi€ni

Vrsta struje:
DC +

Polozaji zavarivanja:

=

Susenje pred upotrebu:

420°C /2h

Tipiéne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Cr Ni

0.15 16.5 0.5 1.1

Mehanicke osobine:
Tvrdoc¢a cca. 400 — 450 HB zavareno stanje
cca. 250 — 350 HB otpusteno stanje

Otpustanje: zagrevanje na 700°C/2h i hladenje u pe¢i do sobne
temperature.

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 — 80 34 17 18.1
3.25 350 80 —-120 4 20 40.4
4 450 120 — 160 5.2 26 76.5
5 450 160 — 200 5.2 26 123.8

* podatak je priblizan
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elektrode jesenice u..

VISOKOLEGIRANE AUSTENITNE | AUSTENITNO

FERITNE ELEKTRODE

INOXR 19/9 Nb ....ccorvruurnnnne
INOX B 19/9 Nb .....cevrvnerernne
INOX R 19/9 NC ......ccveeerne
INOX R 19/12/3 Nb
INOX B 19/12/3 Nb
INOX R 19/12/3 NC

INOX R 19/13/4 L ...ccoverunrernne

INOX R 22/9/3 LN

INOX R 20/10/3 L ...cevrerunnnrnns
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elektrode jesenice u..

Klasifikacija :

EN 1600: E199NbR 12
DIN 8556 : E 19.9Nb R 26
AWS A-54:  E 347-17

1ISO 3581-A: E199NbR 12
W.Nr.:: 1.4551

INOX R 19/9 Nb

Osobine i primena:

Stabilizirana feritno austenitna rutilna elektroda, pogodna za zavarivanje stabiliziranih i nestabiliziranih 18/8 CrNi
Celika, otpornih na koroziju. Elektrodu odlikuje sledece: stabilan luk, meko i mirno zavarivanje bez razbrizgavanja i
prenos dodatnog materijala u zavar u sitnim kapima. Troska se sama odvaja, zavari su glatki i otporni na interkristalnu
koroziju do 400°C i na oksidaciju do 800°C.

Osnovni materijali:

DIN: W.Nr.: AISI/ASTM:
Celici otporni na koroziju X5CrNi 18 10 1.4301 304

X 6 CrNiTi 18 10 1.4541 321

X6 CrNiNb 18 10 1.4550 347
Legirani Celi¢ni livovi G-X6CrNi 18 9 1.4308 -

G-X 5 CrNiNb 18.9 1.4552 -

G-X 10 CrNi 18 8 1.4312 A157

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

b ]
Ve

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN ~ 6

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni Nb
<0.04 <1.0 0.7 19 10 > 8 x %C
Mehanicke osobine:

Napon tec¢enja Rpo.29: > 390 N/mm?

Zatezna Gvrsto¢a R
Izduzenje As:
Zilavost A

590 — 690 N/mm?
>30 %

> 50 J (na + 20°C)
> 32 J (na -60°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
BV: upP 2 250 30 -50 3.5 14
DNV: 347 25 300 50 -85 4 16 18.1
TOV 3.25 350 70-125 4.5 18 354
CR 4 350 110 - 165 4.5 18 53.6
SZ 5 350 165 - 230 4.5 18 81.8
ubT

*

podatak je priblizan
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elektrode jesenice u..

Klasifikacija :

EN 1600: E 199 NbB 22

DIN 8556 : E 19.9 Nb B 20+
AWS A-5.4: E 347-15

EN ISO 3581-A: E 19 9 Nb B 22

W.Nr.: 1.4551

INOX B 19/9 Nb

Osobine i primena:

Stabilizirana bazi¢na elektroda za zavarivanje stabiliziranih i nestabiliziranih 18/8 CrNi Celika, kao i za zavarivanje
feritnih 13 Cr Celika. Zavari imaju visoku Zilavost i otporni su na nastanak pora, prslina, interkristalnu koroziju do 400°C i

oksidaciju do 800° C.

Osnovni materijali:

. DIN: W.Nr.: AISI/ASTM:
Celici otporni na koroziju X5CrNi 18 10 1.4301 304
X 6 CrNiTi 18 10 1.4541 321
X 6 CrNiNb 18 10 1.4550 347
Legirani Celi¢ni livovi G-X6CrNi 18 9 1.4308 -
G-X 5 CrNiNb 18.9 1.4552 -
G-X 10 CrNi 18 8 1.4312 A157
Tip obloge: Tipicne osobine metala Sava:
bazi¢ni
Vrsta struje: Hemijski sastav, ut. %:
DC + Cc Si Mn Cr Ni Nb
0.06 0.40 1.8 19 10 > 8 Xx %C
Polozaji zavarivanja:
Mehanicke osobine:
E Napon tec¢enja Rpo.29%: > 390 N/mm?
.. Zatezna ¢vrsto¢a Ry 590 — 690 N/mm’
Susenje pred upotrebu:
300°C / 2h IzduZenje As: > 30 %
Zilavost A : > 65 J (na + 20°C)

Feritni broj: FN ~ 8

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda

mm mm A kg kg kg *
/ 2 250 40 — 60 3.5 14
25 300 50 — 80 4 16
3.25 350 80-110 4.5 18
4 350 110 — 140 4.5 18
5 350 140 - 180 4.5 18

* podatak je priblizan
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elektrode jesenice u..

Klasifikacija :

EN 1600: E199LR12
DIN 8556 : E19.9LR 26
AWS A-5.4: E 308L-17
ENISO 3581-A: E199LR 12
W.Nr.: 1.4316

INOX R 19/9 NC

Lastnosti in uporabnost :

Feritno avstenitna rutilska elektroda z nizko vsebnostjo ogljika za varjenje nestabiliziranih in stabiliziranih
korozijsko obstojnih 18/8 CrNi jekel. Elektrodo odlikuje stabilen oblok, varjenje poteka mehko in mirno brez
brizganja in s prée¢im prehodom dodajnega materiala v zvar. Zlindra sama odstopi, vari so gladki, odporni proti
interkristalni koroziji do 350°C in oksidaciji do 800°C ter zilavi do - 196°C.

Osnovni materiali :

DIN: W.Nr.: AISI/ASTM:
Jekla odporna proti koroziji X5CrNi18 10 1.4301 304
X2CrNi19 11 1.4306 304 L
X 6 CrNiTi 18 10 1.4541 321
X6 CrNiNb 18 10 1.4550 347
Legirana jeklena litina G-X6CrNi 18 9 1.4308 -
G-X 5 CrNiNb 18.9 1.4552 -
Tip plasca : Tipicne vrednosti Cistega vara:
rutilen
Kemic¢na sestava, ut. %:
Vrsta toka :
AC Cc Si Mn Cr Ni
DC + <0.03 0.8 0.7 19 10
Pozicije varjenja :
t E Mehanske lastnosti:
Napetost teCenja ReL / Rp 0.2: > 340 MPa (N/mm2)
Ponovno susenje : Natezna trdnost Rm: 540 — 640 MPa (N/mm2)
300°C / 2h
Raztezek As: >35 %
Zilavost KV : > 47 J (+20°C) tipicno 70 J

Feritno Stevilo: FN~ 5

> 32 J (-196°C))

Osnovni podatki ( dimenzije,

jakost toka, pakiranje ):

Varilni parametri Pakiranje
) DolzZina Varilni tok Teza/ Tezal Teza/
Priznanja : mm mm A zaklopnico zaboj 1000 kosov
kg kg kg *
BV: UP 2 250 30-50 3.5 14
DNV: 308L 25 300 50 -85 4 16 18.1
RS: 308L 3.25 350 70-125 4.5 18 354
TOV 4 350 110 — 165 4.5 18 53.6
CR 5 350 165 - 230 4.5 18 81.8
SZ

*

podatek je priblizen
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Klasifikacija :

EN 1600: E19123NbR 12
DIN 8556 : E 19.12.3 Nb R 26
AWS A-54:  E 31817

EN ISO 3581-A:E 19 123 Nb R 12
W.NF.: 1.4576

h "l
‘

elekirode jesenice s INOX R 19/12/3 Nb

Osobine i primena:

Stabilizirana feritno austenitna rutilna elektroda pogodna za zavarivanje stabiliziranih i nestabiliziranih koroziono
postojanih 18/8/2 CrNiMo celika. Troska se sama odvaja, zavari su glatki, imaju blag prelaz na osnovni materijal i
otporni su na interkristalnu koroziju do 400°C i na oksidaciju do 800°C.

Osnovni materijali:

DIN: W.Nr.: AISI/ASTM:
Celici otporni na koroziju X 5CrNiMo 17 12 2 1.4401 316
X5 CrNiMo 17 13 3 1.4436 316
X6 CrNiMoTi 17 12 2 1.4571 316Ti
X 6 CrNiMoNb 17 12 2 1.4581 316Cb
X 10 CrNiMoTi 18 12 1.4573 316Ti
X 10 CrNiMoNb 18 12 1.4583 316Cb
Legirani Celi¢ni livovi G-X 6CrNiMo 18 10 1.4408 A157
G-X 5 CrNiMoNb 18.10 1.4581 316L
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC C Si Mn Cr Ni Mo Nb
DC + <0.04 <1.0 0.7 18.5 11.5 27  >8x%C

Polozaji zavarivanja:
Mehanicke osobine:

b —»
& Napon tec¢enja Rpo.29: > 400 N/mm?
o z & (a R - N/mm?
Susenje pred upotrebu: atezna ¢vrstoc¢a m 590 — 690 N/mm
300°C/ 2h IzduZenje As: >30%
Zilavost A > 50 J (na + 20°C)

Feritni broj: FN = 10

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
uDT 2 250 30-50 3.5 14
25 300 50 -85 4 16 18.1
3.25 350 70-125 4.5 18 354
4 350 110 - 165 4.5 18 53.6
5 350 165 - 230 4.5 18 81.8

*

podatak je priblizan
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Klasifikacija :

EN 1600: E19123NbB 22
DIN 8556 : E 19.12.3 Nb B20+
AWS A-54:  E318-15

EN ISO 3581-A: E 19 12 3 Nb B 22
W.Nr.: 1.4576

\ :'I
‘

elektrode jesenicess INOX B 19/12/3 Nb

Osobine i primena:

Stabilizirana feritno austenitna bazi¢na elektroda za zavarivanje stabiliziranih i nestabiliziranih 18/8/2 CrNiMo celika,
otpornih na koroziju. Troska se sama odvaja, zavari su glatki, imaju blag prelaz na osnovni materijal i otporni su na
interkristalnu koroziju do 400°C i na oksidaciju do 800°C.

Osnovni materijali :

DIN: W.Nr.: AISI/ASTM:
Celici otporni na koroziju X 5CrNiMo 17 12 2 1.4401 316
X5 CrNiMo 17 13 3 1.4436 316
X6 CrNiMoTi 17 12 2 1.4571 316Ti
X 6 CrNiMoNb 17 12 2 1.4581 316Cb
X 10 CrNiMoTi 18 12 1.4573 316Ti
X 10 CrNiMoNb 18 12 1.4583 316Cb
Legirani Celi¢ni livovi G-X 6CrNiMo 18 10 1.4408 A157
G-X 5 CrNiMoNb 18.10 1.4581 316L
Tip obloge: Tipi¢ne osobine Cistog metala Sava:
bazicni
Vrsta struje: Hemijski sastav, ut. %:
DC + C Si Mn Cr Ni Mo Nb
<0.04 0.6 1 19 11 27 >8x%C

Polozaji zavarivanja:
Mehanicke osobine:

b —»
rd Napon tec¢enja Rpo.29: > 400 N/mm?
o z & ca  Rn - 750 N/mm?
Susenje pred upotrebu: atezna ¢vrstoc¢a m 600 - 750 N/mm
300°C/ 2h IzduZenje As: >30%
Zilavost A >70J (na + 20°C)

Feritni broj: FN ~ 9

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 100(
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 250 40-60 3.4 13.6
25 300 50 - 80 4 16 18.1
3.25 350 80-110 4.5 18 35.4
4 350 110 — 140 4.5 18 53.6
5 350 140 - 180 4.5 18 81.8

*

podatak je priblizan
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Klasifikacija:

EN 1600: E19123LR 12
DIN 8556 : E 19.12.3LR 26
AWS A-5.4: E 316L-17

EN ISO 3581-A: E19123LR
W.Nr.: 1.4430

elektrode jesenicess INOX R 19/12/3 NC

Osobine i primena:

Feritno austenitna rutilna elektroda sa niskim sadrzajem ugljenika, pogodna za zavarivanje nestabiliziranih i
stabiliziranih koroziono postojanih 18/8/2 CrNiMo &elika. Troska se sama odvaja, zavari su glatki, imaju blag prelaz na
osnovni materijal, otporni su na interkristalnu koroziju do 350°C, na oksidaciju do 800°C i zZilavi su do -196°C.

Osnovni materijali:

i DIN: W.Nr.: AISI/ASTM:
Celici otporni na koroziju X 2CrNiMo 17 13 2 1.4404 316L
X5 CrNiMo 17 12 2 1.4401 316
X5 CrNiMo 17 13 3 1.4436 316
X 6 CrNiMoTi 17 12 2 1.4571 316Ti
X 6 CrNiMoNb 17 12 2 1.4580 316 Cb
X 10 CrNiMoTi 18 12 1.4573 316Ti
X 10 CrNiMoNb 18 12 1.4583 316Cb
Legirani &eli¢ni livovi G-X 6 CrNiMo 18 10 1.4408
G-X 5 CrNiMoNb 18.10 1.4581
Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC C Si Mn Cr Ni Mo
DC + <0.03 0.8 0.7 18.5 11.5 2.7
Polozaji zavarivanja:
Mehanicke osobine:
A
Ve Napon tec¢enja Rpo.2%: > 380 N/mm?
. Zatezna évrstota Ry 560 — 660 N/mm’
Susenje pred upotrebu:
300°C / 2h Izduzenje As: >30 %
Zilavost A > 55 J (na + 20°C)
Feritni broj: FN ~ 8 > 324 (na -120°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
DNV: 316L-17 2 250 30 - 50 3.4 13.6
TOV 25 300 50 - 85 4 16 18.1
Y4 3.25 350 70-125 4.5 18 35.4
ubDT 4 350 110 — 165 4.5 18 53.6

5 350 165 - 230 4.5 18 81.8

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 1600: ~E 19134 LR 12
DIN 8556: ~E 19.13.4 LR 23
AWSA54: E317L-17

EN ISO 3581-A~E 19 13 4 LR 12
W.Nr.: 1.4453

INOX R 19/13/4L

Osobine i primena:

Austenitna rutilna elektroda sa niskim sadrzajem ugljenika, poviSenim sadrzajem Mo i sa dodatkom N, pogodna za
zavarivanje Celika otpornih na koroziju sa povisenim Mo, u opremi u hemijskoj, papirnoj i tekstilnoj industriji. Zbog

dodatka Mo i N zavari su otporni

Osnovni materijali:

na hloridne i sulfatne jone.

Celici otporni na koroziju

DIN :

X5 CrNiMo 17 13

X2 CrNiMoN 17 13 5
X2 CrNiMoN 17 13 3
X10CrNiMoNb 18 12
X4 CrNiMoN 22 15
X4 CrNiMoN 19 16 5

W.-Nr.
1.4449
1.4439
1.4429
1.4583
1.3951
1.3964

Termicka obrada: Predgrevanje i termitka obrada posle zavarivanja se ne preporuduju. Meduprolazna
temepratura ne treba da prelazi 150°C.

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

¢

Susenje pred upotrebu:
250°C /2h

Sadrzaj ferita: FN=0

Hemijski sastav, ut %:

Tipiéne osobine metala Sava:

C Si Mn Cr Ni Mo N
<0.03 <038 0.8 18 14.5 4.0 +
Mehanicke osobine:
Napon teéenja Roo.29%: > 450 N/mm?
Zatezna ¢vrstota R: > 600 N/mm?
IzduZenje As: 28 %
Zilavost A : > 50 J (na + 20°C)

>40J (na - 140°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 2 300 30-50 3 12 11.2
25 300 50-85 3.5 14 18.9

3.25 350 70-125 4 16 35
4 350 110-165 4.5 18 56.8
5 350 160-230 4.5 18 82.3

* podatak je priblizan
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Klasifikacija:

EN 1600: E 22 9 32 NL R32

AWS A 5.4: E 2209 L -17

EN ISO 3581-A: E 22 9 32 NL R32

\ "I
; W.Nr.: 1.4462

elektrode jesenice . INOX R 22/9/3 LN

Osobine i primena:
Rutilno bazi¢na elektroda za zavarivanje feritno austenitnih duplex €elika, pogodna, pre svega, za primenu u naftnoj i
hemijskoj industriji, u brodogradnji i za izradu »off-shore« konstrukcija. Zavari imaju visoku &vrsto¢u i vrlo dobru
korozionu otpornost u agresivnim sredinama (slana voda, hlorirane vode...). Zbog visokog sadrzaja ferita i otpornosti na
to¢kastu koroziju zavari imaju visoku otpornost na prsline usled korozije.

Osnovni materijali:
Feritno austenitni duplex Celici:
W.Nr.: 1.4462 (X 2 CrNiMoN 22 5)
1.4462 sa 1.4583 ( X 10 CrNiMoNb 18 12)
1.4462 sa HI/HII, StE 255, 17 Mn 4, StE 355, 15 Mo 3

Tip obloge: Tipi¢ne osobine Cistog metala Sava:
rutilno - bazi¢ni
Vrste struje: Hemijski sastav, ut %:
AC C Si Mn Cr Ni Mo N
DC+/- <0.03 <0.9 0.8 23 9 3,2 0.17

Polozaji zavarivanja:
Mehanicke osobine:

EEI Napon te¢enja Roo.29%: > 540 N/mm?

. . Zatezna Cvrsto¢a Ry 680 — 890 N/mm?
Susenje pred upotrebu:
300°C /2h Izduzenje As: >22%
Zilavost A > 47 J (na + 20°C)

Feritni broj: FN ~ 35

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 50-85 3.5 14 18.9
3.25 350 70-125 4 16 35
4 350 110-165 4.5 18 56.8
5 350 160-230 4.5 18 82.3

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 1600:
DIN 8556:

~E20103R 12
~E20103 LR 23

AWS A5.4: E 308MoL -17
EN ISO 3581-A: =E 20 10 3 R12

W. Nr.:

INOX R 20/10/3L

1.4431

Osobine i primena:

Rutilna elektroda sa niskim sadrzajem ugljenika, pogodna za zavarivanje nelegiranih i niskolegiranih ¢elika sa Cr-Ni i
Cr-Ni-Mo ¢elicima i za navarivanje na Celike sa poviSenim sadrzajem C i Mn. Zavari (navari) su otporni na koroziju u

kiselinama i morskoj vodi.

Osnovni materijali:

Austenitni manganski Celici

Spajanje nelegiranih ili niskolegiranih €elika sa austenitnim i Mn - austenitnim €elicima
Navarivanje na Celike sa povi$enim sadrzajem C i na Mn ¢elike

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

=L

Susenje pred upotrebu:
250°C /2h

Feritni broj: FN ~13-19

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Cr Ni Mo
<0.03 <0.9 0.8 20 10 2.8
Mehanicke osobine:

Napon tec¢enja Rpo.29: > 400 N/mm?
Zatezna ¢vrstota R > 620 N/mm?
Izduzenje As: >25%

Zilavost A > 55 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%] Duzina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 2 300 30-50 3 12 11.2
25 300 50-85 3.5 14 18.9

3.25 350 70-125 4 16 35
4 350 110-165 4.5 18 56.8
5 350 160-230 4.5 18 82.3

* podatak je priblizan
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elektrode jesenice . VISOKOLEGIRANE ELEKTRODE ZA
ZAVARIVANJE VATROOTPORNIH CELIKA

INOX R 25/4 Fe ......cccvviuuenrnnns 110
INOX R 25/14 NC .......cccomrrnnee 111
INOX R 25/14/3 NC ................ 112
INOX R 25/20 ......ccooerrrunnnnnnne 113
INOX B 25/20 ......ccocervirunenrnans 114
INOX R 20/25 L .....cevvrrrnnennnns 115
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elektrode jesenice .

Klasifikacija:

EN 1600: E254R 43

DIN 8556 : E 25.4 MPR 33 160
EN ISO 3581-A:E 25 4 R 43

W.Nr.: ~1.4820

INOX R 25/4 Fe

Osobine i primena:

Feritno austenitna rutilna elektroda, legirana iz obloge, pogodna za zavarivanje, u vatri postojanih elika i ¢eli¢nih livova
sa priblizno 25% Cr i 4% Ni i za zavarivanje u vatri postojanih feritnih Cr Celika. Zavari su postojani u vatru do

temperature 1100°C i postojani u atmosferi gasova koji sadrze sumpor.

Osnovni materijali:

Feritno austenitni i feritno
perlitni Celici otporni na
koroziju

Legirani Celi¢ni livovi

W.Nr.:
X 20 CrNiSi 25.4 1.4821
X 10CrAI7 1.4713
X 10CrAI13 1.4724
X 10CrAl18 1.4742
X 10CrAI24 1.4762
G-X30CrSi6 1.4710
G-X40CrSi17 1.4740
G-X40CrNiSi27.4 1.4823

AISI/ASTM:
327

405

442/446

A 297 HC

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

b ]
Ve

Susenje pred upotrebu:
300°C / 2h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni
0.10 0.8 1.0 25 5
Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 490 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A

650 — 750 N/mm?

>15%

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 70-110 3.5 14 20.4
3.25 350 110-160 4 16 40
4 450 150-200 5.2 26 75

*

podatak je priblizan
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elektrode jesenice u..

Klasifikacija:

EN 1600: E2312LR 32
DIN 8556 : E 23.12LR 26
AWS A-5.4:  E 309L-17

EN ISO 3581-A: E 23 12 LR 32
W.NF.: 1.4332

INOX R 25/14 NC

Osobine i primena:

Austenitno feritna rutilna elektroda za zavarivanje nerdajuéih u vatri postojanih CrNi Celika i Celi¢nih livova, sastava
20-25% Cr i 11-14% Ni. Zavari su postojani do temperature 1000°C. Koristi se za medusobno zavarivanje raznorodnih
Celika (visoko legiranih sa nelegiranim &elicima). Elektrodu odlikuje stabilan luk, zavarivanje proti¢e meko i mirno bez
razbrizgavanja i sa prenosom dodatnog materijala u zavar u sitnim kapima. Troska se sama odvaja, zavari su glatki.

Osnovni materijali:

DIN: W.Nr.: AISI/ASTM:
Austenitni, feritno perlitni X 15 CrNiSi 20 12 1.4828 309
Celici otporni X7 CrNi 23 14 1.4833
na koroziju X 10 CrAl 7 1.4713 -
X 10 CrAl 13 1.4724 405
X 10 CrAl 18 1.4742 -
Legirani ¢eli¢ni livovi G-X30CrSi6 1.4710 -
G-X 40 CrSi 17 1.4740 -
G-X 40CrNiSi 22 9 1.4826 -

Termicka obrada: Temperatura predgrevanja i meduprolazna temperatura za feritne &elike treba da budu

200 - 300°C.
Tip obloge:
rutilni
Vrste struja:
AC
DC +

Polozaji zavarivanja:

b ]
&«

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN =15

Tipicne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni

<0.04 <0.9 0.7 23 13

Mehanicke osobine:

Napon te¢enja Roo.29%: > 400 N/mm?
Zatezna évrstoéa Ry 550 — 650 N/mm?
Izduzenje As: > 30 %

Zilavost A > 47 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%] Duzina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
/ 2 250 40 -55 3.5 14
25 300 40-80 4 16 17.7
3.25 350 70-100 4.5 18 35.7
4 350 110 - 160 4.5 18 54.9
5 350 160 - 230 4.5 18 84.9

* podatak je priblizan
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elektrode jesenice u..

Klasifikacija :

EN 1600:

DIN 8556 :
AWS A-5.4:

EN ISO 3581-A:

W.Nr.:

E23122LR 32
E23.132LR 26
E 309MoL-17

E23122LR 32

1.4459

INOX R 25/14/3 NC

Osobine i primena:

Austenitno feritna rutilna elektroda za zavarivanje nerdajucih u vatri postojanih CrNi ¢elika i ¢eli¢nih livova. Zavari su
postojani do temperature 1150°C. Koristi se, takode, za medusobno zavarivanje visokolegiranih i nelegiranih ¢elika, za
platiranje ivica Zleba pri zavarivanju raznorodnih €elika i kao medusloj pri navarivanju elektrodom INOX R 19/9 NC na
nelegirani Celik. Elektrodu odlikuje stabilan luk, zavarivanje protie meko i mirno bez razbrizgavanja i sa prenosom
dodatnog materijala u zavar u sitnim kapima. Troska se sama odvaja, zavari su glatki.

Osnovni materijali:

- Celici povisene &vrstoce, nelegirani i legirani konstrukcijski &elici, &elici za termigku obradu.

- Nelegirani i legirani kotlovski elici ili visokolegirani konstrukcijski Cr, CrNi i CrNiMo ¢elici.

- Kombinacija feritnih i austenitnih ¢elika za parne kotlove i posude pod pritiskom.

- Za jednoslojno navarivanje koroziono otpornih navara na ¢elike HI, HIl, StE 255, 17Mn4, StE 355 - StE 500 i na
termicki postojane finozrne konstrukcijske Celike za termi€ku obradu

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

¢

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN =~ 20

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni Mo
<0.04 0.8 0.6 23 13 3
Mehanicke osobine:
Napon tec¢enja Rpo.29%: > 490 N/mm?

Zatezna ¢vrstota R:
Izduzenje As:

Zilavost A :

670 — 810 N/mm?

>25%

> 47 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
1%} DuzZina Struja TeZina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
BV: UP 2 250 40 - 55 3.5 14
DNV: 309 25 300 40 - 80 4 16 17.7
Sz 3.25 350 70-100 4.5 18 35.7
CR 4 350 110 - 160 4.5 18 54.9
TUvV 5 350 160 - 230 4.5 18 84.9

* podatak je priblizan
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elektrode jesenice u..

Klasifikacija :

EN 1600:

AWS

A-5.4:

E2520R 32
E 310-16

EN ISO 3581-A: E 25 20 R 32
: 1.4842

W.Nr.

INOX R 25/20

Osobine i primena:

Austenitna rutilna elektroda za zavarivanje u vatri postojanih Celika i Celi¢nih livova sa 25% Cr i 20% Ni, te za
zavarivanje u vatri postojanih feritnih Cr Celika. Elektrodu odlikuje stabilan luk, zavarivanje proti¢e meko i mirno bez

razbrizgavanja i sa prenosom dodatnog materijala u zavar u sitnim kapima. Troska se sama odvaja, zavari su glatki i
postojani u vatri do temperature 1200° C.

Osnovni materijali:

DIN: W.Nr.: AISI/ASTM:
Austenitni, feritno perlitni X 15 CrNiSi25.20 1.4841 310/314
Celici, otporni X 12CrNi25.21 1.4845 310S
na koroziju X 15CrNiSi20.12 1.4828 309

X 10CrAl7, X 10CrAl13 1.4713,1.4724 -, 405

X 10CrAl18, X 10CrAI24 1.4742, 1.4762 -, 442/446
Legirani ¢eli¢ni livovi G-X30CrSi6,G-40CrSi17 1.4710, 1.4740

G-X15CrNiSi25.20 1.4741 A 297 HF

G-X40CrNiSi25.12 1.4837

G-X40CrNiSI22.9 1.4826

Termicka obrada: Feritni éelici: temperatura predgrevanjai meduprolazana temperatura treba da budu
200 - 300°C, zavisno od debljine i kvaliteta uporabljenog osnovnoga materijala. Treba izbegavati temperaturno
podrucije 650 - 900°C, zbog opasnosti od nastanka prslina. Za deblje zavare se preporucuje upotreba bazi¢ne

elektrode INOX B 25/20.

Tip obloge: Tipiéne osobine ¢istog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC (o} Si Mn Cr Ni
DC+ 0.11 < 0.9 2 25 20
Polozaji zavarivanja:
Mehanicke osobine:
B Napon tec¢enja Rpo.29: > 300 N/mm?
o Zatezna Cvrstoa  Rp: 540 — 640 N/mm?
Susenje pred upotrebu: "
300°C / 2h Izduzenje As: >30 %
Zilavost A >50 J (na + 20°C)
Feritni broj: FN~0
Osnovni podaci (dimenzije, jacina stuje, pakovanje):
Parametri zavarivanja Pakovanje
%] Duzina Struja Tezina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
uUDT 2 250 35-50 3.5 14
2.5 300 65 —80 4 16 171
3.25 350 90 — 120 4.5 18 34.6
4 350 115-150 4.5 18 51.7
5 350 160 — 210 4.5 18

podatak je priblizan

113



\ :'I
‘

elektrode jesenice u..

Klasifikacija :

EN 1600: E 2520 B 42

DIN 8556 : E 2520 B 20+
AWS A-5.4:  E 310-15

EN ISO 3581-A: E 25 20 B 42

W.N.: 1.4842

INOX B 25/20

Osobine i primena:

Austenitna bazi¢na elektroda za zavarivanje u vatri postojanih ¢elika i ¢eli¢nih livova sa 25% Cr i 20% Ni, te za
zavarivanje u vatri postojanih fertinih elika. Zavari su postojani u vatri do temperature 1200°C i Zilavi do -196°C.

Osnovni materijali:

DIN:
Austenitni, feritno perlitni X 15 CrNiSi25.20
Celici, otporni X 12CrNi25.21
na koroziju X 15CrNiSi20.12

X 10CrAl7, X 10CrAI13
X 10CrAl18, X 10CrAI24

Legirani Celi¢ni livovi G-X30CrSi6,G-40CrSi17
G-X15CrNiSi25.20
G-X40CrNiSi25.12
G-X40CrNiSI22.9

W.Nr.:

1.4841

1.4845

1.4828
1.4713,1.4724
1.4742,1.4762

1.4710, 1.4740
1.4741
1.4837
1.4826

AISI/ASTM:
310/314
3108
309

-, 405
-, 442/446

A 297 HF

Termicka obrada: Feritni elici: temperatura predgrevanjai temperatura meduslojeva treba da budu
200 - 300°C, zavisno od debljine i kvaliteta uporabljenog osnovnog materijala. Treba izbegavati temperaturno
podrucje 650 - 900°C, zbog opasnosti od pojave prslina.

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

i

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN=~0

Tipicne osobine ¢istog metala Sava:

Hemijski sastav, ut. %:
C Si Mn Cr Ni
0.10 0.2 2 25 20
Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 300 N/mm?

Zatezna Cvrsto¢a Ry

Izduzenje

Zilavost

540 — 640 N/mm?

> 30 %

>70J (na +20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
uDT 2 250 35-45 3.5 14 11.8
25 300 65 - 80 4 16 17.7
3.25 350 90 -120 4.5 18 35.5
4 350 115-150 4.5 18 46.2
5 350 160 — 210 4.5 18 89

* podatak je priblizan
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Klasifikacija:

EN 1600: E 20 255 Cu NL R 32

DIN 8556: E20255L CuR

AWS A 5.4: E 385 -17

EN ISO 3581-A: E 20 25 5 Cu NL R 32

\ "I
‘ W.Nr.: = 14549

elektrode jesenice s INOX R 20/25 L

Osobine i primena:
Rutilna elektroda za zavarivanje austenitnih nerdajuc¢ih celika slicnog sastava. Visok sadrzaj Mo, dodaci Cu i N
garantuju vrlo visoku korozionu otpornost prema kislinama i dobru korozionu otpornost u hloridnim sredinama.
Elektroda ima dobre zavarivacko - tehnoloSke osobine, stabilan luk, lako uklanjanje troske i minimalno razbrizgavanje.
Zilavost zavara pri niskim temperaturama je vrlo dobra.

Osnovni materijali:

DIN: W. Nr.:
Austenitni Celici X 1 NiCrMoCu 25 20 1.4539
otporni na X2CrNiMoCu25206 1.4529
koroziju X 4 NiCrMoCuNb 20 18 2 1.4505
X 5 NiCrMoCuTi 20 18 1.4506
Legirani Celi¢ni livovi G-X 2 NiCrMoCuN 25 20 1.4536
G-X 7 NiCrMoCuNb 25 20 1.4500
Tip obloge: Tipicne osobine cistog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC C Si Mn Cr Ni Cu Mo N
DC + <0.03 0.9 1,5 20,5 25 1.5 4.5 +

Polozaji zavarivanja:
Mehanicke osobine:

Napon te¢enja Roo.29%: > 400 N/mm?
Susenje pred uPOtrebu: Zatezna ¢vrstota R: 510 — 680 N/mm?
250°C /2h
Izduzenje As: >25%
Sadrzaj ferita: FN~ 0 .
Zilavost A > 65 J (na + 20°C)

>50J (na - 140°C)

Osnovni podaci, (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
zavarivanja kutije paketa elektroda

Odobrenja: mm mm A kg kg kg *
2 250 30-50 3 12 11.2
/ 25 300 50-85 3.5 14 18.9
3.25 350 70-125 4 16 35
4 350 110-165 4.5 18 56.8
5 350 160-230 4.5 18 82.3

* podatak je priblizan
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elektrode jesenice u..

VISOKOLEGIRANE ELEKTRODE ZA

POSEBNE NAMENE

INOX R 22/12/3 Fe ......cccuurrue. 118
INOX B 18/8/6 ......cccevrrrunnnrnnns 119
INOX R 18/8/6 Fe ........couurrnue 120
INOX R 18/8/6 ......cocvvrrriunnnrnane 121
INOX R 29/9 ....orveeerrrinnennnans 122
INOX R 29/9 Fe ....ccccrrrumnerne 123
INOX B 70/15 .....ccveerrrirnnennnnns 124
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elektrode jesenice .

Klasifikacija :

EN 1600: E23122R53
DIN 8556 : -
AWS A-5.4: E 309 Mo-16

ENISO 3581-A: E23122R53

INOX R 22/12/3 Fe

Osobine i primena:

Austenitno feritna rutilna elektroda, legirana iz obloge, namenjena za zavarivanje CrNi Celika, za medusobno
zavarivanje nerdajuéih CrNi Celika sa nelegiranim Celicima, nelegiranih sa visokolegiranim cCelicima, za zavarivanje
vatrootpornih 20/12 CrNi Celika i za platiranje ivica Zleba pri medusobnom zavarivanju raznorodnih ¢elika. Elektroda je
vrlo pogodna za hobi zavarivanje malim transformatorima.

Osnovni materijali:

DIN
Austenitni, feritno perlitni X 15 CrNiSi 10 12
Celici, otporni X 10CrAL 7
na koroziju X 10CrAl 13
X 10CrAl 18
Legirani €eli¢ni livovi G-X 40 CrNiSi 22 9
G-X 30 CrSi 6
G-X 40 CrSi 17

W.Nr.:

1.4828
1.4713
1.4724
1.4742

1.4826
1.4710
1.4740

AISI/ASTM:
309

405

Tip obloge: Tipi¢ne osobine Cistog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC C Si Mn Cr Ni Mo
DC + 0.05 0.7 0.7 22 12 3
Polozaji zavarivanja:
Mehanicke osobine:
E Napon tec¢enja Rpo.29: > 400 N/mm?
I Zatezna &vrstoéa Ry 570 — 670 N/mm?
Susenje pred upotrebu: "
300°C/ 2h lzduZenje As >30%
Iskori§éenje:  cca. 160 % Zilavost A >40J (na +20°C)

Feritni broj: FN ~ 25

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
DNV: 309 Mo 1.6 250 40 - 55 3.5 17.5 8.6
ABS: 309 Mo -16 2 300 55 -80 4 16 16
s7 25 300 70-110 4 16 26
3.25 350 110 - 165 4.5 18 50.6
4 350 150 — 225 4,5 18 96.3
5 450 190 - 290 5.2 26 162.5

podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 1600: E 18 8 Mn B 22
DIN 8556 : E 18 8 Mn B 20+
AWS A-5.4: ~E 307-15

EN ISO 3581-A: E 18 8 Mn B 22
W.Nr.: 1.4370

INOX B 18/8/6

Osobine i primena:

Austenitna bazi¢na elektroda za zavarivanje nerdajuc¢ih Cr i CrNi ¢elika, za zavarivanje Celika visoke ¢vrstoce i slabe
zavarljivosti, za medusobno spajanje raznorodnih Celika, za navarivanje meduslojeva koji sluze za izravnavanje i
odstranjivanje napona, te za navarivanje koroziono postojanih i na habanje otpornih navara. Zavari su: nemagneticni,
otporni na oksidaciju do temperature 800°C, Zilavi do temperature -100°C i otporni na nastanak prslina.

Osnovni materijali:

- Celici sa visokim % C.
- Celici visoke ¢vrstoce.
- Visokomanganski elici.

- Zavarivanje nelegiranih konstrukcijskih sa nerdaju¢im feritnim i austenitnim €elicima.
- Odstranjivanje kavitacionih greSaka.

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:

¢

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN =0

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

Cc Si Mn Cr Ni
0.12 0.8 7 19 9
Mehanicke osobine:
Napon te¢enja Roo.29%: > 350 N/mm?
Zatezna ¢vrstoca R: 590 — 690 N/mm?
Izduzenje As: > 40 %
Zilavost A >80 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TeZina TezZina | TeZina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
Y4 2 250 45 -65 3.5 14
uDT 25 300 65-70 3.5 14 15.7
3.25 350 90 —120 4.5 18 29.3
4 350 115 -150 4.5 18 43.3
5 450 160 — 210 6 30 68.7

* podatak je priblizan

119



Klasifikacija :

EN 1600: E 188 Mn R 53
DIN8556:  E 18 8 Mn MPR 33 160
AWS A-5.4:  ~E 307-16

EN ISO 3581-A:E 18 8 Mn R 53

A "I
; W. Nr.: 1.4370

elektrode jesenice s |NOX R 18 /8 /6 Fe

Osobine i primena:

Austenitna rutilna elektroda, legirana iz obloge, za zavarivanje nerdajucih Cr i CrNi ¢elika, za zavarivanje Celika visoke
¢vrstoce i slabe zavarljivosti, za medusobno spajanje raznorodnih Celika, za navarivanje meduslojeva koji sluze za
izravnavanje i odstranjivanje napona, te za navarivanje koroziono postojanih i prema habanju otpornih navara. Zavari
su: nemagneticni, otporni na oksidaciju do temperature 800°C, Zilavi do temperature -100°C i otporni na nastanak
prslina.

Osnovni materijali:

- Celici sa visokim % C.

- Celici visoke &vrstoce.

- Visokomanganski ¢elici.

- Zavarivanje nelegiranih konstrukcijskih sa nerdajucim feritnim i austenitnim €elicima.
- Odstranjivanje kavitacionih gre$aka.

Termicka obrada: Predgrevanje i naknadna termi¢ka obrada zavara zavise od upotrebljenog osnovnog

materijala.
Tip obloge: Tipi€ne osobine Cistog metala Sava:
rutilni
Vrste struje: Hemijski sastav, ut. %:
AC ¢} Si Mn Cr Ni
DC + 0.08 <1.2 7 19 9
Polozaji zavarivanja:
Mehanicke osobine:
z Napon te¢enja Roo.29%: > 350 N/mm?
.. Zatezna Cvrstoca Ry 590 — 690 N/mm?
Susenje pred upotrebu:
300°C / 2h Izduzenje As: > 30 %
IskoriS¢éenje:  cca.160 % Zilavost A > 50 J (na +20°C)
>32J (na - 10°C)
Feritni broj: FN~0
Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):
Parametri zavarivanja Pakovanje
%] Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
TOV 2 250/300 55-80 35/4 14 /16
DB 2.5 250/300 70-110 3.5/4 14 /16 20.7/24.2
uDT 3.25 350 110 — 165 4.5 18 49.5
4 350 150 — 200 4.5 18 714
5 350 190 - 290 4.5 18 115.4

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 1600:
DIN 8556 :

E188MnR 12
E 188 MnR 26

AWS A-5.4: E 307-17
ENISO 3581-A: E 18 8 Mn R 12

W.Nr.:

INOX R 18/8/6

1.4370

Osobine i primena:

Austenitna rutiina elektroda za zavarivanje nerdajucih Cr i CrNi Celika, za zavarivanje Celika visoke ¢vrstoce i slabe
zavarljivosti, za medusobno spajanje raznorodnih &elika, za navarivanje meduslojeva koji sluze za izravnavanje i
odstranjivanje napona, te za navarivanje koroziono postojanih i na habanje otpornih navara. Zavari su: nemagneticni,
otporni na oksidaciju do temperature 800°C, zilavi do temperature -100°C i otporni na nastanak prslina.

Osnovni materijali:

- Celici sa visokim % C.
- Celici visoke &vrstoce.
- Visokomanganski elici.
- Zavarivanje nelegiranih konstrukcijskih sa nerdaju¢im feritnim i austenitnim €elicima.
- Odstranjivanje kavitacionih greSaka.

Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

b
Vel

Susenje pred upotrebu:
300°C / 2h

Feritni broj: FN~0

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

Cc Si Mn Cr Ni
0.1 <1.2 5 18 8
Mehanicke osobine:
Napon te¢enja Roo.2%: > 350 N/mm?
Zatezna ¢vrstota R: 590 — 690 N/mm?
Izduzenje As: >25%
Zilavost A >60 J (na + 20°C)

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%] Duzina Struja TeZina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2 250 30-50 3.5 14
25 300 50 -85 4 16 18.1
3.25 350 70-125 4.5 18 354
4 350 110 - 165 4.5 18 53.6
5 350 165 - 230 4.5 18 81.8

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

EN 1600: E299R 12
DIN 8556 : E299R 26
AWS A-5.4: E 312-17
EN ISO 3581-A: E299R 12
W.N.: 1.4337

INOX R 29/9

Osobine i primena:

Feritno austenitna rutilna elektroda za zavarivanje Celika visoke €vrsto¢e, raznorodnih i slabo zavarljivih Celika, te za
navarivanje meduslojeva i pohabanih delova. Elektrodu odlikuje stabilan luk, zavarivanje proti¢e meko i mirno bez
razbrizgavanja i sa prenosom dodatnog materijala u zavar u sitnim kapima. Troska se lako uklanja, zavari su glatki i
izvadredno otporni na nastanak prslina i pora.

Osnovni materijali:

- Tesko zavarljivi €elici.
- Visokolegirani Celici.

- Visokomanganski Celici.

- Alatni, poboljSani, ugljeni¢ni, opruzni celici.

Termicka obrada: Predgrevanje i naknadna termicka obrada zavara zavise od upotrebljienog osnovnog

materijala.
Tip obloge:
rutilni
Vrste struje:
AC
DC +

Polozaji zavarivanja:

b
Ve
Susenje pred upotrebu:
300°C / 2h
Feritni broj: FN ~ 40

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni

0.15 <0.9

Mehanicke osobine:

Napon tec¢enja Rpo.29%: > 500 N/mm?

Zatezna ¢vrstota R: 740 — 840 N/mm?

Izduzenje As: >20 %

Tvrdoca cca. 235 HB zavareno stanje

Tvrdo¢a navara zavisi od uslova zavarivanja i od hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TeZina TeZina | TeZina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
Y4 2 250 50 - 60 4 16
25 300 55 -85 4 16 16.4
3.25 350 80 —120 4.5 18 32.8
4 350 110 - 150 4.5 18 48.9
5 350 160 — 200 4.5 18 72.3

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 1600: E299R53
DIN8556: E299R-26
AWS A-54: E312-26

EN ISO 3581-A:E 29 9 R 53
W. Nr.: 1.4337

INOX R 29/9 Fe

Osobine i primena:

Feritno austenitna rutilna visokoproduktivna elektroda (160%), za zavarivanje Celika visoke Evrsto¢e, raznorodnih i
slabo zavarljivih Celika, te za navarivanje meduslojeva i pohabanih delova. Elektrodu odlikuje stabilan Iuk, zavarivanje
proti¢e meko i mirno bez razbrizgavanja i sa prenosom dodatnog materijala u zavar u sitnim kapima. Troska se lako
uklanja, zavari su glatki i izvandredno otporni na nastanak prslina i pora.

Osnovni materijali:

- Tesko zavarljivi elici.
- Visokolegirani Celici.

- Visokomanganski Eelici.

- Alatni, poboljSani, ugljeni¢ni, opruzni elici.

Termicka obrada: Predgrevanje i naknadna termicka obrada zavara zavise od upotreblienog osnovnog

materijala.
Tip obloge:
rutilni
Vrste stuje:
AC
DC +

Polozaji zavarivanja:

L

Susenje pred upotrebu:

300°C / 2h
IskoriSéenje: cca.160%
Feritni broj: FN ~ 40

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Ni

0.15 <0.9 0.9 29 9

Mehanicke osobine:
Napon tec¢enja Rpo.29: > 500 N/mm?

Zatezna &vrstoa  Rp: 740 — 840 N/mm?

Izduzenje As: >20 %

Tvrdoc¢a cca. 235 HB zavareno stanje

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog sastava
osnovnog materijala.

Osnovni podaci (dimenzija, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
/ 1.6 250 40 - 55 3.5 17.5 8.6
2 300 55 -80 4 16 16
25 300 70-110 4 16 26
3.25 350 110 - 165 4.5 18 50.6
4 450 150 — 225 5.2 26 96.3
4 350 150 — 225 4.5
5 450 190 - 290 5.2 26 162.5

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 1736 : EL NiCr15FeMn
AWS A-5.11:  E NiCrFe-3
W.Nr.: ~2.4620

INOX B 70/15

Osobine i primena:
Bazi¢na elektroda na osnovi

nikla, sa

iskoriS¢enjem cca.

140 %,

za posebne namene u nuklearnoj i

niskotemperaturnoj tehnici. Koristi se za zavarivanje i navarivanje razli¢ito legiranih materijala za radne temperature
od -196°C do 600°C i za platiranje meksih materijala, koji moraju biti korozono postojani na visim temperaturama. Cist
metal Sava je austenitne strukture, koroziono postojan na viSim temperaturama, Zilav pri niskim temperaturama i
otporan na toplotne Sokove. Temperatura predgrevanja zavisi od osnovnog materijala, a temperatura meduprolaza

treba da bude 125 -150°C.

Osnovni materjiali:

Ni &elici).

- Visokolegirani Cr i CrNi ¢elici, nikl i njegove legure, spajanje nikla sa ¢elicima.
- Zavarivanje bakra sa nerdaju¢im celicima.

- Nelegirani i legirani ¢elici sa garantovanim mehanic¢kim osobinama pri visokim i niskim temperaturama (9%

Tip obloge:

baziéni
Vrsta struje:
DC +

Polozaji zavarivanja:

1

Susenje pred upotrebu:
250 - 300°C /1- 2h

Feritni broj: FN=0

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut. %:

C Si Mn Cr Nb Fe Ni
0.06 0.5 6.5 15 2 7 ostalo

Mehanicke osobine:

Napon teCenja Rpo.29%: > 390 N/mm?

Zatezna ¢vrstoca R 620 — 720 N/mm?

Izduzenje As: >30 %

Zilavost A > 60 J (na - 196°C)

Tvrdo¢a =170 HB

Osnovni podaci (dimenzije, jadina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 75-100 3.5 14 22.9
3.25 350 100 — 140 4.5 18 43.4
4 350 140 — 180 4.5 18 69.8

5 350 170 — 210 5.5 22 88

*

podatak je priblizan
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elektrode jesenice u..

ELEKTRODE ZA NAVARIVANJE

UTOP 38 .....cccerrrnneen
UTOP 55 ...
TOOLDUR ..........ceeu.
E DUR 250 ................
E DUR 300 ................
E DUR 400 ................
E DUR 500 ................
E DUR 600 ................
E DURG60OR ................
E DUR 600Si .............
TOOLDUR Co ...........

E DUR 13 Cr .............
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Klasifikacija :
EN14700: EFe3
DIN 8555: E3-UM-40T

\ "I
‘

elektrode jesenice s UTOP 3 8

Osobine i primena:

Visoko legirana bazi¢na elektroda za navarivanje alata, koji se koriste za oblikovanje Celika i drugih metala u vru¢em i
hladnom stanju, kao $to su utopi, celi¢ni kalupi, matrice i trnovi za presovanje, valjci i drugi alati. Navari su Zilavi, otporni
na habanje i udarce i mogu se mehanicki obradivati. Tvrdo¢a navara je postojana do temperature od 600° C.

Osnovni materijali:
Legirani alatni ¢elici

Tip obloge: Tipiéne vrednosti navara :
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + Cc Cr Mo Vv W
0.13 5.0 4.0 0.2 +
Polozaji zavarivanja:
Mehanicke osobine:
A
Tvrdo¢a: 36 - 42 HRC (zavareno stanje)
Susenje pred upotrebu: Tvrdoéa navara zavisi od uslova zavarivanja i od hemijskog

400°C / 1h sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 2.5 300 70-90 4 20 17.3
3.25 350 110-135 4.4 22 34.6

4 450 130-170 5.4 27 72
5 450 180-220 54 27 110.2

*

podatak je priblizan
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elektrode jesenice .

Klasifikacija :
EN14700: EFe4
DIN 8555: E 6-UM-60 T

UTOP 55

Osobine i primena:

Visoko legirana bazi¢na elektroda za navarivanje alata koji se koriste za oblikovanje i rezanje Celika i drugih metala u
vruéem i hladnom stanju, kao 3to su utopi, matrice i trnovi za presovanje, alati za rezanje, pneumatski i drugi alati.

Navari su Zilavi i otporni na habanje i udarce. Reznim alatima je moguce obradivati samo meko Zarene navare. Tvrdo¢a
navara je postojana do temperature od 600° C.

Osnovni materijali:

Legirani alatni Celici

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

)

Susenje pred upotrebu:
400°C / 1h

Tipi¢ne osobine navara:

Hemijski sastav, ut %:

Cc Cr Mo V W

0.5 5.0 5.0 0.6

+

Mehanicke osobine:
Tvrdo¢a: 55 - 60 HRC (zavareno stanje)

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podatci (dimenzije, jacina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) DuzZina Struja Tezina Tezina Tezina 1000
Odobrenja: mm zavarivanja kutije paketa elektroda
mm A kg kg kg *
/ 25 350 70-90 4 20 171
3.25 350 110-135 4.4 22 35.2
4 450 130-170 54 27 66.7
5 450 180-220 5.4 27 135

*

podatak je priblizan
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elektrode jesenice .

TOOLDUR

Klasifikacija :

EN14700: EFe4

DIN 8555:  E 4-UM-60 65 S
AWS A5.13: EFe5B

Osobine i primena:

Specijalna elektroda za navarivanje brzoreznog Mo ¢elika za rad u vruéem, gde se zahteva visoka tvrdo¢a i otpornost
na habanje u vruéem. Primenljiva je za izradu i popravku reznih alata od brzoreznih &elika, za navarivanje reznih ivica
na alatima od obi€nih Celika i za navarivanje alata koji su izloZeni jakom habanju pod pritiskom i udarcima u vru¢em.

Osnovni materijali:

Legirani alatni ¢elici
Brzorezni Mo ¢elici

Termicka obrada:

Osnovni materijal je potrebno predgrejati na 600 - 700°C.

Kaljenje:
Otpustanje:
Meko zZarenje:

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

)

Susenje pred upotrebu:
300°C / 2h

1180 - 1240°C
510 - 540°C/ 2X1h
820 - 850°C/ 2 -4h

(vazduh)
(vazduh)

(pec)

Tipicne osobine navara:

Hemijski sastav, ut %:

C Si Mn Cr Mo W V
0.9 0.5 0.5 4.2 8.5 1.1 0.9
Mehanicke osobine:

Tvrdoca:

Zavareno stanje 50 - 64 HRC

Kaljeno stanje 62 - 66 HRC

Meko Zareno stanje  25- 30 HRC

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 70-100 4 20 20.8
3.25 350 100-150 4 20 35.7
4 350 130-185 5.4 27 53.5

*

podatak je priblizan
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Klasifikacija:
EN14700: EFe3
DIN 8555: =E 1-UM-250
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elektrode jesenice .

E DUR 250

Osobine i primena:

Bazi¢na elektroda, legirana Cr i Mn, za srednje tvrdo navarivanje zupcanika, Sina, osovina, vratila, spojnica i drugih
masinskih delova. Navari su Zilavi, otporni na habanje i mogu se mehanicki obradivati.

Osnovni materijali:

Celici
Celieni liv
Tip obloge: Tipi€ne osobine navara:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Cr Mn
0.16 1.2 1.1

Polozaji zavarivanja:

Mehanicke osobine:

A

\ 4 ¢V

Tvrdoca: 220 - 270 HB

Susenje pred upotrebu: Tvrdoé¢a navara zavisi od uslova zavarivanja i od hemijskog

400°C / 1h sastava osnovnog materijala.
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja | kutije paketa elektroda
mm mm A kg kg kg *
Sz 2.5 300 70-90 4 20 18.5
3.25 350 100-135 4 20 34.8
4 450 130-170 5.4 27 74
5 450 180-220 54 27 112.5
6 450 230-270 5.4 27 158.8

e podatak je priblizan
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elektrode jesenice .

E DUR 300

Klasifikacija :

EN 14 700 :
DIN 8555:

EFe1
=E 1-UM-300

Osobine i primena:

Bazi¢na elektroda, legirana Cr i Mn, za srednje tvrdo navarivanje zupanika, Sina, osovina, vratila, spojnica i drugih
masinskih delova. Navari su Zilavi, otporni na habanje i mogu se mehanicki obradivati.

Osnovni materijali:

Celici
Celieni liv
Tip obloge: Tipi€ne osobine navara:
bazi¢ni
Hemijski sastav, ut %:
Vrsta struje: c Cr Mn
DC + 0.18 1.2 1.3
Polozaji zavarivanja: Mehanicke osobine:
Eﬁ Tvrdoca: 280 - 330 HB

Susenje pred upotrebu:
400°C / 1h

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, jadina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *

sz 2.5 300 70-90 4 20 16.5
3.25 350 100-135 4 20 32.5

4 450 130-170 5 25 58.1

5 450 180-220 5.4 27 100

6 450 230-270 5.4 27 142

*

podatak je priblizan
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Klasifikacija :
EN14700: EFe3
DIN 8555: E 1-UM-400
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elektrode jesenice .

E DUR 400

Osobine i primena:

Bazi¢na elektroda, legirana Cr i Mn, za tvrdo navarivanje istroSenih tockova, Sina, kliznih povrsina, lan€anika i drugih
delova na vozilima sa gusenicama, kao i za navarivanje masinskih delova koji su izloZzeni jakom habanju. Navari su
Zilavi, otporni na habanje i udarce i mogu se mehanicki obradivati.

Osnovni materijali:

Celici
Celi¢ni livovi
Tip obloge: Tipicne osobine navara:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + C Cr Mn
0.22 1.5 1.4

Polozaji zavarivanja:

i

Susenje pred upotrebu:
400°C / 1h

Mehanicke osobine:
Tvrdoca: 350 - 450 HB

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje

%) Duzina Struja Tezina Tezina Tezina 1000

Odobrenja : zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
(Y4 2.5 300 70-90 4 20 18

3.25 350 100-135 4 20 36

4 450 130-170 5.4 27 68.4

5 450 180-220 5.4 27 108

6 450 230-270 5.4 27 154.3

*

podatak je priblizan
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Klasifikacija :
EN 14 700: EFe3
DIN 8555: E 1-UM-50

\ "I
‘

elektrode jesenice s E DUR 500

Osobine i primena:

Bazi¢na elektroda, legirana Cr i Mn, za vrlo tvrdo navarivanje delova od kojih se zahteva vrlo visoka otpornost na
habanje, kao npr. delovi bagera, karike lanaca, rezni alati, matrice ...

Osnovni materijali:

Celici
Celi¢ni liv
Tip obloge: Tipicne osobine navara:
baziéni
Vrsta struje: Hemijski sastav, ut %:
DC + C Mn Cr
0.4 2.0 2.3
Polozaji zavarivanja:
Mehanicke osobine:
E Tvrdoc¢a: 47 - 52 HRC, tipi¢no: 51 HRC
Susenje pred upotrebu: Meduprolazna temperatura cca. 350°C.
400°C/1h
Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 300 70— 90 4 20 18
3.25 350 100 — 135 4 20 36
4 450 130-170 54 27 68.4
5 450 180 — 220 5.4 27 108
6 450 230 - 270 5.4 27 154.3

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :
EN14700: EFe8
DIN 8555: E 6-UM-60

E DUR 600

Osobine i primena:

Bazi¢na elektroda, legirana Cr, za vrlo tvrdo navarivanje €eli¢nih delova od kojih se zahteva vrlo visoka otpornost na
habanje. Za navarivanje Celjusti drobilica, delova bagera, plugova, pneumatskog alata, nozeva za makaze, alata za
probijanje i presovanje, kao i drugih alata za rad u hladnom i vruéem stanju. Navari su zilavi i otporni na udarce.

Osnovni materijali:

Celik
Celigni liv
Tip obloge: Tipicne osobine navara:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + ¢ Cr
0.5 7.5

Polozaji zavarivanja:

i

Susenje pred upotrebu:
400°C / 1h

Mehanicke osobine:
Tvrdoc¢a: 57 - 62 HRC

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
Sz 2.5 300 70-90 4 20 18
3.25 350 100-135 4 20 36
4 450 140-180 5.4 27 68.4
5 450 180-230 5.4 27 108
6 450 240-280 54 27 154.3

podatak je priblizan
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elektrode jesenice .

EDURGOR

Klasifikacija:

EN 14 700:
DIN 8555:

EFe8
E 6-UM-55

Osobine i primena:

Rutilna elektroda, legirana Cr, Mo i Si. Pogodna je za tvrdo navarivanje Celi¢nih predmeta, od kojih se zahteva vrlo
visoka otpornost na habanje, npr. za navarivanje Celjusti drobilica, delova bagera, plugova, pneumatskog alata, nozeva
za makaze, alata za probijanje i presovanje, kao i drugih alata za rad u hladnom i vruéem stanju. Navari su bez prslina i

pora.

Osnovni materijali:

Celici

Celi¢ni liv

Tip obloge: Tipicne osobine navara:
rutilni

Vrsta struje: Hemijski sastav, ut %:
DC +/- C Si Mn Cr Mo
AC 0.5 0.5 0.5 5 1

Polozaji zavarivanja:

=t

Susenje pred upotrebu:
400°C / 1h

Mehanicke osobine:

Tvrdoca: 55 -59 HRC

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
25 300 70-90 4 20 18
3.25 350 100-135 4 20 36
4 450 140-180 5.4 27 68.4
5 450 180-230 5.4 27 108
6 450 240-280 5.4 27 154.3

podatak je priblizan
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elektrode jesenice .

E DUR 600 Si

Klasifikacija:

EN 14 700: EFe 8
DIN 8555:

E 6-UM-55

Osobine i primena:

Bazi¢na elektroda, legirana Cr i Si. Pogodna je za tvrdo navarivanje €eli¢nih predmeta, od kojih se zahteva vrlo visoka
otpornost na habanje, npr. za navarivanje Celjusti drobilica, delova bagera, plugova, pneumatskog alata, nozeva za
makaze, alata za probijanje i presovanje, kao i drugih alata za rad u hladnom i vruéem stanju. Navari su bez prslina i

pora.

Osnovni materiali

Celici
Celicni liv
Tip obloge: Tipicne osobine navara:
bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
DC + c Si Mn Cr
0.5 3 0.5 8

Polozaji zavarivanja:
=

Susenje pred upotrebu:
350°C/ 1h

Mehanicke osobine:
Tvrdoca: 55-59 HRC

Koeficijent troSenja: 0.8 %

Tvrdoca navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 300 70-90 4 20 18
3.25 350 100-135 4 20 36
4 450 140-180 5.4 27 68.4
5 450 180-230 5.4 27 108
6 450 240-280 5.4 27 154.3

podatak je priblizan
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Klasifikacija :
EN 14 700: EFe3
DIN 8555:  =E 3-UM-50CTZ

\ "I
‘

elektrode jesenice . TOOldU r CO

Osobine i primena:

Specijalna elektroda za navarivanje sa dodatkom Co, pogodna za navarivanje alata za rad na povisenim
temperaturama, u uslovima brzih promena temperatura i opterecenja, kao npr. kod alata za livenje, alata za rezanje i
struganje na vruée, matrica za istiskivanje, presa za €elike i sl. Optimalni uslovi za rad su do temperature 650°C, i
pored toga $to je materijal postojan do 900°C. Navareni materijal se moze masinski obradivati i nitrirati. Pri navarivanju
na nelegirane i niskolegirane ¢elike preporucuje se navarivanje 3 - 4 sloja.

Osnovni materijali:

Niskolegirani ¢elici.
Legirani alatni €elici.
Celici i &eli¢ni livovi za rad pri vi§im temperaturama.

Termicka obrada:

Predgrevanje: 150 - 400°C
Kaljenje: 1100 -1150°C (vazduh)
Otpustanje: 850 - 900°C
Temperiranje:  700°C

Tip obloge: Tipicne osobine navara:
rutilno-bazi¢ni
Vrsta struje: Hemijski sastav, ut %:
AC C Si Mn Cr Ni Mo Co Fe
DC + 0,2 0,5 0,2 9 1 4,5 12,5  ost

Polozaji zavarivanja:
A

Mehanicke osobine:

ac Tvrdo¢a: Zavareno stanje 48 - 52 HRC
Kaljeno stanje 48 - 52 HRC
Susenje pred upotrebu: Otpusteno stanje cca 34 HRC
300°C / 2h Temperirano 38-42 HRC
Tvrdo¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina |TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 70-100 4 20 20,8
3.25 350 100-150 4 20 35,7
4 350 160-185 54 27 53,5

e podatak je priblizan
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Klasifikacija:
EN14700: EFe8
DIN 8555  E 5-UM-CGP
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;

elektrode jesenice s E DUR Cr 1 3

Osobine i primena:

Elektroda za navarivanje delova izloZenih jakim udarcima, umerenom habanju i tamo gde je potrebna
otpornost na koroziju do 400C. Pogodna za navarivanje alata presa, zupcanika, sedista ventila, zup&anika,
reznih ivica, nozeva, valjaka staza.. Metal Sava je martenzitne strukture i moze se obradjivati brusenjem ili
rezanjem nozevima od tvdog metala odmah nakon zavarivanja, pre nego §to se metal ohladi ispod 200C.
Osnovni materijali:

Celici
Liveni Celici
Legirani alatni Celici

Termicka obrada:

Predgrevanje sa meduprolaznom temperaturom min. 200C, meko Zarenje na 800C, kaljenje 950-1000C
sa hladenjem komprimovanim vazduhom ili u ulju.

Tip obloge: Tipi€ne osobine navara:
Bazi¢an
Vrsta struje: Hemijski sas@av, ut%
C Si Mn Cr
DC + 0.3 0,5 0,8 13

'Polozaji zavarivanja:

B Mehanicke osobine:

Tvrdoca: 49-56 HRC

Susenje pred upotrebu: Tvrdoca navara zavisi od uslova zavarivanja i sastava

350°C/1h osnovnog materijala.
Osnovni podaci (duZina, jagina struje,
Welding parameters Packing
o Duzina Struja Masa Masa Masa 1000
Odobrenija: mm (mm) A kutije paketa elektroda kg*
kg kg
2.5 300 70-90 4 20
3.25 350 90-120 4,4 22 37,6
4 450 110-160 54 27 73
5 450 150- 190 5.4 27 106

*

podatak je priblizan
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elektrode jesenice u..

ELEKTRODE ZA NAVARIVANJE DELOVA

|IZLOZENIH VELIKOM HABANJU

ABRADUR 54 ...........
ABRADUR58 ...........
ABRADUR 60 ...........
ABRADURG64 ...........
ABRADUR 65 ...........
ABRADUR 66 ...........
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elektrode jesenice .

Klasifikacija:
EN 14 700:
DIN 8555:

ABRADUR 54

EFe8
~E 6-UM-55-G

Osobine i primena:

Rutilna elektroda za tvrdo navarivanje delova, izloZenih istovremenom uticaju abrazije, pritiska i jakih udaraca, kao i

delova izloZzenih trenju metal - metal u suvom i mokrom ambijentu. Primenjuje sa za navarivanje lopata bagera,
plugova, delova drobilica, mesalica i sl. Navari se teSko obraduju masinski.

Osnovni materijali:
Austenitni manganski Celici

Termicka obrada: Predgrevanje nije potrebno.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

b —»
‘/
Susenje pred upotrebu:
300°C / 2h
Iskori$éenje:
110%

Tipi€ne osobine navara:

Hemijski sastav, ut. %:

C

Si

Cr

0.5

2.0

9.5

Tvrdoca:

Mehanicke osobine:

Koeficijent trosenja: 70%

52 — 56 HRC, tipicno 54 HRC (na 20°C)
30 HRC (na 500°C)

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TeZina Tezina TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

/ 3.25 350 80 -150 4 20 40.3
4 450 125 -190 54 27 77
5 450 180 -255 5 25 119
6 450 250 -320

*

podatak je priblizan
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Klasifikacija :
EN14700:  EFe 14
DIN 8555: =E 10-UM-60-GR

\ "I
‘

elekirode jesenicews ABRADUR 58

Osobine i primena:
Rutilna elektroda za tvrdo navarivanje delova, izloZenih vrlo jakoj abraziji zajedno sa srednja jakim udarcima.
Primenjuje se za navarivanje delova bagera, buldoZera, drobilica za meke minerale, vodica transportnih traka i sl.

Navare je moguée obradivati bruSenjem. Preporucuje se navarivanje medusloja elektrodom INOX B 18/8/6 ili E
Mn17Cr13.

Osnovni materijali:
Austenitni manganski celici

Termicka obrada: Predgrevanje nije potrebno.

Tip obloge: Tipi€ne vrednosti navara :
rutilni

Vrsta struje: Hemijski sastav, ut %:
AC C Cr
DC + 3.6 32

Polozaji zavarivanja: Mehanicke osobine:

£33

Tvrdoca: 57 — 62 HRC, tipicno 58 HRC (na 20°C)

L. Koeficijent troSenja: 2%
Susenje pred upotrebu:
300°C / 2h Tvrdoca navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.
IskoriSc¢enje:

180%
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 65 -95 4.5 22.5 33
3.25 350 110 -140 4.5 22.5 55.6
4 450 160 -200 5 20 111
5 450 210-270 5 20 172.5

podatak je priblizan
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elektrode jesenice .

Klasifikacija:

EN 14 700: E Fe 14
DIN 8555: =~E 10-UM-60-GR

ABRADUR 60

Osobine i primena:

Rutilna elektroda sa karbidima hroma, pogodna za tvrdo navarivanje delova izlozenih vrlo jakoj abraziji i srednje jakim
udarcima. Primenjuje se za navarivanje delova bagera i buldoZera, delova drobilica za meke minerale, vodica
transportnih traka i sl. Navare je mogucée obradivati bruSenjem. PreporuCuje se navarivanje medusloja elektrodom

INOX B 18/8/6 ili E Mn17Cr13.

Osnovni materijali :

Austenitni manganski Celici

Termicka obrada: Predgrevanje nije potrebno.

Tip obloge:
rutilni
Vrsta struje:
AC
DC +

Polozaji zavarivanja:

£

g

Susenje pred upotrebu:
300°C / 2h

Iskori$céenje:

Tipicne osobine navara:

Hemijski sastav, ut %:

C Cr V

3.6 32 0,7

Mehanicke osobine:

Tvrdoca: 59 - 64 HRC (na 20°C)
Koeficijent troSenja: € = 40%
AG= 09

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 350 65 -95 4.5 22.5 33
3.25 350 110 -140 4.5 22.5 55.6
4 450 160 -200 5 20 111
5 450 210 -270 5 20 172.5

*

podatak je priblizan
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elektrode jesenice .

ABRADUR 64

Klasifikacija :

EN 14 700 :
DIN 8555:

EFe 15
~E 10-UM-65-GR

Osobine i primena:

Bazi¢na elektroda za tvrdo navarivanje delova izloZenih vrlo jakoj abraziji i srednje jakim udarcima pri temperaturama
do 450°C. Primenjuje se za navarivanje lopatica meS$alica, puZzeva presa, delova presa za opeke i beton, vodica
transportnih traka, delova drobilca i sl. Navare je moguce obradivati bruSenjem. Preporu€uje se navarivanje medusloja
elektrodom INOX B 18/8/6 ili E Mn17Cr13.

Osnovni materijali:

Celici
Celicni liv

Termicka obrada: Predgrevanije nije potrebno.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

A »

»
»

Susenje pred upotrebu:
300°C / 2h

IskoriSc¢enje:
190%

Tipi€ne osobine navara:

Hemijski sastav, ut %:

C Cr Nb
7 24 7
Mehanicke osobine:
Tvrdoca: 62 - 65 HRC, tipicno 64 HRC (na 20°C)

Koeficijent troSenja: 0.5 %

Tvrdoca navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 110 -140 4 22 55.5
4 450 160 -200 4 22 111
5 450 210-270 5 22.5 172.5

*

podatak je priblizan
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elektrode jesenice .

ABRADUR 65

Klasifikacija :
EN 14 700:
DIN 8555:

E Fe 16
=~E 10-UM-65-G

Osobine u primena:

Bazi¢na elektroda za tvrdo navarivanje delova, izlozenih habanju zbog medusobnog trenja, jakoj abraziji i udarcima pri
temperaturama do 500°C. Primenjuje sa za navarivanje potisnih puzeva ekstruderskih presa za glinu, vodica
transportnih traka, lopatica i strugaca mesalica, levaka i usipnih jama. Navare je moguce obradivati brusenjem.

Preporucuje se navarivanje medusloja elektrodom INOX B 18/8/6 ili E Mn17Cr13.

Osnovni materijali:

Celici
Celicni liv

Termicka obrada: Predgrevanije nije potrebno.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Tipicne osobine navara:

Hemijski sastav, ut %:

C

Cr

Mo

4.3

9.5

2.0

Polozaji zavarivanja:
Mehanicke osobine:

—>
o Tvrdoca:

»

62 — 67 HRC, tipicno 65 HRC (na 20°C)

.. Koeficijent troSenja: 2%
Susenje pred upotrebu: ! ja- e%

300°C/ 2h Tvrdo¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.
Iskori$éenje:
120%
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 100 -130 4.4 22 37.8
4 450 160 -190 4.4 22 59
5 450 220 -250 4.5 22.5 88

*

podatak je priblizan
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elektrode jesenice .

ABRADUR 66

Klasifikacija :
EN 14 700:
DIN 8555:

E Fe 16
~E 10-UM-65-GR

Osobine i primena:

Bazi¢na elektroda za tvrdo navarivanje delova, izloZzenih jakoj abraziji i srednje jakim udarcima pri temperaturama do
600°C. Primenjuje se za navarjanje delova drobilica tvrdih ruda, zasipnih sistema visokih peci i pe¢i za sinterovanje i sl.
Navare je moguce obradivati bruSenjem. PreporuCuje se navarivanje medusloja elektrodom INOX B 18/8/6 ili E

Mn17Cr13.

Osnovni materijali:

Celici
Celicni liv

Termicka obrada: Predgrevanije nije potrebno.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

)

Susenje pred upotrebu:
300°C / 2h

IskoriScéenje:
235%

Tipi€ne osobine navara:

Hemijski sastav, ut %:

C Cr Mo

Nb

6.0 22.0 6.0

6.0

1.0

Mehanicke osobine:

Tvrdoca:
50 HRC (na 600°C)

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

63 — 67 HRC, tipiéno 66 HRC (na 20°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TeZina TeZina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 100 -130 4 20 65.8
4 450 160 -190 5.4 26 128
5 450 220 -250 5.4 26 200

podatak je priblizan
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elektrode jesenice .

Klasifikacija:
EN14700: EFe 16
DIN 8555: ~E 10-UM-60-C

CrwC 600

Osobine i primena:

Debelo obloZena bazi¢na elektroda za navarivanje izuzetno tvrdih navara sa visokim sadrzajem Cr i W karbida, koji su
vrlo otporni na klizno habanje mineralnim i drugim materijama. Navari nisu pogodni za vec¢a optere¢enja udarcima.
Preporucuje se navarivanje medusloja elektrodom INOX B 18/8/6 i kombinovano navarivanje elektrodom E DUR 600.

Osnovni materijali:

Celici
Celi¢ni liv
Austenitni manganski ¢elici

Termicka obrada: Predgrevanje nije potrebno.

Tip obloge:

baziéni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

)

Susenje pred upotrebu:
300°C / 2h

Tipi€ne osobine navara:

Hemijski sastav, ut %:

C Cr W

4.0 26.0 4.0

Mehanicke osobine:

Tvrdoc¢a: 57 — 62 HRC, tipi¢no 60 HRC (na 20°C)

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina TeZina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 100 -130 4 20 47.5
4 450 160 -190 5.2 26 96.3
5 450 220 -250 5.2 26 157.6

*

podatak je priblizan
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elektrode jesenice u..

ELEKTRODE ZA NAVARIVANJE,
KOJE OJACAVAJU UDARCIMA

EMn14Cr4 .............
EMn17Cr13 ...........

EMNn17Cr10Nb 3
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elektrode jesenice .

Klasifikacija :
EN 14 700: E Fe 9
DIN 8555: E 7-UM-200-KP

E Mn14

Osobine i primena:

Bazi¢na elektroda za tvrdo navarivanje, za izradu delova izloZenih jakim udarcima i trenju, kao i za spajanje i
navarivanje Mn14 celika debljine do 10 mm. Navari imaju visoku otpornost na udarce i, posle hladnog ojacavanja,
takode, otpornost na abraziju. Navare je, pre ojacavanja, moguce mehanicki obradivati. Koristi sa za zavarivanje Mn 14
Celika koji se koriste na Zeleznici i za navarivanje delova teskih drobilica (otvori za punjenje, obloge, oplate rotacionih

drobilica).

Osnovni materijali:

Austenitni 14% Mn celici

Tip obloge:
bazi¢ni
Vrsta struje:
AC
DC +

Polozaji zavarivanja:

7

Susenje pred upotrebu:
300°C / 2h

IskoriSéenje:
110%

Tipicne osobine navara:

Hemijski sastav, ut %:

C Mn Mo

1.2 12.5 0.7

Mehanicke osobine:

Tvrdoéa: 175 — 225 HB, tipicno 220 HB

48 HRC (hladno oja¢ano)
Koeficijent troSenja: 75%

Tvrdo¢a navara zavisi od uslova zavarivanja i od hemijskog
sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 450 110 -135 4 20 46.7
4 450 140 -175 5.2 26 72.5
5 450 180 -230 5.4 27 111

*

podatak je priblizan

148



\ "I
‘

elektrode jesenice .

E Mn14Cr4

Klasifikacija :

EN 14 700: EFe9
DIN 8555: ~E 7-UM-200-KP
AWS A-5.13: =~ E Fe Mn-A

Osobine i primena:

Bazi¢na elektroda za tvrdo navarivanje, za izradu delova od Mn ¢elika i za navarivanje delova od ugljeni¢nih ¢elika, koji
su izloZeni jakim udarcima i trenju. Primenjuje se, takode, za navarivanje meduslojeva pre nano$enja slojeva sa ve¢om
otporno$¢u na abraziju. Navari su izuzetno otporni na udarce i nakon hladnog oja¢avanja, takode, na abraziju. Koristi
se za zavarivanje Mn 4 celika koji se koriste na Zeleznici, za izradu i reparaturu delova teskih drobilca (rotacionih
Cekica, valjaka, celjusti), kasika masina za zemljane radove i sl. Navare je, pre ojaavanja, moguée mehanicki

obradivati.

Osnovni materijali:

Austenitni 14% Mn ¢elici
Niskolegirani Celici
Celici otporni na habanje

Tip obloge:

baziéni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

i

Susenje pred upotrebu:
300°C / 2h

IskoriS¢enje:
120%

Tipi¢ne osobine navara:

Hemijski sastav, ut %:

C Mn Cr

Ni Mo

0.9 13.5 3.7

3.5 0.7

Mehanicke osobine:

Tvrdoca:

175 — 225 HB, tipiéno 220 HB

50 HRC (hladno ojacano)

Koeficijent troSenja: 75%

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%] Duzina Struja TeZina TeZina Tezina 1000
Odobrenja: zavarivanja kutije pakovanja elektroda
mm mm A kg kg kg *
/ 3.25 450 100 -140 4.5 18 50.5
4 450 140 -180 4.5 18 76.9
5 450 180 -230 4.5 18 121.9

*

podatak je priblizan
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Klasifikacija :
EN 14 700: EFe9
DIN 8555 : E 7-UM-250KP

\ "I
‘

elektrode jesenice .

E Mn17Cr13

Osobine i primena:

Visoko produktivna rutilna elektroda za zavarivanje i navarivanje Mn14 €elika i ostalih, na habanje otpornih Eelika, u
slu€ajevima gde se od materijala zahteva izuzetna otpornost na udarce i kavitaciju. Koristi se, takode, za navarivanje
meduslojeva pre navarivanja elektrodama ABRADUR 54, 58, 64, 65 ili 66. Koristi se za izradu i popravku batova

hidrauli¢nih presa, lopata bagera, delova drobilca izloZzenih jakim udarcima, Zelezni¢kih Sina i sl. Navare je, pre
ojac¢avanja, moguc¢e mehanicki obradivati.

Osnovni materijali:

Austenitni 14% Mn ¢elici
Nizkolegirani Celici
Celici otporni na habanje

Tip obloge: Tipiéne osobine navara:
rutilni

Vrsta struje: Hemijski sastav, ut %:
AC C Mn Cr
DC + 0.6 16.5 13.5

Polozaji zavarivanja:

i

Susenje pred upotrebu:
300°C / 2h

IskoriSéenje:
140%

Mehanicke osobine:

Tvrdoca: 200 - 260 HB, tipicno 220 HB

48 HRC (hladno ojacano)

Koeficijent troSenja: 70%

Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog

sastava osnovnog materijala.

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 450 100 -140 5.4 27 64.1
4 450 150 -190 5.4 27 96.2
5 450 200 -250 5.4 27 135.1

*

podatak je priblizan
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Klasifikacija :
EN 14 700: EFe9

\ "I
‘

elektrode jesenice s E Mn17Cr10NDb3

Osobine i primena:

Visoko produktivna bazi¢na elektroda za navarivanje delova, koji su izloZeni jakom trenju metal - metal, jakim udarcima
i pritisku pri temperaturama do 500°C. Navari su izuzetno otporni na udarce i umereno otporni na abraziju. Primenjuje
se za navarivanje Ceki¢a, Celjusti razlicitih drobilica, obloZnih ploca, sediSta zvona visokih peci i sl. Navare je, pre

ojacavanja, mogu¢e mehanicki obradivati. U tom slu€aju se preporucuje, da se zbog lakSe obrade posledniji sloj navari
elektrodom INOX B 18/8/6 ili INOX R 18/8/6 Fe.

Osnovni materijali:
Austenitni 14% Mn celici
Ugljeniéni ¢elici
Niskolegirani ¢elici

Termicka obrada:
Za smanjenje napona se preporucuje predgrevanje i radna temperatura:
- zaaustenitne 14 % Mn Celike cca. 100°C
- zaugljeni¢ne i niskolegirane Celike cca. 250°C
Pri navarivanju velikih povrSina se preporucuje naponsko zarenje pri 550 - 650°C. Struktura i mehani¢ke osobine se

pri tome ne menjaju, ako je temperatura niZza od 650°C. Naponsko Zarenje na osnovnom materijalu sa 14 % Mn se ne
preporucuje.

Tip obloge: Tipicne osobine navara:
bazi¢ni

Vrsta struje: Hemijski sastav, ut %:
AC C Mn Cr Nb
DC + 1.2 17.5 9.5 2.8

Polozaji zavarivanja:

»

Mehanicke osobine:

A

Tvrdoéa: 230 - 300 HB, tipicno 250 HB
<> 45 HRC (hladno ojatano)
Susenje pred upotrebu: Koeficijent troSenja: 12%
300°C / 2h
Tvrdoc¢a navara zavisi od uslova zavarivanja i od hemijskog
Iskoriséenje: sastava osnovnog materijala.
140%
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
Odobrenja: %] Duzina Struja Tezina Tezina Tezina 1000
zavarivanja kutije paketa elektroda
/ mm mm A kg kg kg *
3.25 450 100 -140 4.5 18 42
4 450 150 -210 4.5 18 91
5 450 190 -260 45 18 142

podatak je priblizan
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Klasifikacija :

DIN 8555: E 20-UM-55-ZCT
AWS A-5.13:  E CoCr-C

\ "I
‘

elekirode jesenice s DUROSTEL1E

Osobine i primena:

Elektroda se koristi u slu€ajevima, kada se od navarenog sloja zahteva otpornost na abraziju ili jako trenje matala o
metal, pri visokim temperaturama (500 - 800°C, povremeno do 1100°C) i u korozivnim sredinama. Koristi se za
navarivanje vodica mlinova, lezajeva i vretena ventila, delova parnih turbina, sedista ventila, dizni za ekstruziju isl.
Navareni sloj se moze obradivati bruSenjem. Elektroda se ne preporu€uje za navarivanje delova izloZzenih jakim
udarcima. Preporucéuje sa navarivanje meduslojeva elektrodom tipa INOX B18/8/6.

Osnovni materijali:
Celici

Tip obloge: Tipicne osobine navara:

Vrsta struje: Hemijski sastav, ut %:
AC C Cr w Co
DC+ 2.5 30.0 12.5 ostalo

Polozaji zavarivanja:

Mehanicke osobine:

> Tvrdoc¢a 55HRC (na 20°C)

37 HRC (na 500°C)
Susenje pred upotrebu:

300°C/2h
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

/ 3.25 350 90 -120
4 350 110-150
5 350 150 -200

* podatak je priblizan
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Klasifikacija :
DIN 8555:  G/WSG-20-GO-55-ZCT
AWS A-5.13: R CoCr-C

e
elektrode jesenice s DUROSTEL 1 F)

Osobine i primena:

Zica za zavarivanje (u obliku $tapa) koja se koristi u slu¢ajevima, kada se od navarenog sloja zahteva otpornost na
abraziju ili jako trenje metala o metal, pri visokim temperaturama (500 - 800°C, povremeno do 1100°C) i u korozivnim
sredinama. Koristi se za navarivanje vodica mlinova, leZajeva i vretena ventila, delova parnih turbina, sedista ventila,
dizni za ekstruziju i tome sli¢no. Navareni sloj se moze obradivati bruSenjem. Elektroda se ne preporucuje za
navarivanje delova, izloZenih jakim udarcima. Preporucuje sa navarivanje meduslojeva elektrodom tipa INOX B18/8/6.

Osnovni materijali:
Celici

Gasno plameno zavarivanje Tipicne osobine navara:
. . Hemijski sastav, ut %:
TIG zavarivanje C Cr W Co
2.5 30.0 12.5 ostalo
Polozaji zavarivanja
Mehanicke osobine:
Tvrdoc¢a 55HRC (na 20°C)
37 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[} DuZina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8555: E 20-UM-40 ZCT
AWS A-5.13:  E CoCr-A

DUROSTEL 6 E

Osobine i primena:

Elektroda se koristi za navarivanje u slu€ajevima, kada se od navarenog sloja zahteva otpornost na eroziju, kavitaciju,
abraziju ili trenje metal - metal, pri temperaturama do 900°C i u korozivnim sredinama. Zbog Zilavosti i Evrstoce
navareni sloj je izuzetno otporan na temperaturne Sokove i jake udarce. Koristi se, pre svega, za navarivanje alata za
rezanje pri visokim temperaturama, zaptivnih povrsina razli¢itih armatura, alata za rad na visokim temperaturama,
sedista ventila motora sa unutrasnjim sagorevanjem, alata za meS$anje, busenje, mlevenje i sl. Navarene povrSine se
mogu masinski obradivati. Preporu€uje se navarivanje meduslojeva elektrodom tipa INOX B18/8/6.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Tip obloge:

Vrsta struje:
AC
DC +

Polozaji zavarivanja:

»!
»

Susenje pred upotrebu:
300°C/ 2h

Tipi¢ne osobine navara:

Hemijski sastav, ut %:

C Cr w Co

1.2 28.0 4.5 ostalo

Mehanicke osobine:

Tvrdoc¢a 42 HRC (na 20°C)

30 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 90-120
4 350 110-150
5 350 150 -200

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :
DIN 8555:
AWS A-5.13: R CoCr-A

DUROSTEL 6 P

G/WSG-20-GO-45-ZCT

Osobine i primena:

Zica za zavarivanje (u obliku $tapa) koja se koristi za navarivanje u slu¢ajevima, kada se od navarenog sloja zahteva
otpornost na eroziju, kavitaciju, abraziju ili trenje metal - metal, pri temperaturama do 900°C i u korozivnim sredinama.
Zbog zilavosti i Evrsto¢e navareni sloj je izuzetno otporan na temperaturne Sokove i jake udarce. Koristi se, pre svega,
za navarivanje alata za rezanje pri visokim temperaturama, zaptivnih povrsina razli¢itih armatura, alata za rad na
visokim temperaturama, sedi$ta ventila motora sa unutradnjim sagorevanjem, alata za mesanje, busenje, mlevenje i sl.
Navarene povrSine se mogu masinski obradivati. Preporu€uje se navarivanje meduslojeva elektrodom tipa INOX

B18/8/6 ili Zicom TIG 18/8/6.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Gasno plameno zavarivanje

TIG zavarivanje

Polozaji zavarivanja:

Tipicne osobine navara:

Hemijski sastav, ut %:

C Cr Co

1.2 28.0 4.5 ostalo

Mehanicke osobine:

Tvrdoc¢a 42 HRC (na 20°C)

30 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TezZina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *

/

* podatak je priblizan
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elektrode jesenice .

DUROSTEL 12 E

Klasifikacija :

DIN 8555:
AWS A-5.13:

E 20-UM-50-ZCT
E CoCr-B

Osobine i primena:

Elektroda se koristi za navarivanje u slu€ajevima, kada se od navarenog sloja zahteva visoka otpornost na eroziju,
kavitaciju i habanje pri trenju metal - metal. Navari su termicki postojani do 1000°C i otporni su na koroziju. Zbog
niskog termickog istezanja odlikuju se dobrom ¢€vrstoéom na habanje. Elektroda se koristi za navarivanje reznih alata u
drvnoj i papirnoj industriji, alata za rad na visokim temperaturama, zaptivnih povrsina razli¢itih armatura, sedista ventila
motora sa unutradnjim sagorevanjem, alata za mesanje, busenje, mlevenje isl. Navari su izuzetno otporni na kavitaciju.
Preporucuje se navarivanje meduslojeva elektrodom tipa INOX B18/8/6.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Tip obloge:

Vrsta struje:
AC
DC +

Polozaji zavarivanja:

»!
»

Susenje pred upotrebu:
300°C/2h

Tipicne osobine navara:

Hemijski sastav, ut %:

C Cr W

Co

1.5 30.0 8.0

ostalo

Mehanicke osobine:

Tvrdoca

48 HRC (na 20°C)

32 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 90 -120
4 350 120 -155
5 350 150 -190

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8555: G/WSG-20-GO-50-ZCT
AWS A-5.13: R CoCr-B

DUROSTEL 12 P

Osobine i primena:

Zica za zavarivanje (u obliku §tapa) koja se koristi za navarivanje, u slu¢ajevima, kada se od navarenog sloja zahteva
visoka otpornost na eroziju, kavitaciju i habanje pri trenju metal - metal. Navari su koroziono postojani. Zbog niskog
termickog istezanja odlikuju se dobrom ¢vrsto¢om na habanje. Elektroda se koristi za navarivanje reznih alata u drvnoj i
papirnoj industriji, alata za rad na visokim temperaturama, zaptivnih povrsina razli¢itih armatura, sedista ventila motora
sa unutradnjim sagorevanjem, alata za me$anje, buSenje, mlevenje i sl. Navari su izuzetno otporni na kavitaciju.
Preporucuje se navarivanje meduslojeva elektrodom tipa INOX B18/8/6 ili zicom TIG 18/8/6..

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Gasno plameno zavarivanje

TIG zavarivanje

Polozaji zavarivanja:

Tipi¢ne osobine navara:

Hemijski sastav, ut %:

C Cr w Co
1.5 30.0 8.0 ostalo
Mehanicke osobine:
Tvrdoca 48 HRC (na 20°C)

32 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
) Duzina Struja Tezina Tezina | TeZina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8555:

DUROSTEL 21 E

E 20-UM-300-CKZT

Osobine i primena:

Elektroda se koristi u sluajevima, kada se od navarenog sloja zahteva otpornost na habanje pri trenju metal - metal,
kavitaciju i eroziju. Navari su termiCki postojani, imaju dobre klizne osobine, dobro se poliraju, otporni su na
temperaturne Sokove i koroziju. Hladno ojacavaju. Elektroda se koristi za navarivanje kliznih i zaptivnih povrsina
razli¢itih armatura, alata za rad na visokim temperaturama, reparaciju delova reaktivnih motora, alata za mesanje,
busenje, mlevenje, navarivanje valjaka za valjanje cevi (PILGER ) i sl. Preporuuje se navarivanje meduslojeva

elektrodom INOX B18/8/6.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Tip obloge:

Vrsta struje:
AC
DC +

Polozaji zavarvanja:

»!
»

Susenje pred upotrebu:
300°C/2h

Tipicne osobine navara:

Hemijski sastav, ut %:

C Cr Mo

Ni

Co

0.25 28.0 5.0

2.8

ostalo

Mehanicke osobine:

Tvrdoca

30 HRC (na 20°C)

24 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina TeZina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 90-120
4 350 110-150
5 350 150 -200

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8555: G/WSG-20-GO-300-CKZT

DUROSTEL 21 P

Osobine i primena:

Zica za zavarivanje (u obliku $tapa) koja se koristi u slu¢ajevima, kada se od navarenog sloja zahteva otpornost na
habanje pri trenju metal - metal, kavitaciju i eroziju. Navari su termi€ki postojani, imaju dobre klizne osobine, dobro se
poliraju, otporni su na temperaturne $okove i koroziju. Hladno ojagavaju. Zica se koristi za navarivanje kliznih i
zaptivnih povrsina razli¢itih armatura, alata za rad na visokim temperaturama, reparaciju delova reaktivnih motora,
alata za meSanje, buSenje, mlevenje i sl. Preporu€uje se navarivanje meduslojeva elektrodom INOX B18/8/6 ili Zicom

TIG 18/8/6.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Gasno plameno zavarivanje

TIG zavarivanje

Polozaji zavarivanja:

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Cr Mo Ni Co

0.25 28.0 5.0 2.8 ostalo

Mehanicke osobine:

Tvrdo¢a 30 HRC (na 20°C)

24 HRC (na 500°C)

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
[ DuZina Struja TeZina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8555: G/WSG-20-GO-40-ZCT

DUROSTEL FP

Osobine i primena:

Zica za zavarivanje (u obliku $tapa) koja se koristi u slu¢ajevima, kada se od navarenog sloja zahteva otpornost na
eroziju, kavitaciju i habanje. Navari su otporni na koroziju do 900°C. Imaju odli¢ne klizne osobine i dobro se poliraju,
otporni su na temperaturne promene i nemagneti¢ni su. Zica je pogodna za navarivanje kliznih i zaptivnih povrsina
razli¢itih armatura i ventila motora sa unutra$njim sagorevanjem.

Osnovni materijali:

Celici
Celici otporni na koroziju
Celi¢ni livovi

Gasno plameno zavarivanje

TIG zavarivanje

Polozaji zavarivanja:

Tipi€ne osobine navara:

Hemijski sastav, ut %:

C Cr Ni W

Co

1.7 26.0 23.0 12.5

ostalo

Mehanicke osobine:

Tvrdoc¢a 42 HRC

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
¢ Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/

* podatak je priblizan
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elektrode jesenice u..

ELEKTRODE ZA ZAVARIVANJE SIVOG LIVA

MONEL ......oocoimirrinerrnianeennans 164
SUPER Ni ....coovvieeennrrnniinnnns 165
CAST Ni .eerrrieerrrnnenrrnanee 166
CAST Ni C .coorrreeeerrrniannes 167
CAST NiFe .....cccccriinmerrninnnnn 168
CAST NiFe B ....cocccerrrriiinnnnns 169
CAST NiFe10 ......ccccoeerriinnnnn 170
(078 I o - 171
SL 250 ....cceerrinnmnrrinnee e 172
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elektrode jesenice .

Klasifikacija :

DIN 8573: E NiCu BG 12
AWS A-5.15:  E NiCu-B

EN ISO 1071: EC NiCu-1

MONEL

Osobine i primena:

Oblozena elektroda od monela za hladno zavarivanje sivog liva. Koristi se za reparaturno zavarivanje prelomljenih i
pohabanih delova od sivog liva te za popravku lunkera i drugih greSaka na odlivcima od sivog liva. Obradljivost zavara

je dobra.

Osnovni materijali:

Sivi liv

TermiCka obrada: za zavarivanje debelozidnih delova preporuéuje se predgrevanje.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC -

Polozaji zavarivanja:

=

Susenje pred upotrebu:
200°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Ni Cu

70 30

Mehanicke osobine:

Zatezna Gvrstoéa Ry 300 N/mm?

Tvrdoca 160 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 50-80 5 20 16.3
3.25 350 80-110 6 24 32.2
4.00 350 110-150 6 24 48.4
5.00 350 150-190 6 24 96.8

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8573: E Ni BG 12
AWS A-5.15:  E Ni-Cl

EN SO 1071:  EC Ni-Cl-1

SUPER Ni

Osobine i primena:

ObloZena elektroda, izradena od Zice od Cistog Ni. Koristi se za hladno zavarivanje sivog i temper liva, te za njihovo
zavarivanje sa Celicima. Najpogodnija je za reparature prslina, odlomljenih delova i popravku greSaka kucista masina.
Pri zavarivanju treba obezbediti $to manji unos toplote, Sto vecu Gisto¢u osnovnog materijala i smanjenje zaostalih
napona, nastalih pri zavarivanju, iskivanjem zavara. Za Zlebljenje upotrebiti elektrodu Sekator 2B.

Osnovni materijali:

Sivi liv
Temper liv

Termicka obrada: Za zavarivanje debelozidnih delova preporuéuje se predgrevanje.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC -

Polozaji zavarivanja:

=

Susenje pred upotrebu:
200°C/1h

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Ni

98.0

Mehanicke osobine:
Zatezna ¢vrstoca Rm 300 N/mm?

Tvrdoca 160 HB

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | TeZina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 50 -80 5 20 16

3.25 350 80 -110 6 24 32.3
4.00 350 110 -150 6 24 48.4
5.00 350 150 -190 6 24 96.8

* podatak je priblizan
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Klasifikacija :

DIN 8573: E NiBG 12
AWS A-5.15: E Ni-Cl
EN ISO 1071: EC Ni CI-1

\ "I
‘

elektrode jesenice s CAST Ni

Osobine i primena:

ObloZena elektroda, izradena od Zice od Cistog Ni. Koristi se za hladno zavarivanje sivog i temper liva, te za njihovo
zavarivanje sa Celicima, bakrom i monelom. Najpogodnija je za reparature prslina, odlomljenih delova i popravku
greSaka kucista masina. Pri zavarivanju treba obezbediti $to manji unos toplote, $to veéu Cisto¢u osnovnog materijala i
smanjenje zaostalih napona, nastalih pri zavarivanju, iskivanjem zavara. Za Zlebljenje upotrebiti elektrodu Sekator 2B.

Osnovni materijali:

Sivi liv

Termicka obrada: Za zavarivanje debelozidnih delova preporuéuje se predgrevanje.

Tip obloge: Tipiéne osobine Cistog metala Sava:
bazi¢ni

Vrsta struje: Hemijski sastav, ut %:
AC Ni
DC - 98.0

Polozaji zavarivanja:
Mehanicke osobine:

z l Zatezna Gvrstoéa Ry, 300 N/mm?

Susenje pred upotrebu: Tvrdoca 160 HB
200°C/1h
Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):
Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina | Tezina 1000
zavarivanja kutije paketa elektroda
Odobrenja: mm mm A kg kg kg *

2.5 300 50 -80 5 20 16

/ 3.25 350 80 -110 5 20 32
4.00 350 110 -150 6 24 49
5.00 350 150 -190

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8573: E NiBG 13
AWS A-5.15: E Ni-Cl
EN ISO 1071: EC Ni CI-1

CAST Ni C

Osobine i primena:

ObloZena elektroda, izradena od Zice od Cistog Ni. Koristi se za hladno zavarivanje sivog i temper liva. Zavari su bez
prslina i pora. Najpogodnija primena je za reparature prslina, odlomljenih delova i popravku greSaka kucista masina. Pri
zavarivanju treba obezbediti $to manji unos toplote i smanjenje zaostalih napona, nastalih pri zavarivanju, iskivanjem
zavara. Za Zlebljenje se preporucuju elektrode Sekator 2A ili Sekator 2B.

Osnovni materijali:

Sivi liv
Temper liv

Termicka obrada: Zza zavarivanje debelozidnih delova preporuéuje se predgrevanije.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

=

Susenje pred upotrebu:
200°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Ni

98.0

Mehanicke osobine:
Zatezna ¢vrstoca R 300 N/mm?

Tvrdoca 160 HB

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja TezZina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 300 60 -80 5 20 16
3.25 350 90 -110 5 20 32
4.00 350 120 -140 6 24 49

* podatak je priblizan
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elektrode jesenice s C AST NI Fe

Klasifikacija :

DIN 8573: E NiFe BG 12
AWS A-5.15: E NiFe-Cl
ENISO 1071:  ECNiFe -CI-1

Osobine i primena:

ObloZena elektroda, izradena od Ni - Fe Zice. Koristi se za hladno zavarivanje nodularnog, sivog i temper liva, te za
njihovo zavarivanje sa €elicima. Najpogodnija je za popravku greSaka kuciSta masina. Zavari imaju vec¢u &vrsto¢u od
zavara izaradenih Cast Ni ili Super Ni elektrodama. Pri zavarivanju treba obezbediti $to manji unos toplote, $to veéu
Cisto¢u osnovnog materijala i smanjenje zaostalih napona, nastalih pri zavarivanju, iskivanjem zavara. Za Zlebljenje

upotrebiti elektrodu Sekator 2B.

Osnovni materijali:

Sivi liv
Temper liv
Nodularni liv

Celici/sivi liv

Termicka obrada: Za zavarivanje debelozidnih delova preporuéuje se predgrevanje.

Tip obloge: Tipiéne osobine ¢istog metala Sava:
bazi¢ni

Vrsta stuje: Hemijski sastav, ut %:
AC Ni Fe
DC - 53 43

Polozaji zavarivanja:
Mehanicke osobine:

z l Zatezna Gvrstoéa Ry, 450 N/mm?

Susenje pred upotrebu: Tyrdoca 190 HB
200°C/1h
Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):
Parametri zavarivanja Pakovanje
(%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 300 60 -80 5 20 16
3.25 350 90 -110 6 24 32
4.00 350 130 -170 6 24 47
5.00 350 170 -200

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:
E NiFe B G12

DIN 8573:
AWS A 5.15:
ENISO 1071:

CAST NiFe B

E Ni Fe-Cl

EC NiFe-CI-1

Osobine i primena:

Elektroda je izradena od Ni - Fe bimetalne Zice i pogodna je za zavarivanje nodularnog, sivog i temper liva. Pogodna
je i za reparaturno zavarivanje navedenih materijala i za njihovo zavarivanje sa &elicima. Cvrstoéa zavara je veca od
Evrstoce zavara zavarenog Ni elektrodom. Takode, osetljivost na necisto¢e je manja od osetljivosti zavara zavarenih Ni
elektrodom. Pri zavarivanju treba obezbediti $to manji unos toplote. Zavare je moguc¢e mehanicki obradivati.

Osnovni materijali:

Sivi liv
Temper liv
Nodularni liv
Tip obloge: Tipi¢ne osobine ¢istog metala Sava:
bazi¢ni
Vrsta stuje: Hemijski sastav, ut %:
AC Ni Fe
DC - 55 40

Polozaji zavarivanja:

=

Susenje pred upotrebu:
180°C/1h

Mehanicke osobine:
Zatezna évrstoéa  Rp, 450 N/mm?

Tvrdoc¢a 180 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
(%) Duzina Struja TezZina Tezina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 -80 5 20 16.1
3.25 350 90 -110 6 24 31.9
4 350 130-170 6 24 46.8

* podatak je priblizan
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elektrode jesenice .

Klasifikacija :

DIN 8573: ~E Ni BG 12
~E NiFe BG12
AWS A-5.15:  =~E Ni-Cl
~E NiFe-Cl

CAST Ni Fe 10

Osobine i primena:

Oblozena elektroda izradena od Zice od ¢istog Ni. Koristi se za hladno zavarivanje sivog liva i za njegovo zavarivanje
sa Celicima. Posebno je pogodna za zavarivanje sferoidiziranog sivog liva (nodularnog liva). Elektroda je manje
osetljiva na nelistote na osnovnom materijalu. Ima dobre zavarivacke osobine i na masnom sivom livu. Moze se
koristiti za kombinovano zavarivanje sa elektrodom Cast Ni. Pri zavarivanju treba obezbediti $to manji unos toplote. Da
bi se sprecilo pregrevanje treba zavarivati kratkim zavarima. Za Zlebljenje se preporucuju elektrode Sekator 2A ili
Sekator 2B. BruSenje nije preporucljivo. Zavare je moguce naknadno obradivati.

Osnovni materijali:

Sivi liv

Celicifsivi liv

Termicka obrada: Za zavarivanje debelozidnih delova preporuéuje se predgrevanje.

Tip obloge:

bazi¢ni
Vrsta stuje:

AC

DC -

Polozaji zavarivanja:

=

Susenje pred upotrebu:
200°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Fe

Cu

1.1 8

0,5

ostalo

Mehanicke osobine:
Zatezna ¢vrstoca Rn

Tvrdoca

cca. 450 N/mm?

cca. 180 HB

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *

/ 25 300 70 -100 5 20 16

3.25 350 100 -130 6 24 32

4.00 350 130 -150 6 24 47

5.00 350 150 -170

* podatak je priblizan
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elektrode jesenice .

Klasifikacija:

DIN 8573: ~E Fe-1 S21
AWS A-5.15:  =E St
ENISO 1071: ~EC St 1

CAST Fe

Osobine i primena:

OblozZena elektroda sa Zeleznim jezgrom, koja se koristi za hladno zavarivanje slabo zavarljivih ili oksidima zaprljanih
delova od nodularnog, sivog i temper liva (npr. kada nije moguce zavarivanje sa Ni dodatnim materijalom). Koristi se za
zavarivanje medusloja pre zavarivanja sa Cast Ni ili Cast Ni Fe dodatnim materijalima. Zavari nisu koroziono postojani i

mogu se obradivati brusenjem.

Osnovni materijali:

Sivi liv
Temper liv
Nodularni liv

Termicka obrada: Predgrevanje se preporuduje za zavarivanje debelozidnih delova.

Tip obloge:

bazi¢ni
Vrsta struje:

AC

DC +

Polozaji zavarivanja:

—p
/

4

Ve

Susenje pred upotrebu:
180°C/1h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Fe
0,2 0,1 0,7 ostatak
Mehanicke osobine:
Tvrdoc¢a 160 - 200 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | TeZina 100(
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 60 -80 5 20 15
3.25 350 90 -110 6 24 29
4 350 120 -140 6 24

* podatak je priblizan
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elektrode jesenice .

SL 250

Klasifikacija :

DIN 8573:
ENISO 1071:

E (FeC-2) BG 49
EC FeC-2-7

Osobine i primena:

Debelo obloZena elektroda za toplo zavarivanje i navarivanje sivog liva kvaliteta do SL - 25. Pogodna je za popravku
(regeneraciju) kokila i ve¢ih odlivaka od sivog liva.

Osnovni materijali:

Siv liv

Termicka obrada: Osnovni materijal je potrebno predgrejati do 600°C.

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:

‘/
Susenje pred upotrebu:
350°C / 2h
Iskori§éenje:
200-210%

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

C Si Mn Ni

3.2 3.7 0.6 0.6
Mehanicke osobine:

Zatezna ¢vrstoca R 270 N/mm?

Tvrdoc¢a max. 250 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 3.25 350 80 -140
4.00 450 110 -160
5.00 450 150 - 210

* podatak je priblizan
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ELEKTRODE ZA ZAVARIVANJE BAKRA,

elektrode jesenice ..
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EL CU e 177
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ALU 5 Si ..o 180
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elektrode jesenice .

Klasifikacija :

DIN 1733: E CuSn-7
AWS A-56:  ECuSn-A
ENISO 1071: ECuSn2B2
W.Nr.: ~2.1025

BRON CuSn

Osobine i primena:

OblozZena elektroda za zavarivanje i navarivanje bronze, bakra, legura bakra i sivog liva, za zavarivanje Celika sa
bakrom i legurama bakra i za navarivanje bronze na €elik i na €eli¢ni i sivi liv. Vrlo je pogodna za navarivanje bronzanih

lezajeva.

Osnovni materijali:

W.Nr. 2.1010

Legure bakra CuSn2
CuSn6
G-CuSn10

Bakar

Sivi liv

2.1020, 2.1030

Termicka obrada: Vece zavarene povrsine je potrebno predgrevati na 200 - 400°C. Legure bakra se moraju

lagano hladiti.

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

et

Susenje pred upotrebu:
300°C / 2h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

Cu Sn

91 7.5 0.4 0.3

Mehanicke osobine:

Zatezna ¢vrstoca R 300 - 350 N/mm?

Tvrdoca 70-110 HB

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%) Duzina Struja Tezina Tezina |Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 40 -70 5 20 15.8
3.25 350 80-120 5 20 31.9
4.00 350 120 -150 5 20 47.7
5.00 350 130 -190 6 30 85.7

* podatak je priblizan
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elektrode jesenice .

BRON CuAl

Klasifikacija :

DIN 1734: ~E CuAl-8
AWS A-5.6:  E CuAl-A2
ENISO 1071: E CuAl2B2
W.Nr.: ~2.0326

Osobine i primena:

Oblozena elektroda za zavarivanje aluminijumske bronze, za navarivanje aluminijumske bronze na celik i za
zavarivanje Celika sa bakrom i legurama bakra. Zavari su otporni na koroziju u morskoj vodi i otporni su na habanje.

Osnovni materijali:

Legure aluminijuma
Bakar

Termicka obrada: Potrebno je predgrevanje na 200 - 350°C.

Tip obloge:

baziéni

Vrsta stuje:
DC +

Polozaji zavarivanja:

_>
Ve

Susenje pred upotrebu:
300°C / 2h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Cu

Al

89

7.5

Mehanicke osobine:
Zatezna Cvrstoca

Tvrdoca

Rm 480 N/mm?

140 - 160 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja

Pakovanje

%) Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 40-70 5 20 15.8
3.25 350 80 -120 5 20 31.9
4.00 350 120 -150 5 20 47.7
5.00 350 130 -190 6 30 85.7

* podatak je priblizan
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elektrode jesenice .

BRON CuMn

Klasifikacija :

DIN 1733: ~ES-CuMn13Al
DIN 8555: E 31-200 cn
AWSA-5.6: E CuMnNiAl
ENISO 1071: E CuAlMn 2 B2
W.Nr.: ~ 2.1368

Osobine i primena:

OblozZena elektroda za zavarivanje i navarivanje razli¢itih aluminijumskih bronzi, posebno onih sa vis$im sadrzajem
mangana i za zavarivanje bronze i bakra sa €elikom i sivim livom. Zavari su otporni na koroziju, posebno u morskoj
vodi. Koristi se pre svega u brodogradnji za izradu brodskih propelera, pumpi i armatura, te u hemijskoj industriji.

Osnovni materijali:

Legure bakra
Legure aluminijuma
Celici

Livena gvozda

Termicka obrada: Vece zavarene povrsine je potrebno predgrevati na 200°C.

Tip obloge:

bazi¢ni

Vrsta struje:
DC +

Polozaji zavarivanja:

et

Susenje pred upotrebu:
300°C / 2h

Tipi¢ne osobine cistog metala Sava:

Hemijski sastav, ut %:

Cu Mn Ni Fe Al

75 13 2.5 2.5 7.8
Mehanicke osobine:

Zatezna ¢vrstoca R 640 - 735 N/mm?

Tvrdoc¢a 200 - 300 HB

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
(%) DuzZina Struja TeZina Tezina | Tezina 100(
Odobrenja: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 40 -70 5 20 15.8
3.25 350 80 -120 5 20 31.9
4.00 350 120 -150 5 20 47.7
5.00 350 130 -190 6 30 85.7

* podatak je priblizan
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elektrode jesenice .

EL Cu

Klasifikacija :

DIN 1733: ~E CuMn2
AWS A-5.6: =E Cu
W.Nr.: =~2.1363

Osobine i primena:

ObloZena elektroda za zavarivanje i navarivanje bakra, legura bakra i sivog liva, za zavarivanje Celika sa bakrom i
legurama bakra i za navarivanje bronze na Celik.

Osnovni materijali:

Bakar
Legure bakra
Sivi liv

W.Nr. 2.0040; 2.0070; 2.0076; 2.0090

Termicka obrada: Veée zavarene povrsine je potrebno, zavisno od debljine, predgrevati na 400 - 600°C i
zatim lagano hladiti.

Tip obloge:

baziéni

Vrsta struje:
DC +

Polozaji zavarivanja:

=

Susenje pred upotrebu:
150°C / 2h

Tipi€ne osobine Cistog metala Sava:
Hemijski sastav, ut %:
Cu Sn Mn Si
96 0.7 25 0.25

Mehanicke osobine:
Zatezna ¢vrstoca R
Izduzenje As

Tvrdoca

cca. 200 N/mm?

cca.28 %

cca. 100 HB

Osnovni podaci (dimenzije, ja€ina stuje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 100(
Odobrenija: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 25 300 40-70 5 20 15.8
3.25 350 80 -120 5 20 31.9
4.00 350 120 -150 5 20 47.7
5.00 350 130 -190 6 30 85.7

* podatak je priblizan
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Klasifikacija :

DIN1732: EL-AI 99,5
AWS-5.3: E 1100
W.Nr.: 3.0259

ALU 99,5

Osobine i primena:

Aluminijumska elektroda za zavarivanje &istog aluminijuma i legura aluminijuma u hemijskoj i elektro industriji, za
proizvodnju posuda, aparata i drugih proizvoda. Zavari su otporni na koroziju. Elektrode treba skladistiti u suvom

prostoru.

Osnovni materijali:

Aluminijum Al 99,5 Al 99
Legure aluminijuma

Termicka obrada: Da bi se izbegla pojava pora potrebno je, u toku zavarivanja, osnovni materijal debljine
preko 5 mm predgrevati na 200 - 250°C.

Tip obloge:

bazicéni
Vrsta struje:
DC +

Polozaji zavarivanja:

]

Susenje pred upotrebu:
100 - 150°C/ 1 - 2h

Tipi¢ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Al Si Fe

99.5 <0.3 <04

Mehanicke osobine:

Napon te¢enja Roo.29%: > 20 N/mm?
Zatezna ¢vrstota R > 60 N/mm?
Izduzenje As: >25%

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%)} Duzina Struja Tezina Tezina | Tezina 100(
Odobrenja: zavarivanja|  kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 50 -90 1.1 6.6 9.4
3.25 350 70-110 1.1 6.6 13.5
4 350 90 -130 1.1 6.6 19.4

* podatak je priblizan
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Klasifikacija :

DIN1732: EL-AlMn 1
AWS-5.3: E 3003
W.Nr.: 3.5016

\ "I
‘

elektrode jesenice ., ALU Mn

Osobine i primena:
Manganom legirana aluminijumska elektroda za zavarivanje legura aluminijuma. Pogodna je za zavarivanje u
proizvodniji vozila, konstrukcija, posuda, aparata, masinskih delova itd. Zavari su otporni na koroziju u morskoj vodi.
Elektrode treba skladistiti u suvom prostoru.

Osnovni materijali:

Legure aluminijuma sa Mn i Mg: AlMn 0.6, AIMn 1, AIMnCu
AlMgMn,
AlMg1,
AlMg3,
AlMg5

TermiCka obrada: Da bi se izbegao nastanak pora potrebno je, u toku zavarivanja, osnovni materijal debljine
preko 5 mm predgrevati na 200 - 250°C.

Tip obloge: Tipi¢ne osobine cistog metala Sava:
bazicni
Vrsta struje: Hemijski sastav, ut %:
DC + Al Mn Si Fe
97.5 1.2 <05 <07

Polozaji zavarivanja:
Mehanicke osobine:

|Z] Napon tec¢enja Rpo.29%: 40 N/mm?

. . Zatezna Cvrsto¢a Ry 100 N/mm?
Susenje pred upotrebu:

100 - 150°C/ 1 - 2h IzduZenje As: 20 %

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
(%) DuzZina Struja TeZina Tezina | Tezina 100(
Odobrenja: zavarivanja kutije paketa elektrgda
mm mm A kg kg kg
25 350 50 -90 1.1 6.6 9.4
/ 3.25 350 70-110 1.1 6.6 13.5
4 350 90 -130 1.1 6.6 19.4

* podatak je priblizan
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ALU 5 Si

Klasifikacija :

DIN1732: EL-AISi-5
AWS-5.3: E 4042
W.Nr.: ~ 3.2245

Osobine i primena:

Silicijumom legirana aluminijumska elektroda za zavarivanje silumina i za reparaturno zavarivanje legura aluminijuma.
Zavari su otporni na koroziju. Elektrode treba skladistiti u suvom prostoru.

Osnovni materjiali:

Aluminijum

AlMg1SiCu, AlICuMg

Legure aluminijuma sa < 2% legirajucih elemenata
Legure Al: Al Si 5, AIMgSi 0.5, AIMgSi 0.8, AIMgSi 1,

TermiCka obrada: Da bi se izbegao nastanak pora potrebno je, u toku zavarivanja, osnovni materijal debljine

preko 5 mm predgrevati na 200 - 250°C.

Tip obloge:

bazicni

Vrsta struje:
DC +

Polozaji zavarivanja:

]

Susenje pred upotrebu:
100 - 150°C/ 1 - 2h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Si Fe
5 <04
Mehanicke osobine:
Napon tec¢enja Rpo.29%: > 70 N/mm?
Zatezna évrstoéa Ry > 140 N/mm?
Izduzenje As: >12 %

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
1%} DuzZina Struja TeZina Tezina | Tezina 100(
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 50 -90 1.1 6.6 9.4
3.25 350 70-110 1.1 6.6 13.5
4 350 90 -130 1.1 6.6 19.4

* podatak je priblizan
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Klasifikacija :
DIN1732: EL-AISi 12
W.Nr.: ~3.2285

ALU 12 Si

Osobine i primena:

Silicijumom legirana aluminijumska elektroda za zavarivanje silumina i za reparaturno zavarivanje legura aluminijuma.
Zavari su otporni na koroziju. Elektrode treba skladistiti u suvom prostoru.

Osnovni materjiali:

G-AlISi8Cu3, G-AIMg3Si

Legure aluminijuma tipa G-AlSi12, G-AISi12(Cu), G-AlSi11%

Termicka obrada: Da bi se izbegao nastanak pora potrebno je, u toku zavarivanja, osnovni materijal debljine
preko 5 mm predgrevati na 200 - 250°C.

Tip obloge:

bazicni

Vrsta struje:
DC +

Polozaji zavarivanja:

]

Susenje pred upotrebu:
100 - 150°C/ 1 - 2h

Tipi€ne osobine Cistog metala Sava:

Hemijski sastav, ut %:

Al Si Fe

87,5 12 <0.2

Mehanicke osobine:

Napon te¢enja Rpo.2%: cca. 80 N/mm?
Zatezna ¢vrstoéa R cca. 170 N/mm?
IzduZenje As: cca. 13 %

Osnovni podaci (dimenzije, ja€ina struje, pakovanje):

Parametri zavarivanja Pakovanje
%] Duzina Struja Tezina Tezina | Tezina 100(
Odobrenija: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 300 50 -90 1.1 6.6 9.4
3.25 350 70-110 1.1 6.6 13.5
4 350 90 -130 1.1 6.6 19.4

* podatak je priblizan
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SEKATOR 1

Klasifikacija :

Osobine i primena:

Debelo oblozena kisela elektroda za rezanje svih metalnih materijala. Elektrodom mozemo rezati u svim polozajima.
Rezovi su ravnomerni i glatki. Osim u slu€aju nerdajucih Celika, nije potrebna dodatna obrada rezanih povrsina.

UPOZORENJE: U manjim prostorijama treba obezbediti dobro provetravanje.

Osnovni materijali:

Livena gvozda

Bakar i njegove legure
Aluminijum i njegove legure
Celici

Tip obloge:

Vrsta struje:
DC -

Polozaji rezanja:

_’
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri rezanja Pakovanje
¢ Duzina Struja TeZina TezZina | Tezina 1000
Odobrenija: zavarivanja kutije paketa elektroda

mm mm A kg kg kg *
/ 3.25 350 130 - 200 4.4 22 36
4 350 180 - 250 4.4 22 55
5 450 250 - 350 6 30 111

* podatak je priblizan
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Klasifikacija :
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elektrode jesenice . SEKATOR 2A

Osobine i primena:
Debelo obloZena elektroda za Zlebljenje, ukopavanje i rezanje svih metalnih materijala. Elektrodom moZemo rezati u
svim poloZajima, osim vertikalno na gore. Zlebovi su ravnomerni i glatki i nije potrebna dodatna obrada rezanih
povrSina.

UPOZORENJE: U manjim prostorijama treba obezbediti dobro provetravanje.

Osnovni materijali:

Livena gvozda

Bakar i njegove legure
Aluminijum i njegove legure
Celici

Tip obloge:

Vrsta struje:
AC
DC -

Polozaji zlebljenja:

_»
Y
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri Zlebljenja Pakovanje
¢ Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 350 100 - 200

3.25 350 180 - 300 4 20 28.2
4 350 300 - 350 5.2 26 52.5
5 450 350 - 450 5.2 26 106.1

* podatak je priblizan
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Klasifikacija :
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elektrode jesenice s SEKATOR 2B

Osobine i primena:
Debelo obloZena elektroda za Zlebljenje, ukopavanje i rezanje svih metalnih materijala. Elektrodom se moze rezati u
svim poloZajima, osim vertikalno na gore. Zlebovi su ravnomerni i glatki i nije potrebna dodatna obrada rezanih
povrsina.

UPOZORENJE: U manjim prostorijama treba obezbediti dobro provetravanje.

Osnovni materijali:

Livena gvozda

Bakar i njegove legure
Aluminijum i njegove legure
Celici

Tip obloge:

Vrsta struje:

AC
DC -
Polozaji zlebljenja:
_»
R
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri Zlebljenja Pakovanje
¢ Duzina Struja Tezina Tezina Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 2.5 350 100 - 200
3.25 350 180 - 300 4 20 28.2
4 350 300 - 350 4.8 26 52.5
5 450 350 - 450 4.8 26 106.1

* podatak je priblizan
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TERMO

Klasifikacija :

Osobine i primena:

Posebna elektroda, namenjena za lokalno predgrevanje metalnih komada manjih i srednjih dimenzija. Moze da
zameni zagrevanje gasnim plamenom u radionicama i pri reparaturnim radovima. Elektrodom se mozZe predgrevati,
vrsiti lokalna termi¢ka obrada zavara, zagrevati pre savijanja i ispravljanja i sl. Elektrode ne stvara navar, a troska se
lako uklanja. Pogodna je za Celike, livena gvozda i obojene metale. Elektroda zahteva vece jacine struja i vertikalan i

duzi luk, duzine 15 - 30mm.

Osnovni materijali:

Celici

Livena gvozda

Bakar njegove legure
Aluminijum i njegove legure

Tip obloge:

poseban
Vrsta struje:

AC

DC +/ -

Polozaji zagrevanja:

£33
R
Osnovni podaci (dimenzije, ja€ina struje, pakovanje):
Parametri zagrevanja Pakovanje
¢ Duzina Struja Tezina Tezina | Tezina 1000
Odobrenja: zavarivanja kutije paketa elektroda
mm mm A kg kg kg *
/ 25 350 70-120
3.25 450/350 100 -150 4 20 48
4 450/350 150 -240 5.2 26 73

* podatak je priblizan
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Klasifikaciia:

EN ISO 14174 SA AR 188 AC
ENISO 14171-A  S420ARS2
| ENISO 14171-A S 46 0 AR S2Mo
ig .' ENISO 14171-A  S3TOARS2
] ENISO 14171-A S 4T 0 AR S2Mo
(JESENICEN
- " ASME/AWS A5.17  FTA0-EM12K
elektrode jesenice ... F7A0-EA2-A2

AR 18.5

Osobine i primena:
Aluminatno - rutilni praSak za automatsko zavarivanje niskougljeni¢nih konstrukcijskih ¢elika, kotlovskih limova,
Celika za cevi, te sitnozrnih Celika sa naponom te¢enja do 355 N/mmZ. Pogodan je za zavarivanje sa dve  (tandem)
ili viSe Zica pri veéim brzinama zavarivanja, zatim, za zavarivanje dugackih i spiralno zavarenih
spojeva, te za zavarivanje tankozidnih cevi. Zrnovitost praska je 0.2 — 1.6 mm, a specificna tezina je 1.6 kg/dm3.

Osnovni materijali DIN W. Nr.

Niskougljeni¢ni konstrukcijski elici St37-2 do RSt37-2 1.0037 do 1.0038
St44-2, St44-3 1.0044, 1.0144
St52-3 1.0570

Celici za cevi StE210.7 do StE290.7, 1.0307 do1.0484
StE320.7, StE360.7 1.0409, 1.0582
St35 do St45.8 1.0308 do 1.0405
St52, St52-4 1.0580, 1.0581

Kotlovski limovi HI, HII, 1.0345, 1.0426
17Mn4, 19Mn5 1.0481,1.0482
15Mo3 1.5415

Celici za brodogradnju A B, D 1.0440, 1.0472,

Sitnozmi Celici StE255 do StE355 1.0461 do 1.0562

Hemijski sastav praska (%) Bazi¢nost praska (Boniszewski): 0.50

SiO, + TiO, Al,O3 + MnO CaF,
30 55 5
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica ¢ Si Mn Mo
EPP 2 0.06 0,60 1,45 /
EPP 2 Mo 0.06 0,60 1,45 0.50
Mehanicke osobine
Zica Napon te€enja Zatezna Cvrsto¢a Izduzenje Zilavost
P, Rm ) As A,
N/mm N/mm % J (na 0°C)
EPP 2 > 420 530 - 630 >24 >34
EPP 2 Mo > 440 580 - 680 >22 >34
Vrste struje: AC, DC+; do 1000 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirna vre¢a sa PVC uloSkom, teZina vrece je 25 kg
Odobrenja:
Zica CRS ABS GL LR DNV Sz
EPP 2 2T™M 2TM A2TM 2TM 2T™M IIT™M *
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AR D1

Klasifikaciia:

EN ISO 14174

EN ISO 14171-A
EN ISO 14171-A
EN ISO 14171-A
EN ISO 14171-A

ASME/AWS A5.17
A5.23

SAAR 197 AC
S420AR S2

S 46 0 AR S2Mo
S3T0ARS2

S 4T 0 AR S2Mo

F7A0-EM12K
F7A0-EA2-A2

Osobine i primena:

Aluminatno - rutilni praSak za automatsko zavarivanje niskougljeni¢nih konstrukcijskih ¢elika, kotlovskih limova, ¢elika
za cevi te sitnozrnih Celika sa naponom te€enja do 355 N/mm?. Pogodan je za zavarivanje sa dve ili viSe Zica pri
veéim brzinama. Troska se lako odvaja, zbog Gega se ovaj praSak koristi, pre svega, za zavarivanje ugaonih i
suceonih zavara velike duzine, spiralno zavarenih spojeva i za zavarivanje tankozidnih cevi. Pogodan je, takode, za
zavarivanje manije Cistih materijala, jer je manje osetljiv na povrSinske necistoce. Zrnovitost praska je 0.2 — 1.6 mm, a

specifitna teZina je 1.6 kg/dm®.

Osnovni materijali DIN W. Nr.
Niskougljeni¢ni konstrukcijski elici St37-2 do RSt37-2 1.0037 do 1.0038
3 St44-2,St44-3,St52-3 1.0044, 1.0144 1.0570
Celici za cevi StE210.7 do StE290.7, 1.0307 do 1.0484
StE320.7, StE360.7 1.0409, 1.0582
St35 do St45.8 1.0308 do 1.0405
St52, St52-4 1.0580, 1.0581
Kotlovski limovi HI, HIl, 1.0345, 1.0426
17Mn4, 19Mn5 1.0481,1.0482
15Mo3 1.5415
Celici za brodogradnju A,B,D 1.0440, 1.0472
Sitnozrni Celici StE255 do StE355 1.0461, 1.0562
Hemijski sastav praska (%) Bazi¢nost praska (Boniszewski): 0.50
SiO, + TiO, Al,O3 + MnO CaF,
30 55 5
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica C Si Mn Mo
EPP 2 0.06 0.60 1.35 /
EPP 2 Mo 0.06 0.60 1.35 0.50
Mehanicke osobine
Zica Napon te€enja Zatezna ¢Evrstoca IzduZenje Zilavost
N R As A
N/mm? N/mm? % J (na 0°C)
EPP 2 > 400 500 - 600 > 22 >34
EPP 2 Mo > 450 580 - 680 >18 >34
Vrsta struje: AC, DC+; do 1000 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirne vre¢e sa PVC uloSkom, tezina vrece je 25 kg
Odobrenja:
Zica CRS ABS BV GL LR DNV Sz TOV
EPP 2 1YTM 2YTM A2YTM 1YTM 1YTM IIYTM * *
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AR 18.1

Klasifikaciia:
ENISO 14174
ENISO 14171-A
ENISO 14171-A
ENISO 14171-A
ENISO 14171-A

ASME/AWS A5.17
A5.23

SA AR 1 88 AC H5
S420ARS2

S 46 0 AR S2Mo
S3T0ARS2

S 4T 0 AR S2Mo

F7A2-EM12K
F8A2-EA2-A2

Osobine i primena:

Aluminatno - rutilni pradak za automatsko zavarivanje niskougljeni¢nih konstrukcijskih Celika, Celika za cevi, te
sitnozrnih Celika sa naponom tecenja do 355 N/mm?Z. Pogodan je za zavarivanje sa dve (tandem) ili viSe Zica pri
vecim brzinama zavarivanja, i posebno, zbog lakog odvajanja troske za zavarivanje ugaonih i su¢eonih zavara velike
duzine, spiralno zavarenih spojeva i za zavarivanje tankozidnih cevi. Zrnovitost praska je 0.2 — 1.6 mm, a specifi¢na

teZina je 1.6 kg/dm®.

Osnovni materijali

DIN

W. Nr.

Niskougljeni€ni konstrukcijski €elici
Celici za cevi
Kotlovski limovi

Celici za brodogradnju
Sitnozrni Eelici

St37-2 do RSt37-2
St44-2, St44-3, St52-3
StE210.7 do StE290.7,
StE320.7, StE360.7
St35 do St45.8

St52, St52-4

HI, HIl,

17Mn4, 19Mn5

15Mo3

AB,D

StE255 do StE355

1.0037 do 1.0038
1.0044, 1.0144 1.0570
1.0307 do 1.0484
1.0409, 1.0582
1.0308 do 1.0405
1.0580, 1.0581
1.0345, 1.0426
1.0481,1.0482
1.5415

1.0440, 1.0472
1.0461, 1.0562

Hemijski sastav praska (%)

Bazi¢nost praska (Boniszewski): 0.40

SiO, + TiO, Al,O3+ MnO CaF,
30 55 5
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica c Si Mn Mo
EPP 2 0.06 0.70 1.40 /
EPP 2 Mo 0.06 0.70 1.40 0.50
Mehanicke osobine i}
Zica Napon te€enja Zatezna Cvrsto¢a Izduzenje Zilavost
P, Rm ) As A,
N/mm N/mm % J (na 0°C)
EPP 2 > 450 530 - 630 > 22 >34
EPP 2 Mo > 490 610-710 >20 >34
Vrsta struje: AC, DC+ ; do 1000 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirne vrece sa PVC uloSkom, teZina vrece je 25 kg
Odobrenja:
Zica CRS ABS BV GL LR DNV sz RS
EPP 2 2YTM 2YTM A2YTM 2YTM | 2TM,2YTM IIYTM * 3YTM
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Klasifikacija:

EN ISO 14174 SAAB 176 AC
ENISO 14171-A  S420ABS2
ENISO 14171-A  S460ABS3

WA ENISO 14171-A S 460 AB S2Mo
; ENISO 14171-A  S2TO0ABS2
(ESENIC ENISO 14171-A  S3TOABS3
elektrode jesenice... ASME/AWS A5.17  FE6A2-EM12K
AB 1 OO A517  FTA4-EM13K
A5.23  F7A4-EA2-A2

Osobine i primena:
Aluminatno - bazini praSak za automatsko zavarivanje niskougljeni¢nih konstrukcijskih i sitnozrnih celika sa
naponom tecenja do 430 N/mm?, &elika za cevi i brodogradnju i za zavarivanje kotlovskih limova. Koristi se za
zavarivanje sa dve ili viSe Zica. Zrnovitost praska je 0.2 — 1.8 mm, a specificna tezina je 1.3 kg / dm?.

DIN
St37-2, USt37-2
RSt37-2, St37-3
St44-2,St44-3,St52-3
StE210.7 do StE240.7
StE320.7 do StE360.7
St35 do St35.8
St45 do St52-4

W. Nr.

1.0037, 1.0036
1.0038, 1.0116
1.0044,1.0144,1.0570
1.0307 do 1.0457
1.0409 do 1.0582
1.0308 do 1.0309
1.0408 do 1.0581

Osnovni materiali
Niskougljeni¢ni konstrukcijski Celici

Celici za cevi

Kotlovski limovi HI, HII, 1.0345, 1.0426,
3 17Mn4, 19Mn5, 15Mo3 1.0481, 1.0482, 1.5415
Celici za brodogradnju A doE 1.0440 do 1.0476

Sitnozrni Celici StE255, WStE255
StE285, WstE285
StE315, WStE315
StE355, WSE355
StE380, WSE380

StE420, WStE420

1.0461, 1.0462
1.0486, 1.0487
1.0505, 1.0506
1.0562, 1.0565
1.8900, 1.8930
1.8902, 1.8932

Hemijski sastav praska (% Bazicnost praska (Boniszewski): 0.80

S|02 + T|02 CaO + MgO A|203 + MnO CaF2
25 20 45 10
Tipi¢ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica C Si Mn Mo
EPP 2 0.06 0.45 1.20 /
EPP 2 Mo 0.06 0.45 1.20 0.50
EPP 3 0.06 0.45 1.50 /
Mehanicke osobine
Zica Napon te€enja Zatezna C€vrstoca Izduzenje Zilavost
Rp R As A,
N/mm? N/mm? % J (na 0°C)
EPP 2 > 380 500 - 600 >24 > 60
EPP 2 Mo > 430 540 - 640 > 22 > 45
EPP 3 > 400 520 - 620 >20 > 50
Vrsta struje: AC, DC+ ; do 1000 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirne vreée sa PVC ulo$kom, tezina vrece je 25 kg
Odobrenja:
Zice CRS ABS BV GL LR DNV Sz
EPP 2 2T™M 2T™M A2TM 2T™M 2T™M IIT™M *
EPP 3 2YTM 2YTM A2YTM 2YTM 2M, 2YM IIYTM *

193



\ "I
‘

elektrode jesenice .

FB TT

Klasifikacija

EN ISO 14174 SAFB 155AC H5
ENISO 14171-A S 354 FB S2
ENISO 14171-A  S425FB S3

ENISO 14171-A

ASME/AWS A5.17
A5.17
A5.23

S 50 4 FB S2Mo

F6A4-EM12K
F7A6-EM13K
F8AG-EA2-A2

Osobine i primena:

Fluoridno - bazi¢ni praSak za automatsko zavarivanje sitnozrnih, konstrukcijskih €elika visoke &vrstoce, Celika sa
garantovanim mehanickim osobinama na niskim temperaturama i Celika otpornih na starenje. Pogodan je, pre svega,
za zavarivanje sa viSe zavara i u tandem postupku. Troska je kratka i nije tecljiva, $to je pogodno za zavarivanje
okruglih predmeta manjih pre¢nika. Zavari su ujednaceni i lepo oblikovani, bez iviénih zajeda i nalepljivanja.
Zrnovitost praska je 0.2 — 1.8 mm, a specifi¢na tezina je 1.2 kg/dm3. Moze da se koristi u kombinaciji sa punjenom

Zicom.

Osnovni materijali DIN W. Nr.
Celici za brodogradnju A,B,D\E, 1.0440 do 1.0476
Sitnozrni Celici StE255 do StE420 1.0461 do 1.8902

Kotlovski limovi

Celici za niske
temperature

WStE255 do WStE420
StE460, WStE420
StE500, WStE5S00
TStE255 do TStE420
TStE460, TStE500
15Mo3

13CrMo44
10CrMo910
12CrMo195

10Ni14
TTSt35N,TTSt35V
TTSt41N,TTSt41V

1.0462 do 1.8932
1.8905, 1.8935

1.8907, 1.8937 1.0463 do
1.8912

1.8915, 1.8917

1.5415

1.7335

1.7380

1.7362

1.5637

Celici otporni na starenje ASt35,ASt41 1.0346,1.0426
ASt45,ASt52 1.0436, 1.057
Hemijski sastav praska (% Bazi€nost praska (Boniszewski): 3.1
SiO; + TiO, CaO + MgoO AlL,O3+ MnO CaF,
15 40 20 25
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica C Si Mn Mo
EPP 2 0.06 0.25 1.0
EPP 3 0.06 0.25 1.3
EPP 2 Mo 0.06 0.25 1.0 0.50
Mehanicke osobine:
Zica Napon tedenja | Zatezna &vrstoéa IzduZenje Zilavost
Rp Rm As A J
N/mm? N/mm? % 20° 0° -20°  -40°  -60°
EPP 2 > 330 450 - 550 > 28 > 160 >140 | >80 | >30
EPP 3 > 430 530 - 630 >22 > 160 > 140 >80 | >70 > 30
EPP 2 Mo > 500 580 — 680 >20 >120 >100 | >80 |>50 > 30
Vrsta struje: AC, DC+ do 1000 A,
Susenje pred upotrebu: 350°C/2h
Pakovanje: papirne vre¢e sa PVC ulo$kom, tezina vrece je 25 kg
Odgbrenja: ]
ZICE CRS ABS BV GL LR DNV SZ DB TUV RS
EPP 2 3M 3M A3M 3M 3M 1M * * *
EPP 3 3YM 3YM A3YM 3YM 3M,3YM lnym * * *
EPP2Mo 3YM 3YM A3YM 3YM 1Nnym * * 3YM
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Klasifikaciia:
EN ISO 14174

SA FB 165AC H5

ENISO 14171-A  S352FBS2
ENISO 14171-A  S424FBS3

ENISO 14171-A S 462 FB S2Mo
{ ENISO 14171-A  S3TOFBS3
-V ASME/AWS A5.17  FBA4-EM12K
(JESENICEN A517 F7AG-EM13K
A523 F7A4-EA2-A2

FB 12.2

elektrode jesenice .

Osobine i primena:
Fluoridno - bazi¢ni prasak za automatsko zavarivanje i navarivanje niskougljeni¢nih konstrukcijskih i sitnozrnih ¢elika
napona tec¢enja do 430 N/mm?, &elika za cevi i brodogradnju i za zavarivanje kotlovskih limova. Pogodan je za
zavarivanje sa dve ili viSe Zica, zbog €ega se dosta koristi u proizvodnji cevi i za zavarivanje i navarivanje u

kombinaciji sa punjenim Zicama. Zrnovitost praska je 0.2—1.8 mm, a specificna tezina je 1.2 kg/dms.

Celici za cevi

Sitnozrni Celici

StE210.7 do StE290.7
StE320.7 do StE385.7
StE415.7 do StE480.7
St35 do St45.8

StE255 do StE315
WStE255 do WSE315
StE355, WStE355
StE380, WSE380
StE420, WStE420

Osnovni materijali DIN W. Nr.
Niskougljeni¢ni konstrukcijski Celici | St37-2, RSt37-3 1.0037
RSt37-3, St44-3 1.0144
St52-3 1.0570

1.0307 do 1.0484
1.0409 do 1.8970
1.8972 do 1.8977
1.0308 do 1.0405

St52, St52-4 1.0580, 1.0581
AP| X42 do X70

Kotlovski limovi HI, HII 1.0345, 1.0425
19Mn5 1.0482
15Mo3 1.5415

1.0461 do 1.0505
1.0462 do 1.0506
1.0562, 1.0565
1.8900, 1.8930
1.8902, 1.8932

Hemijski sastav praska (% Bazi€nost praska (Boniszewski): 1.70

SiO, + TiO, CaO + MgO AlL,O3+ MnO CaF,
20 30 25 20
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica C Si Mn Mo
EPP 2 0.06 0.25 1.10 /
EPP 2 Mo 0.06 0.25 1.10 0.50
EPP 3 0.06 0.25 1.50 /
Mehanicke osobine
Zica Napon te€enja Zatezna C€vrstoca lzduzenje Zilavost
p Rm As A J
N/mm® N/mm® % 20° 0° -20°  -40° -60°

EPP 2 > 360 480 — 580 >24 >150 | >110 >90
EPP 2 Mo > 430 550 — 650 >20 >90 >90 >70 > 40

EPP 3 > 400 500 — 600 >24 >160 | >130 | >100| >70 | >30
Vrste struje: AC, DC+, do 1000 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirne vre¢e sa PVC ulo$kom, tezina vrece je 25 kg
Odobrenja:

Zica CRS | ABS BV GL LR DNV sz | TOV RINA PRS

EPP 2 3M 3M * * 3M
EPP 3 2YT,3YM A3YM 3YM 3M,3YM| IIYM,IIIYM| = 2YT/3YM| 3YM,3YTM
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Klasifikacija:
ENISO 14174 SAFB 25635 DC

\ "I
;

elektrode jesenice .

FB CrNi

Osobine i primena:
Fluoridno - bazi¢ni prasak za automatsko zavarivanje nerdajucih, termicki postojanih Celika, u kombinaciji sa
visokoleagiranim Zicama, koje su navedene u DIN 8556. Zrnovitost praska je 0.2 — 2 mm, a specificna tezina je 1.4
kg /dm.

Osnovni materijali W. Nr. Zica W. Nr.
X2CrNi19 11 1.4306 EPP 19/9 NC 1.4316
X5CrNi 18 10 1.4301 EPP 19/9 NC 1.4316
X6 CrNiTi 18 10 1.4541 EPP 19/9 Nb 1.4551
X5CrNiNb189 1.4543 EPP 19/9 Nb 1.4551
X6 CrNiNb18 10 1.4550 EPP 19/9 Nb 1.4551
X12CrNiTi189 1.4878 EPP 19/9 Nb 1.4551
X2CrNiMo 17132 1.4404 EPP 19/12/3 NC 1.4430
X2CrNiMo 18143 1.4435 EPP 19/12/3 NC 1.4430
X5CrNiMo 17122 1.4401 EPP 19/12/3 NC 1.4430
X6CrNiMoTi17122 1.4571 EPP 19/12/3 Nb 1.4576
X10CrNiMo Ti 18 12 1.4573 EPP 19/12/3 Nb 1.4576
X 6 CrNiMoNb 17 12 2 1.4580 EPP 19/12/3 Nb 1.4576
X 10 CrNiMoNb 18 12 1.4583 EPP 19/12/3 Nb 1.4576
Hemijski sastav praska (% Bazicnost praska (Boniszewski): 1.60

S|02 + T|02 CaO + MgO A|203 + MnO Can
30 30 10 25

Tipi¢ne osobine ¢istog metala Sava:

Hemijski sastav (%)

Zica C Cr Ni Mo Nb
EPP 19/9 NC <0.03 18 9
EPP 19/9 Nb 0.06 18 9 >8xC
EPP 19/12/3 NC <0.03 18 10 25
EPP 19/12/3 Nb 0.06 18 10 2.5 >8xC

Mehanicke osobine

Zica Napon te¢enja Zatezna ¢vrstoca lzduzenje Zilavost
Ry Rm As A,
N/mm? N/mm? % J (na +20°C)
EPP 19/9 NC > 320 > 550 > 35 >75
EPP 19/9 Nb > 350 > 575 >30 > 65
EPP 19/12/3 NC > 320 > 550 > 30 >75
EPP 19/12/3 Nb > 350 > 600 >30 > 65
Vrsta struje: DC+, do 800 A
Susenje pred upotrebu: 350°C/2h
Pakovanje: papirne vre¢e sa PVC ulo$kom, tezina vrece je 25 kg
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Klasifikacija:
EN ISO 14174 SACS 196 AC

\ "I
‘

elektrode jesenice .
CS Crb6

Osobine i primena:
Kalcijum - silikatni praSak za navarivanje punim i punjenim Zicama i trakama. Pogodan je za zavarivanje strujama

visoke jacine. Troska se lako odvaja sa vruée povrsine. Zrnovitost praska je 0.2 — 1.6 mm, a specificna tezina je

1.4 kg / dm®.
Bazi€nost praska (Boniszewski): 1.00

Hemijski sastav praska (%
SiO;, + TiO, CaO + MgO AlL,O3+ MnO CaF,
35 30 25 10
Hemijski sastav (%) i tvrdoc¢a (HB) navara (po standardu DIN 8555)
Zica C Si Mn Cr Mo tvrdo¢a
FILTUB DUR 212 0.08 0.70 1.0 5.0 0.9 350 - 400

Vrsta struje: AC, DC+ DC-; do 1200 A

Susenje pred upotrebu: 350°C/2h
Pakovanje: papirne vrece sa PVC uloskom, teZina vrece je 25 kg
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Klasifikacija:
EN ISO 14174 SA CS 2 4994 AC

\ "I
;

elektrode jesenice .

CS CrNi

Osobine i primena:
Kalcijum - silikatni prasak za automatsko zavarivanje i navarivanje Cr, CrNi i CrNiMo Celika sa odogovaraju¢im
zicama ili trakama. Koristi se, pre svega, za platiranje u hemijskoj industriji i petrohemiji. Za zavarivanje se moze
koristiti jednosmerna struja sa minus polom na Zici. Zrnovitost praska je 0.2 — 2 mm, a specifi¢na tezina je 1.4kg/dm3.

Osnovni materijali W. Nr. Zica W. Nr.
X2CrNi19 11 1.4306 EPP 19/9 NC 1.4316
X5CrNi 18 10 1.4301 EPP 19/9 NC 1.4316
X6 CrNiTi 18 10 1.4541 EPP 19/9 Nb 1.4551
X5CrNiNb189 1.4543 EPP 19/9 Nb 1.4551
X6 CrNiNb18 10 1.4550 EPP 19/9 Nb 1.4551
X12CrNiTi189 1.4878 EPP 19/9 Nb 1.4551
X2CrNiMo 17132 1.4404 EPP 19/12/3 NC 1.4430
X2CrNiMo 18143 1.4435 EPP 19/12/3 NC 1.4430
X5CrNiMo 17122 1.4401 EPP 19/12/3 NC 1.4430
X6CrNiMoTi17122 1.4571 EPP 19/12/3 Nb 1.4576
X10CrNiMo Ti 18 12 1.4573 EPP 19/12/3 Nb 1.4576
X 6 CrNiMoNb 17 12 2 1.4580 EPP 19/12/3 Nb 1.4576
X 10 CrNiMoNb 18 12 1.4583 EPP 19/12/3 Nb 1.4576

Hemijski sastav praska (%) Bazicnost praska (Boniszewski): 1.00
S|02 + T|02 CaO + MgO A|203 + MnO CaF2
35 25 25 10

Tipi¢ne osobine ¢istog metala Sava:

Hemijski sastav (%)

Zica C Cr Ni Mo Nb
EPP 19/9 NC <0.03 18 9
EPP 19/9 Nb 0.06 18 9 >8xC
EPP 19/12/3 NC <0.03 18 10 25
EPP 19/12/3 Nb 0.06 18 10 25 >8xC

Mehanicke osobine

Zica Napon te¢enja Zatezna ¢vrstoca lzduzenje Zilavost
Ry Rm As A,
N/mm? N/mm? % J (na +20°C)
EPP 19/9 NC > 320 > 550 > 35 > 55
EPP 19/9 Nb > 350 > 575 > 30 > 45
EPP 19/12/3 NC > 320 > 550 > 30 > 55
EPP 19/12/3 Nb > 350 > 600 >30 > 45
Vrsta struje: AC, DC+, DC-, do 1000 A
SusSenje pre upotrebe: 350°C/2h
Pakovanje: papirne vreée sa PVC ulo$kom, tezina vre¢e 25 kg
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elektrode jesenice ..

AB Cr

Klasifikacija:

ENISO 14174

SA AB 2B 5654 AC

Osobine i primena:
prasak za automatsko navarivanje sa Cr, CrNi i CrNiMo legiranim trakama, kao i sa

Aluminatno - bazi¢ni

nelegiranim zicama. MozZe da se koristi za zastitu od korozije ili habanja. Navari su ravni i glatki. Zrnovitost praska je
0.2 — 1,8 mm, a specifi¢na tezina je 1.3 kg / dm®.

Hemijski sastav praska (%

Bazi¢nost praska (Boniszewski): 0.70

S|02 + T|02 CaO + MgO A|203 + MnO Can
30 20 30 5
Hemijski sastav (%) i tvrdoéa (HB) navara
Traka / Zica C Si Mn Cr Ni tvrdoca
INOX TR 19/9 0.08 0.70 1.10 17.5 6.0 180 - 220
INOX TR Cr 17 0.07 0.90 0.70 16.5 - 160 - 200
EPP 2 0.05 0.50 0.90 - - 200 - 250

Trakama: dvoslojno; sa EPP 2 po DIN 8555.

Vrsta struje:
Susenje pred upotrebu:
Pakovanje:

AC, DC+ ; do 1000 A

350°C/2h
papirne vre¢e sa PVC uloskom, tezina vreée 25 kg
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elektrode jesenice ..

CS 350

Klasifikacija:

ENISO 14174

SACS3C0,2Cr3AC

Osobine i primena:

Kalcijum - silikatni prasak za automatsko navarivanje celi¢nih povrsina, gde se zahteva visoka otpornost na habanje
(npr. navarivanje istroSenih delova masina i transportnih uredaja, bagera, vozila sa gusenicama i ostalih delova gde
se zahteva viSa tvrdoca). Koristi se u kombinaciji sa uobi¢ajenim nelegiranim zicama, pa se navari legiraju iz praska.
Zato je konstantnost hemijskog sastava navara, pre svega, zavisna od stabilnosti parametara zavarivanja. Optimalni
parametri zavarivanja za Zicu pre€nika 4 mm su: jacina struje 600 A, napon 32 V i brzina zavarivanja 50 cm/min. Za
vecu tvrdo¢u navara je potrebno koristiti legirane Zice. Zrnovitost praska je 0.2 — 2 mm, a specifi¢na tezina je 1.2 kg /

dm 3.

Hemijski sastav praska (%

Bazi¢nost praska (Boniszewski): 1.10

SiO, + TiO, CaO + MgoO AlLO3+ MnO CaF,
35 25 15 10
Hemijski sastav (%) i tvrdoc¢a (HB) navara (po standardu DIN 8555)
Zica C Si Mn Cr Mo Tvrdoéa
EPP 1 0.25 0.50 1.70 3.0 0.40 350 -400
EPP 2 0.25 0.90 2.00 3.0 0.40 400 -500

Vrsta struje:
Susenje pred upotrebu:
Pakovanje:

AC, DC+ ; do 800 A
350°C/2h
papirne vrece sa PVC uloSkom, tezina vrece 25 kg
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Klasifikacija:
ENISO 14174 SA FB 2 5635 DC

elektrode jesenice ..

FB 33

Osobine i primena:
Fluoridno - bazi¢ni prasak za automatsko zavarivanje nerdajucih, termicki postojanih Celika u kombinaciji sa
visokolegiranim zZicama, koje su navedene u DIN 8556. Zavari su lepi i glatki, troska se lako odvaja, pa se zato
preporucuje za zavarivanje ugaonih zavara. Zrnovitost praska je 0.2 — 1.6 mm, a specificna tezina je 1.4 kg/dm3.

Osnovni materijali W. Nr. Zica W. Nr.

X2CrNi19 11 1.4306 EPP 19/9 NC 1.4316
X5 CrNi 18 10 1.4301 EPP 19/9 NC 1.4316
X6 CrNiTi 18 10 1.4541 EPP 19/9 Nb 1.4551
X5CrNiNb189 1.4543 EPP 19/9 Nb 1.4551
X6 CrNiNb18 10 1.4550 EPP 19/9 Nb 1.4551
X12CrNiTi189 1.4878 EPP 19/9 Nb 1.4551
X2CrNiMo 17 132 1.4404 EPP 19/12/3 NC 1.4430
X2CrNiMo 18143 1.4435 EPP 19/12/3 NC 1.4430
X5CrNiMo17 122 1.4401 EPP 19/12/3 NC 1.4430
X6CrNiMoTi17 122 1.4571 EPP 19/12/3 Nb 1.4576
X10CrNiMo Ti18 12 1.4573 EPP 19/12/3 Nb 1.4576
X 6 CrNiMoNb 17 12 2 1.4580 EPP 19/12/3 Nb 1.4576
X 10 CrNiMoNb 18 12 1.4583 EPP 19/12/3 Nb 1.4576
Hemijski sastav praska (%) Bazi¢nost praska (Boniszewski): 1.80

SiO, + TiO; Al,O;+ MnO CaF,

10 35 50

Tipicne osobine Cistog metala Sava:

Hemijskj sastav (%)

Zica C Cr Ni Mo Nb
EPP 19/9 NC <0.03 18 9
EPP 19/9 Nb 0.06 18 9 >8xC
EPP 19/12/3 NC <0.03 18 10 25
EPP 19/12/3 Nb 0.06 18 10 2.5 >8xC

Mehanicke osobine

Zica Napon te¢enja Zatezna CEvrstoca lzduzenje Zilavost
Ro R As A,
N/mm? N/mm? % J (na +20°C)
EPP 19/9 NC > 320 > 550 >35 >75
EPP 19/9 Nb > 350 > 575 >30 > 65
EPP 19/12/3 NC > 320 > 550 > 30 >75
EPP 19/12/3 Nb > 350 > 600 >30 > 65
Vrsta struje: DC+, do 800 A
Susenje pred upotrebu: 350°C /2 h
Pakovanje: papirne vre¢e sa PVC uloskom, teZina vrece je 25 kg
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Klasifikacija:

| EN 760 SAFB 175AC
Y/ DIN 32522 BFB 175AC
: ASME/AWS A5.17  FBA4-EM12K
(JESENICE

A5.17  F7AB-EM13K

elektrode jesenice .. AS23 FIAG-EAZAZ

FB 578

Osobine i primena:

Fluoridno - bazi¢ni prasak za zavarivanje i navarivanje uobi€ajenih konstrukcijskih ¢elika, kotlovskih limova, ¢elika

za cevi kao i finozrnih ¢elika sa naponom tecenja do 430 MPa. Troska se lako odstranjuje. Zrnovitost praska je 0.2
— 1.8 mm, a specifitna tezina je 1.5 kg/dma.

Hemijski sastav praska (% Bazi¢nost praska (Boniszewski): 1.00

SiO, + TiO, CaO + MgO Al,O3+ MnO CaF,
25 35 15 15
Tipi€ne osobine ¢istog metala Sava:
Hemijski sastav (%)
Zica C Si Mn Cr Mo
EPP 2 0.05 0.40 1.0 - -
FILTUB DUR 212 0.10 0.50 1.0 4.0 0.8
Mehanicke osobine
Zica Napon teCenja| Zatezna ¢vrsto¢a| Izduzenje Zilavost Tvrdoéa
p Rm As A J HRC
N/mm? N/mm? % 0° 20°  -40°
EPP 2 > 360 480 - 580 > 22 >90 > 60 > 47
FILTUB DUR 212 40
Vrsta struje: AC, DC+, do 1000 A
Susenje pred upotrebu: 350°C/2h

Pakovanje: papirne vreée sa PVC uloSkom, tezina vre¢e 25 kg
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elektrode jesenice .

ZICE ZA ZAVARIVANJE TIG POSTUPKOM
ZICE ZA ZAVARIVANJE MAG POSTUPKOM
ZICE ZA ZAVARIVANJE MIG POSTUPKOM

TIG POSTUPAK

TIG | MAG POSTUPCI

TIG I MIG POSTUPCI

LI 1 205
LI 0 5 1 206
TIGVAC 60/ VAC 60 ......covvvvvininnnsnnnnnnnnees 207
TIGVAC 65/ VAC 65 ......ocovvvviinnnnnnnnnnnnees 208
VAC 60 Ni s e e e 209
VAC 60 Ti .eoeeennnmmemmmmmnmnnsssssssssssssssssssssssssssssnes 210
VAC 60 CUNi .....oormmerrirrrrrrrrrsessssssssssssnnes 211
11 1 o 205
MIG 65 ... 212
MIG 75 ... 213
\MIG 17 . 214
TIG 19/9 Nb Si/ MIG 19/9 Nb Si ................. 215
TIG 19/9 NC Si/ MIG 19/9 NC Si ......cccuueeeee 216
TIG 19/12/3 NbSi / MIG 19/12/3 Nb Si ........ 217
TIG 19/12/3 NC Si/ MIG 19/12/3 NC Si ....... 218
TIG 25/14 NC Si/ MIG 25/14 NC Si ............. 219
TIG 18/8/6 Si/ MIG 18/8/6 Si .........ccereuunnnncee 220
TIG 25/20 / MIG 25/20 ........ccoeviiininnnnnnnnnnnnnes 221
TIG 29/9 / MIG 29/9 .......ccooeeeeeeeeeeeeesnnnnes 222
TIG 70/15/ MIG 70/15 .....ccovviiiiiinsnnnnnnnnnees 223
TIG 22/9/3 LN / MIG 22/9/3 LN .....ccceeeummmnncee 224
TIGCU/MIG CU ..o 225
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elektrode jesenice u..

ZICE ZA ZAVARIVANJE TIG POSTUPKOM
ZICE ZA ZAVARIVANJE MAG POSTUPKOM
ZICE ZA ZAVARIVANJE MIG POSTUPKOM

TIG | MIG POSTUPCI

TIG Cu Al 8/ MIG CU Al 8 ..o 226
TIGCuSN6/MIG CUSN 6 oo 227
TIG Cu AG/ MIG CU AQ weevereeeeeereeeeeeneenn 228
TIG Cu Mn / MIG CU M oo 229
TIGCUSi3/MIG CUSI3 e 230
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elektrode jesenice ..

Klasifikacija:

EN 1668 W 2Mo
EN 12070 W Mo Si

G Mo Si
DIN 8575 SG Mo
AWS A5.28: ER 70 S-A1
EN 440 G2 Mo

W. Nr. 1.5424
T I G M O EN ISO 636-A W 46 2 W2Mo
EN ISO 636-B W 55 2 W2M3

EN ISO 21952-A W MoSi

M I( ; MO ENISO21952-A G MoSi
ENISO21952-B W 1M3

ENISO 21952-B G 1M3

Osobine i primena:

Pobakrena, Mo legirana Zica, odnosno Sipka, za zavarivanje nelegiranih i niskolegiranih ¢elika sa naponom
teCenja do 590 N/mm?. Koristi se za zavarivanje cevi, posuda koje rade pod visokim pritiscima i armatura, te
za popravke na termoenergetskim uredajima. MoZe da se koristi do radnih temperatura od 500°C.

Osnovni materijali

DIN

W. Nr.

Niskougljeni¢ni konstrukcijski
Celici

Celici za cevi

Kotlovski limovi

St37 — St42

HI - HIll, 17Mn4

St35.8, St45.8, 15Mo3

1.0038 - 1.0570

1.0305, 1.0405, 1.5415
1.0345 - 1.0435, 1.0481

Hemijski sastav Zice (%

C Si Mn Mo
0.10 0.60 1.0 0.5
Mehanicke osobine €istog metala Sava
Napon tecenja Zatezna Gvrstoc¢a lzduzenje Zilavost na - 20°C
R, N/mm? R N/mm? As % A J
> 480 560 — 720 >22 > 47
Zastitini gasovi: TIG - postupak  Ar (11 po EN 439)
MIG - postupak  Ar + 18% CO, (M21)
Dimenzije zice: pre¢nik 1,0; 1,2 mm

Dimenzije Stapova: pre¢nik 2,0; 2,5; 3,0 mm; duzina 1000 mm

Pakovanje: Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

Odobrenja: TUV, CR, BV, DNV, LR, RS, SZ (za TIG Mo)
TUV, UDT (za MIG Mo)
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elektrode jesenice ..

TIG CrMo

Klasifikacija:

EN 12070: W CrMo1Si
G CrMo1Si
DIN 8575 SG CrMo1
AWS A5.28: ER 80 S-G
W.Nr. 1.7339

EN ISO 21952-A W CrMo1Si

G CrMo1Si

EN ISO 21952-B W 1CM3

Osobine i primena:

Pobakrena, Cr i Mo legirana Sipka za zavarivanje TIG postupkom termicki postojanih Celika, te nelegiranih i
niskolegiranih Celika. Koristi se za zavarivanje cevi, posuda koje rade pod visokim pritiscima i armatura, te za
popravke na termoenergetskim uredajima. MozZe da se koristi do radnih temperatura od 550°C.

Osnovni materijali

DIN W.Nr.
Celici za cevi 15CrMo3 1.5415
Kotlovski limovi 13CrMo44 1.7335
Hemijski sastav zice (%)
Si Mn Cr Mo

0.10 0.60 1.0 1.0 0.50

Mehanicke osobine €istog metala Sava
Napon tec¢enja Zatezna ¢vrstoca Iduzenje Zilavost na + 20°C
R, N/mm? R N/mm? As % A J
> 490 570 - 665 >22 > 65

Otpustanje: zagrevanje na 720°C u toku 30 min i hladenje u pe¢i do 300°, a zatim na mirnom vazduhu.

Zastitni gas:

Ar (11 po EN 439)

Dimenzije Stapova: Prec¢nik 2,0; 2.5; 3,0 mm,

duzina 1000 mm

Pakovanje: Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Klasifikacija:

EN 440 G 42 5 C/M G3Si1
EN 1668 W 425 W3Si1
DIN 8559 SG2

WSG 2
W.Nr 1.5125
ASME/AWS SFA A5.18 ER70 S-6

EN ISO 636-A W 42 5 W3Si1

. - .
elektrode jesenice .. EN ISO 636-8 W495WE
EN ISO 14341-A G42 5M/C G3Si1
EN ISO 14341-B G 49A 5 M/C G6

Osobine i primena:

Pobakrena ili nepobakrena Zica za zavarivanje u zastithom gasu MAG postopkom. Pogodna je za
zavarivanje nelegiranih i niskolegiranih ¢elika ¢vrstoce do 530 N/mm?. Takode, koristi se za zavarivanje
kotlovskih limova, cevi, Celika za brodogradnju, mikrolegiranih &elika i ¢eli¢nih livova. CTOD - atestirana
(VAC 60 zica) zica u obliku Stapova za zavarivanje TIG postupkom se najviSe koristi za zavarivanje korenih

zavara.

Osnovni materjiali

DIN, AISI: EN:

Nelegirani Celici
Sitnozrni Celici

Kotlovski limovi
Celici za cevi

Celici za brodogradnju
Celi¢ni livovi

St 33 do St 60.2 10025
St E 255 do St E 355 -

W St E 255 do W St E 355 -
H I, HIl, 17Mn4, 19Mn5 10028-2

St 35 do St 52.4 -
E St E 210.7 do St E 360.7 -
A B,D,E 10025

GS 38 do GS 52 -

Hemijski sastav Zice

(%)

Si Mn P S

0,08

0,90 1,50 < 0,025 < 0,025

Mehanicke osobine ¢istog metala Sava

Napon tec¢enja Zatezna ¢vrstoca Izduzenje Zilavost na — 40°C
R, N/mm?® Ry N/mm? As % A, J
VAC 60 > 410 510 — 590 >22 > 47
TIG VAC 60 > 410 540 - 640 >22 > 47

Zastitni gasovi:

MAG - postupak  100% CO,, Ar+ 18% CO,, CO, + Ar + O,
(C1, M21, M22 - M33 po EN 439)

TIG - postupak Ar (11 po EN 439)

Dimenzije Zice:
Dimenzije $tapova:

Pakovanje:

Odobrenja:

precnik 0,6; 0,8; 0,9; 1,0; 1,2; 1,6 mm
pre¢nik 1.6; 2;2,5;3 mm, duzina 1000 mm

Zica je namotana na koture — metalne ili plasti¢ne, (po standardu AWS A5.18 i
DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

TUV, DB, CR, ABS, BV, GL, LR, DNV, SZ, UDT (za VAC 60)
TUV, UDT (za TIG VAC 60)
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elektrode jesenice .

VAC 65

*TIG VAC 65

Klasifikacija:
EN 440

EN1668

DIN 8559

W.Nr

ASME/AWS A -5.18
EN ISO 636-A

EN ISO 636-B

EN ISO 14341-A*
EN ISO 14341-B*

G 46 4 C/M G4Si1
W 46 4 W4Si1
SG3

W SG 3

1.5130

ER 70 S-6

W 46 4 W4Si1

W 55A 4 W6

G46 4M/C G4Si1
G 55A 4 M/C G6

Osobine i primena:
Pobakrena ili nepobakrena Zica za zavarivanje u zastithom gasu MAG postupkom. Sadrzaj Si i Mn su, u
odnosu na VAC 60 malo visi, zbog ¢ega su visi i napon teenja i zatezna ¢vrstoéa Cistog metala $ava. PoviSen
sadrzaj Si smanjuje osetljivost na povrSinske necisto¢e Sto omogucava dobijanje glatkog lica $ava. Pogodna je
za zavarivanje nelegiranih i niskolegiranih €elika ¢vrsto¢e do 640 N/mm?. Koristi se, takode, za zavarivanje
kotlovskih limova, cevi, elika za brodogradnju, mikrolegiranih &elika i &eliénih livova. Zica u obliku $tapova (za
TIG) se najviSe koristi za zavarivanje korenih zavara.

Osnovni materijali

DIN, AISI: EN:
Nelegirani ¢elici St 33 do St 60.2 10025
Sitnozrni ¢elici St E 255 do St E 355 -
W St E 255 do W St E 355 -
Kotlovski limovi H I, HIl, 177Mn4, 19Mn5 10028-2
Celici za cevi St 35 do St 52.4 -
) E St E 210.7 do St E 360.7 -
Celici za brodogradnju A,B,D, E 10025
Hemijski sastav zice (%)
Si Mn P S
0,08 1,00 1,70 < 0,025 < 0,025
Mehanicke osobine Eistog metala Sava
Napon tec¢enja Zatezna Cvrstoéa lzduzenje Zilavost na — 40°C
R, N/mm? R N/mm? As % A J
VAC 65 > 460 560 — 680 > 22 > 47
TIG VAC 65 > 460 570 — 690 >22 > 47

Zastitni gasovi:

Dimenzije zice:
Dimenzije Stapova:

Pakovanje:

Odobrenja:

MAG - postupak

TIG - postupak

(C1, M21, M22 - M33 po EN 439)

Ar (11 po EN 439)

pre¢nik 0,6; 0,8; 0,9; 1,0; 1,2; 1,6 mm

pre¢nik 1.6; 2;2,5; 3 mm duzina 1000 mm

100% COZ, Ar + 18% COZ, COZ + Ar + 02

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

TUV, DB, UDT (za VAC 65)
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elektrode jesenice .

VAC 60 Ni

Klasifikacija:
EN 440

ASME/WS A5.28
EN ISO 14341-A*
EN ISO 14341-B*

G504 C/M G 3N
~ ER 80 S-Ni1

G 50 4M/C G3Ni*
G 57A 4 M/IC GN

Osobine i primena:

Niklom legirana pobakrena Zica za zavarivanje u zastithom gasu MAG postopkom. Pogodna je za zavarivanje
konstrukcijskih ¢elika veée ¢vrstoce do 685 N/mm? i za zavarivanje Celika za niske temperature.

Osnovni materijali

DIN, AlSI EN
Konstrukcijski Celici visoke St E 380 do St E 500
Evrstoce
Konstrukcijski €elici za posebne W St E 380 do W St E 500
namene
Konstrukcijski ¢elici za niske T StE 380 do T St E 500
temperature
Kotlovski limovi 17Mn4, 19Mn5
Celici otporni na atmosfersku CORTEN, Patinax
koroziju
Hemijski sastav zice (%)
C Si Mn Ni P S
0,08 0,80 1,50 1,10 < 0,025 < 0,025
Mehanicke osobine Cistog metala Sava
Napon tec¢enja Zatezna Cvrstoéa Izduzenje Zilavost na — 40°C
R, N/mm? Ry N/mm? As % A J
VAC 60 Ni > 430 530 - 630 >22 > 47

Zastitni gasovi:

Dimenzije zice:

Pakovanje:

100% CO,, Ar+18% CO,, CO, + Ar+ O,

(C1, M21, M22 - M33 po EN 439)

pre¢nik 0,8; 0,9; 1,0; 1,2; 1,6 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno namotana, navoj do navoja.
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elektrode jesenice u..

VAC 60 Ti

Klasifikacija:
EN 440

W. Nr

ASTM/AWS SFA 5.18
EN ISO 14341-A*

EN ISO 14341-B*

G 422 C/M G 3Si1+Ti
1.5125

ER 70 S-2

~G 42 2 M/A/C G3Si1
~G 49A 2 M/A/C G11

Osobine i primena:
Pobakrena Zica tipa ER 70 S — 2, koja se uglavnom koristi za zavarivanje iz jednog prolaza umirenih ili
poluumirenih Celika. Moze da se koristi i za zavarivanje iz viSe prolaza. Zbog dodanih dezoksidanasa je
manje osetljiva na zardale, odnosno, neciste povrSine. Kvalitet zavara je pre svega zavisan zaprljanosti
povrsine. Ovom Zicom se mogu zavarivati i pocinkovani limovi. Preporucuje se meSavina gasova: 90% Ar, 5%

0,i5% COs,.
Osnovni materijali
DIN, AISI EN
Nelegirani ¢elici St 33 do St 52.3 10025
Sitnozrni Celici St E 255 do St E 355 -
Kotlovski limovi HILHI 10028 - 2
Hemijski sastav Zice (%)
C Si Mn Ti P S
0,06 0,55 1,20 0,12 < 0,020 < 0,020
Mehanicke osobine ¢istog metala $ava
Napon tec¢enja Zatezna &vrstoca IzduZenje Zilavost na — 20°C
R, N/mm? R N/mm? As % A J
VAC 60 Ti > 440 510 — 620 >22 >80

Zastitni gasovi:

Dimenzije zice:

Pakovanje:

100% CO,, Ar + 18% CO,
(C1, M21, M22 - M33 po EN 439)

pre¢nik 0,8;0,9; 1,0; 1,14; 1,6 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
DIN 8559), slobodno ili precizno namotana, navoj do navoja.
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elektrode jesenice .

VAC 60 CuNi

Klasifikacija:
EN 440
ASME/AWS A5.28
EN ISO 14341-A*
EN ISO 14341-B*

G 422 M/IC GO
ER 80 S-G
G422M/C GO
G 49A 2 M/C GO

Osobine i primena:

Niklom i bakrom legirana pobakrena Zica, koja se Koristi za zavarivanje u zastithom gasu za zavarivanje

atmosferski postojanih ¢elika, nelegiranih i sitnozrnih ¢elika évrsto¢e do 685 N/mm?Z.

Osnovni materijali

DIN, AISI: EN:
Specijalni konstrukcijski ¢elici WT St 37, WT St 52 10025
(CORTEN ABC)
(Patinox 37)
(RBH 35)
(HSB 37, HSB 55C)
(A cor 37, A cor50)
Hemijski sastav Zice (%)
(¢} Si Mn Ni Cu S
0,1 0,90 1,50 0,5 0,5 < 0,025 < 0,025
Mehanicke osobine €istog metala Sava
Napon te€enja Zatezna Cvrstoca Izduzenje Zilavost na — 20°C
R, N/mm? Ry N/mm? As % A J
VAC 60 Cu Ni >430 540 — 640 > 22 > 47

Zastitni gasovi:

Dimenzije zZice:

Pakovanje:

100% CO,, Ar+18% CO,, CO,+Ar + O,

(C1, M21, M22 - M33 po EN 439)

pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm

Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno namotana, navoj do navoja.
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elektrode jesenice .

MIG 65

Klasifikacija:
EN 12 534
ASME/AWS SFA 5.28
EN ISO 16834-A

EN ISO 16834-B

Mn3Ni1Mo

ER 80 S-Ni1

G 55 2A Mn3Ni1Mo
G 62A 2 N2M2T

Osobine i upotreba:

Niklom i molibdenom legirana Zica, koja se koristi u odgovaraju¢oj mesavini Ar i CO, za zavarivanje sitnozrnih
mikrolegiranih ¢elika sa naponom tecenja do 550 N/mm?.

Osnovni materijali

DIN, AISI: EN:
Konstrukcijski ¢elici za posebne E StE 380 1.8911 -
namene E StE 490 1.8919 -
T StE 500 1.8917 -
Hemijski sastav zice (%)
(e} Si Mn Ni Mo
0,08 0,7 1,20 1,1 0,3
Mehanicke osobine ¢istog metala Sava .
Napon tecenja Zatezna ¢vrstoca Izduzenje Zilavost na — 20°C
Ry, N/mm? R N/mm? As % A J
MIG 65 > 540 > 630 > 18 100

Zastitni gasovi:

Dimenzije Zice: pre¢nik 0,8; 0,

Pakovanje:

MIG - postupak

9;1,0; 1,2; 1,6 mm

Ar +18% CO,, Ar + O,
(M21, M22 - M33 po EN 439)

Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno, namotana navoj do navoja.
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elektrode jesenice .

MIG 75

Klasifikacija:
EN 12534
ASME/AWS SFA 5.28
EN ISO 16834-A

EN ISO 16834-B

Mn3Ni1CrMo

ER 100 S-1

G 69 4M Mn3Ni1CrMo
G 69A 4M N3M2

Osobine i primena:
Manganom, niklom i molibdenom legirana Zica koja se, u odgovaraju¢oj mesavini Ar i CO,, koristi za
zavarivanje sitnozrnih ¢elika visoke ¢vrsto¢e sa naponom tecenja do 690 N/mm?, kao §to su npr. StE 550 i

StE 690.
Osnovni materijali
DIN, AISI: EN:
StE 550 V 1.8926 10137 -2
StE690V 1.8928 10137 -- 2
Hemijski sastav zice (%)
C Si Mn Cr Ni Mo
0,08 0,6 1,7 0,25 1,5 0,5
Mehanicke osobine €istog metala Sava
Napon teCenja Zatezna Cvrstoca Izduzenje Zilavost na — 40°C
R, N/mm? Ry N/mm? As % A, J
MIG 75 > 690 770 - 940 > 17 > 47

Zastitni gasovi:

Dimenzije Zice:

Pakovanje:

Odobrenja:

MIG - postupak

Ar +18% CO,, Ar + O,
(M21, M22 - M33 po EN 439)

pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno namotana, navoj do navoja.

TOV, DB, GL
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Klasifikacija:

EN 12072 G17
W. Nr: 1.4016
ASME/AWS A 59 ER 430
\)/! EN 10088-3 97 X6 Cr17
; EN ISO 14343-A G17
(s EN ISO 14343-B SS430

elektrode jesenice s M | G 1 7

Osobine i primena:
Hromom legirana zica za zavarivanje i navarivanje, po hemijskom sastavu sli¢nih, feritnih ¢elika za radne

temperature do 450°C. Zavari su otporni na oksidaciju i morsku vodu do 900°C. MoZe da se koristi, takode,
za navarivanje ventila.

Osnovni materijali
Celici otporni na koroziju sa 13 - 18 % Cr.
Ostali nerdajuci Gelici i livovi

Hemijski sastav zice (%

C Si Mn Cr
0,07 0,7 0,5 17
Mehanicke osobine Cistog metala Sava
Tvrdo¢a HB | 180 - 300
Zastitini gasovi: Ar+1-3% O,, Ar+ 8 % CO, (M21, M13, M11 po EN 439)
Dimenzije zice: pre¢nik 0,8; 0,9; 1,0;1,2; 1,6 mm
Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno, namotana navoj do navoja.
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A\ MIG 19/9 Nb Si
elektrode jesenice s T| G 19 /9 Nb SI

Klasifikacija:
EN 12072

DIN 8556

W. Nr.
ASME/AWS A 5.9
ISO

EN ISO 14343-A
EN ISO 14343-A
EN ISO 14343-B

G199 Nb Si

W 19 9 Nb Si

SG X5CrNi Nb19 9
1.4551

ER 347 Si

19/9 Nb Si

G 19 9 NbSi

W 19 9 NbSi

SS 347 Si

Osobine i primena:
Stabilizirana austenitna Zica, koja se koristi u kombinaciji sa inertnim zastitnim gasovima za zavarivanje
stabiliziranog 18/8 CrNi ¢elika. Pogodna je za zavarivanje kotlova, uredaja i opreme u hemijskoj industriji,
farmaciji, proizvodnji celuloze i nuklearne opreme, do radne temperature od 400°C. Zavari su otporni na
oksidaciju do temperature od 800°C.

Osnovni materijali

DIN: W.Nr. EN:
Celici otporni na koroziju X5CrNi 18 9 1.4301 10088
X2CrNi 18 9 1.4306 10088
X10 CrNiNb 18 9  1.4550 10088
Hemijski sastav zice (%)
Cc Si Mn Cr Ni Nb
0,06 0,80 2 19 9 0,70
Mehanicke osobine ¢istog metala $Sava ]
Napon tecenja Zatezna ¢vrstoc¢a Izduzenje Zilavost
R, N/mm? Rp N/mm? As % A J
MIG 19 9 Nb Si
> 350 570 - 670 > 30 > 60 na + 20°C
TIG 19 9 Nb Si

Zastitni gasovi:

Dimenzije zice:
Dimenzije Stapova:

Pakovanje:

MIG - postupak Ar+ 1 -3 % Oy, Ar+2,5% CO, (M11, M12 po EN 439)
TIG - postupak Ar (11 po EN 439)

pre¢nik 0,8; 0,9;
2,0;

prec¢nik 1,6;

,0;

1,0; 1
25,3

,2; 1,6 mm

,0; 4,0 mm, duzina 1000 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Klasifikacija:
EN 12072

DIN 8556
W. Nr.

MIG 19/9 NC Si &5

EN ISO 14343-A
EN ISO 14343-A
EN ISO 14343-B

\ "I
‘

elektrode jesenice s T| G 19 /9 N C SI

G199LSi
W199LSi

SG X2CrNi 199
1.4316

ER 308 L Si
19/9 L Si
G199LSi
W19 9 LSi

SS 308 LSi

Osobine i primena:

Austenitna Zica koja se, u kombinaciji sa internim zastitnim gasovima, koristi za zavarivanje koroziono
postojanih 18/8 CrNi Celika. Pogodna je za zavarivanje kotlova, uredaja i opreme u hemijskoj i celuloznoj
industriji i farmaciji za radne temperature od 350°C. Zavari su otporni na oksidaciju do temperature od 800°C

i Zilavi su do temperature od -196°C.

Osnovni materijali

DIN: W.Nr. EN:
Legirani koroziono postojani Eelici X5CrNi 18 9 1. 4301 10088
X2CrNi 18 9 1.4306 10088
X10CrNiNb18 9 1.4550 10088
Hemijski sastav zice (%)
C Si Mn Cr Ni
< 0,025 0,80 2 19 9

Mehanicke osobine ¢istog metala Sava

Napon tecenja Zatezna Cvrstoca lzduZenje Zilavost
R, N/mm? R, N/mm? As % A J
MIG 19 9 NC Si >80 na + 20°C
> 320 550 - 650 >30
TIG199NC Si >32 na - 196°C

Zastitni gasovi:

Dimenzije zZice:

Dimenzije Stapova:

Pakovanje:

Odobrenja:

MIG - postupak Ar+1—3 % O,, Ar +2,5% CO, (M11, M12 po EN 439)

pre¢nik 0,8;

0,
prec¢nik 1,6; 2,

9; 1
0; 3,

TIG - postupak Ar (11 po EN 439)

,2;1,6 mm
0

(3,25); 4,0 mm, duzina 1000 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.

TUV, DB
uDT

(MIG)
(MIGi TIG)

216



\ "I
;

MIG 19/12/3 NDbSi

elektrode jesenices. T|G 19/12/3 NbSi

Osobine i primena:

Stabilizirana austenitna Zica koja se koristi, u kombinaciji sa inertnim zastitnim gasovima, za zavarivanje
koroziono postojanih stabiliziranih CrNi(Mo) ¢elika. Pogodna je za zavarivanje kotlova, uredaja i opreme u
hemijskoj, farmaceutskoj, prehrambenoj industriji, industriji boja i u proizvodnji celuloze i plasti¢nih
proizvoda. Koristi se do radne temperature do 400°C.

Osnovni materijali

Klasifikacija:

EN 12072

DIN 8556

W. Nr.

AWS A5.9

ISO

EN ISO 14343-A
EN ISO 14343-A
EN ISO 14343-B

G19123 Nb Si

W 19 12 3 Nb Si

SG X5CNiMoNb 19 12
1.4576

ER 318 Si

19/12/3 Nb Si

G 19 12 3 NbSi

W 19 12 3 NbSi

~S 318

W.Nr. DIN: EN:

1.4401 X5 CrNiMo 17 12 X5 CrNiMo 17-12-2
1.4436 X5 CrNiMo 17 13 3 X3 CrNiMo 17-13-3
1.4571 X6 CrNiMoTi 17 12 2 X6 CrNiMoTi 17 12 2
1.4573 X10 CrNiMoTi 18 12 (X10 CrNiMoTi 18 12)
1.4580 X6 CrNiMoNb 17 12 2 X6 CrNiMoNb 17-12-2
1.4583 X10 CrNiMoNb 18 12

(X10 CrNiMoNb 18 12)

Hemijski sastav zice (%)

C Si Mn Cr Ni Mo Nb
0,06 0,80 1,40 19,0 12,0 2,60 0,7
Mehanicke osobine €istog metala Sava
Napon tecenja Zatezna Cvrstoca Izduzenje Zilavost
R, N/mm? Rp N/mm? As % A J
MIG 1912 3 Nb Si
> 350 570 -670 >30 > 65 na +20°C
TIG 19 12 3 Nb Si

Zastitni gas:

Dimenzije zice:
Dimenzije Stapova:

Pakovanje:

MIG - postupak Ar+1—3 % Oy, Ar+ 2,5 % CO, (M11, M12 po EN 439)

TIG - postupak Ar (11 po EN 439)

0,8; 0,9; 1,0;1,2; 1,6 mm
1,6; 2,0; 2,5;3,0; 4,0 mm dulzina: 1000 mm

Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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MIG 19/12/3 NCSi
elektrode ieseniCEd.u.o.TIG 19/12/3 NCSI

Klasifikacija:

EN 12072 G19123LSi

W 19123 L Si
DIN 8556 SG X2CrNiMo19 12
W. Nr. 1.4430
ASME/AWS A.5.9. ER316 L Si
ISO 19/12/3 L Si
ENISO 14343-A G 19123 LSi
ENISO 14343-A° W 1912 3 LSi
ENISO 14343-B  SS 316 LSi

Osobine i primena:

Austenitna Zica koja se, u kombinaciji sa internim zastitnim gasovima, koristi za zavarivanje koroziono
postojanih 18/8 CrNi Celika. Pogodna je za zavarivanje kotlova, uredaja i opreme u hemijskoj i celuloznoj
industriji i farmaciji do radne temperature od 350°C. Zavari su otporni na oksidaciju do temperature od 800°C i

Zilavi su do temperature od -196°C.

Osnovni materijali

DIN: W.Nr. EN:
Koroziono postojani Celici X5CrNiMo 17 12 2 1. 4401 10088
X5CrNiMo 17 13 3 1.4436 10088
X6 CrNiMoTi 17 122 1.4571 10088
Hemijski sastav zice (%)
C Si Mn Cr Ni Mo
<0,025 0,80 1,75 19 11,5 2,75
Mehanicke osobine €istog metala Sava ]
Napon te€enja Zatezna ¢Evrsto¢a Izduzenje Zilavost
R, N/mm? R N/mm? As % A J
MIG 19123 NC Si >80 na + 20°C
> 320 550 - 650 >30
TIG19 123 NC Si >32na-110°C

Zastitni gasovi:
TIG - postupak Ar (11 po EN 439)

Dimenzije zZice:
Dimenzije Stapova:

;1,6 mm
; 4,0 mm, duzina 1000 mm

pre¢nik 0,8;0,9;1,0; 1,2
pre¢nik 1,6; 2,0; 2,5; 3,0

MIG - postupak Ar + 1—3 % Oy, Ar + 2,5% CO, (M11, M12 po EN 439)

Pakovanje: Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

Odobrenja: TOV, DB (MIG)
ubpT (MIG i TIG)

218



\ "I
;

elekirode jesenicew. T|(G 25/14 NC Si

Klasifikacija:

EN 12072

DIN 8556

MIG 25/14 NC Si

G2312L Si

W 23 12 LSi

SG X2CrNi 24 12
1.4332

ASME/AWS A59 ER309LSi
EN ISO 14343-A G 2312LSi

EN ISO 14343-A W 23 12 LSi
EN ISO 14343-B SS 309 LSi

Osobine i primena:

Zica tipa 309 LSi se, uglavnom, koristi za zavarivanje &elika sliénog sastava u kovanom ili livenom stanju.
Pogodna je, takode, za zavarivanje nerdaju¢eg 18/8 celika, kada je zbog veée korozione postojanosti
potrebno vece legiranje zavara. Koristi se i za spajanje razliCitih vrsta Celika, (crnih i belih) i za navarivanje

niskougljeni¢nih i niskolegiranih celika.

Osnovni materijali

Visokolegirani ¢elici

Celici visoke &vrstoée
Austenitni manganski celici
Drugi tesko zavarljivi Celici

Hemijski sastav Zice (%)

Si Mn Cr Ni
< 0,025 0,80 1,60 23,5 13,5
Mehanicke osobine ¢istog metala Sava ]
Napon tec¢enja Zatezna &vrstoéa Izduzenje Zilavost
R, N/mm? Ry N/mm? As % A J
MIG 25 14 NC Si
> 380 550 - 700 >22 > 40 na + 20°C
TIG 25 14 NC Si
Zastitni gasovi: MIG - postupak Ar+ 1 -3 % Oy, Ar +2,5% CO, (M11, M12 po EN 439)
TIG - postupak Ar (11 po EN 439)
Dimenzije Zice: pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm
Dimenzije Stapova: pre¢nik 1,6; 2,0; 2,5; 3,0; 4,0 mm, duzina 1000 mm
Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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Klasifikacija:

EN 12072 G 188Mn
W 18 8 Mn
DIN 8556 SG X15CiNiMn 18 8
\ /! ] W. Nr. 14370
; M I G 1 8/8/6 S ASME/AWS A5.9  =~ER 307Si
(GEsENIC\ I ISO 18/8 Mn 6
- n ENISO 14343-A G 188 Mn
elektrode jesenice . Tl G 1 8 /8 /6 S ENISO 14343-A W 188 Mn
| ENISO 14343-B =SS 307

Osobine i primena:
Zica za zavarivanje Gelika sliéhog sastava, pancirnih limova te austenitnih, manganskih i tesko zavarljivih
gelika. Pogodna je za meduslojeve pri tvrdom navarivanju. Cist metal $ava je austenitne strukture, Zilav,
otporan na razli€ita naprezanja, $to je posebno pogodno kod zavarivanja ukru¢enih konstrukcija.

Osnovni materijali
Visokolegirani €elici

Celici povigene &vrstoée
Austenitni manganski ¢elici
Drugi tesko zavarljivi Celici

Hemijski sastav zice (%)

Si Mn Cr Ni
0,08 0,80 7 18,5 9

Mehanicke osobine €istog metala Sava

Napon tec¢enja Zatezna Cvrstoca Izduzenje Zilavost
R, N/mm? Rp Nfmm? As % A J
MIG 18 8 6 Si
> 380 560 - 660 35 > 40 na + 20°C
TIG 18 8 6 Si

Zastitni gasovi: MIG - postupak Ar+1—3 % O,, Ar + 2,5% CO, (M11, M12 po EN 439)

TIG - postupak Ar (11 po EN 439)

Dimenzije Zice:

pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm
Dimenzije Sipke: 2,0 0

1,0; 1
pre¢nik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm

Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Sipke su pakovane u kartonsku kutiju, teZine 25 kg.

Odobrenja: TUV, DB (MIG)
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Klasifikacija:
EN 12072

DIN 8556

W. Nr.
ASME/AWS A 5.9
EN ISO 14343-A
EN ISO 14343-A
EN ISO 14343-B

MIG 25/20
TIG 25/20

\ "I
;

elektrode jesenice .

G 2520

W 25 20

SG X12CrNi 25 20
1.4842

ER 310

G2520

W 25 20

SS 310

Osobine i primena:

Austenitna Zica koja se, u kombinaciji sa inertnim zastitnim gasovima, Koristi za zavarivanje vatrootpornih
gelika sa 25 % Cr i 20% Ni. Zica je pogodna i za zavarivanje Cr &elika, koji su izloZeni visokim
temperaturama. Zavari su otporni do temperature od 1200°C. Ako je konstrukcija izloZzena atmosferi, koja
sadrzi sumporna jedinjenja onda je zbog bolje korozione postojanosti potrebno pokrivni zavar izraditi

elektrodom INOX B 25/4.

Osnovni materijali

DIN, AISI: EN:
Vatrootporni ¢elici X15CrNi Si20 12  1.4828 -
X15CrNi Si2520  1.4841 10095
X12 CrNi 25 21 1.4845 10095
X10 CrAl 24 1.4762 10095
Hemijski sastav Zice (%)
Si Mn Cr Ni
0,12 0,5 1,75 25 20
Mehanicke osobine €istog metala Sava
Napon tec¢enja Zatezna Cvrsto¢a Izduzenje Zilavost
Ry, N/mm? Ry N/mm? As % A J
MIG 25 20
> 300 540 - 640 > 30 >70na + 20°C
TIG 25 20

Zastitni gasovi:

MIG - postupak Ar+ 1 -3 % Oy, Ar +2,5% CO, (M11, M12 po EN 439)

TIG - postupak Ar (11 po EN 439)

pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm
2,0;25

Dimenzije Zice: 1,0; 1
pre¢nik 1,6; 2,0; 2,5; 3,0 mm, duzina 1000 mm

Dimenzije stapova:

Pakovanje:
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i



Klasifikacija:
EN 12072

DIN 8556

W. Nr.
ASME/AWS A 5.9
EN ISO 14343-A
EN ISO 14343-A
EN ISO 14343-B

\ "I
‘

elektrode jesenice .

MIG 29/9
TIG 29/9

G299
W 299
SG X10CrNi 30 9
1.4337
ER 312
G299
W 299
SS 312

Osobine i primena:

Zica za zavarivanje &elika sliénog sastava, visokougljeni¢nih, opruznih i ostalih te$ko zavarljivih &elika. Koristi
se za zavarivanje pancirnih limova. Zavari su otporni na pojavu prslina i imaju dobre mehanicke osobine.

Osnovni materijali

Visokolegirani ¢elici

Celici visoke &vrstode
Austenitni manganski Celici
Drugi teSko zavarljivi Celici

Hemijski sastav zice (%)

C Si Mn Cr Ni
<0,14 0,4 1,75 30,5 9
Mehanicke osobine ¢istog metala Sava
Napon tecenja Zatezna Cvrstoca Izduzenje Zilavost
R, N/mm? R N/mm? As % A J
MIG 29 9
> 540 740 - 850 >18 > 30 na + 20°C

TIG299

Zastitni gasovi: MIG - postupak Ar+ 1 -3 % Oy, Ar + 2,5% CO, (M11, M12 po EN 439)

TIG - postupak Ar (11 po EN 439)

Dimenzije zice:
Dimenzije Stapova:

pre¢nik 0,8;0,9; 1,0; 1,2; 1,6 mm
pre¢nik 1,6; 2,0; 2,5; 3,0 mm, duZina 1000 mm

Pakovanje:
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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elektrode jesenice .

TIG 70/15

Klasifikacija:
EN ISO 18274

DIN 1736

W. Nr.
ASME/AWS A 5.14

NiCr20

SG Ni Cr 20 Nb
2.4806

ERNi Cr-3

Osobine i primena:
Hromom legirana niklova Zica, koja se koristi za zavarivanje visokolegiranih i koroziono postojanih ¢elika, 9%
Ni Celika i odgovarajucih Celika sa garantovanom zilavo$¢u na niskim temperaturama. Pogodna je i za
medusobno spajanje razli¢itih vrsta celika (npr.: nelegirani ili niskolegirani sa visokolegiranim, odnosno Ni
Celicima, odnosno bakarnim legurama) te za zavarivanje teSko zavarljivih Celika. MozZe se koristiti za radne
temperature od —196° do 550°C. Zavari su otporni na oksidaciju do 1200°C. Cist metal $ava ima austenitnu
strukturu, Zilav je na niskim temperaturama i otporan je na koroziju na visokim temperaturama. Otporan je i na
naponsku koroziju i na termo$ok, te je neosetljiv na difuziju C, takode, i pri visokim temperaturama.

Osnovni materijali

Visokolegirani Cr, Cr-Ni &elici
9%-Ni, 1,5-5% Ni-Celici i ostale Ni-legure
Nelegirani Celici sa visokolegiranim, odnosno, Ni-Celicima
Tesko zavarljivi Celici

Zavarivanje bakra sa ¢elicima

Hemijski sastav zice (%)

Ni Cr Nb Mn Si Cc
> 67 20,0 2,5 3,0 <03 <0,03
Mehanicke osobine ¢istog metala Sava ]
Napon tec¢enja Zatezna &vrstoéa Izduzenje Zilavost
R, N/mm? R N/mm? As % A J
TIG70 15 > 360 600 — 750 >35 > 100 na - 196°C

Zastitni gasovi: Ar (11 po EN 439)

preénik 2,0; 2,5; 3,25; 4,0 mm, duzina 1000 mm

Dimenzije Stapova:

Pakovanje: Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Klasifikacija:
EN 12072

W2293LN
W.Nr. 1.4462
1 ASME/AWS A59  ER 2209
Y/ ENISO 14343-A  W2293NL
‘ ENISO 14343-B  SS 2209
(JESENICE

elektrode jesenice .

TIG 22/9/3 LN

Osobine i primena:

Hromom, niklom i molibdenom legirana Zica, koja se koristi za zavarivanje feritno-austenitnih duplex celika,
pre svega u naftnoj i hemijskoj industriji, u brodogradnji i u izradi “off-shore” konstrukcija. Cist metal Sava

ima visoku ¢vrsto¢u i otporan je na naponsku i tackastu koroziji (takode, u agresivnim sredinama: slana
voda, hloridni rastvori ...)

Osnovni materijali
Feritno-austenitni duplex Eelici: 1.4462

Zavarivanje raznorodnih Celika: 1.4462 z 1.4583
1.4462 z HI/HII, StE255, 17Mn4, 15Mo3
Hemijski sastav zice (%)
C Si Mn Cr Mo Ni N
<0,03 0,6 1,7 22,5 3,0 9,0 0,13
Mehanicke osobine €istog metala Sava
Napon tecenja Zatezna Cvrstoca Izduzenje Zilavost
Ry, N/mm? R N/mm? As % A J
TIG2293N > 510 680 — 890 >20 > 47 na + 20°C

Zastitni gasovi: Ar (11 po EN 439)

Dimenzije stapova: pre¢nik 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm

Pakovanje: Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Klasifikacija:

ISO 24373 S-CU 1898 (CuSn1)
W. Nr. 2.1006

ASME/AWS A5.7  ERCuSn

MIG Cu
elektrode jesenice s T|G CU

Osobine i primena:
Bakarna Zica za spajanje bakra i bakarnih legura. Koristi se, takode, za metalizaciju.

Osnovni materijali
Bakar i njegove legure

Hemijski sastav Zice (%)
Cu Sn Ostali elementi

ostalo 0,8 < 0,50

Mehanicke osobine €istog metala Sava

Zatezna Cvrstoca Tvrdoca
Ry N/mm? HB
MIG Cu
210 - 245 100
TIG Cu
Zastitni gasovi: Ar (11 po EN 439)
Dimenzije zice: pre¢nik 0,8; 1,0; 1,2; 1,6 mm
Dimenzije Stapova: pre¢nik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm
Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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Klasifikacija:

1ISO 24373 S-Cu 6100 (CuAl7)
W. Nr. 2.0921
ASME/AWS A 5.7  ER CuAl-A1

MIG CuAl 8
elektrode jesenice s T|G CU AI 8

Osobine i primena:

Aluminijumom legirana bakarna Zica za spajanje i navarivanje sli¢nih materijala, legura, Ni-legura. Koristi se,
takode, za metalizaciju.

Osnovni materijali

Aluminijumska bronza: CuAl5, CuAl8
Celicni liv

Niklove legure

Razli¢ite bronze, mesing (CuZn 20Al)

Hemijski sastav Zice (%)
Cu Al Ni Mn Fe

Ostali elementi
Ostalo 8,0 <0,80 1,0 <0,5 < 0,50

Mehanicke osobine Eistog metala Sava

Napon tecenja Zatezna Cvrstoca Izduzenje Tvrdoca
R, N/mm Rp N/mm? As % HB
MIG Cu Al 8
> 150 390 - 490 > 45 130
TIGCuAl8
Zastitni gasovi: Ar (11 po EN 439)

Dimenzije Zice: pre¢nik 0,8; 1,0; 1
Dimenzije Stapova: pre¢nik 1,6; 2,0; 2,

,2; 1,6 mm
5; 3,0 (3,25) mm, duzina 1000 mm

Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Klasifikacija:

ISO 24373 S-Cu 5180 (CuSn5P)
W.Nr. 2.1022

ASME/AWS A5.7  ER CuSn-A

MIG CuSn 6
elektrode jesenice s T|G CU Sn 6

Osobine i primena:
Specijalna Zica - legura bakra i kalaja za zavarivanje i navarivanje bakra, slicnih materijala i legura. Koristi

se, takode, za metalizaciju.

Osnovni materijali

Bakar i legure bakra (CuSn2, CuSn6, CuSn8, CuSn6Zn...)
Sivi liv

Kalajna bronza u kombinaciji sa drugim bronzama

Hemijski sastav Zice (%)
Cu Sn P Fe Ostali elementi

Ostalo 6,0 <0,35 <0,10 <0,50

Mehanicke osobine €istog metala Sava

Napon tec¢enja Zatezna Cvrstoca Izduzenje Tvrdo¢a
R, N/mm? Rn N/mm? As % HB
MIG Cu Sn 6
> 180 330-370 >35 100
TIGCuSn6
Zastitni gasovi: Ar (11 po EN 439)
Dimenzije zice: pre¢nik 0,8; 1,0; 1,2; 1,6 mm
Dimenzije stapova: prec¢nik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm
Pakovanje: Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i

_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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Klasifikacija:

ISO 24373 S-Cu 1897 (CuAg1)
W. Nr. 2.1211
| ASME/AWS A5.7 -
\ A
elektrode jesenice . TI G C uA g
Osobine i primena:
Srebrom legirana bakarna Zica za spajanje i navarivanje bakra i njegovih legura.
Osnovni materijali
Legure bakra po DIN 1787 i DIN 17 666
Hemijski sastav zice (%)
Cu Ag P Mn Fe Ostali elementi
Ostalo 1,0 <0,04 <1,0 <0,03 <0,50
Mehanicke osobine istog metala Sava
Napon te€enja Zatezna Cvrstoca IzduZenje Tvrdoc¢a
R, N/mm? R N/mm? As % HB
MIG Cu Ag
>80 > 200 >20 200
TIG Cu Ag
Zastitni gasovi: Ar (11 po EN 439)
Dimenzije zice: precnik 0,8; 1,0; 1,2; 1,6 mm
Dimenzije Stapova: prec¢nik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm
Pakovanje: Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i

_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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MIG CuMn
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‘

elektrode jesenice .

TIG CuMn

Klasifikacija:

(CuMn13AI8Fe3Ni2)

1ISO 24373 S-Cu 6338
W. Nr. 2.1367
ASME/AWS A 5.7 ER CuMnNiAl

Osobine i primena:

Mangan — nikl — aluminijumska bronza za zavarivanje i popravku livenih i kovanih

takode, za metalizaciju.

Osnovni materijali

materijala. Koristi se,

Sivi liv

Aluminijumska bronza sa visokim sadrzajem mangana
Celi¢ni liv sa visokim sadrzajem mangana

Hemijski sastav zice (%)

Cu Al Ni Mn Fe Ostali elementi
Ostalo 8,0 <3,0 13,0 <4,0 <0,50
Mehanicke osobine €istog metala Sava
Napon tec¢enja Zatezna ¢vrstoca Izduzenje Tvrdoéa
R, N/mm? Ry N/mm? As % HB
MIG Cu Mn
> 400 800 - 900 >10 200
TIG Cu Mn
Zastitni gasovi: Ar (11 po EN 439)
Dimenzije zice: pre¢nik 0,8; 1,0; 1,2; 1,6 mm
Dimenzije Stapova: prec¢nik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm

Pakovanje:

Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.
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Zica je namotana na koture, metalne ili plastiéne, (po standardu AWS A5.18 i
DIN 8559), slobodno ili precizno namotana, navoj do navoja.




Klasifikacija:

1SO 24373 S-Cu 6560 (CuSi3Mn1)
W. Nr. 2.1461

ASME/AWS A5.7  ER CuSi-A

A7 MIGCuSi3
elektrode jesenice s T| G CUSI 3

Osobine i primena:

Silicijumom legirana bakarna Zica za zavarivanje bakra i slicnih materijala, za njihovo spajanje sa ¢elicima i
pre svega za lemljenje (MIG) pocinkovanih limova i profila.

Osnovni materijali
Bronza

Materijali po DIN 17 666: CuSi2Mn, CuSi3Mn, CuMn2, CuMn5
Toplo cinkovan lim

Hemijski sastav Zice (%)
Cu Si Sn Mn Fe Ostali elementi
Ostalo 3,0 <15 0,5 <0,5 < 0,50

Mehanicke osobine €istog metala Sava

Napon te€enja Zatezna Cvrstoca Izduzenje Tvrdoc¢a
R, N/mm? Rp Nimm? As % HB
MIG Cu Si 3
>120 330-370 > 40 90
TIGCuSi3
Zastitni gasovi: Ar (11 po EN 439)
Dimenzije zice: pre¢nik 0,8;1,0;1,2; 1,6 mm
Dimenzije Stapova: precnik 1,6; 2,0; 2,5; 3,0 (3,25) mm, duzina 1000 mm

Pakovanje: Zica je namotana na koture, metalne ili plasti¢ne, (po standardu AWS A5.18 i
_DIN 8559), slobodno ili precizno namotana, navoj do navoja.
Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

230



elektrode jesenice u..

ZICE ZA GASNO - PLAMENO ZAVARIVANJE

VP 37 i, 232
VP 40 ....ccoeemerrrernsnseene s 233
VP 42 ..., 234
VP MO ...cccmmmmrrrrnnsssnnnen e 235
VP CrMO ....covrrinmmrrninnnnrnssannnns 236

231



\ "I
‘

elektrode jesenice .

VP 37

Klasifikaciia:

EN 12536 Ol
DIN 8554 Gl
ASME/AWS A5.2 R 45
W.Nr. 1.1116

Osobine i primena:

Pobakrena nelegirana zica (u obliku $tapa) za gasno - plameno zavarivanje nelegiranih ¢elika sa naponom
tedenja do 340N/mm?. Koristi se u zanatstvu i industriji za zavarivanje limova, cevi i profila, koji nisu izloZeni
visokim opterec¢enjima. Zavari su homogeni i relativno meki.

Osnovni materijali

DIN W.Nr.
Niskougljeni¢ni konstrukcijski Celici St33 — St52 1.0035 - 1.0561
Celici za cevi St35, St35.8 1.0308, 1.0305
Hemijski sastav zice (%)
Si Mn
<0,10 <0,20 0,5
Mehanicke osobine €istog metala Sava
Napon teCenja | Zatezna Cvrstoca IzduZenje Zilavost na + 20°C Tvrdo¢a
R, N/mm? Ry N/mm? As % AJ HB
VP 37 > 260 360 - 450 > 20 >35 100 - 200
normalizovano > 65

Dimenzije $tapova: precnik 1,6; 2,0; 2,5; 3,0; 4,0; 5,0; 6,0 mm, duzina 1000 mm

Pakovanje: Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.

Odobrenja: TOV
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VP 40

Klasifikacija:

EN 12536

DIN 8554
ASME/AWS A5.2
W.Nr.

ol
Gl
R 45
1.0495

Osobine i primena:

Pobakrena nelegirana Zica (u obliku $tapa) za gasno - plameno zavarivanje nelegiranih ¢elika, kotlovskih
limova, cevi i profila, koji nisu izloZeni visokim optereéenjima.

Osnovni materijali

DIN

W.Nr.

Niskougljenicni konstrukcijski Celici
Celici za cevi

St37-2-St44 -3
St37.0 - St44.4

1.0037 - 1.0144
1.0038

Hemijski sastav zice (%)

Si Mn
<0,10 <0,20 1,0
Mehanicke osobine ¢istog metala Sava
Napon teenja | Zatezna ¢vrstoca IzduZenje Zilavost na + 20°C Tvrdoca
R, N/mm? Ry N/mm? As % AJ HB
VP 40 > 300 390 - 440 >20 > 50 110-130

Dimenzije Stapova:

Pakovanje:
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pre¢nik 1,6; 2,0; 3,0; 4,0; 5,0; 6,0 mm, duzina 1000 mm

Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.



‘ :'I
‘

elektrode jesenice u..

VP 42

Klasifikacija:
EN 12536

DIN 8554
ASME/AWS A5.2
W.Nr.

ol
Gl
R 60
~1.6215

Osobine i primena:

Pobakrena Mn, Ni i Mo legirana zica (u obliku Stapa) za gasno - plameno zavarivanje nelegiranih Gelika,
Celika za cevi i kotlovskih limova.

Osnovni materijali

DIN

W.Nr.

Celici
Celici za cevi

Kotlovski limovi

Niskougljeni¢ni konstrukcijski

St33 — St52-3

St35.8, St45.8
HI, HIl, HIll, 17Mn4

1.0035 - 1.0561

1.0305 — 1.0405
1.0345, 1.0425, 1.0435, 1.0481

Hemijski sastav zice (%)

normalizovano > 80

Si Mn Ni
<0.15 <0.25 1.1 0.50
Mehanicke osobine istog metala Sava
Napon te€enja | Zatezna ¢vrstoca Izduzenje Zilavost na + 20°C Tvrdo¢a
Ry, N/mm? R, N/mm? As % AJ HB
VP 42 > 310 410 - 560 >22 > 47 110 - 130

Dimenzije Stapova:

Pakovanje:

Odobrenja:

pre¢nik 1,6; 2,0; 3,0; 4,0; 5,0; 6,0 mm, duzina 1000 mm

Stapovi su pakovani u kartonsku kutiju, teZine 25 kg.

TUV, CR, GL, SZ
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VP Mo

Klasifikacija:
EN 12536

DIN 8554
ASME/AWS A5.2
W.Nr.

ol
GIV
R 65
1.5425

Osobine i primena:

Pobakrena, Mn i Mo legirana Zica (u obliku Stapa) za gasno - plameno zavarivanje niskolegiranih

konstrukcijskih i vatrootpornih ¢elika za radne temperature do 500°C.

Osnovni materijali

DIN

W.Nr.

Niskougljeni¢ni konstrukcijski
Celici

Celici za cevi

Kotlovski limovi

St37 — St42

St35.8, St45.8, 15Mo3
HIl - HIll, 177Mn4

1.0038 - 1.0570

1.0305, 1.0405, 1.5415
1.0345 - 1.0435, 1.0481

Hemijski sastav zice (%)

Si Mn

<0.10

<0.20 1.0

0.5

Mehanicke osobine Eistog metala Sava

Napon te€enja | Zatezna ¢vrstoca Izduzenje Zilavost na + 20°C Tvrdoc¢a
R, N/mm? Ry N/mm? As % AJ HB
VP Mo > 295 440 - 540 >18 > 47 160 - 200

Dimenzije Stapova:

Pakovanje:

pre¢nik 2,0; 2,5; 3,0; 4,0 mm, duzina 1000 mm
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Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.
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VP CrMo

Klasifikacija:
EN 12536

DIN 8554
ASME/AWS A5.2
W.Nr.

oV
GV
R 65
~ 1.7346

Osobine i primena:

Pobakrena, Cr i Mo legirana Zica (u obliku $tapa), za gasno - plameno zavarivanje ¢elika postojanih na
poviSenim temperaturama za radne temperature od 550°C. Koristi se za zavrivanje parnih kotlova, cevi i za

popravke na termoenergetskoj opremi. Pogodna je, takode, za zavarivanje ¢elika za cementaciju i ¢elika za
poboljSanje sa priblizno jednakim sastavom.

Osnovni materijali

DIN W.Nr..
Kotlovski limovi HIV, 13 CrMo44 1.7335
Hemijski sastav Zice (%)
C Si Mn Mo Cr
<0,13 <0,20 1,0 0,5 1,0
Mehanicke osobine €istog metala Sava
Napon te€enja | Zatezna &vrstoca Izduzenje Zilavost na + 20°C Tvrdoc¢a
R, N/mm? R N/mm? As % A J HB
VP Cr Mo > 295 490 - 590 >18 > 47 160 - 200

Dimenzije Stapova:

Pakovanje:
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pre¢nik 2,0; 2,5; 3,0; 4,0; mm, duzina 1000 mm

Stapovi su pakovani u kartonsku kutiju, tezine 25 kg.



elektrode jesenice u..

ZICE | TRAKE ZA ZAVARIVANJEM POD PRASKOM

EPP 2

EPP 2 Mo

EPP 2 Ni

EPP 3

EPP 17 Cr

EPP 19/9 NC
EPP 19/12/3 NC
EPP 18/8/6
INOX TR Cr 17

INOX TR 19/9
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ZICE / TRAKE

elektrode jesenice u.. ZA ZAVARIVANJE POD PRASKOM

Osobine i primena:
Niskolegirane, pobakrene Zice i visokolegirane Cr - Ni Zice za zavarivanje pod praSkom. Visokolegirane
Cr - Ni trake za navarivanje.

Klasifikacija:

Niskolegirane Zice

DIN 8557 ASME/AWS: I1ISO 14171-A
EPP 2 S2 A5 17TEM12K S2
EPP 2 Mo S 2 Mo AS5.23EA2 S2 Mo
EPP 3 S3 A5 17EM 13K S3

Visokolegirane Cr - Ni Zice

DIN: 8556 ASME/AWS A5.9 |EN ISO 14343-A: EN 10088*
EPP 17 Cr ER 430 S 17 X6 Cr17 *
EPP 19/9 NC UP - X2 CrNi 19.9 ER 308 L S199L
EPP 19/12/3 NC | UP - X2 CrNiMo 19.12 ER 316 L S$19123L
EPP 18/8/6 UP - X15 CrNiMn 18.8 =ER 307 S 188 Mn

Hemijski sastavi Zical/traka (%)

C Si Mn Cr Ni Mo
EPP 2 0,10 0,15 1,00
EPP 2 Mo 0,10 0,15 1,00 0,50
EPP 3 0,11 0,2 1,5
EPP17 Cr/INOX TR 17Cr 0,07 0,7 0,5 17
EPP 19/9 NC 0,025 0,40 1,60 19,0 9,0
INOX TR 19/9 0.05 0.40 1.80 20.0 9.5
EPP 19/12/3 NC <0,025| 0,40 1,60 19,0 12,0 2,8
EPP 18/8/6 0,12 0,60 7,00 18,0 8,0
Dimenzije zica: EPP 2,0; 2,5; 3,0; 4,0; 50 mm
INOX TR 30 x0.5;60x0.5 mm
Pakovanje: zice dimenzije i tezina 280 x 420 mm, 30 kg
550 x 770 mm, 100 kg
trake tezina 20 -25kg
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elektrode jesenice u..

PUNJENE ZICE
1. METALNI TIP FILTUB 12 M. seseesemssmssnsnnas 241
2. RUTILNI TIP FILTUB 4 R .ot seseesemssmesnsnas 242
S| WoL0] =] 0 X 1 = 243
FILTUB B R e e e seessmssmesansneas 244
FILTUB 7 R oo eeeeeeenemeemenenennnnnn 245
FILTUB 8 R e eeseseeseseessmssmesnsnnas 246
3. BAZICNI TIP FILTUB 12 B .eeeeeeeeeeceseeeeseessessmesnseas 247
FILTUB 14 B e eeeeeeeeeeemeeenennannn 248
FILTUB 16 B ..o s e seessmesnsneas 249
FILTUB 18 B oo eeeeemeeenennnnnn 250
FILTUB 19 B .o seeeses e snsnnas 251
FILTUB 25 B .o eeeeemeeenennannn 252
FILTUB 28 B ...eeeeeeeeeeeceseeeeseessessmesnsnnas 253
FILTUB 32 B .o eeeeemeeenennannn 254
FILTUB 36 B ..o seseesemesnsneas 255
FILTUB 38 B .eoeeeeeeeeeeeeeeeeeeeeseeeemeeenennannn 256
FILTUB 40 B ..o neeas 257
FILTUB 42 B ..o e eemeeenennnenn 258
4. ZA NAVARIVANJE FILTUB DUR 3 .o eeeeemeeeeennnnnn 259
FILTUB DUR 5 ..o s e sees s 260
FILTUB DUR 12 ..eoeeeeeeeeeeeeeeeeeeeeeennannn 261
FILTUB DUR 14 ... e sees e neeas 262
FILTUB DUR 15 ..o eeeeeeeeeeennanns 263
FILTUB DUR 16 ...cooeeeereeeremeeeseseessnssnnsnnas 264
FILTUB DUR.......oeeeeeeeeeeeeeeeeeeeeeeeemeeeeannnnnn 265
FILTUB DUR......ceeeeeeeeeeeeeseeseseessessnsssssnnes 266
FILTUB UTOP 38 ...eeeeeeeeeeeeeeeeeeeeeeeenennnnns 267
FILTUB UTOP 55 ....eeeeeeeeeseeeeseeseessnesssnnas 268
FILTUB UTOP €O weoeeeeeeeeeeeeeeeeeeeemeeenennnnns 269
FILTUB UTOP MOT ..o eeseessesnens 270
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elektrode jesenice u..

PUNJENE ZICE

PUNJENA ZICA ZA ZAVARIVANJE POD PRASKOM

ZA NAVARIVANJE

FILTUB 112 ... nnnnnnns
FILTUB 114 ...
FILTUB 116 ... nnnnnnnns
FILTUB 118 ...
FILTUB 128 .....cooiiiiieemrnnnssessnnnnnssnnnes
FILTUB 132 .....cooiiiemrninnsseesnnnnnannens
FILTUB 136 ....ooeeiiiiiinemmrninnisssseesnnnnssnnnnns
FILTUB 138 ... nnsseennnsnnannns
FILTUB 140 ...coeeeiiiiiieemenrnnsssssennsnsssnnnnns

FILTUB DUR 205 .....cccccmmiiiinienennnnnnnssnnnnns
FILTUB DUR 212 .....coeririnineeennnnnnsnnnnns
FILTUB DUR 214 ..o
FILTUB DUR 215 ....ccccmrirrnisenennnnnissnnns
FILTUB DUR 12Cr2NiMo ........ccccmmiiunnnnnnns
FILTUB DUR 13Cr3NiMoV ........cccccvirunenrnnns
FILTUB DUR 17 Cr ....cccerriemrrnssennnnissnnnnnans

PUNJENE ZICE ZA ZAVARIVANJE NERPAJUCIH CELIKA

FILCORD 308 L ....cooviimeerrisneerrnsnnnnsnssnnennans
FILCORD 316 L ....ccorriemrrrieernnssnnnnssnnnnnans
FILCORD 309 L .....corrineerrnsneerrssnennnnsnsennans
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Klasifikacije:

AWS A-5.18 :E70 C-6MH4
AWS A-5.20 :E71T-1MH4
EN 758 :T464 MM 1

EN ISO 17632-A T 46 4 MM1 H5
EN ISO 17632-B : T554T151MA H5

FILTUB 12M

Osobine i primena:

FILTUB 12M je niskolegirana punjena zica, sa metalnim punjenjem, pogodna za zavarivanje niskolegiranih i finozrnih
Celika. Metalno punjenje omoguc¢ava vec¢u brzinu topljenja u odonosu na pune Zice. Pogodna je za zavarivanje
robotima. Zicu odlikuju glatka povrsina $ava, vrlo malo razbrizgavanje pri zavarivanju, troska sama otpada zbog ¢ega
nije potrebno njeno ¢is¢enje i dobija se metal $ava koji ima dobre mehanicke osobine pri niskim temperaturama.

Osnovni materijali:

DIN :

W.Nr. :

Nelegirani Celici
Kotlovski limovi
Celici za cevi

Celici po APl normama
Celici za brodogradnju

Finozrni ¢elici

St 33, St37-2, St44-2, St 52-3
HI,HIl, 177Mn4

St 37-0 to St 52-0, St 37-4 to St 52-4
St 210.7 to St 415.7

StE 290.7 TM to StE 480.7 TM
X42to0 X70

A,B,D,E

AH 32 to EH 36

StE 255 to StE 460

WSHE 255 to WSHLE 460

1.0033, 1.0037 , 1.0044 , 1.0553
1.0345, 1.0425 , 1.0481

1.0254 to 1.0421, 1.0255 to 1.0581
1.0307 to 1.8972

1.429 to 1.8977

1.0440,1.0472, 1.0475, 1.0476
1.0513 to 1.0589
1.0461 to 1.0562
1.0462 to 1.8937

Liveni Eelici GS-38, GS-45, GS-52 1.0420, 1.0443 , 1.0552
Tip zice: Tipi€ne osobine Cistog metala Sava:
metalni
Vrste struje: Hemijski sastav, ut % :
C Si Mn
DC+/(-) 0,05 0,55 1,40
o . . Sadrzaj vodonika na 100 g metala Sava: <3ml
Polizaji zavarivanja:
— Mehanicke osobine:
TA/ l Napon teGenja Ro0.2%: > 460 N/mm?
L. Zatezna Cvrsto¢a Rm: 540 - 640 N/mm?
Zastitni gas:
(EN 439) lzduzenje As: >24 %
M 21 Zilavost A > 120 J (na + 20°C)

potrosnja 12 - 18 I / min

> 80J(na -20°C)
> 47 J (na -40°C)

Parametri zavarivanja i

pakovanje:

Odobrenja:

Parametri zavarivanja

¢ Jacina Napon Brzina

struje Zice Pakovanje
mm A V m / min
1,2 130-250 | 22 - 28 3,0 - 10,0 K300, D 300
1,4 150 - 300 22 - 30 2,8 - 8,8 |precizno namotana
1,6 200-400 | 25 - 34 4,0 - 10,0 tezina

cca. 15kg

241




A "l
‘

elektrode jesenice u..

FILTUB 4R

Klasifikacije :

AWS-SFA-520 :E
EN 758 :T
T

EN ISO 17632-A:
EN ISO 17632-B :

71T-1
464PM1/
464PC1

T464C/M1 H5
T554T1-C/MA H5

Osobine i primena:

FILTUB 4R je rutiina punjena Zica pogodna za zavarivanje nelegiranih Celika, kotlovskih limova, Celika za cevi i
brodogradnju te finozrnih niskolegiranih Celika. Zavarivanje ovom Zicom odlikuju: dobre tehnoloSke osobine u svim
polozajima zavarivanja, minimalno razbrizgavanje, glatka povr$ina $ava i lako odstranjivanje troske. Pri veéim jainama
struje zavarivanja moze da se poveca efekat topljenja.

Osnovni materijali:

DIN :

W.Nr. :

Nelegirani Celici
Kotlovski limovi
Celici za cevi

Limovi za brodogradnju

Celici po APl normama
Finozrni Celici

St 33, St37-2, St44-2, St 52-3
HI,HIl, 177Mn4

St 37-0 to St 52-0, St 37-4 to St 52-4
St 210.7 to St 415.7

StE 290.7 TM to StE 480.7 TM
A,B,D,E

AH 32 to EH 36

X42 to X70

StE 255 to StE 460

1.461

1.0033, 1.0037 , 1.0044 , 1.0553
1.0345, 1.0425 , 1.0481
1.0254 to 1.0421 , 1.0255 to 1.0581
1.0307 to 1.8972
1.0429 to 1.8977
1.0440,1.0472 , 1.0475, 1.0476
1.0513 to 1.0589

to 1.0562

Tip zice:

rutilni
Vrsta struje:

DC +

Polozaji zavarivanja:
—>
g
«
Zastitni gas:

(EN 439)

COz; M 21
potrosSnja: 10 - 121/ min

Hemijski sastav, ut % :

Tipi€ne osobine Cistog metala Sava:

C Si Mn

0,05 0,55 1,20
Sadrzaj vodonika na 100 g metala Sava: <5ml
Mehanicke osobine:
Napon te¢enja Ro0.2%: > 470 N/mm?
Zatezna &vrstoéa  Rm: 540 - 640 N/mm?
Izduzenje As: >23%
Zilavost A > 110 J (na + 20°C)

> 70J (na - 20°C)
> 55J(na - 40°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

Odobrenja:
CR : 3YS
ABS 3YSA
BV 3A3YM
GL 3Ys
LR
DNV : IlIYMS
SZ/uIC

¢ Jacina Napon Brzina
struje Zice Pakovanje
mm A Vv m / min
1,2 130-250 | 22 - 28 3,0 - 10,0 K300, D 300
1,4 150-300 [ 22 - 30 2,8 - 8,8 |precizno namotana
1,6 200-400 | 25 - 34 4,0 - 10,0 tezina:
cca. 15kg
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Klasifikacije:

AWS-SFA-5.29: E71T-1

prEN 758

: T464PC1/

T464P M1

FILCORD 4R

Osobine i primena:
FILTUB 4R je rutilna punjena Zica, izradena iz trake, pogodna za zavarivanje nelegiranih i finozrnih Celika, limova za
brodogradnju i Celika za cevi. Zavarivanje ovom Zicom odlikuju: malo razbrizgavanje, glatka povrSina Sava, lako
odvajanje troske i mogucnost zavarivanja u svim polozajima. Pri zavarivanju sa ve¢im strujama poveéava se brzina

topljenja zice, odnosno, povecava se produktivnost zavarivanja.

Osnovni materijali:

Celici za cevi

Celici za brodogradnju

Celici po API normama
Finozrni Eelici

St 37-0 do St 52-0, St 37-4 do St 52-4
St 210.7 do St 415.7

StE 290.7 TM do StE 480.7 TM
A,B,D,E

AH 32 do EH 36

X 42 do X70

StE 255 do StE 460

1.0307 do 1.8972
1.0429 do 1.8977

1.0513 do 1.0589

1.0461 do 1.0562

DIN : W.Nr. :
Niskolegirani ¢elici St 33, St 37-2, St 44-2, St 52-3 1.0033, 1.0037, 1.0044, 1.0553
Kotlovski limovi HI,HIl, 17Mn4 1.0345, 1.0425, 1.0481

1.0254 do 1.0421, 1.0255 do 1.0581

1.0440, 1.0472, 1.0475, 1.0476

Tip zice:

Vrsta struje:

Polozaji zavarivanja:

Tt:

Hemijski sastav, ut %:

Tipi€ne osobine €istog metala Sava:

C Si

Mn

0,05 0,55

1,20

Mehanicke osobine:

Sadrzaj vodonika na 100 g metala Sava:

Yy

Zastitni gas:
(EN439)

COz; M 21

portosnja: 10 - 121/ min

Napon tec¢enja Rpo.2%:
Zatezna ¢vrstoéa  Rm:
Izduzenje As:
Zilavost Ay

<5ml

> 470 N/mm?

540 - 640 N/mm?
>23%
> 110 J (na +20°C)

> 70J (na-20°C)
> 55 J (na-40°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

Odobrenja:
CR : 3YS
ABS : 3YSA
BV : 3A3YM
GL : 3YS
LR
DNV : llIYMS
Sz/uiC

¢ Jacina Napon Brzina
struje Zice Pakovanje
mm A \ m / min
1,2 130-250 [ 22 - 28 3,0 - 10,0 K300, D 300
1,4 150 - 300 22 - 30 2,8 - 8,8 | precizno namotano
1,6 200-400 | 25 - 34 4,0 - 10,0 Teza:
cca. 15 kg
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Klasifikacije:
AWS A-5.29 :E70T1-G
\)/! EN 758 T42A1NiPC1/
‘ T42A1NIPM1
(JESENICEN EN ISO 17632-A :T42A ZPC/M 1 H5

elektrode Iesenlcedoo F I LTU B 6 R EN ISO 17632-B :T49Y T1-1C/MA-G H5

Osobine i primena:
FILTUB 6R je rutilna punjena zica pogodna za zavarivanje €elika otpornih na atmosfersku koroziju. U slu¢ajevima gde
se zahtevaju strozji uslovi i kada zavarujemo deblje komade pogodnija je primena FILTUB 40B. Zavarivanje ovom
Zicom odlikuju: dobre tehnoloSke osobine u svim poloZajima zavarivanja, minimalno razbrizgavanje, glatka povrsina
Sava i lako odstranjivanje troske.

Osnovni materijali:

DIN : W.Nr. :
Celici otporni na atmosfersku WTSt 37-3 , WTSt 52-3 1.8961, 1.8963
koroziju CORTENA,B,C 1.8962 , 1.8963
Patinax 37 1.8960
Acor 37 , Acor 50 1.8960 , 1.8962
RBH 35
Tip zice: Tipi¢ne osobine ¢istog metala Sava:
rutilni
Hemijski sastav, ut. % :
Vrsta struje: ¢ Si Mn Ni Cu
0,05 0,40 1,10 1,20 0,50
DC +

- . . zaj i Sava: <
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava 5ml

:P Mehanicke osobine:
TA/ l Napon te¢enja Reozs: > 430 N/mm®
=~
Zatezna CEvrstoca Rm: 520 - 620 N/mm?
Zastitni gas:
d Izduzenje As: >22%
(EN 439) i
Cor M 21 Zilavost A > 80 J (na + 20°C)
2,

potrosnja: 12 -18 1/ min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \ m / min
1,2 130-250 [ 22 - 28 3,0 - 10,0 K 300, D 300
1,4 150 - 300 22 - 30 2,8 - 8,8 | precizno namotano
1,6 200-400 | 25 - 34 4,0 - 10,0 tezina
cca. 15kg
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FILTUB 7R

Klasifikacije :

AWS-SFA-5.29 :E 81 T1 - Ni1

EN 758 T 46 4 1Ni P M1

BS 7084-89 : T561 GPH

EN ISO 17632-A :T46 6 1NiPM1 H5
EN ISO 17632-B :T556T1-1MA-N1 H5

Osobine i primena:

FILTUB 7 R je rutilna punjena zica pogodna za zavarivanje Celika zatezne ¢vrsto¢e do 600 N/mm?

i dobre zilavosti do

-40°C. Zavarivanje ovom Zzicom odlikuju: dobre tehnoloske osobine u svim poloZajima zavarivanja, minimalno
razbrizgavanje, glatka povrsina Sava i lako odstranjivanje troske. Zica je primenljiva, takode, i za orbitalno zavarivanje.

Osnovni materijali:

DIN W.Nr. :
Konstrukcijski ¢elici St37.2,St44.2,St52.3 1.0037, 1.0044 , 1.0570
Kotlovski limovi HI,HIl,17Mn4 1.0345, 1.0425, 1.0481

Celici za cevi

Celici po APl normama
Limovi za brodogradnju
Finozrni ¢elici:

St 37-0 to St 52-0
St37-4 to St52-4

StE 210.7 to StE 415.7
StE 290.7 to StE 480.7
X42 to X80

AH 32 to AH 36

StE 255 to STE 460
EStE 255 to EStE 460

1.0254 to 1.0481
1.0255 to 1.0581
1.0319 to 1.8972
1.484 to 1.8977

1.0513 to 1.0583
1.0461 to 1.8905
1.1103 to 1.8918

Tip zice:
rutilni
Vrsta struje:

DC +

Polizaji zavarivanja:

—
et
Zastitni gas:

(EN 439)

M 21
potrosnja: 10 - 18 | / min

Hemijski sastav, ut % :

Tipiéne osobine Cistog metala Sava:

Cc Si Mn Ni

0,05 0,50 1,20 1,0
Sadrzaj vodonika na 100 g metala Sava: <5ml
Mehanicke osobine:
Napon te€enja Rpo.2%: > 490 N/mm?
Zatezna évrstoca R 560 - 660 N/mm®
Izduzenje As: >23%
Zilavost A > 110 J (na + 20°C)

(
> 80J(na - 20°C)
> 60J(na - 40°C)
> 47 J(na - 60°C)

Parametri zavarivanja i pakovanje:

Odobrenja:

Parametri zavarivanja

[0 Jacina Napon Brzina

struje Zice Pakovanje
mm V m / min
1,2 130-250 | 22 - 28 3,0 - 10,0 K300, D 300
1,4 150-300 | 22 - 30 2,8 - 8,8 | precizno namotano
1,6 200-400 | 25 - 34 4,0 - 10,0 tezina:

cca. 15 kg
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FILTUB 8R

Klasifikacije:

AWS-SFA-5.29 :E 81T1-A1

EN 758 :T46 A MoP M2
EN ISO 17634-A : TMoPC/M1 H5

EN ISO 17634-B : T49T1-1C/M-2M3 H5
EN ISO 17632-A : T46 AMoPM1 H5

EN ISO 17632-B :

T55YT1-1MA-2M3 H5

Osobine i primena:

FILTUB 8R je srednjelegirana rutilna punjena Zica pogodna za zavarivanje termicki postojanih kotlovskih ¢elika i Celika
za cevi te finozrnih Celika sa postojanom ¢&vrstocom do 530°C. Zavarivanje ovom Zicom odlikuju: dobre tehnoloske

osobine u svim polozajima zavarivanja, minimalno razbrizgavanje, glatka povrsina $ava i lako odstranjivanje troske.

Osnovni materijali:

DIN :

W.Nr. :

Kotlovski limovi

Celici za cevi

HI,HILHII

17Mn4 , 19Mn5
St 35.8, St45.8

1.0345, 1.0425, 1.0435
1.0481, 1.0482
1.0305, 1.0405

5 15Mo3 1.5415
Celici po APl normama X 42 do X80
Finozmi &elici StE 255 to StE 460 1.0461 to 1.8905
Tip zice: Tipicne osobine ¢istog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: c Si Mn Mo
0,05 0,35 1,20 0,60
DC +

Polozaji zavarivanja:

—>
T—»
Pt i

Zastitni gas:

(EN 439)

M 21
potrosnja: 12 - 18 1/ min

Sadrzaj vodonika na 100 g metala Sava: <5ml

Mehanicke osobine:

Napon te€enja

Zatezna Cvrstoéa

Izduzenje

Zilavost

Rpo.2%:
Rm:
As:

A

> 490 N/mm?

550 -

650 N/mm?

>20 %

>75J (na +20°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

Odobrenja:

) Jacina Napon Brzina
struje Zice Pakovanje
mm A V m / min
1,2 130-250 [ 22 - 28 3,0 - 10,0 K300, D 300
1,4 150 - 300 22 - 30 2,8 - 8,8 |precizno namotana
1,6 200-400 [ 25 - 34 4,0 - 10,0 teZina
cca. 15 kg
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Klasifikacije:

Wi AWS-SFA-520 : E7T0 T-5H5
* EN 758 :T424BC3/
T424BM3
: " BS 7084-89 : T 540 GBH
elektrode jesenice .. EN ISO 17632-A : T424BM/C3 H5

F I LTU B 1 2 B EN ISO 17632-B : T494T5.3M/CA H5

Osobine i primena:

FILTUB 12B je bazi¢na punjena zZica pogodna za zavarivanje nelegiranih konstrukcijskih celika, kotlovskih limova,
Celika za cevni i brodogradnju i finozrnih Celika. Koristi se, takode, pri navarivanju meduslojeva kod slabo zavarljivih
Celika. Zavarivanje ovom zicom odlikuju odlicne mehanicke osobine i pri niskim temperaturama, lako uklanjanje troske i
malo razbrizgavanje.

Osnovni materijali:

DIN : W.Nr. :
Nelegirani Celici St33 to St70 1.0033 to 1.0070
Kotlovski limovi HI,HIl,17Mn4 , 19Mn5 1.0345, 1.0425, 1.0481 , 1.0482
Celici za cevi St 37-0 to St 52-0, St-37-4 to St-52-4 | 1.0254 to 1.0421, 1.0255 to 1.0581
; StE 210.7 to StE 360.7 1.307 to 1.0582
Celici po APl normama X 42to X80
Celici otporni na starenje Ast 35 to Ast45 1.0346 to 1.0436
Limovi za brodogradnju A,B,D,E 1.0440,1.0472 ,1.0475 , 1.0476
Liveni celici GS-38 to GS-60 1.0420 to 1.0558
Finozrni Celici StE 255 to StE 355 1.0461 to 1.0562
WSHE 255 to WStE 355 1.0462 to 1.0565
TStE 255 to TStE 355 1.0463 to 1.0566
Tip zice: Tipicne osobine cistog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: c Si Mn
0,05 0,35 1,40
DC+/(-) . - .

S . . Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:

Mehanicke osobine:
T/ Napon te€enja Rpo.2%: > 420 N/mm?
. Zatezna Cvrstoca Rm: 510 - 610 N/mm’
Zastitni gas:
(EN 439) Izduzenje As: > 26 %
COz, M 21 Zilavost A > 160 J (na + 20°C)
potro$nja: 12 - 18 | / min > 100 J (na - 20°C)

> 60J (na - 40°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
0 Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \ m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K 300, D 300
1,4 170 - 290 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15 kg
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FILTUB 14B

Klasifikacije:
AWS A-5.29
EN 758

EN ISO 17634-A :
EN ISO 17634-B :
EN ISO 17632-A:
EN ISO 17632-B :

:E 80 T5-G
:T462MoBC3/

T462MoBM3
TMoBC/M1 H5
T49T5-0M/C-2M3 H5
T46 4MoBC/M3 H5
T554T53M/CA-2M3 H5

Osobine i primena:

FILTUB 14B je bazi¢na punjena Zica pogodna za zavarivanje termicki postojanih kotlovskih Celika i Celika za cevi sa
postojanom ¢€vrsto¢om do 500°C. Zavarivanje ovom Zicom odlikuju: miran i stabilan luk, minimalno razbrizgavanje i lako

odstranjivanje troske.

Osnovni materijali:

DIN :

W.Nr. :

Kotlovski limovi i €elici za
cevi

Celici po APl normama

17Mn4 , 19Mn5 , 15Mo3
16Mo5 , St 45.8 , StE 360.7
StE 385.7 , StE 415.7
X52,X56,X60

1.0481,1.0482, 1.5415
1.5423 , 1.0405 , 1.0582
1.8970, 1.8972

Finozrni Celici StE 355 to StE 460 1.0562 to 1.8905
WSLE 355 to WSLE 460 1.0565 to 1.8935
TStE 355 to TStE 460 1.0566 to 1.8915
Liveni elici GS-52, GS-60 , GS-20Mn5 1.0552, 1.0558 , 1.1120
GS-22Mo4 1.5419
Tip zice: Tipi€ne osobine Cistog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Mo
DC+/(-) 0,05 0,40 1,40 0,50
Sadrzaj vodonika na 100 g metala Sava: <5ml

Polozaji zavarivanja:

L

=

Zastitni gas:
(EN439)

COz, M 21
potrosnja: 12 - 18 1 / min

Mehanicke osobine:
Napon te€enja
Zatezna Cvrstoca
Izduzenje

Zilavost

Roozw%: > 480 N/mm?

R 540 - 640 N/mm?
As: >23%

A > 110 J (na + 20°C)

> 80J(na - 20°C)
> 45J(na - 40°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
[ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
1,2 150-200 [ 20 - 27 3,0 - 10,0 K300, D 300
1,4 170 - 290 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15kg
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FILTUB 16B

Klasifikacije:

AWS A-5.29 :E 80 T5-B2

EN 12071 ;TCrMo1BC (M)3
EN ISO 17634-A :TCrMo1BM/C 3H5
EN I1SO 17634-B :T55T5-OM/C-1CM-H5

Osobine i primena:

FILTUB 16B je srednjelegirana bazi¢na punjena Zica pogodna za zavarivanje termicki postojanih kotlovskih celika,
Celika za cevi i livenih Celika sa postojanom évrstoéom do 550°C. Tempertura predgrevanja zavisi od debljine komada i
kre¢e se od 160 - 190°C. Zavarivanje ovom zicom odlikuju: stabilan luk, minimalno razbrizgavanje, glatka povrsina Sava

i lako odstranjivanje troske.

Osnovni materijali:

DIN :

W.Nr. :

Kotlovski limovi i Celici za cevi
Celici za cementaciju

Liveni ¢elici

HIV L, 13CrMo44

16CrMoV4 , 11CrMo55

15Cr3 , 16MnCr5

20MnCr5 , 15CrMo5
GS-17CrMo55 , GS-22CrMo54
GS-17CrMnMo55

1.0447 ,1.7335
1.7728 ,1.7339
1.7015,1.7131
1.7147 ,1.7262
1.7357 ,1.7354
1.7352

Termicka obrada: Poboljsanje: zagrevanje na 700°C/1h i hladenje u peéi do 300°C.

Tip zice:

bazicni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

I

= »

Zastitni gas:
(EN 439)

CO2, M 21
potrosnja: 12 - 18 I / min

Odobrenja:

Tipi€ne osobine €istog metala Sava:
Hemijski sastav, ut %:
C Si Mn Cr Mo
0,06 0,40 1,0 1,20 0,50
Sadrzaj vodonika na 100 g metala Sava: <5ml
Mehanicke osobine:
Napon te¢enja Rpo.2%: > 460 N/mm?
Zatezna &vrstoca  Rm: 550 - 650 N/mm?
Izduzenje As: >20 %
Zilavost A > 110 J (na + 20°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
struje Zice Pakovanje
mm A V m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K 300, D 300
1,4 170 - 290 22 - 30 2,8 - 8,8 | precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15kg
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FILTUB 18B

Klasifikacije:

AWS-SFA-5.29 :E 80 T5-G

EN 12071 :;TCrMo2BC (M) 3
EN ISO 17634-A :TCrMo2BM/C 3H5
EN ISO 17634-B :T62T5-OM/C-2C1M-H5

Osobine i primena:

FILTUB 18B je srednjelegirana bazi¢na punjena Zica pogodna za zavarivanje Cr — Mo kotlovskih ¢elika i ¢elika za cevi
sa postojanom ¢vrstocom do 600°C. Najbolje rezultate dobijamo ako se deo koji se zavaruje predgreje i, tokom
zavarivanja, odrzava na temperaturi 175 + 15°C. Posle zavarivanja deo se mora termicki obraditi na 690 — 720°C u toku
1 - 2 h i ohladiti do 300°C u pe¢i. Zavarivanje ovom zicom odlikuju: dobro razlivanje, malo razbrizgavanje i lako

odstranjivanje troske.

Osnovni materijali:

Liveni ¢elici

GS-17CrM09.10 , GS-12CrM09.10
GS-19CrMo09.10

DIN : W.Nr. :
Termicki postojani elici 10CrMo 9.10, 10CrSiMoV 1.7380, 1.8075
12CrSiMo8

1.7379,1.7380
1.7382

Termicka obrada:

PoboljSanje: zagrevanje na 700°C/ 1 h i hladenje u pec¢i do 300°C.

Tip zice: Tipicne osobine ¢istog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: C Si Mn Cr Mo
0,06 0,40 0,90 2,20 1,0
DC+/(-)
- . . Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:
Mehanicke osobine:
TA/ Napon tecenja Rpo.2%: > 550 N/mm?
L Zatezna évrstoca  Rm: 640 - 750 N/mm?
Zastitni gas:
(EN 439) lzduZenje As: >16 %
CO,, M 21 Zilavost A > 47 J (na + 20°C)
potrosnja: 12 - 18 | / min
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 | 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15 kg
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Klasifikacije :
AWS-SFA-5.29 : E 90 T5-G

EN 12071

FILTUB 19B

:TCrMo2BC(M)3

Osobine i primena:

FILTUB 19B je bazi¢na punjena Zica pogodna za zavarivanje termicki postojanih 3 % CrMoV legiranih kotlovskih celika i
Celika za cevi sa postojanom ¢&vrsto¢om do 600°C. Temperatura predgrevanja i meduprolazna temperatura iznose 200
— 250°C. Posle zavarivanja deo se mora Zariti na 690 — 710°C u toku 1 - 2 h i ohladiti do 300°C u peéi. Zavarivanje
ovom Zicom odlikuju: stabilan luk, malo razbrizgavanje, glatka povrsina Sava i lako odstranjivanje troske.

Osnovni materijali:

DIN : W.Nr. :
Termicki postojani 10CrMo11 1.7276
finozrni Celici 17CrMoV10 1.7766

Termic¢ka obrada: Poboljsanje: zagrevanje 5 h na 650°C i hladenje na vazduhu + zagrevanje 17 h na 690°C i

Tip zice:

baziéni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

L

=
Zastitni gas:
(EN 439)

CO2, M 21
potrosnja: 12 - 18 | / min

hladenje na vazduhu.

Hemijski sastav, ut %:

Tipi€ne osobine Cistog metala Sava:

C Si Mn

Cr

Mo V

0,10 0,25 0,60

3,0

0,30 0,15

Mehanicke osobine:

Napon te¢enja Rpo.2%:

Zatezna ¢vrstoca Rm:
IzduzZenje As:

Zilavost A

Sadrzaj vodonika na 100 g metala Sava:

<5ml

> 450 N/mm?

550 - 650 N/mm?
>22 %

> 140 J (na + 20°C)

>120J(na  0°C)
>100 J (na - 20°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

Odobrenja:

) Jacina
struje
mm A \Y

Napon

Brzina
Zice
m / min

Pakovanje

1.2 150-200 | 20 - 27

3,0 - 10,0

1,4 170-290 | 22 - 30

28 - 88

1,6 200-350 | 24 - 34

4,0 - 10,0

K300, D 300
precizno namotano
tezina

cca. 15 kg
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FILTUB 25B

Klasifikacije:
AWS-SFA-5.29 : E 90 T5-G
EN 758 D-

Osobine i primena:

FILTUB 25B je bazi¢na srednjelegirana punjena Zica pogodna za zavarivanje termicki postojanih CrMoV celika i
livenih ¢elika sa postojanom &vrstocom do 550°C. Najbolje rezultate dobijamo ako se deo koji se zavaruje predgreje i,
tokom zavarivanja, odrzava na temperaturi 170 - 200°C. Posle zavarivanja deo se mora termicki obraditi na 690 —
710°C u toku 1 - 2 h i ohladiti do 300°C u peci. Zavarivanje ovim Zicama odlikuju: dobro razlivanje, malo razbrizgavanje

i lako odstranjivanje troske.

Osnovni materijali:

Liveni Celici

DIN : W.Nr.:
Termicki postojani Celici 21CrMoV5 11, 14CrMoV6 9 1.8070, 1.7735
15CrMoV5 9

GS-17CrMoV 511 S

1.7706

Termicka obarada: Pobolj$anje: zagrevanje 2 h na 700°C i hladenje u peéi do 300°C.

Tip zice:
baziéni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

L

=

Zastitni gas:
(EN 439)

CO,, M 21
potrosnja: 12 - 18 1 / min

Hemijski sastav, ut %:

Tipi€ne osobine cistog metala Sava:

C Si Mn Cr Mo Ni \Y
0,08 0,30 0,90 1,20 1,00 0,40 0,25

Sadrzaj vodonika na 100 g metala Sava: <5ml

Mehanicke osobine:

Napon tegenja Rpo.2%: > 500 N/mm?

Zatezna ¢vrstoca Rm: 660 - 800 N/mm?

Izduzenje As: >15%

Zilavost A > 50 J (na + 20°C)

Parametri zavarivanja i pakovanje:

Odobrenja:

Parametri zavarivanja
[0 Jacina Napon Brzina

struje Zice Pakovanje
mm A \ m / min
1,2 150-200 [ 20 - 27 3,0 - 10,0 K 300, D 300
1,4 170 - 290 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 [ 24 - 34 4,0 - 10,0 Tezina

cca. 15 kg
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Klasifikacije:
f AWS-SFA-5.29 :E 90 T5-G
* ‘ EN 758 :;T5061NiMoBC3/
: T5061NiMoBM3
(JEsENICEN EN ISO 18276-A :T5561NiMoBC/M 3H5

elektrode iesenicedlm_ EN ISO 18276-B :T626T4-3C/M-N2M2 H5

FILTUB 28B

FILTUB 28B je visokobazi¢na srednjelegirana punjena zica, pogodna za zavarivanje finozrnih Celika zatezne ¢vrstoce
do 750 N/mm?Z. Zavarivanje ovom zicom odlikuju: odlicne mehanicke osobine Sava pri niskim temperaturama, malo
razbrizgavanje, glatka povrsina lica $ava i lako uklanjanje troske.

Osnovni materijali:

DIN : W.Nr. :
Finozrni ¢elici StE 460 , StE 500 1.8905, 1.8907
WSHE 500 , TStE 460 1.8937, 1.8915
Poboljsani finozrni Celici TStE 500 1.8917
NAXTRA 56 , NAXTRA 63 1.8944 , 1.8954
HY 80 1.6780
Termicki postojani finozrni ¢elici | WB 35, WB 36 1.8817, 1.6368
BHW 35, BHW 38 1.8807
Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste stuje: C Si Mn Ni Mo
DC+/(-) 0,05 0,35 1,40 1,20 0,40

- . . Zaj ik 1 la Sava: < |
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava 5m

T Mehanicke osobine:
i Napon tedenja Ro0.2%: > 560 N/mm?
o Zatezna évrstoéa R 650 - 750 N/mm?
Zastitni gas:
(EN 439) lzduzenje As: >20 %
CO,, M 21 Zilavost Av > 120 J (na +20°C

)
Erin. 49 . . >110J (na 0°C)
potrosnja: 12 - 18 I/min > 80 (na- 20°C)
> 60 J (na-40°C)

C)

> 47 J (na-60°

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \ m / min
1,2 150-200 [ 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 | 22 - 30 2,8 - 8,8 | precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15kg
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Klasifikaci

AWS-SFA-

EN 12535

ije:
5.29: E110 T5-K4
: T 69 6 Mn 2Ni Cr Mo B M(C) 3

EN ISO 18276-A :T696Mn2NiCrMoBM/C 3H5
EN ISO 18276-B :T766T5-3M/CA-N4C1M2 H5

FILTUB 32B

Osobine i primena:

FILTUB 32B je bazi¢na srednjelegirana punjena Zica, pogodna za zavarivanje finozrnih Celika visoke C&vrstoce.
Optimalne rezultate pri zavarivanju dobijamo ako je unos energije E < 15 kJ /cm i ako je meduprolazna temperatura
100 do 150°C. Zavarivanje ovom zicom odlikuju: malo razbrizgavanje, ujednacenost Sava i lako uklanjanje troske.

Osnovni materijali:

DIN : W.Nr. :
Finozrni &elici visoke ¢vrstoée NAXTRA 63 , NAXTRA 70 1.8954 , 1.8964
T1,T1A,T1B 1.8920, 1.8921, 1.8922
( TStE 690 )
Tip zice: Tipi€ne osobine Cistog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: C Si Mn Cr Ni Mo
0,05 0,35 1,40 0,40 2,20 0,40
DC+/(-)
. .. . A Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:
Mehanicke osobine:
T‘/ Napon tecenja Rpo.29%: > 690 N/mm?
Zatezna évrstoca Rm: 750 - 850 N/mm?
Zastitni gas: e
(EN 4399) Izduzenje As: >16 %
Zilavost A > 80 J (na +20°C)
€Oz, M 21 . > 70J(na  0°C)
potrosnja: 12 - 18 | / min > 60 J (na - 20°C)
> 55J (na-40°C)
> 47 J (na-60°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 [ 22 - 30 2,8 - 8,8 |[precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15 kg
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Klasifikacije:

AWS-SFA-5.29 :E80T5-G

EN 758 :T4262NiBM 3
EN ISO 17632-A :T428 2NiBM3 H5
EN ISO 17632-B :T498T5-3MA-N5 H5

h 4"
‘

elektrode jesenice u..

FILTUB 36B

FILTUB 36B je bazi¢na srednjelegirana punjena Zica, pogodna za zavarivanje finozrnih Celika i €elika za kriogene
temperature. Optimalne rezultate pri zavarivanju dobijamo ako je unos energije E < 12 kJ /cm i ako meduprolazna
temperatura ne prelazi 150°C. Zavarivanje ovom zicom odlikuju: malo razbrizgavanje, ujednacenost Sava i lako

uklanjanje troske.

Osnovni materijali:

DIN :

W.Nr. :

Finozrni ¢elici

Celici za niske temperature

TStE 255 to TStE 380
EstE 255 to EStE 380
TTSt 35N, TTSt 35V
TTSt41N, TTSt 41V
TTSt45N , TTSt 45V
14Ni6 , 10Ni14
16Ni14

1.0463 to 1.8910
1.1103 to 1.8911
1.1101, 1.1101

1.5622 , 1.5637
1.5639

Tip zice:

bazi¢ni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

I,

Zastitni gas:
(EN 439)

M 21
potro$nja: 12 - 18 | / min

Hemijski sastav, ut %:

Tipicne osobine €istog metala Sava:

Zatezna Cvrstoéa Rm:
Izduzenje As:

Zilavost A

C Si Mn Ni
0,05 0,25 0,90 2,50
Sadrzaj vodonika na 100 g metala Sava: <5ml
Mehanicke osobine:
Napon te¢enja Rpo.2%: > 440 N/mm?

520 - 620 N/mm?
> 26 %
> 160 J (na + 20°C)

>100 J (na - 40°C)
> 47 J(na - 80°C)

Parametri zavarivanja i pakovanje:

Odobrenja:

Parametri zavarivanja

[ Jacina Napon Brzina

struje Zice Pakovanje
mm A m / min
1,2 150-200 [ 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 | 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina

cca. 15kg
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Klasifikacije:

AWS-SFA-5.29 :E 120 T5-G

EN 12535 : T89 4 Mn2Ni1CrMo B M3 H5
EN ISO 18276-A :T894Mn2Ni1CrMoBM3 H5
EN ISO 18276-B :T834T5-3MA-N4C2M2 H5

\ "I
‘

elektrode jesenice .

FILTUB 38B

Osobine i primena:

FILTUB 38B je srednjelegirana visokobazi¢na punjena Zica, pogodna za zavarivanje finozrnih ¢elika zatezne ¢vrstoce
do 1100 N/mm?. Optimalne rezultate pri zavarivanju dobijamo ako je unos energije E < 15 kJ /cm i ako meduprolazna
temperatura ne prelazi 150°C. Zavarivanje ovom zicom odlikuju sve osobine koje su vazne za bazi¢ne punjene Zice.

Osnovni materijali:

DIN W.Nr. :
Finozrni celici StE 460 , StE 500 1.8905, 1.8907
WStE 500, TStE 460 1.8937, 1.8915
TStE 500 1.8917
Pobolj$ani finozrni ¢elici NAXTRA 56 , NAXTRA 63 1.8944 , 1.8954
HY 80 1.6780
WB 35, WB 36 1.5403, 1.6368
Termicki postojani finozrni Celici BHW 35, BHW 38 1.8807
XABO 620, XABO 890 , XABO 960 1.8914 , 1.8925, 1.8933
Tip zice: Tipicne osobine Cistog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Ni Mo
0,05 0,45 1,60 1.0 2,10 0,40
DC+/(-) ’ . . . -
. . P Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:
T Mehanicke osobine:
L, Napon tecenja Rpo.2%: > 880 N/mm?
Zatezna Cvrstoca Rm: 940 - 1050 N/mm?
Zastitni gas: o
(EN 439) Izduzenje As: >14 %
M 21 Zilavost A > 60J(na 0°C)
Potro$nja: 12 - 18 | / min > 55J (na-20°C)
> 47 J (na - 40°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 | 22 - 30 28 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15kg
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Klasifikacije :

AWS-SFA-5.29 : E80T5-G

EN 758 :T4661INiBC 3

EN ISO 17632-A : =T466ZBM/C 3H5

EN ISO 17632-B : =<T556T5-3M/CA-G H5

h 4"
‘

elektrode jesenice u..

FILTUB 40B

Osobine i primena:

FILTUB 40B je visokobazi¢na srednjelegirana punjena Zica, pogodna za zavarivanje niklom i bakrom legiranih Celika,
otpornih na atmosfersku koroziju i finozrnih ¢elika. Zavarivanje ovom Zicom odlikuju: odliéne mehani¢ke osobine $ava
pri niskim temperaturama, stabilan luk, malo razbrizgavanje, glatka povrSina lica $ava i lako uklanjanje troske.

Osnovni materijali:

DIN : W.Nr. :
Celici otporni na StE 420, StE 460 1.8902, 1.8905
atmosfersku koroziju ACOR 37-2 , ACOR 37-3, ACOR 52-3 |1.8960, 1.8961 , 1.8963
CORTEN AB 1.8962, 1.8963
Patinax 37 1.8960
Finozrni konstrukcijski WStE 420 , WStE 460 1.8932, 1.8935
¢elici TStE 420 , TStE 460 1.8912, 1.8915
EStE 420 , EStE 460 1.8913, 1.8918
Tip zice: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste stuje: (o} Si Mn P S Ni Cu
0,05 0,35 1,20 >0,020 | >0,020 1,20 0,50
DC+/(-)

Sadrzaj vodonika na 100 g metala Sava: <5ml

Polozaji zavarivanja: Mehanicke osobine:

- . 2
T‘/ Napon te¢enja Rpo.2%: > 470 N/mm
Zatezna ¢vrstoca Rm: 540 - 640 N/mm?
Zastitni gas: Izduzenje As: >24 %
(EN 439) .
Zilavost A > 130 J (na +20°C)
CO,, M 21 > 90 J (na-20°C)
potrosnja: 12 - 18 1 / min > 47 J (na-60°C)

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 150-200 [ 20 - 27 3,0 - 10,0 K300, D 300
1,4 170-290 | 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15 kg

257



\ "I
‘

elektrode jesenice .

FILTUB 42B

Klasifikacije:
AWS A-529 :E110T5-G
EN 758 Do

Osobine i primena:

FILTUB 42B je visokobazi¢na srednjelegirana punjena Zica, pogodna za zavarivanje i navarivanje alata za izvlacenje i
hladno deformisanje, manjih valjaka i delova sli¢nog sastava. Temperatura predgrevanja i meduprolazna temperatura
zavise od osnovnog materijala. Mehanicke osobine zavarenog spoja zavise od termiCke obrade. Zavarivanje ovom

zicom odlikuju: minimalno razbrizgavanje, glatka povrSina lica Sava i lako odstranjivanje troske.

Osnovni materijali:

DIN :

W.Nr. :

Celici za izradu delova
masina i alata

Liveni ¢elici

34CrNiMo6 , 30CrNiMo8 , 34CrMo4
25CrMo4 , 28NiCrMo4 ,28NiCrMo5 5
32NiCrMo8 5

GS-24CrNiMo3 2 5

1.6582 , 1.6580 , 1.7220
1.7218 ,1.6513 , 1.6732
1.6581
1.6552

Termicka obrada: Pobolj$anje: zagrevanje 2 h na 640°C i hladenje u pe¢i do 300°C.

Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Ni Mo
0,12 0,35 1,10 1,00 2,20 1,00
DC+/(-)
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava: <5ml
T Mehanicke osobine:
A/' Napon te¢enja Rpo.2%: > 720 N/mm?
. Zatezna ¢vrstoca Rm: 840 - 950 N/mm?
Zastitni gas:
(EN 439) Izduzenje As: >15 %
CO,, M 21 Zilavost A > 55 J (na + 20°C)
potrosnja: 12 - 18 I/ min
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 150-200 | 20 - 27 3,0 - 10,0 K 300, D 300
1,4 170-290 [ 22 - 30 2,8 - 8,8 |precizno namotano
1,6 200-350 | 24 - 34 4,0 - 10,0 tezina
cca. 15kg
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Klasifikacije:

DIN 8555 : MSG 1-GF-C1-250/
MSG 1-GF-M21-250

EN 14700 : T Fe1

h 4"
‘

elektrode jesenice FILTUB DUR 3

Osobine i primena:
FILTUB DUR 3 je rutilna srednjelegirana punjena Zica, pogodna za navarivanje delova srednjih tvrdo¢a. Takode, moze
se Koristiti za navarivanje meduslojeva na teSko zavarljive materijale. Meduprolazna temperatura pri navarivanju ne
sme da prede 250°C. Navari se dobro obraduju rezanjem, pogodni su za plameno i indukciono kaljenje i Zilavi su i bez
prslina, zbog ¢ega su pogodni za udarna i promenljiva optercenja.

Osnovni materijali:

Celici
Liveni ¢elici
Tip zice: Tipi€ne osobine Cistog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrste struje: (o} Si Mn Cr
DC+/(-) 0,16 0,40 1,40 0,80

Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava: <5ml

T Mehanicke osobine:
Tvrdoc¢a: 225 - 275 HB
Ve vrdocCa
Tvrdo¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
CO,, M 21

potrosnja: 12 - 18 I / min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
1,2 130-250 | 23 - 28 25 - 80 K300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 | precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina
cca. 15 kg
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Klasifikacije:
DIN 8555 : MSG 1-GF-C1-350 P/

MSG 1-GF-M21-350 P
EN 14700 : T Fe1

\ "I
‘

elektrode jesenice s FILTUB DUR 5

Osobine i primena:
FILTUB DUR 5 je rutilna srednjelegirana punjena Zzica, pogodna za navarivanje delova srednjih tvrdoca. Navari su
Zilavi i bez pora, zbog ¢ega su otporni udarna i promenljiva opteréenja. Temperatura pri navarivanju ne treba da prelazi

250°C. Moguca je obrada rezanjem pomocu tvrdih metala. Pri navarivanju loSe zavarljivih delova potrebno je navariti
medusloj zicom FILTUB 12B.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipicne osobine Cistog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrste struje: C Si Mn Cr
DC+/(-) 0,23 0,60 1,50 1,60

- . . Sadrzaj vodonika na 100 g metala Sava: <5 ml
Polozaji zavarivanja:

T Mehanicke osobine:
Tvrdoca: 325 - 375 HB
Vs vrdoca
L. Tvrdoc¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
CO2, M 21

potrosnja: 12 - 18 I / min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 130-250 | 23 - 28 25 - 80 K 300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 |[precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina
cca. 15kg
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Klasifikacije:

DIN 8555 : MSG 5-GF-C1-40 P /
MSG 5-GF-M21-40 P

EN 14700 : T Fe2

h 4"
‘

eleldrode jesenicee« ' TUB DUR 12

Osobine i primena:
FILTUB DUR 12 je srednjelegirana bazi¢na punjena Zica, pogodna za navarivanje delova, koji su izloZzeni jakom
habanju. Zbog niskog sadrzaja C navari su Zilavi i otporni na udarna i promenljiva opteréenja. Mogu¢a je obrada
rezanjem pomocu tvrdih metala. Pri navarivanju lo$e zavarljivih materijala potrebno je navariti medusloj Zicom FILTUB
12B. Meduprolazna temperatura ne sme da prelazi 250°C.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazi¢ni
. Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Mo
DC+/(-) 0,12 0,60 1,50 5,50 1,00
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava: <5 ml
T l Mehanicke osobine:
7l Tvrdoca: 37 -42 HRC
o . Tvrdo¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
CO2, M 21
potrosnja: 12 - 18 | / min
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
1,2 130-250 | 23 - 28 25 - 80 K300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 | precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina
cca. 15kg
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Klasifikacije:

DIN 8555 : MSG 6-GF-C1-55 GP/
MSG 6-GF-M21-55 GP

EN 14700 : T Fe2

\ "I
‘

elektrode jesenice .. F”_TU B DU R 1 4

Osobine i primena:
FILTUB DUR 14 je srednjelegirana bazi¢na punjena Zica, pogodna za navarivanje delova otpornih na habanje. Navari
su Zilavi, bez pora i prslina, zbog ¢ega su otporni na udarna i promenljiva opterecenja. Pri navarivanju loSe zavarljivih
delova potrebno je navariti medusloj Zicom FILTUB 12B. Meduprolazna temperatura, tokom navarivanja, ne treba da
prelazi 250°C. Navare je moguce obraditi samo brusenjem.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipi€ne osobine Cistog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Mo
0,35 0,60 1,20 5,50 0,80
DC+/(-) ’ ’ ’ ’ ‘

P - . . Sadrzaj vodonika na 100 g metala Sava: <5 ml
oIozajl zavarivanja:

T Mehanicke osobine:
l Tvrdoca: 48 -53 HRC
A vrdoCa
. Tvrdo¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
COz, M 21

potrosnja: 12 - 18 1 / min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 130-250 | 23 - 28 25 - 80 K300, D 300
1,4 180-340 | 24 - 30 3,0 - 8,0 |precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina
cca. 15kg
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elektrode jesenice .

Klasifikacije:
DIN 8555 : MSG 5 —-GF-M21- 50-P
MSG 5 - GF-C1 - 50-P
EN 14700 : Fe 3

FILTUB DUR 15

Osobine i primena:

FILTUB DUR 15 je bazi¢na srednjelegirana punjena Zica, pogodna za navarivanje alata, koji se koriste za deformaciju
metala u hladnom i vruéem stanju. Navari su bez pora i prslina, zbog €ega su Zilavi i otporni na udarna i promenljiva
opterecenja. Pri navarivanju loSe zavarljivih materijala potrebno je navariti medusloj zicom FILTUB 12B ili FILTUB DUR
3. Temperatura predgrevanja i meduprolazna temperatura ne treba da prelaze 200°C. Upotreba: alati za hladnu i vruéu

deformaciju metala kao $to su matrice, rezne ivice makaza za vruce rezanje, kalibri za istiskivanje itd.

Osnovni materijali:

Celici
Legirani alatni Celici

Tip zice:

bazi¢ni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

=
Zastitni gas:
(EN 439)

CO2, M 21
potrosnja: 12 - 18 1 / min

Tipi€ne osobine ¢istog metala Sava:

Hemijski sastav, ut %:

C

Si

Mn

Cr

0,45

0,95

0,30

1,05

0,18 1,95

Sadrzaj vodonika na 100 g metala Sava: <5 ml

Mehanicke osobine:

Tvrdoca:

47 -52 HRC

Tvrdoéa navara zavisi od uslova pri navarivanju i od hemijskog
sastava osnovnog materijala.

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

) Jacina Napon Brzina
Odobrenja: mm struje Zice Pakovanje
A V m / min
1,2 130-250 | 23 - 28 25 - 8,0 K 300, D 300
1,4 180-340 [ 24 - 30 3,0 - 8,0 |precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina
cca. 15kg
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Klasifikacije :

DIN 8555 : MSG 6-GF-C1-60 GP/
MSG 6-GF-M21-60 GP

EN 14700 : T Fe 2

elekirode jesenice»  F|1LTUB DUR 16

Osobine i primena:

FILTUB DUR 16 je bazi¢na srednjelegirana punjena zica, pogodna za tvrdo navarivanje delova koji su izloZzeni jakom
trenju. Navari su bez pora i prslina, zbog ¢ega su otporni na udarna i promenljiva opter¢enja. Pri navarivanju loSe
zavarljivih delova potrebno je navariti medusloj Zicom FILTUB 12B ili FILTOB DUR 3. Navare je moguce obraditi samo

bruSenjem. Primeri primene: lopatice i plo¢e meSalica, zubi i delovi bagera, delovi drobilica kao §to su konusi i Celjusti,
itd.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipicne osobine ¢istog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Mo
0,45 0,60 1,60 5,50 0,80
DC+/(-)

- . . Zaj ik 1 la Sava: |
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava: <5m

T Mehanicke osobine:
l Tvrdoca: 57 -62 HRC
A vrdoca
Tvrdo¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN439)
COz, M 21

potrosnja: 12 - 18 | / min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \ m / min
1,2 130-250 | 23 - 28 25 - 80 K300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 |[precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina :
cca. 15kg
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Klasifikacije:
DIN 8555 : MF 10-65-GZ
EN 14700 : TFe16-65-GZ

FILCORD A 66

Osobine i primena:

FILCORD A6 je CrNb-karbidna samozastitna Zica. Metal Sava ima ledeburitnu strukturu sa mnogo razli€itih vrlo tvrdih
karbida sa ekstremnom otporno$c¢u na abrazivno habanje pri visokim temperaturama. Maksimalna preporu¢ena debljina
navarenog sloja je 8mm. Preporucuje se da pre zavarivanja na tvrdu pohabanu podlogu navarite jedan medusloj Zicom

FILCORD D 307 ili FILCORD D Mn17Cr13.

Pogodna za zavarivanje: vrata i pregrada peci za ugalj, utovarnih transportnih traka u topionicama, zvona visokih pedi itd..

Osnovni materijali:

Celici
Liveni Celici

Termicka obrada:

Tipi€ne osobine €istog metala Sava:

predgrevanje nije potrebno
Hemijski sastav, ut %:

Tip Zice: [ cr Mo Nb v w

metalni 52 21,0 7,0 7,0 1,0 2,0
Vrste struje: Sadrzaj vodonika na 100 g metala Sava: <5 ml
DC + Mehanicke osobine:
- . . Tvrdoca: 63 -65 HRC

Polozaji zavarivanja:

Tvrdoéa navara zavisi od uslova pri navarivanju i od hemijskog
T sastava osnovnog materijala.
A

Zastitni gas:

(EN 439)

samo-zastitna

Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Slobodna .
Odobrenja: struje duzina Zice Pakovanje

mm A V mm
1,6 180 - 240 24 - 26 18 - 26 K 300, D 300,
2,0 220 - 260 26 - 28 20 - 28 precizno namotano:
2,4 260 - 320 28 - 32 25-45 masa:
2,8 300 - 360 28 - 32 30 -50 cca. 15kg
3,2 320 - 420 28 - 32 30-50
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Klasifikacije:
DIN 8555 : MF 10-70-G
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elektrode jesenice .

FILCORD A 68

Osobine i primena:
FILCORD AG68 je CrNb-karbidna samozastitna Zica. Metal Sava ima ledeburitnu strukturu sa mnogo razli¢itih vrlo tvrdih
karbida sa ekstremnom otporno$c¢u na abrazivno habanje pri visokim temperaturama. Maksimalna preporu¢ena debljina

navarenog sloja je 8mm. Preporucuje se da pre zavarivanja na tvrdu pohabanu podlogu navarite jedan medusloj Zicom
FILCORD D 307 ili FILCORD D Mn17Cr13.

Pogodna za navarivanje: transportnih kanala i zvona visokih pe¢i, delova sa velikom otpornosti na abraziju pri visokim
temperaturama.

Osnovni materijali:

Celici
Liveni Celici

Termicka obrada:

Tipi€ne osobine €istog metala Sava:
predgrevanje nije potrebno

Hemijski sastav, ut %:

Tip zice: C S o o 5

metalni 4,0 1,1 19,0 0,3 13,0 0,4 15
Vrste struje: Sadrzaj vodonika na 100 g metala Sava: <5 ml

DC + Mehanicke osobine:

S . . Tvrdoca: 67 -69 HRC
Polozaji zavarivanja:

Tvrdoéa navara zavisi od uslova pri navarivanju i od hemijskog
T sastava osnovnog materijala.
‘/

=

Zastitni gas:
(EN 439)

samo-zastitna

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

) Jacina Napon Slobodna .
Odobrenja: struje duzina Zice Pakovanje

mm A V mm

1,2 160 - 280 20-28 18 - 26 K 300, D 300,

2,0 180 - 280 22 -28 22 -28 precizno namotano:

2,4 280 - 340 24 - 29 25-45 masa:

2,8 320 - 400 26 - 30 30 - 50 cca. 15kg
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Klasifikacije:

DIN 8555 : MSG 5-GF-C1-40 P /
MSG 5-GF-M21-40 P

EN 14700 : T Fe3

FILTUB UTOP 38

Osobine i primena:

FILTUB UTOP 38 je bazi¢na srednjelegirana punjena Zica, pogodna za navarivanje alata, koji se koriste za deformaciju
metala u hladnom i vruéem stanju. Navari su bez pora i prslina, zbog ¢ega su Zzilavi i otporni na deformacije i
promenljiva opter¢enja. Obrada navara je moguca alatima od karbidnih tvrdih metala. Pri navarivanju loSe zavarljivih
materijala potrebno je navariti medusloj Zicom FILTUB 12B. Upotreba: obnavljanje osteéenih zubc¢anika, alata za

hladnu i vruéu deformaciju metala kao $to su matrice, kucista itd.

Osnovni materijali:

Legirani alatni Celici

Tip zice: Tipi€ne osobine Cistog metala Sava:
baziéni

Hemijski sastav, ut %:

Vrste struje: C Si Mn Cr Mo \% w

0,13 0,40 0,90 5,0 4,0 0,20 0,15
DC+/(-)
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava: <5 ml
T Mehanicke osobine:
l Tvrdoca: 36 -42 HRC
Vs vrdoca
. Tvrdo¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
CO2, M 21
potrosnja: 12 - 18 I / min
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[0 Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
1,2 130-250 | 23 - 28 25 - 8,0 K300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 |[precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina :
cca. 15kg
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elektrode jesenice ..

Klasifikacije:

DIN 8555 : MSG 6-GF-C1-55 GP /
MSG 6-GF-M21-55 GP

EN 14700 : T Fe8

FILTUB UTOP 55

Osobine i primena:

FILTUB UTOP 55 je bazi¢na srednjelegirana punjena Zica, pogodna za navarivanje alata, koji se koriste za
deformaciju metala u hladnom i vruéem stanju do radne temperature od 550°C. Navari su Zilavi, zbog ¢ega su otporni
na deformacije i promenljiva optere¢enja. Obrada navara je moguc¢a samo brusenjem. Pri navarivanju lo$e zavarljivin
materijala potrebno je navariti medusloj zicom FILTUB 12B. Upotreba: alati za hladnu i vru¢u deformaciju metala, kao

Sto su matrice i kuéista za izradu cevi, rezne ivice makaza za vruée rezanje, kalibri za istiskivanje itd.

Osnovni materijali:

Legirani alatni Celici

Tip zice:

baziéni
Vrste struje:

DC+/(-)

Polozaji zavarivanja:

)

=

Zastitni gas:
(EN 439)

COz, M 21
potrosnja: 12 - 18 I / min

Tipi€ne osobine ¢istog metala Sava:

Hemijski sastav, ut %:

(o} Si Mn Cr Mo \% W

0,50 0,40 0,90 5,0 5,0 0,60 0,15

Sadrzaj vodonika na 100 g metala Sava: <5 ml
Mehanicke osobine:
Tvrdoc¢a: 53 -60 HRC

Tvrdoc¢a navara zavisi od uslova pri navarivanju i od hemijskog
sastava osnovnog materijala.

Parametri zavarivanja i pakovanje:

Odobrenja:

Parametri zavarivanja
¢ Jacina Napon Brzina
struje Zice Pakovanje
mm A \ m / min
1,2 130-250 | 23 - 28 25 - 80 K300, D 300
1,4 180 - 340 24 - 30 3,0 - 8,0 |[precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina :
cca. 15kg
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Klasifikaciie:

DIN 8555: MSG 6-GF-M21-55-GP
MSG 6-GF-C1-55-GP

EN 14700: TFe3

Wil
‘

elektrode jesenice . F”_TUB UTOP CO

Osobine i primena:

FILTUB UTOP Co je bazi¢na srednjelegirana punjena Zica, pogodna za navarivanje alata, koji se koriste za
deformaciju metala u hladnom i vru¢em stanju. Navari su Zilavi, zbog €ega su otporni na deformacije i promenljiva
opterec¢enja. Pri navarivanju loSe zavarljivih materijala potrebno je navariti medusloj Zicom FILTUB 12B. Upotreba:
kovacki alati, rezne ivice makaza, kalibri za istiskivanje, matrice, Zigovi, itd.

Osnovni materijali:
Celici
Legirani alatni elici

Tip zice: Tipi€ne osobine €istog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Cr Nb w Co
DC+1(-) >0,35 1,0 1,0 1,80 0,80 |80-90|18-23

- . . zaj i Sava: <
Polozaji zavarivanja: Sadrzaj vodonika na 100 g metala Sava 5ml

Mehanicke osobine:

T l T Ca: 47 -52 HR
A vrdoca 5 C
Y Tvrdoc¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
CO2, M 21

potrosnja: 12 - 18 1 / min

Parametri zavarivanja i pakovanje:
Parametri zavarivanja

[0 Jacina Napon Brzina
Odobrenja: mm struje Zice Pakovanje
A Vv m / min
1,6 220-420 | 26 - 32 40 - 95 K300, D 300
precizno namotano
teZina:
cca. 15kg
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Klasifikacije:

DIN 8555 :MSG 5 — GF — M21 — 50-GP
MSG 5 - GF - C1 - 50-GP

EN 14700 :T Fe3

il
‘

elektrode jesenicewe 1L TUB UTOP Mo

Osobine i primena:
FILTUB UTOP Mo 1 je bazicna srednjelegirana punjena Zica, pogodna za navarivanje alata, koji se koriste za
deformaciju metala u hladnom i vruéem stanju do radne temperature od 550°C. Navari su Zilavi, zbog ¢ega su otporni
na deformacije i promenljiva opterecenja. Pri navarivanju loSe zavarljivih materijala potrebno je navariti medusloj Zicom
FILTUB 12B. Upotreba: alati za hladnu i vruéu deformaciju metala, kao $to su matrice, kalibri i kuéista za izradu cevi,
rezne ivice makaza za vruée rezanje, kalibri za istiskivanje itd.

Osnovni materijali:
Celici
Legirani alatni Celici

Tip zice: Tipicne osobine ¢istog metala Sava:
bazi¢ni

Hemijski sastav, ut %:

Vrste struje: C Si Mn Cr Ni Mo Cu \Y W

0,42 1,0 0,35 5,06 0,24 1,28 0,25 0,24 0,35

DC+/(-)

N . . Sadrzaj vodonika na 100 g metala Sava: <5 ml
Polozaji zavarivanja:

Mehanicke osobine:

T l Tvrdoca: 47 -52 HRC
A vrdoéa
. Tvrdoc¢a navara zavisi od uslova pri navarivanju i od hemijskog
Zastitni gas: sastava osnovnog materijala.
(EN 439)
COz;, M 21

potrosnja: 12 - 18 | / min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: mm struje Zice Pakovanje
A \Y m / min
1,2 130-250 | 23 - 28 25 - 8,0 K300, D 300
1,4 180-340 | 24 - 30 3,0 - 8,0 | precizno namotano
1,6 220-420 | 26 - 32 40 - 95 tezina :
cca. 15kg
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Klasifikacije:
EN ISO 14717-A: S 46 4FB T3
AWS-SFA-5.23 : F 7 A 4-EC-G

\ "I
‘

elektrode jeseniceuws FILTUB 112

Osobine i primena :
FILTUB 112 je bazi¢na niskolegirana punjena zica, pogodna za EPP - zavarivanje nelegiranih konstrukcijskih ¢elika,
kotlovskih limova, Celika za cevi i finozrnih Celika. Pogodna je, takode, za navarivanje meduslojeva kod celika losije
zavarljivosti. Koristi se u kombinaciji sa praSkom FB TT .

Osnovni materijali:

DIN : W.Nr. :
Nelegirani Celici St33 to St70 1.0033 to 1.0070
Kotlovski limovi HI,HIl,17Mn4 , 19Mn5 1.0345,1.0425, 1.0481, 1.0482
Celici za cevi St 37-0 to St 52-0 , St-37-4 to St-52-4 1.0254 to 1.0421, 1.0255 to 1.0581
StE 210.7 to StE 360.7 1.0307 to 1.0582
Finozrni Celici StE 255 to StE 355 1.0461 to 1.0562
WSHE 255 to WStE 355 1.0462 to 1.0565
TStE 255 to TStE 355 1.0463 to 1.0566
Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazi€ni
. Hemijski sastav, ut %:
Vrste struje: c Si Mn
DC+ i AC 0,05 0,20 1,60
Prasak za zavarivanje: Sadrzaj vodonika na 100 g metala Sava: <3ml
FBTT Mehanicke osobine:
Napon teGenja Roozw: > 460 N/mm?
Zatezna Evrstota R 550 - 650 N/mm®
Izduzenje As: >24 %
Zilavost A >160J (na 0°C)
> 140 J (na - 20°C)
> 100 J (na - 40°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min

3,2 350 - 600 26 - 33 1,2 - 2,4 | Dimenzije kotura:
4,0 400 - 800 27 - 39 0,8 - 2,2 |420x280x90
Tezina: 22 -29kg ;
K415
Tezina: cca. 25 kg
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elektrode jesenice .

FILTUB 114

Klasifikacije:
EN ISO 24 589-A: SMo FB

EN ISO 24 589-B: S 554 FB TU1M3
AWS-SFA-523:F7 A4-EC-A4

Osobine i primena:

FILTUB 114 je srednjelegirana bazi¢na punjena Zica, pogodna za EPP — zavarivanje termicki postojanih Celika sa
postojanom ¢évrstocom do 500 °C. Koristi se u kombinaciji sa aglomeriranim praskom FB TT .

Osnovni materijali:

DIN :

W.Nr. :

Kotlovski limovi i ¢elici za
cevi

Finozrni Celici

17Mn4 , 19Mn5 , 15Mo3
16Mo5 , St 45.8 , StE 360.7
StE 385.7 , StE 415.7

StE 355 to StE 460

WSHE 355 to WSLE 460
TStE 355 to TStE 460

1.0481,1.0482, 1.5415
1.5423, 1.0405, 1.0582
1.8970, 1.8972

1.0562 to 1.8905

1.0565 to 1.8935

1.0566 to 1.8915

Liveni Celici GS-52, GS-60, GS-20Mn5 1.0552, 1.0558 , 1.1120
GS-22Mo4 1.5419
Tip zice: Tipi€ne osobine Cistog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: (o} Si Mn Mo
DC+ i AC 0,05 0,20 1,40 0,5

Prasak za zavarivanje:

FBTT

Mehanicke osobine:
Napon tecenja Rpo.2%:
Zatezna ¢vrstoéa Rm:

IzduZenje As:

Zilavost Av:

Sadrzaj vodonika na 100 g metala $ava:

<3ml

> 450 N/mm?

540 - 640 N/mm?

> 24 %

> 180 J (na + 20°C)
>160J (na  0°C)

> 140 J (na - 20°C)
> 80J(na -40°C)

Parametri zavarivanja i pakovanje:

Odobrenja:

Parametri zavarivanja
[ Jacina Napon Brzina
struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 1,2 - 2,4 | Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina:22-29kg;
K415
Tezina : cca. 25 kg
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FILTUB 116

Klasifikacije:

AWS-SFA-5.23: F 8 P 0-EC-B 2

Osobine i primena:

FILTUB 116 je bazitna srednjelegirana punjena Zica, pogodna za EPP — zavarivanje termicki postojanih celika sa
postojanom évrsto¢om do 550 °C. Koristi se u kombinaciji sa aglomeriranim praskom FB TT .

Osnovni materijali:

DIN :

W.Nr. :

Kotlovski limovi i Celici
za cevi
Celici za cementaciju

Liveni Celici

HIVL, 13CrMo44

16CrMoV4 , 11CrMo55

15Cr3 , 16MnCr5

20MnCr5 , 15CrMo5
GS-17CrMo55 , GS-22CrMo54

GS-17CrMnMo55

1.0447 ,1.7335
1.7728 ,1.7339
1.7015,1.7131
1.7147 ,1.7262
1.7357 ,1.7354
1.7352

Termicka obarada: Otpustanje: zagrevanje 2 h na 700°C i hladenje u pe¢i do 300°C.

Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste struje: (o} Si Mn Cr Mo
DC+ i AC 0,05 0,20 1,0 1,20 0,50
v . . Sadrzaj vodonika na 100 g metala $ava: <5ml
Prasak za zavarivanje:
FBTT Mehanicke osobine:
Napon tec¢enja Rpo.2%: > 410 N/mm?
Zatezna évrsto¢a Rm: 530 - 600 N/mm?
Izduzenje As: >22%
Zilavost A > 110 J (na +20°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 1,2 - 24 Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina: 22 -29kg;
K415
Tezina : cca. 25 kg
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elektrode jesenice .

FILTUB 118

Klasifikacije:

Osobine i primena:

FILTUB 118 je bazi¢na srednjelegirana punjena zica, pogodna za EPP — zavarivanje termicki postojanih CrMo, CrMoV
Celika i slicnih livenih ¢elika sa postojanom ¢vrsto¢om do 600°C. Posle zavarivanja obavezno je otpustanje, zavarenog
komada, na 690 - 720°C u toku 1 - 2 h i hladenje u pe¢i do 300°C. Zica se koristi u kombinaciji sa aglomeriranim

praSkom FB TT.

Osnovni materijali:

DIN :

W.Nr. :

Liveni Celici

Termicki postojani Celici

10CrMo 9.10, 10CrSiMoV

12CrSiMo8

GS-17CrMo09.10 , GS-12CrM09.10
GS-19CrMo9.10

1.7382

1.7380, 1.8075

1.7379, 1.7380

Termicka obrada: Otpustanje: zagrevanje na 720° 1 h i hladenje u peéi do 300°C.

Tip zice:

Vrste struje:

bazicni

DC+ iAC

Prasak za zavarivanje:

FBTT

Hemijski sastav, ut %:

Tipicne osobine Cistog metala Sava:

Napon te€enja
Zatezna Cvrstoca
Izduzenje

Zilavost

Mehanicke osobine:

Rp0.2%:
Rm:
As:

A

> 440 N/mm?

560 - 630 N/mm?

>21%

> 100 J (na +20°C)

o] Si Mn Cr Mo
0,09 0,20 0,80 2,40 1,0
Sadrzaj vodonika na 100 g metala Sava: <3ml

Parametri zavarivanja i pakovanje:

Parametri zavarivanja

Odobrenja:

o) Jadina Napon Brzina

struje Zice Pakovanje
mm A Vv m/ min
3,2 350 - 600 26 - 33 1,2 - 2,4 | Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 |420x280x90

K415

Tezina: 22 -29kg ;

Tezina : cca. 25 kg
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Klasifikacije:
AWS-SFA-5.23 : F 9 A 8-EC-G

h 4"
‘

elekirode jesenice. L TUB 128

Osobine i primena:
FILTUB 128 je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — zavarivanje pobolj§anih i termicki postojanih
finozrnih Eelika. Optimalne mehani¢ke osobine zavarenog spoja se dobijaju sa unosom energije E < 22 kd/cm.
Meduprolazna temperatura ne sme da prede 150°C. Zica se koristi u kombinaciji sa aglomeriranim praskom FB TT .

Osnovni materijali:

DIN : W.Nr. :
Finozrni Eelici StE 460 , StE 500 1.8905, 1.8907
WStE 500, TStE 460 1.8937, 1.8915
Poboljsani finozrni TStE 500 1.8917
Celici NAXTRA 56 , NAXTRA 63 1.8944 , 1.8954
HY 80 1.6780
Termicki postojani finozrni WB 35, WB 36 1.8817 , 1.6368
Celici BHW 35, BHW 38 1.8807
Tip zice: Tipi€ne osobine €istog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Ni Mo
DC +i AC 0,05 0,20 1,40 1,20 0,40

« . . Zaj i $ : <
Prasak za zavarivanje: Sadrzaj vodonika na 100 g metala $ava 3ml

Mehanicke osobine:

FBTT
Napon te¢enja Rpo.2%: > 550 N/mm?
Zatezna &vrstoéa R 630 - 730 N/mm?
Izduzenje As: >20 %
Zilavost A > 160 J (na + 20°C)
>120 J (na - 20°C)
> 100 J (na -40°C)
> 60J (na - 60°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[} Jadina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
3,2 350 - 600 26 - 33 1,2 - 24 | Dimenzije kotura :
4,0 400 - 800 27 - 39 0,8 - 2,2 |420x280x90
Tezina:22-29kg ;
K415

Tezina : cca. 25 kg
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elektrode jesenice .

FILTUB 132

Klasifikacije :

EN ISO 26 304-A: S696FBT3Ni2.5NiCrMo
EN ISO 26 304-B: S7T8A6FB TUN5CM3
AWS-SFA-5.23 : F 11 A 8-EC-F5

Osobine i primena:

FILTUB 132 je bazitna srednjelegirana punjena zica, pogodna za EPP — zavarivanje finozrnih ¢elika visoke évrstoce.
Optimalne osobine ¢istog metala Sava dobijamo pri unosu energije E > 18 kJ/cm i kada meduprolazana temepertura ne

prelazi 150°C. Zica se koristi u kombinaciji sa aglomeriranim pragkom FB TT.

Osnovni materijali:

DIN : W.Nr. :
Finozrni Eelici visoke NAXTRA 63 , NAXTRA 70 1.8954 , 1.8964
¢vrstoce T1,T1A,T1B 1.8920, 1.8921, 1.8922
( TStE 690 )
Tip zice: Tipi€ne osobine ¢istog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: C Si Mn Cr Ni Mo
0,05 0,20 1,40 0,60 2,5 0,40
DC+ i AC
Sadrzaj vodonika na 100 g metala Sava: <3ml
Prasak za zavarivanje:
Mehanicke osobine:
FBTT
Napon tec¢enja Rpo.29%: > 680 N/mm?
Zatezna ¢vrsto¢a  Rm: 740 - 820 N/mm?
Izduzenje As: >16 %
Zilavost A > 120 J (na + 20°C)
> 90J (na -20°C)
> 70J (na -40°C)
> 47 J (na - 60°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
3,2 350 - 600 26 - 33 1,2 - 24 Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 |420x280x90
Tezina:22-29kg;
K415
Tezina : cca. 25 kg
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Klasifikacije:
AWS-SFA-5.23 : F 7 A15-EC-Ni 2

h 4"
‘

elektrode jesenice . FILTUB 136

Osobine i primena:
FILTUB 136 je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — zavarivanje finozrnih i na niske temperature
otpornih ¢Celika. Optimalne mehanicke osobine dobijamo pri unosu energije E < 15 kJ/cm i kada meduprolazna
temperatura ne prelazi 150°C. Zica se koristi u kombinaciji sa praskom FB TT.

Osnovni materijali:

DIN : W.Nr. :
Finozrni Celici TStE 255 to TStE 380 1.0463 to 1.8910
; EStE 255 to EStE 380 1.1103 to 1.8911
Celici za niske temperature | TTSt 35N, TTSt 35V 1.1101, 1.1101

TTSt41N, TTSt 41V
TTSt45N , TTSt 45V

14Ni6 , 10Ni14 1.5622 , 1.5637
16Ni14 1.5639
Tip zice: Tipi€ne osobine cistog metala Sava:
bazicni
Hemijski sastav, ut %:
Vrste struje: c Si Mn P S Ni
0,04 0,15 0,80 > 0,015 > 0,015 2,50
DC +iAC

Sadrzaj vodonika na 100 g metala Sava: <3ml
Prasak za zavarivanje:
Mehanicke osobine:

FBTT
Napon tec¢enja Rpo.2%: > 370 N/mm?
Zatezna ¢vrstoéa R 480 - 580 N/mm?
Izduzenje As: >26 %
Zilavost A >140 J (na - 20 °C)
> 120 J (na - 40 °C)
>100 J (na - 60 °C)
> 80J(na -80°C)
> 47 J (na - 105°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[0 Jadina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \% m / min
3,2 350 - 600 26 - 33 1,2 - 2,4 | Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina:22-29kg;
K415

Tezina : cca. 25 kg
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Klasifikacije:
EN ISO 26 304-A: S 894FBT3Ni2.5Cr1Mo
AWS-SFA-523:F12A4-EC-G

A “‘
‘

elektrode jesenicess =11 TUB 138

Osobine i primena:
FILTUB 138 je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — zavarivanje poboljSanih i termicki postojanih
finozrnih Celika. Optimalne mehani¢ke osobine dobijamo pri unosu energije E < 15 kdJ/cm i kada meduprolazna
temperatura ne prelazi 150°C. Zica se koristi u kombinaciji sa aglomeriranim praskom FB TT.

Osnovni materijali:

DIN W.Nr. :
Finozrni celici StE 460 , StE 500 1.8905, 1.8907
WSHE 500, TStE 460 1.8937, 1.8915
Pobolj$ani finozrni celici TStE 500 1.8917
NAXTRA 56 , NAXTRA 63 1.8944 , 1.8954
HY 80 1.6780
Termicki postojani finozrni Celici WB 35, WB 36 1.5403, 1.6368
BHW 35, BHW 38 1.8807
XABO 620, XABO 890 , XABO 960 1.8914 , 1.8925, 1.8933
Tip Zice: Tipiéne osobine ¢istog metala Sava:
baziéni
Hemijski sastav, ut %:
Vrste struje: C Si Mn Cr Ni Mo
0,08 0,35 1,50 0,80 2,50 0,40
DC+i AC
Sadrzaj vodonika na 100 g metala Sava: <3ml

Prasak za zavarivanje:
Mehanicke osobine:

FBTT
Napon tegenja Rooz%. > 870 N/mm?
Zatezna ¢vrstoéa Rm: 950 - 1100 N/mm?
Izduzenje As: >12%
Zilavost Ay > 60J(na 0°C)
> 50J (na -20°C)
> 47 J (na -40°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[0} Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \% m / min
3,2 350-600| 26 - 33 1,2 - 2,4 | Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina:22-29kg;
K 415

Tezina : cca. 25 kg
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Klasifikacije:
AWS A-52 E80T5-G

\ "I
‘

elektrode jesenice s FILTUB 140

Osobine i primena:
FILTUB 140 je bazi¢na punjena Zica, pogodna za EPP — zavarivanje €elika otpornih na atmosfersku koroziju i finozrnih

&elika. Zica se koristi u kombinaciji sa aglomeriranim praskom FB TT .

Osnovni materijali:

DIN : W.Nr. :
Celici otporni na StE 420, StE 460 1.8902 , 1.8905
atmosfersku koroziju ACOR 37-2, ACOR 37-3, ACOR 52-3 | 1.8960, 1.8961 , 1.8963
CORTEN A,B 1.8962 , 1.8963
Patinax 37 1.8960
Finozrni konstrukcijski WSLE 420 , WStE 460 1.8932, 1.8935
Celici TStE 420 , TStE 460 1.8912, 1.8915
EStE 420 , EStE 460 1.8913, 1.8918
Tip zice: Tipicne osobine ¢istog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste struje: c Si Mn Ni Cu
0,05 0,20 1,30 1,20 0,50
DC+i AC

. ) ) Sadrzaj vodonika na 100 g metala Sava: <3ml
Prasak za zavrivanje:

Mehanicke osobine:

FBTT
Napon tec¢enja Rpo.2%: > 460 N/mm?
Zatezna &vrstota  Rm: 540 - 620 N/mm®
Izduzenje As: >22%
Zilavost Ay >120 J (na+20°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[} Jacdina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350-600| 26 - 33 1,2 - 2,4 | Dimenzije kotura :
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina:22-29kg;
K 415
Tezina : cca. 25 kg
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elektrode jesenice .

FILTUB DUR 205

Klasifikacije:

DIN 8555

: UP1 - GF - BFB1 65 - 350

E3N 14700: T Fe1

Osobine i primena:

FILTUB DUR 205 je srednjelegirana bazi¢na punjena Zica, pogodna za navarivanje delova otpornih na habanje. Navari
su bez prslina i poroznosti, zbog €ega su otporni na udarna i promenijljiva opteréenja. Meduprolazna temperatura ne
treba da prelazi 400°C. Lo$e zavarljive materijale je potrebno navariti slojem FILTUB 112. Zica se koristi u kombinaciji sa
aglomeriranim praskom FB 12.2. Upotreba: valjci za valjaCke stanove, valjci i osovine guseni€ara, tockovi kranova i

njihove osovine, itd.

Osnovni materijali:

Celici
Liveni elici
Tip zice: Tipicne osobine Cistog metala Sava:

bazi¢ni

Hemijski sastav, ut %:
Vrste stuje: Slojevi C Si Mn Cr Mo
, 3 0,15 0,50 1,60 2,8 0,6
+
DC+ i AC 8 0,18 0,50 1,90 34 0,7

Prasak za zavarivanje:

Sadrzaj vodonika na 100 g metala Sava:

<5ml

FB 12.2 Mehanicke osobine:
Meduprolazna Tvrdoda: 350 - 380 HB
temperatura:
Tvrdo¢a navara zavisi od uslova navarivanja i od hemijskog
< 400°C sastava osnovnog materijala.
Obradljivost:  dobra karbidnim tvrdim metalima
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 1,2 - 24 Dimenzije kotura:
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
5,0 450-850| 29 - #1 06 - 1,8 |Tezina:22-29kg;
K415
Tezina : cca. 25 kg
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elektrode jesenice u..

Klasifikacije:
DIN 8555 : UP5-GF-BFB4 652 — 40
EN 14700 :T Fe7

FILTUB DUR 212

Osobine i primena:

FILTUB DUR 212 je srednjelegirana bazi¢na punjena Zica, pogodna za navarivanje delova otpornih na habanje. Zbog
niskog sadrzaja ugljenika navari su vrlo Zilavi i zato otporni na udarna i promenljiva optere¢enja. Meduprolazna
temperatura ne treba da prelazi 400°C. Loe zavarljive materijale je potrebno navariti meduslojem FILTUB 112. Zica se
koristi u kombinaciji sa aglomeriranim praskom FB 12.2. Upotreba: navarivanje potpornih tockova guseni€ara, kranskih

tockova, valjaka transportnih traka i valjaka u valjaonicama.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipi€ne osobine ¢cistog metala Sava:

bazi¢ni

Hemijski sastav, ut %:
Vrste struje: Slojevi c Si Mn Cr Mo
. 3 0,08 0,35 1,40 5,0 0,85
+
DC+ i AC 8 0,08 0,35 1,20 6,0 1,0

Prasak za zavarivanje:

FB 12.2

Meduprolazana

Sadrzaj vodonika na 100 g metala Sava: <5ml
Mehanicke osobine:

Tvrdoca: 37-42 HRC

temperatura: Tvrdoc¢a navara zavisi od uslova navarivanja i od hemijskog
sastava osnovnog materijala.
< 400°C Obradljivost:  dobra karbidnim tvrdim metalima
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \ m / min
3,2 350 - 600 26 - 33 12 - 24 Dimenzije kotura:
4,0 400-800| 27 - 39 0,8 - 2,2 |420x280x90
5,0 450-850| 29 - 41 0,6 - 1,8 |Tezina:22-29kg;
K415
Tezina : cca. 25 kg
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elektrode jesenice .

Klasifikacije:
DIN 8555 : UP6-BFB4 652 — 50
EV 14700: TZ Fe3

FILTUB DUR 214

Osobine i primena:

FILTUB DUR 214 je bazi¢na srednjelegirana punjena Zica, pogodna za EPP - navarivanje delova otpornih na habanje
(metal - matal) do radnih temperatura 600°C. Navari su Zilavi i zato otporni na deformacije i udarna opterecenja. Pri
navarivanju loSe zavarljivih materijala potrebno je navariti medusloj sa FILTUB 112. Zica se koristi u kombinaciji sa

aglomeriranim praskom FB CrNi. Upotreba: navarivanje valjaka za hladnu i toplu deformaciju limova i profila itd.

Osnovni materijali:

Celici
Liveni ¢elici

Tip zice:

bazi¢ni
Vrste struje:

DC+ i AC

Prasak za
zavarivanje:

FB CrNi

Meduprolazna

Tipi€ne osobine ¢istog metala Sava:

Hemijski sastav, ut %:

Slojevi (e} Si Mn Cr Mo Co \% w Ni

2 0,35 | 0,35 1,10 7,0 4,5 21 0,6 1,2 2,2

4 0,40 | 0,35 1,20 8,0 5,0 23 0,7 1,3 2,5
Sadrzaj vodonika na 100 g metala Sava: <5ml

Mehanicke osobine:

Tvrdoca:

46 -

52 HRC

temperatura: Tvrdoc¢a navara zavisi od uslova navarivanja i od hemijskog
sastava osnovnog materijala.
0
<400°C Obradljivost: moguca karbidnim tvrdim metalima, posle Zarenja
na 400°C
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 12 - 24 Dimenzije kotura:
4,0 400-800 | 27 - 39 0,8 - 2,2 | 420x280x90
Tezina : 22 -29 kg ;
K 415

TezZina : cca. 25 kg
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Klasifikacije:
DIN 8555 : UP6-GF-BFB4 652 — 55
EN 14700: T Fe8

h 4"
‘

elektrode jesenice u..

FILTUB DUR 215

Osobine i primena:

FILTUB DUR 215 je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — navarivanje delova, koji su otporni na
habanje i koroziju. Navari su bez prslina i poroznosti i zato su otporni na udarna i promenljiva optere¢enja. Pri
navarivanju loSe zavarljivih materijala potrebno je navariti medusloj sa FILTUB 112. Zica se koristi u kombinaciji sa
aglomeriranim praskom FB CrNi. Upotreba: radne povrsine transportnih traka sa valjcima, delovi pumpi, delovi vodenih
turbina itd.

Osnovni materijali:

Celici
Liveni ¢elici
Tip zice: Tipicne osobine ¢istog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste struje: Slojevi C Si Mn Cr
. 2 0,45 0,40 1,10 11,0
DC+ i AC 4 0,50 0,40 1,20 12,5

Prasak za zavarivanje: Sadrzaj vodonika na 100 g metala $ava: <5 ml

FB Cr Ni Mehanicke osobine:
Meduprolazna Tvrdoca: 50-55 HRC
m ra:
tempertura Tvrdoca navara zavisi od uslova navarivanja i od hemijskog
< 400 °C sastava osnovnog materijala.
Obradljivost: ~ bruSenjem
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 12 - 24 Dimenzije kotura:
4,0 400-800| 27 - 39 0,8 - 2,2 |420x280x90

Tezina:22-29Kkg;

K415

TeZina : cca. 25 kg
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Klasifikacije:
DIN 8555 : UP 5-GF-BFB 165 — 400
EN 14 700: TZ Fe7

\ "I
‘

cleklrode jesenicee ) TUB DUR 12Cr2NiMo

Osobine i primena:
FILTUB 12Cr2NiMo je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — navarivanje delova, koji su otporni na
habanje, koroziju i termiCka opterecenja. Na loSe zavarljive delove je potrebno navariti medusloj sa FILTUB 112.
Meduprolazna temperatura, tokom navarivanja, ne treba da prelazi 400°C. Zica se koristi u kombinaciji s aglomeriranim
praskom FB 12.2. Upotreba: valjci za kontinuirano livenje.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipicne osobine Cistog metala Sava:
bazi¢ni
Hemijski sastav, ut %:
Vrste struje: Slojevi C Si Mn Cr Ni Mo
. 2 0,10 0,40 1,10 11,5 1,8 0,9
DC+ i AC 4 0,08 0,40 1,20 12,5 2,2 1.1
Prasak za Sadrzaj vodonika na 100 g metala $ava: <5ml

zavarivanje:
Mehanicke osobine:

FB 12.2
Tvrdoca: 380-420 HB
Meduprolazna Tvrdoc¢a navara zavisi od uslova navarivanja i od hemijskog
temperatura: sastava osnovnog materijala.
< 400°C Obradljivost: ~ dobra, karbidnim tvrdim metalima
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A Vv m / min
2,4 300 - 500 26 - 30 1,7 - 3,6 Dimenzije kotura:
3,2 350-600| 26 - 33 1,2 - 24 | 420x280x90
4,0 400-800| 27 - 39 0,8 - 2,2 |Tezina:22-29kg;
K415
Tezina: cca. 25 kg
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Klasifikacije:
DIN 8555 : UP5-GF-FB 165 - 40
EN 14 700: TZ Fe7

h 4"
‘

elekirode jesenicew, FILTUB DUR 13Cr3NiMoN

Osobine i primena:
FILTUB 13Cr3NiMoV je bazi¢na srednjelegirana punjena Zica, pogodna za EPP — navarivanje delova, koji su otporni
na habanje, koroziju i termic¢ka optere¢enja. Na loSe zavarljive delove je potrebno navariti medusloj sa FILTUB 112.
Zica se koristi u kombinaciji sa aglomeriranim pragkom FB 12.2. Upotreba: valjci za kontinuirano livenje itd.

Osnovni materijali:

Celici
Liveni €elici
Tip zice: Tipi€ne osobine Cistog metala Sava:
bazi¢ni
Hemijski sastav, ut % :
Vrste struje: Slojevi c Si Mn Cr Ni Mo \Y N
DC+ i AC 2 0,12 | 0,440 1,10 12,0 2,6 0,9 0,25 010
4 0,10 0,40 1,20 13,0 3,0 1,0 0,25 0,12
Prasak za

. . Sadrzaj vodonika na 100 g metala Sava: <5ml
zavarivanje:

Mehanicke osobine:
FB CrNi

Tvrdoca: 42 - 44 HRC
Meduprolazna
temperatura: Tvrdo¢a navara zavisi od uslova navarivanja i od hemijskog
sastava osnovnog materijala.

<350°C
Obradljivost:  dobra, karbidnim tvrdim metalima
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
) Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350 - 600 26 - 33 12 - 24 Dimenzije kotura:
4,0 400-800| 27 - 39 0,8 - 2,2 |420x280x90
Tezina : 22 -29kg ;
K 415

Tezina : cca. 25 kg
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elektrode jesenice o

Klasifikacije:

DIN 8555 : UP5-GF-BCS 256 - 40
Ev 14 700: TZ Fe7

FILTUB DUR 17Cr

Osobine i primena:

FILTUB DUR 17Cr je bazi¢na 17Cr - legirana punjena Zica, pogodna za EPP — navarivanje delova, koji su otporni na
koroziju na visokim temperaturama, habanje i termicka opterecenja. Na loSe zavarljive delove je potrebno navariti
medusloj sa FILTUB 112. Zica se koristi u kombinaciji sa aglomeriranim praSkom FB CrNi. Upotreba: valjci za

kontinuirno livenje, delovi parnih turbina itd.

Osnovni materijali:

Celici
Liveni Celici
Tip zice: Tipicne osobine ¢istog metala Sava:
bazi€ni
Hemijski sastav, ut % :
Vrste struje: Slojevi c Si Mn Cr
2 0,08 0,60 1,10 16,0
. ) , ) ,
DC+ i AC 7 0,06 0,80 1,20 175
PraSak za zavarivanje: Sadrzaj vodonika na 100 g metala Sava: <5ml
FB CrNi Mehanicke osobine:
Meduprolazna Tvrdoéa: 38-42 HRC
temperatura:
Tvrdoca navara zavisi od uslova navarivanja i od hemijskog
<350°C sastava osnovnog materijala.
Obradljivost: dobra, karbidnim tvrdim metalima
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
¢ Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A V m / min
3,2 350-600| 26 - 33 1,2 - 24 | Dimenzije kotura:
4,0 400-800| 27 - 39 0,8 - 2,2 | 420x280x90
Tezina:22-29Kkg;
K415

Tezina : cca. 25 kg
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Klasifikacije:
AWS-SFA-5.22: E 308L TO - 1/-4
E 308L T1—-1/4%
EN ISO 17633-A: T19 9LR C/M 3
EN ISO 17633-A: T19 9LP C/M 2*
EN ISO 17633-B: TS308L-F B0
: TS308L-F B1%

\ "I
‘

elekirode jesenicesw. || CORD 308L

Osobine i primena:
FILCORD 308L je rutilna punjena Zica, izradena iz trake, pogodna za MAG - zavarivanje austenitnih 19/9 CrNi
nerdajucih Celika. Zavari su otporni interkristalnu koroziju do radnih temperatura od 350°C i na oksidaciju do 800°C.

Zavarivanje ovom zicom odlikuju: stabilan luk, vrlo malo razbrizgavanje, troska se lako uklanja i mogucée je zavarivanje
u svim polozajima.

Osnovni materijali:

DIN : W.Nr. :
Visokolegirani €elici otporni na X5CrNi18 10, X6 CrNiTi 18 10 1.4301, 1.4541
koroziju X5CrNi 18 12, X5 CrNiNb 18 9 1.4303, 1.4543
X2CrNi 1911, X6 CrNiNb 18 10 1.4306 , 1.4550
X2 CrNiN 18 10, G-X 5 CrNiNb 18 9 1.4311, 1.4552
Tip zice: Tipicne osobine ¢istog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: C Si Mn P S Ni Cr
<0,04 0,75 1,50 <0,030 | <0,005 10,0 19,5
DC +
. . . ) Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:
— Mehanicke osobine:
g
yos Napon tec¢enja Rpo.2%: > 350 N/mm?
Zatezna &vrstoca R 560 - 620 N/mm®
Zastitni gas: Izduzenje As: >35%
(EN 439)
Zilavost A > 60 J (na +20°C)
COz; M21 >50J (na -20°C)
Potrosnja: 18 - 221/ min

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
[0 Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \% m / min
0,9 110-190 [ 23 - 29 K300, D 300
1,2 130 - 220 23 - 29 precizno namotano
1,6 250-290 | 27 - 30 TezZina :
cca. 15kg
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Klasifikacije:
AWS-SFA-5.22: E316L T0-1/-4
E316L T1-1/-4*
EN ISO 17633-A: T19 12 3LR C/M3
EN ISO 17633-A: T19 12 3LP C/M2*
EN ISO 17633-B: TS316L-F BO
- TS316l -F R1 =

D . 'l
‘

elektrode jesenices. F|LCORD 316L

Osobine i primena:
FILCORD 316L je rutilna punjena Zica, izradena iz trake, pogodna za zavarivanje i navarivanje CrNi i CrNiMo celika.
Zavari su otporni interkristalnu koroziju do radne temperature od 400°C. Zavarivanje ovom zicom odlikuju: stabilan luk,
malo razbrizgavanje, glatka povrsina $ava, troska se sama odvaja i moguénost zavarivanja u svim polozZajima.

Osnovni materijali:

DIN : W.Nr. :
Visokolegirani ¢elici otporni | X 5 CrNiMo 17 122, X 6 CrNiMoTi 17 12 2 1.4401,1.4571
na koroziju X 2 CrNiMo 17 132, X 10 CrNiMoTi 18 12 1.4404 ,1.4573

X2 CrNiMoN 17 122, X 10 CrNiMoNb 18 10 | 1.4406 , 1.4580
X2 CrNiMo 18 14 3, G-X 5 CrNiMoNb 18 10 | 1.4435, 1.4581
X 5 CrNiMo 17 13 3, X 10 CrNiMoNb 18 12 1.4436 , 1.4583

Tip zice: Tipi€ne osobine €istog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: C Si Mn P S Ni Cr Mo
<0,04| 0,80 | 1,30 | <0,030 | <0,005 | 12,0 19,0 2,5
DC +

. . . Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:

—> Mehanicke osobine:
1”1
s Napon tegenja Reoz%: > 380 N/mm?
Zastitni gas: Zatezna évrstoéa Rm: 580 - 640 N/mm?
(EN439) Izduzenje As: >32 %
COz; M21 ) Zilavost A > 60 J (na +20°C)
portosnja: 18 - 22 1/ min > 55 J (na - 20°C)
Parametri zavarivanja i pakovanje:
Parametri zavarivanja
[0 Jacina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \% m / min
0,9 110-190 [ 23 - 29 K 300, D 300
1,2 130 - 220 23 - 29 precizno namotano
1,6 250-290 | 27 - 30 Tezina :
cca. 15kg
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Klasifikacije:
AWS-SFA-5.22: E 309L TO - 1/-4*
E 309L T1-1/-4
EN ISO 17633-A: T23 12 LR C/M3
EN ISO 17633-A: T23 12 LP C/M2
EN ISO 17633-B: TS309L-F BO*
: TS309L-F B1

\ "l
‘

elektrode jesenicew. F|LCORD 309L

Osobine i primena:
FILCORD 309L je rutilna punjena Zica, izradena iz trake, pogodna za MAG — zavarivanje termicki postojanih nerdajucih
i njima slicnih Celika. Zavari su otporni na interkristalnu koroziju u radnom podruciji od - 60°C do 300°C i na oksidaciju

do 1000°C. Zavarivanje ovom zicom odlikuju: stabilan luk, malo razbrizgavanje, glatka povrsina $ava, troska se sama
odvaja i moguénost zavarivanja u svim polozajima.

Osnovni materijali:

DIN : W.Nr. :
Termicki postojani Eelici X 10 CrAl 7, X 10 CrAl 13 1.4713,1.4724

X 10 CrAl 18 1.4742

G-X 40 CrNiSi 22 9, X 15 CrNiSi 20 12 1.4826 , 1.4828

G-X 25 CrNiSi 20 14, G-X 40 CrNiSi 25 12 1.4832, 1.4837

Tip zice: Tipi€ne osobine istog metala Sava:
rutilni
Hemijski sastav, ut %:
Vrsta struje: c Si Mn P S Ni Cr
<0,05 0,75 1,50 <0,030 | <0,008 12,5 22,5
DC +
S . .. Sadrzaj vodonika na 100 g metala Sava: <5ml
Polozaji zavarivanja:
—> Mehanicke osobine:
g
yod Napon tec¢enja Rpo.29%: > 360 N/mm?
Zatezna &vrstoéa R 560 - 620 N/mm?
Zastitni gas: e
(EN 4399) Izduzenje As: >30 %
Zilavost A > 60 J (na +20°C)
COy; M 21

> 50 J (na - 20°C
potrosnja: 18 - 221/ min (na )

Parametri zavarivanja i pakovanje:

Parametri zavarivanja
) Jadina Napon Brzina
Odobrenja: struje Zice Pakovanje
mm A \% m / min
0,9 110-190 [ 23 - 29 K 300, D 300
1,2 130 - 220 23 - 29 precizno namotano
1,6 250-290 | 27 - 30 TezZina :
cca. 15kg
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TEHNICKE INFORMACIJE

OBJASNUENUJE SIMBOLA..........cooeeeernrerecesaseseeseasssssessasssesesans 292
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OBJASNJENJE SIMBOLA

W.Nr.

Polozaji zavarivanja

Vrste struje
AC

DC +
DC -

Tvrdoca

HB
HRC

Werkstoffnummer (oznaka materijala po standardu)

U nadglavno zavarivanje
s zavarivanje odozdo na gore
q horizontalno zavarivanje poprec¢no na zidu
h horizontalno zavarivanje ugaonih (koritasti polozaj) i
suc€eonih spojeva
f zavarivanje odozgo na dole
w horizontalno zavarivanje ugaonih spojeva (zidni polozaj)

naizmeni¢na struja
jednosmerna struja (pozitivan pol)
jednosmerna struja (negativan pol)

tvrdoca po Brinellu
tvrdoc¢a po Rockwellu C

Mehanicke osobine €istog metala Sava

napon teéenja u N/mm?
zatezna &vrstoéa u N/mm?
izduzenje u %

Zilavost u Joulima
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KLASIFIKACIJA DRUSTVA

Spisak klasifikacijskih drustva kod kojih imamo priznanja za dodatne materijale:

TOV
DB
GL
LR
ABS
BV
DNV
RINA
RS
PRS
szu
CR

SZ

Oznake:

Y

HorH 15

HH or H10

H5

S or SA

™

Technischer Uberwachungsverein Siiddeutschland (Germany)
Deutsche Bahn (German Railways)
Germanischer Lloyd
Lloyd's Register of Shipping
American Bureau of Shipping
Bureau Veritas
Det Norske Veritas
Registro Italiano Navale (ltaly)
Russian Maritime Register of Shipping (Russia)
Polski Rejestr Statkow (Poland)
Strojirensky ZkuSebni Ustav v Brne (Czech Repubilic)
Croatian Register of Shipping (Croatia)

Slovenske Zeleznice

priznato za ¢elike sa poviSenom &vrstoéom

sadrzaj vodonika u ¢istom metalu $ava < 10 ml H2/100g (glicerinska metoda)
<15 ml H2/100 g (zZivina metoda)

sadrzaj vodonika u Cistom metalu Sava < 5 ml H2/100 g (glicerinska metoda)
<10 ml H2/100 g (zivina metoda)

sadrzaj vodonika u ¢istom metalu $ava < 5 ml H2/100 g (zivina metoda)

priznato za poluautomatsko zavarivanje

priznato za automatsko zavarivanje

priznato za dvoslojnu tehniku

priznato za viSeslojnu tehniku (>dva sloja)

priznato za obe, dvoslojnu i viSeslojnu tehniku
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ODOBRENJA ZA DODATNE MATERIJALE

Oblozene elektrode ABS BV GL LR DNV TOV DB

CELEX *

CELEX Mn *

RUTILEN 12

-
-
-
-
*
*

RUTILEN 13 2 2 2 2 2 * *

RUTILEN Z * *

RUTILEN 1000 S 1 * *

RUTILEN X * *

RUTILEN 2000 S * *

EMONA 3 3 3 3 3 *

SAVA 150 *

SAVA 150 AR 3Y 3Y 3Y 3Y 3 (do NV E36) *

SAVA 200 2 2 2 2

SAVA GV 130 2 2 2 2 2

EVB 47 3YHH 3/3YH

EVB 50 4YHH 4YHH 4YH10 3/3YH 4YH10 * *

EVB 55 *

EVB S * *

EVB 60 * 3,3YH 3YH 3/3YH 3Y40H15

EVB Ni 3/4Y *

EVB 2.5 Ni 6Y50H15

EVB Mo *

EVB CrMo * *

INOX R 19/9 NC UP 308L *

INOX R 19/9 Nb UP 347 *

INOX R 19/12/3 NC 316 L-17 316L-17 *

INOX R 22/12/3 Fe 309 Mo-16 309Mo-16

INOX R 25/14/3 NC UpP 309 *

INOX R 18/8/6 Fe * *

Oblozene elektrode CR RS SZ/uIC RINA PRS uDT SZU

JADRAN S *

RAPID *

RUTILEN 12 1 * * *

RUTILEN 13 2 * * *

EMONA 3 3 * 3 * *

SAVA 150 AR 3Y

SAVA 200 2 2

SAVA GV 130 2 2

EVB 47 3H10,3YH10 * *

EVB 50 3YHH 3YHH 4Y HH 3H10,4YH10 * *

EVB S

EVB 60 3YHH 3Y50H 4YH15

| | x| | #| x| |

EVB Ni 3YH

EVB Mo 3YH

EVB MoV

EVB CrMo *

EVB 2 CrMo * *

EVB 5 CrMo

EVB 9 CrMo

E Ti Mo

E Ti MoV

E Ti CrMo

E Ti 2 CrMo

INOX R 19/9 NC * 308L *

INOX R 19/9 Nb * *

INOX R 19/12/3 NC *

I I I A B R B I I I I

INOX R 19/12/3 Nb

INOX R 22/12/3 Fe *

INOX R 29/9 *

INOX R 25/14/3 NC * *

INOX R 25/20

INOX B 25/20

INOX B 18/8/6 *

| #| | *

INOX R 18/8/6 Fe

E DUR 250 *
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ODOBRENJA ZA DODATNE MATERIJALE

E DUR 300

*

E DUR 400

*

E DUR 600

*

Zice i $tapovi za zavarivanje

ABS

BV

GL

LR

DNV

TOV

VAC 60/ C1

3YSA

SA3YM

3YS

38/3YS

IIYMS

VAC 60/ M21

3YSA

SA3YM

3Ys

38/3YS

HIYMS

VAC65/C1

VAC 65/ M21

| *| #| *

MIG 19/9 NC

MIG 19/9 NC Si

MIG 19/12/3 NC

MIG 19/12/3 NC Si

MIG 18/8/6 Si

MIG 75

TIG 19/9 NC

TIG 19/12/3 NC

TIG Mo / Ar

uUpP

3/3Y

HHYMS

TIG VAC 60

VP 37

| *| *| *

VP 42

Glll

Zice i $tapovi za zavarivanje

CR

RS

SZ

CWB

PRS

e

RINA

VAC60/C1

3YMS

38/3YS

VAC 60/ M21

3YMS

3S/3YS

VAC 65/ C1

VAC 65/ M21

MIG 19/9 NC

MIG 19/9 NC Si

MIG 19/12/3 NC

MIG 19/12/3 NC Si

B3 I I Y Y ) ) A Y [ ]

MIG 18/8/6 Si

TIG 19/9 NC

TIG 19/12/3 NC

TIG Mo / Ar

3Y46MS

W50 2 W2Mo

TIG VAC 60

VP 42

Punjene Zice

ABS

BV

GL

LR

DNV

TOV

CR

FILTUB4R/C1

3YSA

SA3YM

3YS

3S/3YS

HNYmMs

3YS

FILTUB4R/M 21

3YSA

SASYM

3YS

3S/3YS

HNYyms

3YS

FILCORD 4R/C1

3YS

IIYMS(H10)

Punjene Zice

UDT

FILTUB4R/C1

*

FILTUB4 R/M 21

*

Prasci za zavarivanje

ABS

BV

GL

LR

DNV

TOV

CR

AB 100 [ EPP2

2T™M

A2YTM

2T™M

2T™M

1™

2T™M

/ EPP3

2YTM

A2YTM

2YTM

2M/2YM

IIYTM

2YTM

AR18.5 /EPP2

2TM

A2TM

2T™M

2T

1™

2TM

AR18.1 /EPP2

2YTM

A2YTM

2YTM

2TM/2YTM

1IYTM

2YTM

AR D1 /EPP 2

2YTM

A1,1YTM

1YTM

1YTM

IIYTM

1YTM

FBTT /EPP 2

3M

A3M

3M

1nm

(S2)

/EPP 3

3YM

A3YM

3YM

3M/3YM

lnym

*(S3)

3YM

/ EPP 2 Mo

3YM

A3YM

3YM

lnym

*(S2Mo)

3YM

FB122 /EPP2

*(S2)

3M

/ EPP3

2YT,3YM

A3YM

3YM

3M/3YM/3YT

NYT(IYM)

Prasci za zavarivanje

RS

SZ/UIC

RINA

PRS

DB

AB 100 [ EPP2

*

/ EPP3

AR185 [/EPP2

AR18.1 /EPP2

3YTM

AR D1 /EPP 2

FBTT /| EPP 2

/EPP 3

/ EPP 2 Mo

3YM

FB122 /EPP2

3M

/ EPP3

# ] #| w| x| x| x| x| %

2YT/3YM

3YM,3YTM
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ODOBRENJA ZA DODATNE MATERIJALE

Oblozene elektrode

ABS

BV

GL

LR

DNV

TOV

DB

CELEX

CELEX Mn

RUTILEN 12

-

-

-

RUTILEN 13

RUTILEN Z

RUTILEN 1000 S

RUTILEN X

| | x| | | ]| *

| | #] x| #

RUTILEN 2000 S

EMONA

3

SAVA 150

SAVA 150 AR

3Y

3Y

3Y

3 (do NV E36)

B B I

SAVA 200

2

SAVA GV 130

2

EVB 47

3YHH

3/3YH

EVB 50

4YHH

4YH10

3/3YH

4YH10

EVB 55

EVB S

EVB 60

3, 3YH

3YH

3/3YH

3Y40H15

EVB Ni

3/14Y

EVB 2.5 Ni

6Y50H15

EVB Mo

EVB CrMo

INOX R 19/9 NC

UpP

308L

INOX R 19/9 Nb

UP

347

# ox] w] x| #

INOX R 19/12/3 NC

316 L-17

316L-17

INOX R 22/12/3 Fe

309 Mo-16

309Mo-16

INOX R 25/14/3 NC

UP

309

INOX R 18/8/6 Fe

Oblozene elektrode

CR

RS

SZ/UIC

RINA

PRS

JADRAN S

RAPID

RUTILEN 12

-

RUTILEN 13

N

EMONA

SAVA 150 AR

3Y

SAVA 200

SAVA GV 130

NN

EVB 47

3H10,3YH10

EVB 50

3YHH

3YHH

4YHH

3H10,4YH10

EVB S

EVB 60

3YHH

3Y50H

4YH15

EVB Ni

3YH

EVB Mo

3YH

| #| #| w| o[ | *]| #

EVB MoV

EVB CrMo

EVB 2 CrMo

EVB 5 CrMo

EVB 9 CrMo

E Ti Mo

E Ti MoV

E Ti CrMo

E Ti 2 CrMo

INOX R 19/9 NC

308L

INOX R 19/9 Nb

INOX R 19/12/3 NC

INOX R 19/12/3 Nb

| | k| o o | | k| k[ o | ]| #| #[ [ *

INOX R 22/12/3 Fe

INOX R 29/9

INOX R 25/14/3 NC

INOX R 25/20

INOX B 25/20

INOX B 18/8/6

INOX R 18/8/6 Fe

| #| ®| %

E DUR 250
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OBJASNJENJE EN 1600 — 1997

Napon tecenja Zatezna Cvrstoca Izduzenje Termicka
Oznaka Rpo2 Rm min. % obrada posle
min. N/mm? min. N/mm? Y zavarivanja

13 250 450 15 )
134 500 750 15 %
17 300 450 15 Y
199 350 550 30
199L 320 510 30
199 Nb 350 550 25
19122 350 550 25 ne
19123L 320 510 25
19123 Nb 350 550 25
19134 N L 350 550 25
2293NL 450 550 20
2572NL 500 700 15 ne
2593 CuNL 550 620 18
2594 NL 550 620 18
18153 L 300 480 25
18 16 5N L 300 480 25
20255CuNL 320 510 25 ne
20163 MnNL 320 510 25
25222NL 320 510 25
27314 Cul 240 500 25
18 8 Mn 350 500 25
18 9 Mn Mo 350 500 25
20103 400 620 20
2312L 320 510 25 ne
2312 Nb 350 550 25
23122L 350 550 25
299 450 650 15
1682 320 510 25
199H 350 550 30
254 400 600 15
2212 350 550 25 ne
2520 350 550 20
2520 H 350 550 10°
36 18 350 550 10°

1)  jednako petostukom preéniku ispitnog uzorka

2) 840°C - 870°C / 2 h — ohladenje u pec¢i do 600°C, a zatim na vazduhu.

3) 580°C - 620°C / 2 h — hladenje na vazduhu.

4) 760°C - 790°C / 2 h, ohladenje u pec¢i do 600°C, a zatim na vazduhu.

5) Elektrode namenjene za visoke radne temperature imaju visok sadrzaj ugljenika u Cistom metalu

Sava. Za ove namene izduZenje pri sobnoj temperaturi nema vaznu ulogu.

NAPOMENA: IzduZenje i Zilavost istoga metala S8ava mogu biti niZi nego kod osnovnog materijala.

E 19 T12 2 R

| —

3 4

| |

Oblozene elektrode Tip obloge Oznaka za Oznaka za
za ru¢no elektoluéno iskoricenje i vrstu polozaje
zavarivanje struje zavarivanja
' ! |
v
Oznaka | Tip Oznaka Iskori$éenje Vrsta Oznaka | PolozZaji zavarivanja
obloge % struje "2
1 <105 ACiDC 1 svi polozaji
2 <105 DC 2 svi polozaji osim odozgo na dole
R rutilni 3 > 105 < 125 ACiDC 3 horizontalno zavarivanje ugaonih i
B bazicni 4 > 105 < 125 DC suceonih spojeva, horizontalno-
5 > 125 < 160 ACiDC vertikalno ugaono zavarivanje
6 > 125 < 160 DC 4 horizontalno zavarivanje ugaonih i
7 S 160 ACiDC suceonih spojeva
8 > 160 DC 5 zavarivanje odozgo na dole i u
polozajima u skladu sa oznakom 3

AC - naizmenicna struja DC - jednosmerna struja
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OBJASNJENJE DIN 1913 - 1984

Zatezna Cvrstoca | Napon teéenja Izduzenje IskoriS¢enje do priblizno 10%
Oznaka N/mm? min. N/mm min.% > 105% za rutilne i rutilno -
kisele tipove
43 430-550 355 22 > 120% za bazi¢ne tipove
51 510-610 380 22
R A
ObloZene elektrode Prvi Zilavost Charpy-V Drugi Zilavost Charpy-V
za rucno elektrolué¢no broj min. 28 J broj min. 47 J
zavarivanje pri temperaturi u°C pri temperaturi u°C
0 ni zahtev 0 ni zahtev
1 +20 1 +20
2 0 2 0
3 -20 3 -20
4 -30 4 -30
5 -40 5 -40
51 32 RR11 190 —
Polozaj Vrsta Obloga
Oznaka | zavarivanja| struje _ —
Tip obloge Debljina obloge
A2 1 5 kiseli tanka
R2 1 5 rutilni tanka
R3 2(1) 2 rutilni srednje debela
R(C)3 1 2 rutilno-celulozni srednje debela
C4 1 0+(6) | celulozni srednje debela
RR5 2 2 rutilni debela
RR(C)5 1 2 rutilno-celulozni debela
RR6 2 2 rutilni debela
RR(C)6 1 2 rutilno-celulozni debela
A7 2 5 kiseli debela
AR7 2 5 kiselo-rutilni debela
RR(B)7 2 5 bazié¢no-rutilni debela
RR8 2 2 rutilni debela
RR(B)8 2 5 bazi¢no-rutilni debela
B9 1 0+(6) |bazicni debela
B(R)9 1 6 bazi¢ni + ostali debela
B10 2 0+(6) |bazicni debela
B(R)10 2 6 bazi¢ni + ostali debela
RR11 4(3) 5 rutilni debela > 105% iskori§¢enja
AR11 4(3) 5 kiseli + rutilni debela > 105% iskorig¢enja
B12 4(3) 0+(6) | bazicni debela > 120% iskori§¢enja
B(R)12 4(3) 0+(6) | bazicni + ostali debela > 120% iskoris¢enja

L

Oznaka vrste struje
— Jednosmerna i naizmeni¢na
Polaritet Samo stuja, napon praznog hoda
Oznaka PoloZaji zavarivanja elektrode | jenosmerna | aparata za zavarivanje min.V
1 | svi polozaji stuja 50 70 80
2 svi polozaji osim odozgo na dole +/- 0 1 4 7
3 horizontalno zavarivanje su€eonih i ugaonih - 0- 2 5 8
spojeva, horizont.-vertikal. ugaono zavar.
4 horizontalno zavarivanje su€eonih i ugaonih + 0+ 3 6 9
spojeva
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elektrode jesenice . OBJASNJENJE AWS-A 5.1 - 1991
Oblozena Oznacava elektrodu (E7018M) za Oznacava, da elektroda odgovara zahtevima u
elektroda za ru¢no vojnu namenu. Veca zZilavost, nizi pogledu merenja sadrzaja vodonika
elektroluéno sadrzaj vlage, manje navlazenje i (opcija za bazi¢ne elektrode, iz originalnog pakovanja
zavarivanje ograni¢en maksimalni sadrzaj ili suSene, sa srednjom vrednosc¢u, koja ne prelazi “z”
vodonika u gistom matalu Sava. ml H,/100 g metala Sava, “z” je 4,8 ili 16).

A

Oznadava, da elektroda odgovara
zahtevima u pogledu merenja navlazenja
(opcija za bazi¢ne elektrode sa izuzetkom
E7018M, kod kojih je test obavezan).

E 70 18 M

E 70 16

| N

-1 HZ R

\

Oznac¢ava min &vrstocu izrazeno u ksi. Oznacava polozaj Oznacava, da elektroda (E 7017,
(1 ksi = 1000 psi = 6,9 N/mm? ). zavarivanja, tip obloge i E 7018, E 7024) odgovara zahtevima
vrstu struje. vece zilavosti i duktilnosti (E7024)
v -
AWS Cvrstoéa min. Napon teenja min. | IzduZenje Zilavost Polozaji Tip obloge Vrsta struje
oznaka Kksi N/mm? ksi N/mm min.% Charpy-V zavariv - AC DC
J/°C anja
E 6010 60 414 48 331 22 271-29 1 celulozni - + pol
E 6011 60 414 48 331 22 271-29 1 celulozni X + pol
E 6012 60 414 48 331 17 nije odredeno 1 rutilni X - pol
E 6013 60 414 48 331 17 nije odredeno 1 rutilni X +/- pol
E 6019 60 414 48 331 22 27/-18 1 rutiino-kiseli X +/- pol
E 6020 60 414 48 331 22 nije odredeno 2 kiseli X c) +/- pol
E 6022 60 414 nije odred. | nije odred. | nije odred.| nije odredeno 2 kiseli X - pol
E 6027 60 414 48 331 22 271-29 2 kiseli, visoko izkori3¢.| X c) +/- pol
E 7014 70 482 58 399 17 nije odredeno 1 rutilni, prah zeleza | x +/- pol
E 7015 70 482 58 399 22 271-29 1 baziéni - + pol
E 7016 70 482 58 399 22 271-29 1 baziéni X + pol
E 7016-1 70 482 58 399 22 27/ -46 1 bazi¢ni X + pol
E 7018 70 482 58 399 22 27 /-29 1 bazi¢ni, prah zeleza | x + pol
E 7018-1 70 482 58 399 22 27/ -46 1 bazi¢ni, prah zeleza | x + pol
E7018 M| a) 482 b) b) 24 67 /-29 1 baziéni, prah Zeleza |- + pol
E 7024 70 482 58 399 17 nije odredeno 2 rutilni, visoko iskorsé.| x +/- pol
E 7027 70 482 58 399 22 271-29 2 kiseli, visoko iskors¢. [ x c) +/- pol
E 7028 70 482 58 399 22 27 /1-29 2 bazicni, visoko iskorié. | X + pol
E 7048 70 482 58 399 22 27 /-29 4 bazi¢ni, prah zeleza | x + pol
a) nominalna vrednost 70 ksi (482 N/mm?)
b) granica je 53-72 ksi (365-496 N/mm?) l
za ¢ 2,4 mm je granica max.77 ksi (531 N/mm?)
c) H-V suceono: - pol
Oznaka Polozaji zavarivanja
1 svi polozaji osim odozgo na dole
2 horizontalno i horizontalno-vertikalno
zavarivanje su¢eonih spojeva
4 vertikalno i odozgo na dole

Zahtevani su takode:
» hemijski sastav Cistog metala Sava i rentgenska ispitivanja
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OBJASNJENJE EN 760 — 1996

Klasifikacija aglomeriranih praskova za zavarivanje

Oznaka | Tip praska Oznaka Vrsta praska na osnovu Prigor ili odgor | Oznaka % Prigor ili
sasatava elemenata odgor
F Topljeni MS Mangan-silikatni Odgor 1 iznad 0.7%
A Aglomerirani CcSs Kalcijum-silikatni 2 0.5-0.7%
M Mesani ZS Cirkon-silikatni 3 0.3 -0.5%
RS Rutilno-silikatni 4 0.1-0.3%
AR Aluminatno-rutilni Odgor/prigor 5 0-0.1%
AB Aluminatno-baziéni Prigor 6 0.1-0.3%
AS Aluminatno-silikatni 7 0.3-0.5%
AF Aluminatno-fluoridno-bazi¢ni 8 0.5-0.7%
FB Fluoridno-baziéni 9 iznad 0.7%
4 Ostali sastavi
Oznaka

za zavarivanje
pod praskom

MetalurSke osobine prasaka za zavarivanje

Oznaka vrste struje

Sadrzaj vodonika u
metalu Sava (ISO

3690
Oznaka | Osobine i primena Oznaka | Vrsta struje Ozna)ka mi/ 100 g

1 za zavarivanje i navarivanje nelegiranih i AC Nazmenic. H5 5
niskolegira- struja
nih éelika (konstrukcijski, visoke évrstoce, termicki DC Jednosm. struja H10 10
postojani Celici); legiraju¢ih elemenata, osim Si i H 15 15
Mn
nema; odgori tj. prigori Si, Mn prema tabeli.

2 zavarivanje i navarivanje Cr i Cr-Ni nerdajucih i
termicki postojanih celika, nikla i niklovih legura

3 pre svega za navarivanje, prigori tj. odgori

legirajuc¢ih elemenata prema tabeli
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OBJASNJENJE EN 439 - 1994

Tabela 1: Klasifikacija zastitnih gasova za zavarivanje i rezanje

Oznaka' Komponente u zapreminskim procentima Osnovna Napomene
primena
Vrsta Brojc¢ana Oksidirajuca Inertna Redukciona | Neaktivna
oznaka
COZ 02 Ar He H2 N2
R 1 Ostalo’ >0-15 TIG, zavarivanje i | Redukciona
2 Ostalo® >15-35 rezanje plazmom,
zastita korenog
zavara
| 1 100 MIG, TIG, rezanje | Inertna
2 100 plazmom, zastita
3 Ostalo | 5 9_o95 korenog zavara
2
M1 1 >0-5 Ostalc«2 >0-15 ?I?b? )
2 >0-5 OstaloZ MAG oksidiraju¢a
3 >0-3 Ostaloz
4 >0-5 >0-3 Ostalo
M2 1 >0-25 Ostalo’
2 > 3-10 Ostaloi
3 >0-5 | >3-10 | Ostalo,
4 |>5-25| >3-g | Ostab
M3 1 >25-50 Ostalo’
2 >10- 15 Ostaloi Jak
Ostalo ako
3 >5-50 | > 8-15 oksidirajuéa
1 100
2 Ostalo > 0-30
F 1 100 Rezanje plazmom, | Neaktivha
2 > 0-50 Ostalo | zastita kor. zavara | Redukciona

1) Ako su uporedo dodate komponente, koje nisu navedene, gas je specijalan i dodatno se ozna¢ava sa »S«.
2) Argon se moze zameniti sa do 95% He. Sadrzaj He se dodatno ozna¢ava odgovaraju¢im brojem prema Tabeli

Tabela 2: Broj¢ane oznake za gasove iz grupa R i M, a koje sadrze He

Oznaka | Sadrzaj He u zapreminskim
procentima (%)
1 >0-33
>33-66
> 66 —-95
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ISPITIVANJE MATERIJALA ZA ZAVARIVANJE

Materijale za zavarivanje ispitujemo na osnovu izradenih uzoraka iz Cistih metala Sava,
odnosno, navara. Na njima ispitujemo hemijski sastav i mehani¢ke osobine. Svi podaci u
katalogu su orijentacioni. Mogu se primenjivati bez prethodnog dogovora.

Hemijski sastav i mehanicke osobine ¢istog metala Sava

Hemijski sastav i mehani¢ke osobine Cistog metala Sava, navedene u katalogu, su tipi¢ne
vrednosti Cistog metala Sava, odnosno, navara zavarenog ispitnog uzorka. Predstavljaju neku
prose¢nu vrednost veceg broja merenja.

Mehanicko ispitivanje
Izrada, mesto uzimanja i obrada ispitnih uzoraka su u skladu sa standardima EN (DIN) i AWS.

Mehanicke osobine Cistog metala Sava se odreduju na osnovu merenja pri:
- zateznom ispitivanju i
- udarnom ispitivanju zilavosti.

Izraduju se i ispituju dva tipa uzoraka:
- cilindri¢ni uzorak za ispitivanje zateznih karakteristika Cistog metala Sava i
- uzorak oblika kvadra - Charpy V uzorak za ispitivanje zilavosti.

Zateznim ispitivanjem se odreduju sledeée osobine Cistog metala Sava:
- zatezna Cvrstoca,
- napon tecenja i
- izduZenje.

Udarnim ispitivanjem zilavosti se odreduje:
- Zilavost loma materijala.

Napon te€enja je napon (optereéenje), koje izaziva prvu vecu trajnu deformaciju — izduzenje
ispitnog uzoka. KataloSka vrednost Ry 2 je napon, koji posle rastereéenja izaziva 0.2% trajnog
izduzenje i izrazava se N/mm?.

Zatezna ¢vrstoéa R, je najveci napon (opterecenje), koji ispitni uzorak izdrzi pre kidanja.
IzraZava se u N/mm?®.

Izduzenije As je osobina deformacije Cistog metala Sava pri kidanju. Izrazava se u procentima
(%) u odnosu na duzinu ispitnog uzorka pre deformacije; merena poc€etna duZina je obi¢no
petostruki preénik ispitnog uzorka.

Zilavost loma A, pri odredenoj temperaturi je mera otpornosti materijala na krti lom po Charpy -
V metodi. To je osobina materijala, koja opisuje njegovo ponasanje pri deformaciji sa udarnim
optereéenjem i u prisustvu zareza. IzraZzava se u Joul (J).

Merenje tvrdoce

Izrada i obrada ispitnh uzoraka za merjenje tvrdoce je u skladu sa standardima DIN i EN.
Tvrdoc¢a je otpornost materijala na prodiranje, utiskivanje, drugog tvrdeg tela. Tvrdo¢u merimo:

- po Brinellu; izrazava se u jedinicama HB ili
- po Rockwellu C; izrazava se u jedinicama HRC.
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UPOREDNA TABELA TVRDOCE

Tvrdoéa po| Tvrdoc¢a po| Tvrdoé¢a po| Tvrdoc¢a po Tvrdoéa po |Tvrdoc¢a po |Tvrdoé¢a po |Tvrdo¢a po
Brinellu Rockwellu| Rockwellu | Vickersu Brinellu Rockwellu| Rockwellu | Vickersu

HB HRB HRC HV HB HRB HRC HV
96 53 96 285 107,0 28,3 285
103 58,2 103 302 109,0 30,5 302
111 64,0 111 321 32,8 321
116 67,0 116 341 35,0 341
121 70,0 121 363 37,4 364
126 72,4 126 388 40,2 393
130 74,8 131 415 43,2 430
137 77,2 137 444 47,0 466
143 79,5 143 478 49,0 510
149 81,7 149 541 52,0 560
156 84,1 156 555 56,0 640
163 85,4 163 600 59,0 695
170 88,2 170 611 59,3 704
179 90,4 179 622 60,5 726
187 92,2 187 632 61,5 750
197 94,2 197 643 62,5 774
207 96,2 207 654 63,5 800
217 97,8 217 665 64,5 826
229 99,6 19,0 229 676 65,5 855
241 101,0 21,2 241 688 67,0 903
255 103,0 23,8 255 694 68,0 940
269 105,0 26,0 269
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SKLADISTENJE, PAKOVANJE

elektrode jesenice .. | PONOVNO SUSENJE

Skladistenje

Oblozene elektrode, prasci i zZice za zavarivanje moraju biti, do upotrebe, skladisteni u
originalnoj i neStecenoj amabalazi. SkladiSni prostori moraju biti suvi da bi se, u slucaju
eventualnih oStecenja ambalaze, sprecilo:

- vlazenje elektroda, odnosno, praska,

- i korozija nelegiranih i niskolegiranih zZica.

Preporucljivi uslovi za skladiStenje su:
- klimatizovani prostor,
- temperatura 17 - 25°C,
- relativna vlaznost do 60%.

Preporucuje se elektricno, odnosno, centralno grejanje. Na taj nacin se postize niza vlaznost.
Zagrevanje na Cvrsta goriva nije najpogodnije, jer izaziva kontaminaciju atmosfere dimnim
gasovima i povecava vlaznost vazduha.

Priporogljivo maksimalno vreme skladistenja elektroda i praskova za zavarivanje je do 3 godine.
Uzimanje materijala za zavarivanje iz skladista mora iéi po principu “first-in/first-out”.

Ponovno susenje

Elektrode i praske je potrebno, pred upotrebu, susiti i takve osuSene upotrebljavati.
Temperatura suSenja, pred upotrebu, za elektrode i praske je navedena na etiketi na svakoj
zatvorenoj ambalaznoj jedinici, na tehni¢kom listu u katalogu i u prilozenoj preglednoj tabeli.

Celulozne elektrode se pred upotrebu, zbog dobrih zavarivackih osobine, ne smeju susiti.

Elektrode, pakovane u metalne kutije, po pravilu nije potrebno susiti. U slu¢aju oste¢enja na
ambalazi, suSenje pred upotrebu je obavezno.

Priporocljivo je, da se osetljivije vrste elektroda (bazi¢ne, nerdajuce) i praSaka izmedu dva
koriS¢enja, Cuvaju u zagrejanoj komori na temperaturi 70 - 120°C, da bi se sprecilo ponovno
navlazenje.

Pakovanje
Za pakovanje materijala za zavrivanje koristimo standardnu ambalazu.
Oblozene elektrode su pakovane na dva nacina:
- nelegirane, niskolegirane i srednjelegirane elektrode su pakovane u kartonske

kutije, koje su zavijene u PVC foliju,
- visokolegirane elektrode su pakovane u metalne kutije.

Tezina kartonskih kutija je 4 do 6 kg, a metalnih kutija je 3 do 4.5 kg, zavisno od dimenzija
elektroda. Kartonske kutije se pakuju u transportne pakete po 5 komada, a metalne kutije po 4
komada.

Prasci se pakuju u dvoslojne papirne vreé¢e sa PVC uloSskom po 25 kg.

Zice za zavarivanje su pakovane na sledeée nacine:
- VP Zica se pakuje u veze po 25 kg, a samo dimenzija 1.6 mm u kartonsku ambalazu,
- niskolegirana TIG Zzica se pakuje u kartonsku ambalazu po 25 kg,
- visokolegirana TIG Zzica se pakuje u PVC kese po 5 kg, koje se zajedno pakuju
u kartonsku ambalazu po 25 kg.
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SUSENJE ELEKTRODA | PRASAKA PRED

UPOTREBU
Temperatura / Temperatura /
PROIZVOD vreme susenja PROIZVOD Vreme susenja
CELEX EVB Mo
CELEX Mn EVB MoV
CELEX Mo EVB Mo1Cr 100 °C/ 1h +
CELEX Ni NIJE EVB CrMo 300 - 350 °C/ 2h
CELEX NiMo DOZVOLJENO  [EVB CrMoV li
CEL Fe EVB 2 CrMo 400°C/1h
CEL Mo EVB 5 CrMo ili
EVB 9 CrMo 250°C/4h
EVB 9 CrMoV, EVB 91 CrMoV
NEUTRAL INOX R 19/9 Nb
RAPID INOX R 19/9 NC
JADRAN S INOX R 19/12/3 Nb
RUTILEN 12 INOX R 19/12/3 NC
RUTILEN Z INOX R 19/13/4 L 300 —320°C/ 2h
RUTILEN 1000 S INOX R 22/9/3 LN
EMONA 5 INOX R 20/10/3 L
RUTILEN 13 100 - 12"? C/2h NOXR 25/4 Fe Temperatura
RUTILEN X 140°C /1 h INOX R 25/14 NC
RUTILEN 2000 S INOX R 25/14/3 NC lagano  lagano
RUTILEN K INOX R 25/20 zagrevanje hladenje
RUTILEN S INOX R 20/25 L u pedi
E Ti Mo INOX R 22/12/3 Fe
E Ti MoV INOX R 18/8/6 Fe l
E Ti CrMo INOX R 29/9, INOX R 29/9 Fe
E Ti 2 CrMo INOX B19/9Nb 20°C—100°C—300°C]
E Ti5 CrMo INOX B 19/12/3 Nb (1h) (1h)
INOX B 25/20
SAVA 130 INOX B 18/8/6
SAVA 150 INOX B 70/15
SAVA 180 INOX R 18/8/6
SAVA 200 120-140°C/2h [INOXB 13 Fe
SAVA GV 130 ili INOX B 13/1 Fe 420°C/2h
SAVA GV 160 250°C/1h INOX B 13/4 Fe li
SAVA 150 B INOX B 13/6 Fe 350°C/4h
SAVA 150 AR
INOX B 17 Fe 380°C/2hili
EVB 50 INOX B 17 MoFe 400°C/1h
EVB 55
EVB 45 UTOP 38
EVB 47 UTOP 55
EVB S TOOLDUR 400°C/1h
GALEB 50 E DUR 250 ili
EVB K 100 °C / 1h + E DUR 300 250 °C / 4h
EVB 60 300-350°C/2h |[EDUR 400
EVB 65 ili E DUR 500
EVB Ni 400°C/1h E DUR 600, E DUR 600 Si
EVB CuNi ili E DUR 60 R
EVB CuNiCr 250°C/4h
EVB NiMo ABRADUR 54
GALEB 70 ABRADUR 58
EVB 2.5 Ni ABRADUR 64, ABRADUR 60
EVB 2.5 NiMo ABRADUR 65 300°C/1-2h
EVB 75 ABRADUR 66 il
EVB CrNiMo CrWC 600 250°C/4h
EVB 80, EVB SP2 E Mn14, E Mn14 Cr4
EVB 100, EVB 100 extra E Mn17 Cr13, E Mn17 Cr10 Nb3
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SUSENJE ELEKTRODA | PRASAKA PRED

UPOTREBU
Temperatura / Temperatura /
PROIZVOD vreme susenja PROIZVOD vreme susenja
MONEL ALU 99.5
SUPER Ni ALU Mn 100-150 °C /1-2 h
CAST Ni ALU5Si
CAST NiFe, CAST NiFe B 150°C/2-3h [ALU12Si
CAST NiFe10 ili
CAST NiC 180°C/1h SEKATOR 1
CAST Fe SEKATOR 2 A
SL 250 SEKATOR 2B
EL Cu TERMO NIJE POTREBNO
BRON CuSn 300°C/1h
BRON CuAl ili
BRON CuMn 200°C/2-3h
FBTT

AR 18.5 350°C/2hili FB 12.2 350 °C/2hili
AR D1 250 °C /4 hili FB 33, FB CrNi 250 °C /4 hili
AR 18.1 400°C/1h FB 578 400°C/1h

350 °C /2 hili CSCr6 350°C/2hili
AB 100 250 °C /4 hili CS CrNi 250°C /4 hili
AB Cr 400°C/1h CS 350 400°C/1h

Praske za zavarivanje je potrebno pred uporebu susiti u pe¢ima sa ventilacijom i pri maksimalnoj visini

sloja praska ne vec¢oj od 15 cm.
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Generalni zastupnik za Srbiju: HONEX - Beograd
11000 Beograd, Mije Kovacevica 9
tel.: +381(0)11 3290 669; fax: +381(0)11 2750 437; honex@eunet.rs
Prevod sa slovenackog i redakcija: Mr Radomir JOVICIC, dipl. ing
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